1995 geo prizm fuse box diagram

Reina helped make these videos. The video above shows how to replace blown fuses in the
interior fuse box of your Geo Prizm in addition to the fuse panel diagram location. Electrical
components such as your map light, radio, heated seats, high beams, power windows all have
fuses and if they suddenly stop working, chances are you have a fuse that has blown out. If
your Prizm is experiencing electrical problems, you should always check the fuses first,
because they are relatively easy to check and cheap to change. Some Geos have multiple
interior fuse boxes including in the trunk - the video above will show you where the interior fuse
box of your Prizm is located. If your Prizm has many options like a sunroof, navigation, heated
seats, etc, the more fuses it has. Some components may have multiple fuses, so make sure you
check all of the fuses that are linked to the component in question. If you need to replace a
blown fuse in your Prizm, make sure you replace it with one that has the same amperage as the
blown fuse. If checking and replacing the fuse for the component in question doesn't work, we
recommend seeking assistance from a trusted professional mechanic. They should be able to
figure out if the component needs to be replaced or if there is a short or some other problem
with your Prizm. Hans Angermeier has produced over , videos showing drivers how to fix things
on their cars. He has broad expertise on basic repair procedures covering the majority of cars
on the road. Driving with your phone pressed against your ear is illegal in many places. See
how to talk hands free! Car companies often use the same engines in different cars. They also
slightly alter the styling and sell the same car by two different names amongst other tricks to
help offset development costs. Our system selects the most applicable video for your car
based, in part, on these characteristics. The video displayed may not look exactly like your car,
but may be relevant enough for you to get a good idea how to do it. Getting Started - Prepare for
the repair. Car Displayed: Toyota Corolla 1. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Top up
power steering fluid. Help keep your car as responsive as you are by maintaining proper power
steering fluid levels. Pair your phone. Add antifreeze. Low coolant levels is all to common - top
yours up today. Learn how to jack up your car. A few key tips will make jacking up your car
much safer. See all videos for the Toyota Corolla. We have a massive and growing video library,
but we don't have everything Asked by Wiki User. There is a fuse for the windshield washer on
the Geo Prizm. The fuse is located in the fuse box to the left of the steering wheel and under the
dashboard. There are a few fuse boxes located on a Geo Prizm. The main fuse boxes are located
under the driver side dash on in the engine compartment. I have a Geo Prizm, and there is a
fuse block is located to the left of your left leg; on the plastic panel. There is a pull out access
door there. Follow the rad hose connected to the engine.? Under your brake master cylinder.
Against the firewall. You can get a fuse box diagram for a Geo Prizm at your local auto parts
store or at the library. Another way to get one, is to contact a local Geo dealer. This car is not
equipped with a fuel pump inertia switch. This might be helpfful. How do you Change a fan belt
on 94 prizm? I have a 93 Geo Prizm and want start is there a relay if so where is it I have a 93
and it is located under the hood near the battery, inside a fuse box. I believe it is marked as a
EFI. Geo Prizm was created in The Geo windshield wiper fuse can be found in the fuse box. The
exact location of the windshield wiper fuse will be listed on the inside cover of the fuse box.
Front or Rear? It does not have a governor. Speed is computer controlled. Geo Prizm is
compatible with the Toyota Corolla. When you open the hood, the fuel pump relay switch is
located on the driver side under the black fuse box towards the back of the car. I would
recommend 5w On my Geo Prizm, cannot open trunk from inside of car. Ask Question. Car
Fuses and Wiring. Geo Prizm. Lincoln Navigator. Ford Explorer XLT. See Answer. Top Answer.
Wiki User Answered Related Questions. Is there a fuse or circuit breaker for a windshield
washer on a Geo Prizm? Where is the vacuum diagram located on Geo Prizm? Where are the
fuse boxes on a geo prizm? How do you adjust the clutch pedal on a Geo Prizm? Where is the
thermostat located on a geo prizm lsi 1. How do you replace the backup bulb geo prizm? Where
is the fuel filter located on a geo prizm? Where can you get a Geo Prizm fuse box diagram?
Where is the oil pressure switch on a GEO Prizm? What engine is in the geo prizm? Where is
the fuel pump cut off switch located on a geo prizm? How do you change the serpentine belt on
a Geo prizm? Where is the starter relay located on a Geo Prism? When was Geo Prizm created?
Where is the fuse for the windshield wipers on my 93 geo prizm? How do you get a Geo prizm
into overdrive? How do you change the wheel bearings on a Geo Prizm? How do you disable
the governor on a Geo Prizm? What is a Geo Prizm compatible with? Where is the Water pump
located geo prizm? What is an RTR fuse on a geo prizm? Where is the fuel pump relay switch
located on a geo prizm? What kind of oil goes in a Geo Prizm? Can you open the trunk of a 94
Geo Prism from the inside of the car? Asked By Wiki User. How many feet are in seven
minutes? What is the difference between margin and margin? Is Stanley tucci Jewish? What
letter in the Alphabet is always waiting in order? Is making glass from sand a chemical change?

What is black and white and blue all over? Hottest Questions How did chickenpox get its name?
When did organ music become associated with baseball? Asked By Curt Eichmann. How can
you cut an onion without crying? Asked By Leland Grant. Why don't libraries smell like
bookstores? Asked By Veronica Wilkinson. How long will the footprints on the moon last?
Asked By Daija Kreiger. Do animals name each other? Asked By Danika Abbott. Who is the
longest reigning WWE Champion of all time? Asked By Consuelo Hauck. What was the first TV
dinner? Asked By Roslyn Walter. Previously Viewed Where is the fuse box located on a Geo
Prizm? Unanswered Questions Is Daniel Winston of dancing on ice married? How will you
prepare laboratory procedure to verify the validity of the hypothesis example? What values can
we get in the folk dance tiklos? How did Jose rizals parents raise their children? What online
sites don't ask for cvv? What religion is Wilmer Valderrama? Moral lesson of tale of pilandok
story? What are the advantages and disadvantages of on premise catering? All Rights
Reserved. The material on this site can not be reproduced, distributed, transmitted, cached or
otherwise used, except with prior written permission of Multiply. Automobile Geo Prizm Owner's
Manual pages. Page 4 We support voluntary technician certification. This will help learn about
the features and controls for your vehicle. Page 6 Vehicle Damage Warnings In the notice area,
we tell you about something that can damage your vehicle. Many times, this damage would
Also, in this book you will find these notices: not be covered by your warranty, and it could be
costly. But the notice will tell you what to do to help avoid the damage. Page 7 These symbols
Here are some Vehicle Symbols are used on other symbols These are some of the symbols you
may find on your vehicle. You can also learn about some things you should do with air bags
and safety belts. Seats and Seat Controls This section tells you about the seats -- how to adjust
them, and also about reclining front seatbacks, head Page 10 Reclining Front Seatbacks To
adjust the seatback, lift the lever on the outer side the seat. Release the lever to lock the
seatback where you want it. Push on the seat to make sure it's locked in position. Pull up on the
lever, and the seat will eo to its But don't have a seatback reclined if your vehicle is orieinal
upright position. Page 11 Head Restraints Slide the head restraint up or down so that the top of
the restraint is closest to the top of your ears. This position reduces the chance of a neck injury
in a crash. Pull up to raise the restraint. To fold either seatback down: 1. It also tells you some
things you should not do up. Put someone on it. Take the simplest vehicle. Suppose it's just a
seat on wheels. Page 15 Get it up to speed. Then stop the vehicle. The rider The person keeps
going until stopped by something. In a real vehicle, it could be the windshield Page 16 or the
instrument panel or the safety belts! With safety belts, you slow down as the vehicle does. You
get more time to stop. You stop over more distance, and your strongest bones take the forces.
That's why safety belts make such good sense. Page 17 Q. Adults Lap-Shoulder Belt This part is
only for people of adult size. The driver has a lap-shoulder belt. Page 19 Pull up on the latch
plate to make sure it is secure. Make sure the release button on the buckle is positioned so you
would be able to unbuckle the safety belt quickly if you ever had to. Page 20 The lap part of the
belt should be worn low and snug on the hips, just touching the thighs. In a crash, this applies
force to the strong pelvic bones. If you slid under it, the belt would apply force at your
abdomen. Page 21 Shoulder Belt Height Adjuster Pull the release knob and move the height
adjuster to the desired position. When you release the knob, try to Before you begin to drive,
move the shoulder belt move the adjuster down to make sure it has locked into adjuster to the
height that is right for you. The shoulder belt is too loose. Page 23 What's wrong with this? The
belt is buckled in the wrong place. Page 24 What's wrong with this? The shoulder belt is worn
under the arm. It should be worn over the shoulder at all times. The belt is twisted across the
body. Page 26 This part explains the Supplemental Restraint System To unlatch the belt, just
push the button on the buckle. SRS , or air bag system. The belt should go back out of the way.
Supplemental Restraint System SRS Your Geo has two air bags one air bag for the driver and
another air bag for the right front passenger. The light tells you if there is an electric4 Problem.
The driver's air bag is in the middle of the steering wheel. The right front passenger's air bag is
in the instrument panel on the passenger's side. Page 29 a parked car, the threshold level will
be higher. The air bag is not designed to inflate rollovers, side impacts, rear impacts, because
inflation would not help the occupant. Page 30 How does an air bag restrain? In moderate to
severe frontal or near-frontal collisions, even belted occupants can contact the steering wheel
or the instrument panel. The air bag supplements the protection provided by safety belts. See
your dealer for and the air bag system. For women. Pick up the latch plate and pull the belt
across you. The shoulder belt may lock if you pull the belt across you very quickly. Page 34
When the shoulder belt is pulled out all the way, it will lock. If it does, let it go back all the way
and start again. Page 36 Center Passenger Position Lap Belt If your vehicle has a rear bench
seat, someone can sit in the center position. When you sit in the center seating position, you
have a lap safety belt, which has no retractor. To make the belt longer, tilt the latch plate and

pull it along the belt. Page 37 Children Everyone in a vehicle needs protection! That includes
infants all children smaller than adult size. In fact, the law in every state in the United States and
in every Canadian province says children up to some age must be restrained while in vehicle.
Page 39 Child Restraints Be sure to follow the instructions for the restraint. You may find these
instructions on the restraint itself or in a booklet, or both. These restraints use the belt system
in your vehicle, but the child also has to be secured within the restraint to help reduce the
chance of personal injury. Put the restraint on the seat. Follow the instructions you want to
install an anchor yourself, your dealer can for the child restraint. Page 41 Pick up the latch plate,
and run the lap and shoulder 5. The child restraint instructions will show you how. Page 42
Securing a Child Restraint in the Center 6. To tighten the belt, feed the shoulder belt into the
retractor while you push down the child restraint. See the earlier part about the top strap if the
child restraint has one. Page 43 1. Make the belt as long as possible by tilting the latch plate and
pulling it along the belt. Follow the instructions 5. Buckle the belt. Make sure the release button
is for the child restraint. Page 44 6. To Securing a Child Restraint in the Right tighten the belt,
pull its free end while you push down on the child restraint. Front Seat Position 7. Push and pull
the child restraint in different directions to be sure it is secure. Because your vehicle has a right
front passenger air bag, always move the seat as far back as it will go before securing a
forward-facing child restraint. Page 46 6. Pull the rest of the shoulder belt all the way out of the
retractor to set the lock. To tighten the belt, feed the shoulder belt back into the retractor while
you push down on the child restraint. Page 47 If you have the choice, a child should sit next to a
Larger Children window so the child can wear a lap-shoulder belt and get the additional
restraint a shoulder belt can provide. Accident statistics show that children are safer if they are
restrained in the rear seat. To wear it, just attach it sure to do so. Page 51 G E G B Section 2
Features and Controls Here you can learn about the many standard and optional features on
your Geo, and information on starting, shifting and braking. Also explained are the instrument
panel and the warning systems that tell you everything is working properly and what to do if
you have a problem. But you can have a lot of trouble getting into your vehicle if you ever lock
your keys inside. Page 53 Door Locks There are several ways to lock and unlock your vehicle:
From the outside, use your key. To lock the door, turn the top of the key toward the front of the
car. If you have power door locks, all the doors will lock. Insert the key in any front door and
turn the top of the key toward the rear of the car unlock the door. Page 54 Power Door Locks
Option lock the door from the inside, push down the button on the door. Leaving Your Vehicle If
you are leaving the vehicle, take your key, open your door and set the locks from inside. Page
55 Rear Door Security Locks If you want to open a rear door when the security lock is Your Geo
is equipped with rear door security locks that help prevent passengers from opening the rear
doors of 1. Unlock the door from the inside. Page 56 Trunk Lock Release To open the trunk lid,
use your key and turn it clockwise. To close the lid, lower and press down on it. After closing
the lid, try pulling it up to make sure it is closed. Page 57 Remote Trunk Lock Release Storage
and Compartments Pull the lever on the floor Cupholder near the driver's door to open the trunk
lid from inside your vehicle. To open the cupholder, push and release the bar and the cupholder
will slide out. With cups removed, push it back in to store. If there is a cover, lift to access the
storage area. However, there are ways you can help. Page 60 ACC B : In this position you can
operate some of your Ignition Switch electrical power accessories such as the radio, but not the
ventilation fan. It unlocks the steering wheel and ignition. ON C : The switch returns to this
position after you start your engine and release the switch. Page 62 To start your L4 engine:
When your engine has run about seconds to warm up, your vehicle is ready to be driven. Before
adding If you drive too quickly through deep puddles electrical equipment, check with your
dealer. Page 64 Automatic Transaxle There are several different positions for your shift lever.
Then This is your shift pattern. Page 69 Parking Brake If your speed drops below 20 mph 32 or if
the engine is not running smoothly, you should downshift to the next lower gear. You may have
to downshift two or more gears to keep the engine running smoothly or for good performance.
You may have to replace them, and you could also damage other parts of your vehicle. Move the
key to LOCK. Remove the key and take it with you. But if you ever have to, here are some things
to know. To use Express Down, push the switch Manual Windows down all the way. Release the
switch and the window will lower completely. Use the window crank to open and each window.
Headlamp High-Low Beam and Passing Signal You can also raise it to the highest level to give
your legs more room when you exit and enter the vehicle. Page 77 A green arrow on the Turn
Signal and Lane Change Indicator inskment panel will flash The turn signal has two in the
direction of the turn upward for right and two downward for left positions. These positions allow
you to signal a turn or a lane change. There are three headlamps on. For high positions for the
lamp beams, push the turn signal switch. When the high beams are on, blue light on the
instrument panel also will be on. If you have a sunroof, you have a reading lamp near the The

lamp comes on and stays on whether or not a sunroof switch. Press the switch to turn the lamp
on and door is open. Turn the knob clockwise to wipers and washer. Page 81 LO: The wipers
will run continuously at low speed. The wipers will continuously at high speed. For a single
wiping cycle, push the lever to MIST. Hold it there for a second, then let go. The wipers will stop
after one cycle. Page 82 Cruise Control Option With cruise control, you can maintain a speed of
about 25 mph 40 k m h or more without keeping your foot on the accelerator. This can really
help on long trips. Page 83 2. Get up to the speed you To Set Cruise Control want. Push the end
of the 3. Push the lever down to cruise control lever. This, of course, shuts off There are two
ways to go to a higher speed. An inside rearview mirror is attached to your roof. The mirror has
a pivot so that you can adjust it up and down Manual Adjust Mirrors or side to side. Then use
the round touch pad to adjust the mirror. When you are done adjusting the mirrors, move the
control back to the center. To tilt the sunroof, tilt expose the vanity mirror. Press the other end
of the switch to lower the sunroof. Page 89 If the sunroof will not close, follow these
instructions: I. Remove the cover screw use a cross-recess screwdriver and take off the sunroof
control cover. Carefully remove the inside screw, washers and to the rear of the vehicle. Pull the
door to open the ashtray. To remove it, push down on the part marked PUSH at the back, then
pull Page 91 Rear Ashtray Cigarette Lighter To use the lighter, push the lighter in all the way
and let go. When it's ready, it will pop back by itself. The lighter won't work if the key is in
LOCK. Pull on the top Don't hold a cigarette lighter in with your hand of the door to open it.
Page 92 Instrument Panel Page 93 1. Side Window Defogger Vents Ashtray 2. Brightness
Control Coinholder 3. Shift Lever 4. Instrument Cluster Cigarette Lighter 5. Windshield Wiper
Control Cruise Control 6. Windshield Washer Button Ignition Switch 7. Page 96 Warning Lights,
Gages and Speedometer and Odometer Indicators Your speedometer lets you see your speed in
both miles per hour mph and kilometers per hour kmh. Your This part describes the warning
lights and gages that odometer shows how far your vehicle has been driven, may be on your
vehicle. Page 97 When one of the wa ng lights comes on and stays on Air Bag Readiness Light
when you are driving, or when one of the gages shows There is an bag readiness light on the
instrument panel, there may be a problem, check the section that tells you which shows BAG on
it. Page 99 System Warning Light? Option With the anti-lock brake system, this light will come
when you start your engine and it will stay on for-three seconds. Page Engine Oil Pressure Light
Sometimes when the engine is idling at a stop, the light may blink on and off. This is normal. If
you have a problem, with If you make hard stop, the light may come on for a your oil, this red
light may moment. Page Here are five concerns some owners have had about the Fuel Gage fuel
gage. All these situations are normal and do not indicate that anything is wrong with the fuel
gage. The light in the Index. Page Section 3 Comfort Controls and Audio Systems In this section
you'll find out how to operate the comfort With this system you can control the heating and
ventilation in your Geo. If you have the air conditioning control systems and audio systems
offered with your Geo. This helps air to circulate throughout your vehicle. The lighted display
shows your selection. Press and hold to continue tuning and release when you find your
station. Or, press it if you want to see the time when the ignition is off. Then turn the ignition
switch to the ACC or ON when you are fast forwarding or reversing a cassette position and the
audio system off. Release when you find your station. The display will show the frequency of
each station tuned. RCL: Press to see the station being played for a moment. Page RDM: When
playing a tape, press this button during Press this button to reverse the tape rapidly. If V A ,
radio off. Use full-size compact discs. If you hold this button, or press it more than once, the
disc will advance further. Page Theft-Deterrent Feature You are now ready to enter your security
code. Page To help avoid hearing loss or damage: Understanding Radio Reception Adjust the
volume control to the lowest setting. Stereo Increase volume slowly until you hear comfortably
FM stereo will give you the best sound. But FM signals and clearly. This type of cleaning
cassette will not eject. It may not clean as thoroughly as the scrubbing A tape player that is not
cleaned regularly can cause type cleaner. Please start with a very important safety device in
your Geo: Buckle up. Page The obvious way to solve this highway safety problem Drunken
Driving is for people never to drink alcohol and then drive. But Death and injury associated with
drinking and driving what if people do? Page woman generally will reach a higher BAC level
than a man of her same body weight when each has the same number of drinks. The law in
many U. In a growing number of U. Page The body takes about an hour to rid itself of the
alcohol in one drink. No amount of coffee or number of cold showers will speed that up. A
person with even a moderate BAC might not be able to react quickly enough to avoid the
collision. Page Control of a Vehicle Braking You have three systems that make your vehicle go
where Braking action involves perception time and reaction you want it to go. They are the
brakes, the steering and time. All three systems have to do their work First, you have to decide
to push on the brake pedal. Page Avoid needless heavy braking. Some people drive And this

light on the in spurts heavy acceleration followed by heavy instrument panel will come braking
rather than keeping pace with traffic. This on briefly when you start is a mistake. Your brakes
may not have time to cool your ve hicle. Page The anti-lock system can change the brake
pressure faster than any driver could. The computer is programmed to make the most of
available tire and road conditions. Suddenly an animal jumps out in front of you. If you get too
down may be the wrong thing to do. Your wheels can stop rolling. Steering Then you suddenly
apply the brakes. Both control Power Steering systems steering and braking have to do their
work where the tires meet the road. Unless you have If you lose power steering assist because
the engine four-wheel anti-lock brakes, adding the hard braking stops or the system is not
functioning, you can steer but can demand too much of those places. Page Steering in
Emergencies There are times when steering can be more effective than braking. For example,
you come over a hill and find a truck stopped in your lane, or a car suddenly pulls out from
nowhere, or a child darts out from between parked cars and stops right in front of you. For one
thing, inside mirror, activate your right lane change signal following too closely reduces your
area of vision, and move back into the right lane. Page Skidding want to slow down and adjust
your driving to these conditions. It is important to slow down on slippery In a skid, a driver can
lose control of the vehicle. Page Driving at Night Don't drink and drive. Adjust your inside
rearview mirror to reduce the glare from headlamps behind you.. Since you can't see as well,
you may need to slow down and keep more space between you and other vehicles. Page You
can be temporarily blinded by approaching Driving in the Rain headlamps. It can take a second
or two, or even several seconds, for your eyes to readjust to the dark. Page The heavier the rain,
the harder it is to see. Even if your Driving too fast through large water puddles or even
windshield wiper blades are in good shape, a heavy rain going through some car washes can
cause problems, too. The water may affect your brakes. Page City Driving One of the biggest
problems with city streets is the amount of traffic on them. Here are ways to increase your
safety in city driving: Know the best way to get to where you are going. Page Freeway Driving
The most important advice on freeway driving is: Keep up with traffic and keep to the right.
Drive at the same speed most of the other drivers are driving. Too-fast or too-slow driving
breaks a smooth traffic flow. Treat the left lane on a freeway as a passing lane. If you miss your
exit do not, under be ready and willing to help if you need it. Or is it just plain falling asleep at
the wheel? Call it highway hypnosis, lack of awareness, or whatever. There is something about
an easy stretch of road with the same scenery, along with the hum of the tires on the road, the
drone of the engine, and the rush of the wind against the vehicle that can make you sleepy.
Keep your vehicle in good shape. Check all fluid levels and also the brakes, tires, cooling
system and transaxle. Page Winter Driving Include an ice scraper, a small brush or broom, a
supply of windshield washer fluid, a rag, some winter outer clothing, a small shovel, a flashlight,
a red cloth, and a Here are some tips for winter driving: couple of reflective warning triangles.
But wet Most of the time, those places where your tires meet the ice can be even more trouble
because it may offer the road probably have good traction. Brake so your wheels always keep
rolling and you can still steer. Whatever your braking system, allow greater following distance
on any slippery road. Put on extra clothing or wrap a blanket around you. If you have no
blankets or extra clothing, make body insulators from newspapers, burlap bags, rags, floor
mats anything you can wrap around yourself or tuck under your clothing to keep warm. Page
Then, shut the engine off and close the window almost size, speed rating and recommended
inflation pressures all the way to preserve the heat. Start the engine again for the tires on your
vehicle. It also gives you important and repeat this only when you feel really uncomfortable
information about the number of people that can be in from the cold. But trailering is different
than just driving your vehicle by itself. Trailering means changes in handling, durability, and
fuel economy. Page Your engine, axle or other parts could be damaged. Crosswinds, large
trucks going by, and rough roads are a And, never allow safety chains to drag on the ground.
Page Following Distance Driving with a Trailer Towing a trailer requires a certain amount of
experience. Stay at least twice as far behind the vehicle ahead as you would when driving your
vehicle without a trailer. Page Making Turns When towing a trailer, the green arrows on your
instrument panel will flash for turns even if the bulbs on the trailer are burned out. If something
goes wrong, your rig 1. Apply your regular brakes and hold the pedal down could start to move.
They can occur on the road. Your front and rear turn signal lamps will flash and off. Other
Warning Devices If you carry reflective triangles, you can set one up at the side of the road
about feet m behind your Check the other vehicle. It must have a volt battery with a negative
ground system. If they do, you could get a shock. Before you connect the cables, here some
basic things you should know. Positive will go to positive and negative will go to negative It
goes to a heavy unpainted metal part on the engine of the vehicle with the dead battery.
Connect the red positive cable to the positive terminal of the vehicle with the dead battery. Page

T r y Towing Your Vehicle start the vehicle with dead battery. Remove the cables in reverse
order to prevent Try to have a GM dealer or a professional towing electrical shorting. Page
lamps, aero skirting, or special tires and wheels, these instructions and illustrations may not be
correct. Before you do anything, turn on the hazard warning flashers. When you call, tell the
towing service: That your vehicle cannot be towed from the front or rear with sling- type
equipment. If a vehicle with an automatic transaxle must be towed from the rear with wheel lift
equipment, the front wheels must be supported on a dolly. Page Front Towing Hook-Ups Attach
T-hook chains to slots in the frame brackets just ahead of the front wheels on both sides.
Additional ramping may be required for car carrier equipment. Use safety chains and wheel
straps. Attach T-hook chains to slots in the bottom of the floor pan just ahead of the rear wheels
on both sides. Attach a separate safety chain around the outboard end of each lower control
arm. Dollies are required under the front wheels damage will occur. Use wheel lift or car carrier
equipment. Attach a separate safety chain around the outboard end Additional ramping may be
required for car of each lower control arm. Page Engine Overheating You will find a coolant
temperature gage or the warning light about a hot engine your Geo instrument panel. Just to be
safe, drive slower for about 10 minutes. Coolant Recovery Tank 2. Radiator Pressure Cap 3.
Page If there seems to be no leak, with the engine on check to see if the electric engine fan is
running. If the engine is overheating, the fan should be running. Page If the overheat warning
continues, there's one more thing you can try. You can add the proper coolant. Page How to
Add Coolant to the Radiator 2. Then keep turning the pressure cap, but now push down as you
turn it. Remove the pressure cap. You can remove the radiator pressure cap when the cooling
system, including the radiator pressure cap and upper radiator hose, is no longer hot. Page 3.
Fill the radiator with the proper mix, up to the base 4. Then fill the coolant recovery tank to
FULL. Put the cap back on the coolant recovery tank, but leave the radiator pressure cap off.
Page 8. Replace the thermostat, making sure it is properly inserted, then replace the pressure
cap. At any time during this procedure if coolant begins to flow out of the filler neck, reinstall
the pressure cap. Be sure the 6. Start the engine and let it run until you can feel the arrows on
the pressure cap line up like this. If air goes by driving slowly to a level place. Page The
following steps will tell you how to use the jack and change a tire. Move the carpet from the top
of the spare tire cover. Then remove the cover over the spare tire. Page 4. Remove the wheel
wrench A , jack B and jack 5. Attach the jack handle to the jack. Turn the jack handle C from the
trunk. The jack is under a cover on the right side of the trunk. Page 7. Insert the flat end of the
wheel wrench into the slot 6. Remove the wheel cover, if your vehicle is equipped remove the
center cap, if your vehicle is equipped with one, by using the flat end of the wheel wrench.
Using the wheel wrench, loosen all the wheel nuts. The jack head groove fits the rocker flange
forward of the boss in the front; Page NOTICE: Raising your vehicle with the jack improperly
positioned will damage the vehicle or may allow the vehicle to fall off the jack. Be sure to fit the
jack lift head into the proper location before raising your vehicle. Raise vehicle by rotating the
jack handle clockwise. Page Remove all the wheel nuts and take off the flat tire. Remove any
rust or dirt from the wheel bolts, mounting surfaces and spare wheel. Place the spare on the
wheel mounting surface. Replace the wheel nuts with the rounded end of the nuts toward the
wheel. Tighten each nut by hand until the wheel is held against the hub. Lower the vehicle by
turning the jack handle counterclockwise. Lower the jack completely. Tighten the wheel nuts
firmly in a criss-cross tire. Store the wheel cover in the trunk until you have the flat tire repaired
or replaced. Page Compact Spare Tire Although the compact spare was fully inflated when your
vehicle was new, it can lose air after a time. Check the inflation pressure regularly. It should be
60 psi kPa. After installing the compact spare on your vehicle, you should stop as soon as
possible and make sure your spare tire is correctly inflated. The to spin your wheels too fast.
The method known as compact spare can get caught on the rails. The recovery hooks are
provided at the front of your vehicle. Spinning your wheels can destroy parts of your They can
only be used for pulling your vehicle out. Page There is also technical information about your
vehicle, and a part devoted to its appearance care. It tells you much more about how to service
your Geo than this manual can. Page Gasolines for Cleaner Air Fuels in Foreign Countries Your
use of gasoline with deposit control additives will plan on driving in another country outside the
help prevent deposits from forming your engine and U. Do fuel system. To take off the cap, turn
it slowly to the left counterclockwise. Be careful not to spill gasoline. Clean gasoline from
painted surfaces as soon as possible. Page Then go to the front of the vehicle. Release the
secondary hood release by pushing up on the lever near the middle the hood. Lift the hood,
release the hood prop from its retainer and put the hood prop into the slot in the hood. Page
When you open the hood, on the 1. Windshield Washer Reservoir 2. Oil Fill Cap 3. Engine Oil
Dipstick 4. Power Steering Reservoir 5. Brake Fluid Reservoir 6. Air Cleaner 7. Engine
Compartment Fuses 8. Remove it again, you get fuel. But you must use the right kind. This part

explains what kind of oil to use. Page Air Cleaner What to Do with Used Oil Did you know that
used engine oil contains certain elements that may be unhealthy for your skin and could even
cause cancer? Clean your skin and nails with soap and water, or a good hand cleaner. Always 1.
A good time to check your automatic transaxle fluid At high speed for quite a while. Page How
to Add Fluid Then, without shutting off the engine, follow these steps: Refer to the Maintenance
Schedule to determine what kind of transaxle fluid to use. If the fluid level low, add only enough
of the proper fluid to bring the level into the area between dimples Page 2. Check that the
lubricant level is up to the bottom of Because this operation can be difficult, you may choose
the filler plug hole. If the fluid level is good, install the plug and be sure Department. The clutch
master cylinder reservoir is filled with hydraulic clutch fluid. If the level is below the MIN mark,
see the instructions on the reservoir cap. Engine Coolant The following explains your cooling
system and how to add coolant when it is low. Page Adding Coolant Add coolant mix at the
recovery tank, but be careful not to spill it. When your engine is warm, the level should be up to
FULL, or a little higher. Be sure the arrows on the cap line up with the overflow tube on the
radiator filler neck. Replace the cap and completely tighten it. Then remove the cap again and
look at the fluid level the dipstick. When the engine compartment is hot, the level should be
between the HOT marks. Add Windshield Washer Fluid is full. It is filled with DOT-3 brake fluid.
Add washer fluid until the float in the tank shows that it is full. Page your brake fluid. Page
Some driving conditions or climates may cause a brake Brake Wear squeal when the brakes are
first applied or lightly Your Geo has front disc brakes and rear drum brakes. This does not mean
something is wrong with your brakes. Page If your brake pedal goes down farther than normal,
your Battery rear drum brakes may need adjustment. You backing up firmly applying the brakes
few times. Halogen Bulbs 1. Open the hood. Page Front Sidemarker Lamps 3. Reach behind the
headlamp assembly and find the lock ring assembly. Remove the screw near the top outside of
the 4. Turn the lock ring assembly counterclockwise. Page Front Thrn Signal Lamps 4. Turn the
bulb socket counterclockwise and pull it out. Remove the screw in the parking lamp lens and 5.
Push the bulb in, turn it counterclockwise and pull it remove the parking lamp assembly. Page
Parking Lamps 3. Turn the bulb socket counterclockwise and pull the bulb straight out. Remove
the screw near the top outside part of the 4. Reverse the steps with a new bulb. Remove the
parking lamp assembly. There is a snap-in connector at the front of the assembly, so you may
have to pry carefully on the inside edge of the assembly to remove it. Page Rear Combination
Lamps 4. Remove the nut from the stud near the rear comer of The combination lamp assembly
includes the the trunk. Open the trunk. Remove the two bolts from the lens assembly. Page
Back-up Lamps Remove the rear combination lamp assembly. There is a snap-in connector in
the assembly, so you may Open the trunk. Remove the trim on the trunk lid if your vehicle is so
equipped. Your new vehicle comes with high-quality tires made by a leading tire manufacturer.
These tires are warranted by the tire manufacturers, and their warranties are delivered with
every new Geo. If your spare tire is a different brand than your road tires, you will have a tire
warranty folder from each of these manufacturers. Page Tire Inspection and Rotation Tires
should be inspected every 6, to 8, miles 10 to 13 for any signs of unusual wear. If unusual wear
is present, rotate your tires as soon as possible and check wheel alignment. Also check for
damaged tires or wheels. You need a new tire if You can see the indicators at three or more
places around the tire. Page A, B, C Traction Warning: The temperature grade for this tire is
established for a tire that is properly inflated and not The traction grades, from highest to lowest
are: A, B, overloaded. Excessive speed, underinflation, or and C. Page except some aluminum
wheels, which can sometimes be repaired. Your dealer will know the kind of wheel you need.
Each new wheel should have the same load carrying capacity, diameter, width, offset, and be
mounted the same way as the one it replaces. Install them on the front tires and tighten them as
tightly as possible with the ends securely fastened. Page Never use these to clean your vehicle:
dirt. Wipe vinyl or leather with a clean, damp cloth. They will clean normal spots and stains very
Naphtha well. Some spots and stains will clean off better with just Always clean a whole trim
panel or section. Page Combination Stains Special Cleaning Problems Stains caused by candy,
ice cream, mayonnaise, chili Greasy or Oily Stains sauce and unknown stains can be removed
as follows: Stains caused by grease, oil, butter, margarine, shoe polish, Carefully scrape off
excess stain, then clean with coffee with cream, chewing gum, cosmetic creams, vegetable cool
water and allow to dry. Avoid placing decals on the inside rear Use only mild soap and water to
clean the top surfaces window, since they may have to be scraped off later. If of the instrument
panel. Page Weatherstrips High pressure car washes may cause water to enter your vehicle.
Silicone grease on weatherstrips will make them last Finish Care longer, seal better, and not
stick squeak. Apply silicone grease with a clean cloth at least every six Occasional waxing or
mild polishing of your Geo by months. Page surfaces. Wash the vehicle Tires soon as possible.
If necessary, use non-abrasive cleaners that are marked To clean your tires, use a stiff brush

with tire cleaner. When applying a tire dressing always take care to wipe Exterior painted
surfaces are subject to aging, weather off any overspray or splash from painted surfaces. Page
Underbody Maintenance Chemical Paint Spotting Chemicals used for ice and snow removal and
dust Some weather and atmospheric conditions can create a control can collect on the
underbody. If these are not chemical fallout. Airborne pollutants can fall upon and removed,
accelerated corrosion rust can occur on the attack painted surfaces on your vehicle. This code
will help you identify your engine, specifications, and replacement parts. Page Windshield
Wipers Look at the silver-colored band inside the fuse. If the band is broken or melted, replace
the fuse. Be sure you The windshield wiper motor is protected by a circuit replace bad fuse with
a new one of the correct size. Page 1. Ignition 3. Not UsedSpare 5. Cigarette Lighter and Radio 6.
ECU-B 7. Turn Signal 8. Gage 9. Taillamp ECU-IG Wiper A. Power B. Defroster Left Head 8. Right
Head 9. Not UsedSpare AM2 A. Alternator C. AM1 A. CDS Air Conditioner 2. Air Conditioner Fan
Relay 4. Air Conditioner Fan Relay 2 Page Replacement Bulbs Rear Defogger Automatic
Transaxle Back-up StopLamp Wheel Nuts 1. The following approximate capacities are given in
U. Fuel Tank Manual Transaxle 2. Air Conditioning? Page Front Rear Length Then Every 30,
Miles Whichever Occurs First km or 24 Months Schedule I1 Intervals Cooling System Service
Every 60, Miles km Page Maintenance Schedule I 3, Miles 5 km Change engine oil and filter or
every The services shown in this schedule up to , miles 1 66 k m should be performed after ,
miles 3 months, whichever occurs first. An Emission Control Service. Page Maintenance
Schedule I 9, Miles 15 k t 12, Miles 20 km Change engine oil and filter or every Change engine oil
and filter or every 3 months, whichever occurs first. Page Maintenance Schedule I 15, Miles 25
km Change engine oil and filter or every In hilly or mountainous terrain. When doing frequent
trailer towing. Uses such as found in taxi, police or Inspect air cleaner filter if you are driving
delivery service. Page Maintenance Schedule I 21, Miles 35 km 18, Miles 30 km Change engine
oil and filter or every Change engine oil and filter or every 3 months, whichever occurs first.
Page Maintenance Schedule I 30, Miles 50 km 27, Miles 45 km Change engine oil and filter or
every Change engine oil and filter or every 3 months, whichever occurs first. Page Maintenance
Schedule I Inspect fuel tank, cap and lines for damage In hilly or mountainous terrain. Inspect
fuel cap gasket for any - Uses such as found in taxi, police or damage. Page Maintenance
Schedule I 33, Miles 55 km 36, Miles 60 km Change engine oil and filter or every Change engine
oil and filter or every months, whichever occurs first. An Emissiun Control Service. An Emission
Cuntrol Service. Lubricate the transaxle shift linkage, parking brake cable guides, underbody
contact points and linkage or every Page W n G n a n c e Schedule I 42, Miles 70 km 45, Miles 75
km Change engine oil and filter or every Change engine oil and filter or every 3 months,
whichever occurs first. Change engine oil and filter or every 3 months, whichever occurs first.
Page Maintenance Schedule I 57, Miles 95 km 54, Miles 90 km Change engine oil and filter or
every Change engine oil and filter or every 3 months, whichever occurs first. Adjl ust Val 7 b e cl
earan ce to fa 3 months, whichever occurs first. Page Maintenance Schedule I 63, Miles km
Change fluid in the transaxle and Change engine oil and filter or every differential every 15,
miles 25 k m 3 months, whichever occurs first. Page Maintenance Schedule I 69, Miles km 72,
Miles km Change engine oil and filter or every Change engine oil and filter or every 3 months,
whichever occurs first. Change engine oil and filter or every months, whichever occurs first.
Page Maintenance Schedule I 78, Miles k t 81, Miles km Change engine oil and filter or every
Change engine oil and filter or every 3 months, whichever occurs first. Page Maintenance
Schedule I 87, Miles km 90, Miles km Change engine oil and filter or every Change engine oil
and filter or every months, whichever occurs first. Inspect fuel cap gasket for any damage. Page
Maintenance Schedule I 93, Miles 1 5 5 km 96, Miles km Change engine oil and filter or every
Change engine oil and filter or every 3 months, whichever occurs first. Page Maintenance
Schedule I1 7 , 5 0 0 Miles 12 km Change engine oil and filter or every The services shown in
this schedule up to , miles km should be performed after , miles 12 months, whichever occurs
first. Change engine oil and filter or every 12 months, whichever occurs first. Uses such as
found in taxi, police or Lubricate the transaxle shift linkage, delivery service. Page 22, Miles 37
km 30, Miles 50 km Change engine oil and filter or every Change engine oil and filter or every 12
months, whichever occurs first. A n Eission C m f d Service. Inspect fuel tank, cap and lines for
damage or leaks or every 36 months, whichever When doing frequent trailer towing. Inspect fuel
cap gasket for any Uses such as found in taxi, police or damage. Page Maintenance Schedule I1
37, Miles 62 km 45, Miles 75 km Change engine oil and filter or every Change engine oil and filter
or every 12 months, whichever occurs first. An Emissiolz Control Service. Uses such as found
in taxi, police or delivery service. Page Maintenance Schedule I1 60, Miles km Change engine oil
and filter or every Adjust valve clearance or every 12 months, whichever occurs first. Lubricate
the transaxle shift linkage, Inspect evaporative emissions canister for parking brake cable
guides, underbody damage or clogging or every 72 months, Page Maintenance Schedule I1 67,

Miles km 60, Miles km Continued Change engine oil and filter or every Change fluid in the
transaxle and differential every 15, miles 25 km 12 months, whichever occurs first. Page 75,
Miles km Change engine oil and filter or every In hilly or mountainous terrain. Page 82, Miles km
90, Miles km Change engine oil and filter or every Change engine oil and filter or every 12
months, whichever occurs first. Lubricate the transaxle shift linkage, Lubricate the transaxle
shift linkage, parking brake cable guides, underbody Page Maintenance Schedule I1 Miles km
97, Inspect engine accessory drive belts or Change engine oil and filter or every 12 months
since last inspection. Lubricate the transaxle shift linkage, parking brake cable guides,
underbody contact points and linkage or every 12 months, whichever occurs first. Page Part B:
Owner Checks and Services Engine Coolant Level Check the engine coolant level and add the
proper Listed below are owner checks and services which coolant mix if necessary. Make sure
tires are inflated to the specified in Part D. Before you start, be sure you have enough room
around the vehicle. Page Park on a fairly steep hill, with the vehicle facing Steering Column
Lock downhill, Keeping your foot on the regular brake, set the While parked, and with the
parking brake set, try to turn parking brake. Page Steering, Suspension and Part C: Periodic
Maintenance Front-Wheel-Drive Axle Inspections Boot and Seal Inspection Listed below are
inspections and services which should Inspect the front and rear suspension and steering be
performed at least twice a year for instance, each system for damaged, loose or missing parts,
signs of spring and fall. Page The inspection listed below should be performed by and for
damaged or missing parts. Accelerator and cruise control cables should not other qualified
service center. Make sure any necessary be lubricated. Also, you should retain all date,
odometer reading and who performed the service maintenance receipts. This section also tells
you how to of dealership management. Normally, concerns can be obtain service publications
and how to report any safety quickly resolved at that level. Page Customer Assistance Center.
Any hearing or speech previously in order to give your inquiry prompt impaired customer who
has access to a TDD or a attention. Our experience has shown that, if a Page BBB at any time. If
this mediation is If you believe that y
headlights for 2006 mazda 3
castrol saf carbon mod plus
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our vehicle has a defect which could unsuccessful, an informal hearing will be scheduled
Available dealer services at reasonable costs GM monitors Roadside Assistance program
accessible from anywhere product performance in the field. When service methods in Canada
or the United States. Page Section 9 Index A d d i n g Antenna Replacement Canada. Vehicles
First Sold In Battery Canadian Roadside Assistance Cigarette Lighter Coolant Defrosting
Electric Mirror Control Express Down Window Fuse Block. K e y Lock Cylinders HoodProp
Hood Release Keys Loading Your Vehicle ManualTransaxle Power Steering Fluid Odometer
Reclining Front Seatbacks Driver Position Recommended Fluids and Lubricants Second 2
Position. Manual Transaxle 2- I8 Steering Column Lock Service Inflation Transaxle Fluid. Power
Warning Flashers. This manual is also suitable for: Prizm Print page 1 Print document pages.
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