1999 lincoln continental thermostat replacement

When your Lincoln car begins to overheat or runs warmer than usual, it is an indication that
your thermostat may be sticking or failing. To prevent costly repairs to your engine due to
overheating, you should replace the thermostat right away at the first sign of trouble. Buy a new
thermostat at an auto-parts retailer or Lincoln car dealership. Change the thermostat at home
for a fraction of the cost of a service center. Drain the coolant from the radiator while the engine
is cool. The drain petcock is located at the bottom of the radiator, pointing toward the engine.
Access the petcock from underneath. Use a catch pan to capture the draining coolant and turn
the petcock clockwise to open. Close the petcock after the majority of coolant drains into the
catch pan. Follow the upper radiator hose from the radiator to the engine block. The hose
connects to the thermostat housing at the engine. Take off the air breather outlet hose
connected to the housing. Loosen the clamp with a regular screwdriver and slide it up the hose.
Pull the hose off the thermostat housing. Loosen the radiator hose clamp at the thermostat
housing. A large pair of pliers is necessary for loosening the hose clamp. Grab the two prongs
on the clamp with the pliers and squeeze them together to loosen the clamp on the hose. Slide
the clamp up the hose toward the radiator. Release the clamp and leave it on the hose. Remove
the two thermostat housing bolts with a ratchet, extension and swivel. With the bolts out, pull
the thermostat housing out of the engine block to expose the thermostat. Be careful not to spill
coolant onto the serpentine belt. Holding a shop rag under the housing while pulling it out will
help. Pull out the thermostat and sealing o-ring by hand. It may stay in the engine when the
housing is removed, or it may stick in the housing. Either way, pull it out and throw it away.
Insert the new thermostat and o-ring into the housing. Ensure the thermostat orientation is the
same as the old thermostat. Install the housing into the block and re-insert the bolts. Tighten
the bolts with the ratchet, extension and swivel. Plug the air breather outlet hose into the
housing and install the clamp with a regular screwdriver. Refill the radiator with pre-mixed
coolant. Fill until the coolant reaches the bottom of the radiator cap. Install the cap and crank
the engine. Observe the hoses, thermostat housing and radiator area for signs of leaking
coolant. Tighten any connections that may leak as necessary. Shut the engine down and
re-check the coolant level. Fill the coolant tank to the fill-line with coolant. How to Replace a
Thermostat in a Lincoln Mark 8. Locate the drainplug on the bottom of the radiator. Unscrew it
using the socket wrenches and allow the coolant to drain out into a waste container. Find the
faulty thermostat. It is located directly under the power steering reservoir and has three hoses
running from it. Use the screwdriver to remove the hose clamp on the hose entering the engine.
Pull the hose off and use the socket set to remove the cover underneath. Pull the thermostat out
and replace it with the new thermostat. Start the car and allow it to heat to degrees F. Observe
the in-dash temperature gauges to pinpoint any inconsistencies in temperature. Place a large
drain pan beneath the radiator drain on the passenger side of the Town Car. Open the hood and
remove the radiator cap. Loosen the radiator drain plug using a wrench. Wait until the coolant is
below the level of the upper radiator hose. Trace the upper radiator hose to the thermostat
housing. Loosen the hose clamp on the housing with a flat-blade screwdriver. Slide the clamp
back and remove the hose from the housing. Use a wrench to remove the two mounting bolts
from the thermostat housing. Slide the housing off of the intake manifold. Clean any remaining
gasket pieces from the thermostat housing with a flat scraper and clean rag. Remove the old
thermostat from the housing. Insert the new thermostat into the housing. Position the new
gasket on the outer edge of the housing and position it over the mounting area on the intake
manifold. Replace the two mounting bolts and tighten them using a wrench. Replace the upper
radiator hose on the thermostat housing and tighten the hose clamp. Top off the radiator with a
blend of equal parts antifreeze and distilled water. Replace the radiator cap. How to Change the
Thermostat in a Lincoln Continental. Open the hood of your Continental and remove the radiator
cap. Be sure the engine cools before removing the cap to avoid injury. Place a large drain pan
beneath the radiator drain at the base of the radiator on the driver side of the car. Loosen the
drain plug with a wrench and drain the coolant until the level is below the top radiator hose.
Tighten the drain plug and remove the drain pan. Loosen the screws on the hose clamp of the
upper radiator hose at the thermostat housing with a flat-bladed screwdriver. Remove the clamp
and the hose from the thermostat housing. Remove the mounting bolts from the thermostat
housing with a socket and ratchet. Pull the thermostat housing off the engine block. Pull the
thermostat out of the housing. Inspect the O-ring for signs of damage and replace it if needed.
Insert the new thermostat into the housing and add the O-ring. Replace the thermostat housing
and secure it with the mounting bolts. Tighten the bolts to 18 in-lbs. Replace the upper radiator
hose on the thermostat housing and secure the hose clamp. Tighten the screw on the clamp
with a flat-bladed screwdriver. Replace the radiator cap and tighten it completely. Start the
engine and check for any coolant leaks. Let the engine warm up to ensure the new thermostat is
functioning properly. How to Change the Thermostat in a Lincoln Navigator. Drain enough

coolant from the engine to bring the level below that of the thermostat. Store the coolant in a
container that can be securely sealed. Take the upper radiator hose from the water outlet
adapter. Remove the upper mounting bracket for the power steering reservoir. Loosen and then
remove the bolts on the water outlet adapter, and then remove the adapter. Set a new O-ring in
place on the thermostat. Place the thermostat in position and then replace the water outlet
adapter. Torque the water outlet adapter bolts to 18 foot pounds. Replace the upper mounting
bracket for the power steering reservoir. Torque the two upper bolts to 13 foot pounds and the
lower bolt to 8 foot pounds. Connect the upper radiator hose to the water outlet adapter. Refill
the cooling system with the recommended coolant. Items you will need Screwdriver Socket
wrenches Waste container. Items you will need Large drain pan Wrench set Flat-bladed
screwdriver Socket and ratchet set O-rings optional Torque wrench. Items you will need
Mechanic's toolset, including a full socket set, wrenches and screwdrivers Replacement
thermostat, new or rebuilt New gasket for thermostat. Search our online thermostat catalog and
find the lowest priced discount auto parts on the web. We sell wholesale to the public. We
specialize in a wide-variety of high-quality car parts and accessories for your car, truck or SUV.
Call toll free to order or place your order online via our secure checkout system. Our online
parts catalog uses real-time inventory, so you can be assured the parts you buy are in stock at
the time of ordering. Most orders are shipped the same day. They are available for the following
Lincoln Continental years: , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , 20, 19, 18, 17, 02, 01, 00,
99, 98, 97, 96, 95, 94, 93, 92, 91, 90, 89, 88, 87, 86, 85, 83, 80, 79, 78, 77, 76, 75, 73, 72, 71, 70, 65,
62, 61, This part is also sometimes called Lincoln Continental Thermostats. Always a good idea
to replace your thermostat when you replace the radiator. Perfect fit and has been working well
for the last several weeks. Skip to main content Menu. Close X. Call To Order: To return a part,
simply submit a support ticket within 30 days of ordering and we will issue you an RMA number
to return your product. See customer service page for refund and return details. We scour the
web to make sure PartsGeek always has low prices. You can buy with confidence! Click to
Enlarge. Temperature F Degrees. Features: Stainless steel or brass bridge and spring frame is
channel-constructed for strength and rigidity. Tapered-end stainless steel pistons feature
flexible elastomeric boots. Streamlined venturi nozzle for maximum coolant flow. Mounting
flange is designed for an optimal fit in the engine housing. Product SKU: W Shipping Options:
Ground, Overnight, 2 Day. Product SKU: Gates Thermostat. Important Product Info: F. Product
Note: High Performance Thermostat -- deg. Temperature Degree Read more reviews. Catalog: B.
Vehicle Engine Lincoln Continental. Catalog: A. Vehicle Lincoln Continental. Catalog: P.
Catalog: H. Catalog: F. Catalog: C. Catalog: T. Catalog: N. However the car is overheating and it
seems that the water is not circulating. Maybe the thermostat is sticking, and I need to locate
the thermostat. If necessary should I change the thermostat. The car was bought in Canada and
may have differences with the US models. Why else should the car overheat. I did bleed the
system. After that to check the water pump, wait for the engine to be hot and then hold the
upper radiator hose, if pressure builds up and you feel and hear water rush past it it is good.
Juarez, Chih, Mexico, I have a Lincoln and I want to change the thermostat but I can not find it,
could you please let me know where is the thermostat? The motor is a 4. Image Click to enlarge
Was this answer helpful? Because mi car do not have this kind of housing, or the thermostate is
below of the motor? Attached is a picture of the lincoln continental motor. Please let me know.
Thanks again and apologies for the inconvenience. Was this answer helpful? It's in there. Is it in
the front of the car near the bottom because thats the only place I saw that looked like at
thermostat location but the thermostat would be mounted perpendicular position of the hoses.
Thanks for the help Caesar22 Was this answer helpful? From the driver's side at the bottom of
the radiator the hose runs across to the passenger side of the car. If you remove the 2 bolts
holding this housing together you will find the thermostat inside with an O ring seal that has to
be replaced in the right position when you reinstall the new thermostat. I recently installed a
new radiator. Do you. The thermostat on this engine is located at the lower hose, not the upper
like some vehicles replace it, cheap part. See the diagrams below for location of the thermostat
Images Click to enlarge. Was this answer. Hello, I live in Cd. It's inside the housing shown in the
picture. Image Click to enlarge. Dear Wrenchtech, Thanks a lot for your prompt response, I
appreciate it, I have another question, this is for the linconln continental? That picture was for
your exact car and engine. And that's exactly what the original picture is showing. Where is the
location of the thermostat? Thanks for the help Caesar22 Was this answer. I found this prior
posting from 2carpros master tech rasmataz: "Near the alternator up front of the engine it really
always help to look at the new part before you install helps to locate it. Thanks a lot for all your
comments, now I have another question for this same Lincoln Continental 95, as you may know
this car have a suspension system controlled by compressor, you know what kind of dampers I
will need to replace the original suspension system in order to use oil or gas dampers? I want to

replace this system controlled by compressor because since I buy my car this system is out of
service due a missed or damaged parts and I think that will be very cheap replace the dampers
instead to fix the original suspension. You would need to start a new question for that problem.
Where is the thermostat located? How hard or easy is it to replace? Try checking below near the
alternator up front of the engine it really always help to look at the new part before you install
helps to locate it. It turns up into a housing with a secondary smaller hose coming out the side
of the housing. Where is the thermostat located in a lincoln continental Was this answer. When
you stand in front of your car you see the radiator, on the right hand side you see that big black
hose that is connected to the radiator and then goes to the engine and the end has that hose
clamp, take of the 2 bolts and your thermostat is there, just be sure to drain you antifreeze first
and take off the hose clamp. How to change the thermostat Was this answer. Raise the vehicle
on a hoist. Remove the lower radiator air deflector. Partially drain the engine cooling system.
Slide the hose clamp out of the way and disconnect the lower radiator hose from the water inlet
connection. Disconnect the hose from the water inlet connection. Remove the two bolts.
Remove the inlet connection. Remove the O-ring seal and the water thermostat. Inspect the
O-ring seal for damage and install a new O-ring seal if necessary. To install, reverse the removal
procedure. Diagram and instructions for replacement of thermostat Was this answer. Please
login or register to post a reply. Easy guide on how an automotive cooling system thermostat
works, this information pertains to most vehicles. Any Ideas? Sponsored links. Ask a Car
Question. It's Free! Replace water pump replaced thermostat and cap had radiator flush by a
shop only gets hot on one side of heater core hose. Do you. Hi and thanks for using 2CarPros.
The running hot is a concern. It could be a partially plugged radiator. I see many of the parts
were already replaced. You could even have air in the system. As far as the heater, if only the
supply hose to the core is hot, it sounds like the core is plugged. What to do is remove the
hoses at the firewall. Using a garden hose, see if you can get water to flow through the core in
both directions. If you can, then both hoses should be getting hot. If after you do this, you find
both are hot but you still have no heat, suspect the blend air door actuator. On this vehicle, it is
controlled by the power control module and may have failed. Directions for replacing one are
included in the following directions. All attached pictures correlate with these directions. If you
can not get water to flow through the heater core in both directions, the core is plugged and
needs replaced. Here are the directions for replacement. All pictures correlate with these
directions. Remove the instrument panel. Drain the coolant from the radiator so that the coolant
level is below the heater core. Disconnect the heater water hoses from the heater core. Remove
the screws and the metal cover. It is brittle and will break. Remove the screws and the heater
core cover. Remove the heater core cover seal. Remove the heater core. Follow the removal
procedure in reverse order. Take care, Joe Images Click to enlarge. Was this answer. Please
login or register to post a reply. Asked by stchris96 aol. No Visible Leaks. Sponsored links. Ask
a Car Question. It's Free! For more information go to We've Made a Site Update. Refresh to the
latest version. Retrieve quote. Track order. Sign In or Create Account. Every Purchase
Supports. Texas Relief Efforts. Select your vehicle. Lincoln Thermostat. Refine by:. Thermostat
part. Product Fit. Opening Temperature Rating. See All. Returns Policy. Quantity Sold. Shop
Lincoln Thermostat. Showing 1 - 15 of 86 results. Display item:. Sort by:. Vehicle Info Required
to Guarantee Fit. Core Charge. Add to cart. Part Number: GAT Product Details Notes : 0. Page 1
of 6 Showing 1 - 15 of 86 results. Lincoln Thermostat Models. Lincoln Aviator Thermostat.
Lincoln Blackwood Thermostat. Lincoln Continental Thermostat. Lincoln Lincoln Series
Thermostat. Lincoln LS Thermostat. Lincoln Mark IV Thermostat. Lincoln Mark LT Thermostat.
Lincoln Mark V Thermostat. Lincoln Mark VI Thermostat. Lincoln MKC Thermostat. Lincoln MKS
Thermostat. Lincoln MKT Thermostat. Lincoln MKX Ther
2015 subaru wrx owners manual
b wiring diagram
ignition smash
mostat. Lincoln MKZ Thermostat. Lincoln Navigator Thermostat. Lincoln Premier Thermostat.
Lincoln Town Car Thermostat. Lincoln Versailles Thermostat. Lincoln Zephyr Thermostat.
Lincoln Thermostat Customer Reviews. Oct 23, The part worked great and service was fantastic!
Russell Trautmann. Purchased on Oct 09, May 06, It's correct. Purchased on Mar 07,
Replacement Thermostat. Jun 10, I bought a universal joint and it arrived quickly and it works
real well. Purchased on Jul 31, Helpful Automotive Resources. P Code: Cooling System
Performance The engine must operate within a certain temperature range to ensure optimum
efficiency and prevent overheating. A P code is logged when engine temperatures read
unusually high or low. What Does the P Code Mean? On the other hand, if the temperature is too
high, severe engine damage may result. Contact Us. Phone Number Shop with Confidence. All
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