2000 ford mustang fuse box

Asked by Wiki User. To get details on the fuses and for more information, you can go to this
address, select make and model of your car, and get a PDF owner's manual free :. On a Ford
Mustang : Fuse 1 is a 20 amp fuse for the cigarette lighter In the fuse box below and to the left
of the steering wheel , by the brake pedal. How do I get the cover on the interior fuse box off on
a ford mustang. The Ford Contour fuse box diagram can be obtained from most Ford
dealerships. The fuse box diagram can also be found on the inside cover of the fuse box. The
fuse box on a Ford Mustang will eather be on the driver side lower dash, under the steering
wheel, or under the hood behind the battery. Click on the link below Click on Owner Guides The
owners manual which includes the fuse diagram can be viewed online. Click on the link below
Click on Owner Guides The owners manual which includes the fuse diagrams can be viewed
online. Try: In a Ford Contour : In the fuse box in the lower part of the drivers side of the dash :
fuse 27 is a 15 amp fuse for the cigarette lighter. In a Ford Mustang Power Distribution Box in
the engine compartment Ford recommends disconnecting your battery cables before servicing
anything in the PD BOX 43 is a 10 amp mini-fuse for the alternator. In a Ford Contour fuse box
the fuse number 21 controls the power windows. The fuse is light green in color. The fuse box
on a Ford Windstar van is located on the right side of the engine compartment. A secondary
fuse box can be found under the dash, near the hood release. Under the dash on the drivers
side. Go to: On a Ford Mustang : In the Power distribution box which is " live " located in the
engine compartment 14 is a 20 amp mini fuse for the fuel pump. You can view the Ford Mustang
owners manual which includes the fuse box diagram online at : The passenger compartment
fuse box is located below and to the left of the steering wheel , by the brake pedal on a Ford
Expedition. Answer:The cigarette lighter fuse on a Ford Mustang is a ATO20 20amp yellow
blade- style fuse which is located under the hood on the right front passenger side area. It is the
second slot from the drivers side fender. Try going to: The power window relay on a Ford
Mustang is in the fuse box. The power window relay is silver in color. The fuse box is above the
driver's side kick panel, below the dash, to the left of the steering wheel. Ask Question. Car
Fuses and Wiring. Ford Mustang. Late Model New Ford Mustangs. See Answer. Top Answer.
Wiki User Answered Driver side, left hand side, under the dash. Related Questions. Where is the
fuse for the cigarette lighter on Ford Mustang? Which fuses go where in the fuse box on a Ford
Mustang if the box is not labeled? How do you get the fuse cover off a mustang? Where would
you find a Ford Contour fuse box diagram? Were is the fuse box located for a Ford Mustang?
Where can you find a Ford Mustang fuse box diagram? Where is the fuse location for the
cigarette lighter in a ford mustang fuse box? Where can you find a fuse box diagram for a Ford
Mustang? Does anytone have a fuse box diagram for ford mustang? Where can you find a Fuse
box diagram for a Ford Mustang? On a ford contour which fuse box holds the lighter fuse?
Where is alternator fuse on Ford Mustang? What number on the fuse box controls power
windows in Ford Contour? Where is the fuse box ina Ford Mustang? Does anyone have the fuse
box diagram for a Ford Mustang Gt? What number is the fuse for the fuel pump on Ford
Mustang ? Where can i find Ford Mustang fuse box diagram? Where is located the fuse box in a
Ford Expedition? Where can you go online to view a fuse box diagram for ford mustang 3. What
fuse number is the cigarette lighter in a 97 Ford Mustang Is it inside fuse box or under hood?
What is the fuse box layout for a ford mustang LX? Where is the Power window relay on a ford
mustang? Where is the fuse box located on a Ford Mustang? Asked By Wiki User. Who would
you swap lives with for a day? Asked By Fletcher Altenwerth. Is silence a sound? Asked By
Ciara Parker. How many times does 30 go into ? What times 10 equals to ? Give me food and I
will live give me water and I will die what am I? How old is Danielle cohn? Hottest Questions
How did chickenpox get its name? When did organ music become associated with baseball?
Asked By Curt Eichmann. How can you cut an onion without crying? Asked By Leland Grant.
Why don't libraries smell like bookstores? Asked By Veronica Wilkinson. How long will the
footprints on the moon last? Asked By Daija Kreiger. Do animals name each other? Asked By
Danika Abbott. Who is the longest reigning WWE Champion of all time? Asked By Consuelo
Hauck. What was the first TV dinner? Asked By Roslyn Walter. Previously Viewed Where is the
fuse box for a Ford Mustang? Unanswered Questions What values can we get in the folk dance
tiklos? What happens when heat energy is not properly used and handled? How did Jose rizals
parents raise their children? Moral lesson of tale of pilandok story? What online sites don't ask
for cvv? Does Melissa Fumero smoke? Give the summary in the poem myopia by syl
cheney-coker? All Rights Reserved. The material on this site can not be reproduced,
distributed, transmitted, cached or otherwise used, except with prior written permission of
Multiply. David Hobbs helped make these videos. The video above shows how to replace blown
fuses in the interior fuse box of your Ford Mustang in addition to the fuse panel diagram
location. Electrical components such as your map light, radio, heated seats, high beams, power
windows all have fuses and if they suddenly stop working, chances are you have a fuse that has

blown out. If your Mustang is experiencing electrical problems, you should always check the
fuses first, because they are relatively easy to check and cheap to change. Some Fords have
multiple interior fuse boxes including in the trunk - the video above will show you where the
interior fuse box of your Mustang is located. If your Mustang has many options like a sunroof,
navigation, heated seats, etc, the more fuses it has. Some components may have multiple fuses,
so make sure you check all of the fuses that are linked to the component in question. If you
need to replace a blown fuse in your Mustang, make sure you replace it with one that has the
same amperage as the blown fuse. If checking and replacing the fuse for the component in
question doesn't work, we recommend seeking assistance from a trusted professional
mechanic. They should be able to figure out if the component needs to be replaced or if there is
a short or some other problem with your Mustang. Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. If you are leaking oil and parking on your
oil spots each night, the oil is breaking down your tires' rubber. The best way to fix leaking
hoses is to replace them, but if you don't have time, a stop leak product might work for you. Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. If your car blows hot air when your air conditioner is
turned on, try recharging the freon first. Fix minor oil leaks. Learn how to diagnose and fix
minor oil leaks in your car. Plug the oil leak. Fix leaky hoses. See all videos for the Ford
Mustang. We have a massive and growing video library, but we don't have everything Fuse box
diagram fuse layout , location and assignment of fuses and relays Ford Mustang , , , , , If
electrical parts in your vehicle are not working, the system may have been overloaded and
blown a fuse or tripped a circuit breaker. Before you replace or repair any electrical parts, check
the appropriate fuses or circuit breakers. To check a fuse, look at the silver-colored band inside
the fuse. If the band is broken or melted, replace the fuse. The fuse panel is located below and
to the left of the steering wheel by the brake pedal. Remove the panel cover to access the fuses.
Necessary cookies are absolutely essential for the website to function properly. This category
only includes cookies that ensures basic functionalities and security features of the website.
These cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Always disconnect the
battery before servicing high current fuses. Always replace a fuse with one that has the
specified amperage rating. Using a fuse with a higher amperage rating can cause severe wire
damage and could start a fire. Never replace a broken fuse with anything other than a new fuse.
Use always an intact fuse of the same color. If a fuse blows again contact a qualified service
center. Main Page. This website uses cookies to improve your experience. We'll assume you're
ok with this, but you can opt-out if you wish. Close Privacy Overview This website uses cookies
to improve your experience while you navigate through the website. Out of these cookies, the
cookies that are categorized as necessary are stored on your browser as they are essential for
the working of basic functionalities of the website. We also use third-party cookies that help us
analyze and understand how you use this website. These cookies will be stored in your browser
only with your consent. You also have the option to opt-out of these cookies. But opting out of
some of these cookies may have an effect on your browsing experience. Necessary Always
Enabled. Non-necessary Non-necessary. Quick Links. Table of Contents. Before driving.
Controls And Features. Seating And Safety Restraints. Starting and driving. Roadside
Emergencies. Maintenance And Care. Capacities And Specifications. Customer Assistance.
Reporting Safety Defects. All rights reserved. Reproduction by any means, electronic or. Motor
Company. Ford may change the contents without notice. Ford motor company ford contour
owner's guide 16 pages. Ford motor company ford e owner's guide pages. Ford motor company
ford f owner's guide 15 pages. Automobile Ford F Owner's Manual pages. Ford motor company
ford crown victoria owner's guide pages. Ford motor company ford excursion owner's guide
pages. Ford motor company ford explorer owner's guide pages. Ford motor company ford focus
owner's guide pages. Ford motor company ford ranger owner's guide pages. Reproduction by
any means, electronic or mechanical including photocopying, recording or by any information
storage and retrieval system or translation in whole or part is not permitted without written
authorization from Ford Motor Company. Ford may change the contents without notice and

without incurring obligation. Page 4 Introduction These are some of the symbols you may see
on your vehicle. Page 6: Instrumentation Instrumentation Driver air bag pg. Page 7 Climate
control system pg. Page 9 Instrumentation position to remind you to fasten your safety belts.
For more information, refer to the Seating and safety restraints chapter. Charging system
Illuminates when the ignition is turned to the ON position and the engine is off. The light also
illuminates when the battery is not charging properly, requiring electrical system service. Page
10 Instrumentation to check the bulb. The light may illuminate without a driveability concern
being noted. The vehicle will usually be drivable and will not require towing. Page 11 Under
engine misfire conditions, excessive exhaust temperatures could damage the catalytic
converter, the fuel system, interior floor coverings or other vehicle components, possibly
causing a fire. Low fuel Illuminates as an early reminder of a low fuel condition indicated on the
fuel gauge refer to Fuel Gauge in this chapter for more information. It also illuminates when the
Traction Control system begins applying and releasing the brakes and adjusting the engine
characteristics to limit a wheelspin condition. It will be lit for a minimum of four seconds or for
the duration of the Traction Control event. Page Headlamps On Warning Chime added. This
lamp will also illuminate when the ignition is turned to ON and the engine is off. For more
information on adding engine coolant, refer to Engine coolant in the Maintenance and care
chapter. Safety belt warning chime Sounds to remind you to fasten your safety belts. For
information on the safety belt warning chime, refer to the Seating and safety restraints chapter.
The fuel gauge may vary slightly when the vehicle is in motion. The ignition should be in the
OFF position while the vehicle is being refueled. Page 15 This gauge indicates the temperature
of the engine coolant, not the coolant level. If the coolant is not at its proper level the gauge
indication will not be accurate. Speedometer Indicates the current vehicle speed. Base
instrument cluster Optional instrument cluster Odometer Registers the total Page 16
Instrumentation Base instrument cluster Optional instrument cluster Trip odometer Registers
the kilometers miles of individual journeys. Press and hold the button for three seconds to
reset. Page 17 Instrumentation Engine oil pressure gauge This shows the engine oil pressure in
the system. If the gauge indicates low pressure, stop the vehicle as soon as safely possible and
switch off the engine immediately. Pull the headlamp control toward you to the outer position to
turn on the headlamps in addition to the previous lamps. To turn on the courtesy lamps: Rotate
fully counterclockwise. Temperature control knob Controls the temperature of the airflow inside
the vehicle. Mode selector control Controls the direction of the airflow to the inside of the
vehicle. Page 21 Controls and features faster. Airflow will be from the instrument panel
registers. This mode can also be used to reduce undesirable odors from entering the vehicle.
Page 22 Controls and features Operating tips In humid weather, select This will reduce fogging
on your windshield. After a few minutes, select any desired position. Volume control Press the
control to raise or lower volume. Page 24 Controls and features Tune adjust in radio mode Tune
adjust allows you to tune in a particular radio station. Page 25 Controls and features Press to
listen to the previous selection on the tape. Press to listen to the next selection on the tape. The
tape deck stops and returns to play mode when the AMS circuit senses a blank section on the
tape. In order to ensure proper operation of the AMS feature, the tape MUST have a blank
section of at least 4 seconds duration between programs. Page 26 Controls and features held in
memory on the control you selected. Repeat the steps for each station memory preset button
you want to set. If the battery is disconnected, the memory preset stations will need to be reset.
Speaker fade adjust Speaker sound distribution can be adjusted between the front and rear
speakers. Dolby noise reduction Dolby noise reduction reduces the amount of hiss and static
during tape playback. Press the control to activate and deactivate Dolby noise reduction. Dolby
noise reduction is manufactured under license from Dolby Laboratories Licensing Corporation.
Page 29 Controls and features Power control Press the control to turn the audio system on or
off. Page 30 Controls and features Press and hold down through the frequencies. Seek function
The seek function control works in radio or tape mode. Seek function in radio mode This feature
allows you to automatically select listenable stations up or down the frequency band. Press to
find the next listenable station down the frequency band. Press to find the next listenable
station up the frequency band. Scan function in tape mode This feature allows you to scan the
tape currently playing, Page 32 Controls and features 3. Press and hold a memory preset
control until the sound returns, indicating the station is held in memory on the control you
selected. Page 34 Controls and features Press the control to fast forward the tape. Once the end
of the tape is reached, tape direction reverses and the opposite side of the tape plays. Tape
eject Press the control to stop and eject a tape. Dolby noise reduction Dolby noise reduction
reduces the amount of Page 36 Controls and features approximately eight seconds. While in the
scan mode, the display flashes SCAN. Page 37 Controls and features Shuffle feature The shuffle
feature plays all tracks on the current CD in random order. Random order play will continue

until the control is pressed again. Page 38 Controls and features Cleaning compact discs
Inspect all discs for contamination before playing. If necessary, clean discs only with an
approved CD cleaner and wipe from the center out to the edge. Do not use circular motion. CD
and CD player care Handle discs by their edges only. Page 39 Controls and features and FM
stations may use for their broadcasts. Press to open trunk. Push up to activate the right turn
signal. LOCK, locks the steering wheel, automatic transmission gearshift lever and allows key
removal. Page 42 Controls and features Never adjust the steering wheel when the vehicle is
moving. Do not use the speed control in heavy traffic or on roads that are winding, slippery, or
unpaved. If you drive up or down a steep hill, your vehicle speed may vary momentarily slower
or faster than the set speed. Page 44 Controls and features Accelerate with your accelerator
pedal. You can accelerate with the accelerator pedal at any time during speed control usage.
Releasing the accelerator pedal will return your vehicle to the previously programmed set
speed. Page 45 Controls and features Depress the clutch pedal if equipped. Disengaging the
speed control will not erase the previously programmed set speed. Pressing OFF will erase the
previously programmed set speed. Press the top portion of the rocker switch to close. Press the
bottom portion of the rocker switch to open. Express down To make the driver window open
fully without holding the window control, press Press the control again to restore the window
controls. Page 48 Controls and features Use only soft cups in the cupholder. Hard objects can
injure you in a collision. Foglamp control if equipped Turn on the parking lamps or the
low-beam headlamps. Press the top portion of the foglamp control, located on the center
console, to activate the foglamps. Page 49 Controls and features 3. Unclamp the top from the
windshield header at both the right and left sides by pulling each clamp rearward until the hook
in the windshield header is free. The clamps are flush with the header when in the closed
position. Page 50 Controls and features 2. Push boot forward until rear attachment engages
under molding. Push forward flap of boot until both clips engage under trim panel edge. Repeat
on other side of vehicle. Tuck side attachments under molding. Page 51 Controls and features
Raising the convertible top The convertible top will not operate unless the parking brake is
engaged. Do not raise the top while the vehicle is moving because the top may be severely
damaged. To raise the convertible top: 1. Refer to the Traction Control section of the Driving
chapter for more information. Page 53 Controls and features The transmission will operate in all
gears except overdrive. To return to normal overdrive mode, press the Transmission Control
Switch again. When you shut off and re-start your vehicle, the transmission will automatically
return to normal Overdrive mode. The interior lamps will illuminate. With the all-door remote
entry system, press the control a second time within three seconds to unlock the passenger
door. Locking the doors Press this control to lock all doors. Page 55 Controls and features
Sounding a panic alarm Press this control to activate the alarm. If you purchase additional
transmitters up to four may be programmed into memory , perform the following procedure: To
reprogram the transmitters, place the key in the ignition and turn from OFF to ON eight times in
rapid succession within 10 seconds ending in ON. Page 57 Controls and features To replace the
batteries: 1. Twist a thin coin between the two halves of the transmitter near the key ring. Refer
to the diagram inside the transmitter unit. Page 58 OFF and restart the engine with all other
objects on the key ring held away from the ignition key. Check to make sure the encoded
ignition key is an approved Ford encoded ignition key. Spare SecuriLock keys can be
purchased from Page 59 Controls and features of eight keys. Your dealership can program your
new SecuriLock key s to your vehicle or you can do it yourself using the following simple
procedure. This step will program your new SecuriLock key. To program additional SecuriLock
this procedure from step 1. The material that the handle is made of will glow for hours in the
darkness of the luggage compartment following brief exposure to ambient The purpose of these
head restraints is to help limit head motion in the event of a rear collision. To properly adjust
your head restraints, lift the head restraint so that it is located directly behind your head or as
close to that position as possible. Page 63 Seating and safety restraints Lift handle to move seat
forward or backward. Pull lever up to adjust seatback. Do not pile cargo higher than the
seatbacks to avoid injuring people in a collision or sudden stop. Press front to raise or lower
the front portion of the seat cushion. Press rear to raise or lower the rear portion of the seat
cushion. Press the control to move the seat forward, backward, up or down. To enter the rear
seat: 1. Remove seat belt from seat belt holder on top of front seat. Rotate the safety belt boot
rearward. Page 66 Seating and safety restraints To reduce the risk of injury, make sure children
sit where they can be properly restrained. Never let a passenger hold a child on his or her lap
while the vehicle is moving. The passenger cannot protect the child from injury in a collision.
Page 67 Seating and safety restraints Always transport children 12 years old and under in the
back seat and always properly use appropriate child restraints. Combination lap and shoulder
belts Before fastening the safety belt, make sure the shoulder belt passes through the belt

holder on the top of the seatback. Page 68 Seating and safety restraints The front and rear
outboard safety restraints in the vehicle are combination lap and shoulder belts. The front
passenger and rear seat outboard safety belts have two types of locking modes described
below: Vehicle sensitive mode The vehicle sensitive mode is the normal retractor mode,
allowing free shoulder belt length adjustment to your movements and locking in response to
Page 69 Seating and safety restraints How to use the automatic locking mode Buckle the
combination lap and shoulder belt. Grasp the shoulder portion and pull downward until the
entire belt is extracted. Allow the belt to retract. As the belt retracts, you will hear a clicking
sound. Page 70 Seating and safety restraints Safety belt extension assembly If the safety belt
assembly is too short, even when fully extended, 20 cm 8 inches can be added to the safety belt
assembly by adding a safety belt extension assembly part number C Safety belt extension
assemblies can be obtained from your dealer at no cost. Page 71 Seating and safety restraints
Belt minder if equipped The Belt Minder feature is a supplemental warning to the safety belt
warning function. Belts are Ford designs its safety belts to enhance uncomfortable comfort. If
you are uncomfortable - try different positions for the safety belt upper anchorage and seatback
which should be as upright as possible; Page 73 Seating and safety restraints Do not sit on top
of a buckled safety belt to avoid the Belt Minder chime. Sitting on the safety belt will increase
risk of injury in an accident. To disable one-time or deactivate the Belt Minder feature please
follow the directions stated below. Page 74 Seating and safety restraints 2. Wait until the safety
belt warning light turns off. Approximately 1â€”2 minutes Steps 3â€”5 must be completed within
60 seconds or the procedure will have to be repeated. Buckle then unbuckle the safety belt
three times, ending with the safety belt unbuckled. Page 75 This information will assist Ford in
the servicing of your vehicle and may help Ford better understand real world collisions and
further improve the safety of future vehicles. Page 76 Seating and safety restraints Important
supplemental restraint system SRS precautions The supplemental restraint system is designed
to work with the safety belt to help protect the driver and right front passenger from certain
upper body injuries. Air bags DO NOT inflate slowly or gently and the risk of injury from a
deploying air bag is greatest close to the trim covering the air bag module. See your Ford or
Lincoln-Mercury dealer. Modifications to the front end of the vehicle, including frame, bumper,
front end body Page 78 Seating and safety restraints Air bags can kill or injure a child in a child
seat. NEVER place a rear-facing child seat in front of an active air bag. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Page 79 Seating and
safety restraints amounts of sodium hydroxide may be present which may irritate the skin and
eyes, but none of the residue is toxic. While the system is designed to help reduce serious
injuries, contact with a deploying air bag may also cause abrasions, swelling or temporary
hearing loss. Page 80 Seating and safety restraints system wiring, the air bag system readiness
light, the air bag back up power and the air bag ignitors. Determining if the system is
operational The SRS uses a readiness light in the instrument cluster or a tone to indicate the
condition of the system. Page 81 Seating and safety restraints Important child restraint
precautions You are required by law to use safety restraints for children in the U. If small
children ride in your vehicle generally children who are four years old or younger and who
weigh 18 kg [40 lbs] or less , you must put them in safety seats made especially for children.
Page 82 Do not leave children, unreliable adults, or pets unattended in your vehicle. To improve
the fit of lap and shoulder belts on children who have outgrown child safety seats, Ford
recommends use of a belt-positioning booster seat that is labelled as conforming to all Federal
motor vehicle safety standards. Page 83 Refer to Automatic locking mode passenger side front
and outboard rear seating positions if equipped. Ford recommends the use of a child safety
seat having a top tether strap. Install the child safety seat in a seating position which is capable
of providing a tether anchorage. If you do not install and use the safety seat properly, the child
may be injured in a sudden stop or collision. Installing child safety seats in combination lap and
shoulder belt seating positions If you must use a Page 85 Seating and safety restraints Children
12 and under should be properly restrained in the rear seat whenever possible. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. While holding the shoulder
and lap belt portions together, route the tongue through the child seat according to Page 86
Seating and safety restraints 5. To put the retractor in the automatic locking mode, grasp the
shoulder portion of the belt and pull downward until all of the belt is extracted and a click is
heard. The belt will click as it retracts to indicate it is in the automatic locking mode. Page 87
Seating and safety restraints Attaching child safety seats with tether straps Most new
forward-facing child safety seats include a tether strap which goes over the back of the seat and
hooks to an anchoring point. Tether straps are available as an accessory for many older safety
seats. Contact the manufacturer of your child seat for information about ordering a tether strap.
Page 88 Seating and safety restraints 3. Locate the correct anchor for the selected seating

position as shown previously. For Coupe only: 4. Open the tether anchor covers. Clip the tether
strap to the anchor as shown. For Convertible only: The tether anchors on the convertible are
located on the lower backside of the Page 89 Seating and safety restraints 5. If the tether strap
is clipped incorrectly, the child safety seat may not be retained properly in the event of a
collision. Refer to the Installing child safety seats in combination lap and shoulder belt seating
positions section of this chapter for further instructions to secure the child safety seat. This
system meets all Canadian Interference-Causing Equipment standard requirements regulating
the impulse electrical field strength of radio noise. When starting a fuel-injected engine, avoid
pressing the accelerator before or during starting. When the engine starts, the idle RPM runs
faster to warm the engine. If the engine idle speed does not slow down automatically, have the
vehicle checked. Do not allow the vehicle to idle for more than 10 minutes at high engine RPM.
Page Starting The Engine Starting 3. If there is difficulty in turning the key, firmly rotate the
steering wheel left and right until the key turns freely. This condition may occur when: front
wheels are turned front wheel is against the curb steering wheel is turned when getting in or out
of Page 93 2. Page 94 Starting If you ever smell exhaust fumes of any kind inside your vehicle,
have your dealer inspect and fix your vehicle immediately. Do not drive if you smell exhaust
fumes. These fumes are harmful and could kill you. Have the exhaust and body ventilation
systems checked whenever: the vehicle is raised for service. Refer to the scheduled
maintenance guide for scheduled maintenance. In normal operation, automotive brake systems
may emit occasional or intermittent squeal or groan noises when the brakes are applied. Page
96 Driving The ABS operates by detecting the onset of wheel lockup during brake applications
and compensates for this tendency. The wheels are prevented from locking even when the
brakes are firmly applied. The accompanying illustration depicts the advantage of an ABS
equipped vehicle on bottom to a non-ABS equipped vehicle on top during hard braking with
loss of front braking traction. Page 97 stopping distance. Always leave enough room between
your vehicle and the vehicle in front of you to stop. We recommend that you familiarize yourself
with this braking technique. However, avoid taking any unnecessary risks. Hydraulic brake
booster system Hydroboost The Hydroboost system receives fluid pressure from the power
steering pump to provide power assist during braking. Page 98 Driving when the ignition is
turned ON until the parking brake is released. Always set the parking brake fully and make sure
that the gearshift is securely latched in P Park automatic transmission or in 1 First Gear manual
transmission. The parking brake is not recommended to stop a moving vehicle. Page 99
controlled by automatically applying and releasing the rear brakes in conjunction with engine
torque reductions. Engine torque reduction is realized via the fully electronic spark and fuel
injection systems. This process is very sensitive to driving conditions and very fast acting.
Power steering uses energy from the engine to help steer the vehicle. To prevent damage to the
power steering pump: Never hold the steering wheel to the extreme right or the extreme left for
more than a few seconds when the engine is running. Refer to Fuses and relays in the Roadside
emergencies chapter. Do not drive your vehicle until you verify that the brakelamps are working.
Driving with the gearshift lever in D Overdrive gives the best fuel economy for normal driving
Make sure the gearshift lever is securely latched in P Park. This position locks the transmission
and prevents the rear wheels from turning. Always set the parking brake fully and make sure the
gearshift lever is latched in P Park. Page Driving Overdrive The normal driving position for the
best fuel economy. Transmission operates in gears one through four. Overdrive can be
deactivated by pressing the transmission control switch on the gearshift lever. The
transmission control indicator light TCIL will illuminate on the instrument cluster. Page Driving
To return to Overdrive mode, press the transmission control switch. Each time the vehicle is
started, the transmission will automatically return to normal overdrive mode. Every time the
vehicle is shut off and restarted, you must press the transmission control switch to cancel
overdrive operation if driving in overdrive is not desired. When starting a vehicle with a manual
transmission, you must: 1. Page Do not drive with your foot resting on the clutch pedal and do
not use the clutch to hold your vehicle at a standstill while waiting on a hill. These actions will
greatly reduce clutch life. Page Driving 4. Turn the ignition key to position 3 OFF. Do not park
your vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear and set
the parking brake fully. Reverse You must be at a complete stop to shift into R Reverse. Page If
R Reverse is not engaged, push the clutch pedal down and put the gearshift back into Neutral.
Then, release the clutch pedal for a moment and repeat steps 3 through 6. Removing key from
ignition Turn the ignition key to position 3 OFF. Page Driving Payload: Combined maximum
allowable weight of cargo, passengers and optional equipment. The payload equals the gross
vehicle weight rating minus base curb weight. The GVW is not a limit or a specification. Page
Trailer Weight Range: Specified weight range that the trailer must fall within that ranges from
zero to the maximum trailer weight rating. Remember to figure in the tongue load of your loaded

trailer when figuring the total weight. Do not tow a trailer until your vehicle has been driven at
least km miles. The trailer brakes must meet local and Federal regulations. Your vehicle may not
have enough braking power and your chances of having a collision greatly increase. Page
Driving your Scheduled Maintenance guide for more information. Trailer towing tips Practice
turning, stopping and backing up in an area before starting on a trip to get the feel of the vehicle
trailer combination. When turning, make wider turns so the trailer wheels will clear curbs and
other obstacles. Page Roadside Emergencies Ford dealership, or your selling dealer if within 25
kms Even non-warranty related tows, like accidents or getting stuck in the mud or snow, are
covered some exclusions apply, such as impound towing or repossession. Page Roadside
coverage beyond basic warranty In the United States, you may purchase additional roadside
assistance coverage beyond this period through the Ford Auto Club by contacting your Ford or
Lincoln Mercury dealer. Similarly in Canada, you may purchase additional coverage beyond the
basic coverage period by consulting the Ford Roadside Assistance Club brochure or by calling
1â€”â€”â€”CLUB Page Roadside emergencies After a collision, if the engine cranks but does
not start, the fuel pump shut-off switch may have been activated. The fuel pump shut-off switch
is located on the left side of the trunk behind the trunk liner. Use the following procedure to
reset the fuel pump shut-off switch. Page Roadside emergencies Check the appropriate fuses
before replacing any electrical components. Always replace a fuse with one that has the
specified amperage rating. Using a fuse with a higher amperage rating can cause severe wire
damage and could start a fire. Standard fuse amperage rating and color Fuse Mini Page
Roadside emergencies Power distribution box The power distribution box is located in the
engine compartment. Always disconnect the battery before servicing high current fuses. Always
replace the cover to the Power Distribution Box before reconnecting the battery or refilling fluid
reservoirs. Page Roadside emergencies The high-current fuses are coded as follows. Instead,
gradually decrease your speed. Hold the steering wheel firmly and slowly move to a safe place
on the side of the road. Page Roadside emergencies try to repair the temporary spare tire or
remove it from its wheel use the wheel for any other type of vehicle Tire change procedure To
prevent the vehicle from moving when you change a tire, be sure the parking brake is set, then
block in both directions the wheel that is diagonally opposite other side and end of the vehicle
to the tire being changed. Page Roadside emergencies 4. Loosen each wheel lug nut one-half
turn counterclockwise but do not remove them until the wheel is raised off the ground. Put the
jack in the jack notch next to the tire you are changing. Turn the jack handle clockwise until the
wheel is completely off the ground. Do not use an impact wrench with the anti-theft key. Page
Roadside emergencies 2. Place the lug nut wrench over the lug nut key and apply pressure on
the key with the wrench. Install the lug nut. An explosion could result in injury or vehicle
damage. Page Roadside emergencies Connecting the jumper cables 1. Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Do not use fuel lines,
engine rocker covers or the intake manifold as grounding points. Page Roadside emergencies
1. Remove the jumper cable from the ground metal surface. Page It is recommended that your
vehicle be towed with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. If your vehicle is to be towed from the
rear using We provide a Scheduled Maintenance Guide which makes tracking routine service
easy. If your vehicle requires professional service, your dealership can provide necessary parts
and service. Page Maintenance and care 2. Turn off the engine and remove the key. Block the
wheels to prevent the vehicle from moving unexpectedly. Manual transmission: 1. Set the
parking brake. Depress the clutch and place the gearshift in 1 First. Inside the vehicle, pull the
hood release handle located under the bottom left corner of the instrument panel. HOOD 2. Go
to the front of the vehicle and release the auxiliary latch that is located under the front center of
the hood. Engine oil filler cap 2. Engine oil dipstick 3. Brake fluid reservoir 4. Power distribution
box 5. Windshield washer fluid reservoir 6. Battery 7. Power steering fluid reservoir 8. Page
Maintenance and care 4. Engine oil dipstick 2. Brake fluid reservoir 3. Power distribution box 4.
Windshield washer fluid reservoir 5. Battery 6. Engine coolant reservoir 7. Engine oil filler cap 9.
Page Maintenance and care 3. Set the parking brake and ensure the gearshift is securely latched
in P Park automatic transmissions or 1 First manual transmissions. Open the hood. Protect
yourself from engine heat. Locate and carefully remove the engine oil level indicator dipstick.
Some oil must be removed from the engine by a service technician. Put the indicator back in
and ensure it is fully seated. Page If a replacement oil filter is used that does not meet Ford
material and design specifications, start-up engine noises or knock may be experienced. It is
recommended you use the appropriate Motorcraft oil filter or another brand meeting Ford
specifications for your engine application. Refer to the Scheduled Maintenance Guide for the
service interval schedules. Clean the reservoir cap before removal to prevent dirt or water from
entering the reservoir. Use only a DOT 3 brake fluid certified to meet Ford specifications. Refer

to Lubricant specifications in the Capacities and specifications chapter. Brake fluid is toxic. If
brake fluid contacts the eyes, flush eyes with running water for 15 minutes. Page Maintenance
and care Have your dealer check the engine cooling system for leaks if you have to add more
than 1. If equipped with the 3. Page Maintenance and care which can be purchased from your
dealer. Engine coolant refill procedure Failure to follow this warning may result in damage to
the engine and engine cooling system. Page Maintenance and care Reinstall the radiator cap.
Check the coolant level in the reservoir before you drive your vehicle the next few times with the
engine cool. Recycled engine coolant Ford Motor Company recommends the use of a recycled
engine coolant produced by Ford-approved processes. Page Maintenance and care protection
characteristics of the engine coolant and may cause engine damage. Page Maintenance and
care If your vehicle is equipped with the 3. Start the engine and let it run until it reaches normal
operating temperature the engine coolant temperature gauge indicator will be near Page
Maintenance and care If your vehicle is equipped with a 4. Allow at least one-half hour after
driving for the power steering fluid to cool. Start the engine and allow the engine to idle. Page
Maintenance and care been operated for an extended period at high speeds, in city traffic during
hot weather or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow
fluid to cool before checking. Drive the vehicle 30 km 20 miles or until it reaches normal
operating temperature. However, if fluid is added at this time, an overfill condition could result
when the vehicle reaches normal operating temperature. Page 4. Add enough fluid through the
filler opening so that the fluid level is at the bottom of the opening. Install and tighten the fill
plug securely. Use only fluid that meets Ford specifications. Refer to the Capacities and
specifications chapter. However, for severe usage or in high temperature climates, check the
battery electrolyte level. Page Maintenance and care Batteries normally produce explosive
gases which can cause personal injury. Therefore, do not allow flames, sparks or lighted
substances to come near the battery. When working near the battery, always shield your face
and protect your eyes. Always provide proper ventilation. When lifting a plastic-cased battery,
excessive pressure on the end walls could cause acid to flow through the vent caps, resulting
Run the engine until it reaches normal operating temperature. Allow the engine to idle for at
least one minute. Page Maintenance and care windshield wiper solution or a mild detergent.
Rinse thoroughly with clean water. To avoid damaging the blades, do not use fuel, kerosene,
paint thinner or other solvents. Changing the wiper blades To replace the wiper blades: 1. Pull
the wiper arm away from the windshield and lock into the service Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it.
Sustained high temperature can cause the material of the tire to degenerate and reduce tire life,
and excessive temperature can lead to sudden tire failure. To make sure your tires wear evenly
and last longer, rotate them as indicated in the Scheduled Maintenance Guide. If you notice that
the tires wear unevenly, have them checked. Page Make sure that all replacement tires are of the
same size, type, load-carrying capacity and tread design e. Failure to follow these precautions
may adversely affect the handling of the vehicle and make it easier for the driver to lose control
and roll over. Page Maintenance and care chains. Use chains on the tires only in an emergency
or if the law requires them. Follow these guidelines when using snow tires and chains: Chains
may damage aluminum wheels. Page Maintenance and care The fuel system may be under
pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops
before completely removing the fuel filler cap. Otherwise, fuel may spray out and injure you or
others. If you do not use the proper fuel filler cap, excessive pressure or vacuum in the fuel tank
may damage the fuel system or cause the fuel Page Maintenance and care vapor of any kind can
lead to eye and respiratory tract irritation. In severe cases, excessive or prolonged breathing of
fuel vapor can cause serious illness and permanent injury. Avoid getting fuel liquid in your
eyes. If fuel is splashed in the eyes, remove contact lenses if worn , flush with water for 15
minutes and seek medical attention. Page The customer warranty may be void for any damage
to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is not
used. Page Ask your fuel supplier about gasolines that meet the World-wide Fuel Charter. Page
Maintenance and care If you have run out of fuel: You may need to cycle the ignition from OFF
to ON several times after refueling, to allow the fuel system to pump the fuel from the tank to the
engine. Page Maintenance and care The advertised capacity is the amount of the indicated
capacity and the empty reserve combined. Indicated capacity is the difference in the amount of
fuel in a full tank and a tank when the fuel gauge indicates empty. Empty reserve is the small
amount of usable fuel remaining in the fuel tank after the fuel gauge indicates empty. Subtract
your initial odometer reading from the current odometer reading. Follow one of the simple
calculations in order to determine fuel economy: Multiply liters used by , then divide by total
kilometers traveled. Divide total miles traveled by total gallons used. Page Maintenance and

care Revving the engine before turning it off may reduce fuel economy. Using the air
conditioner or defroster may reduce fuel economy. You may want to turn off the speed control
in hilly terrain if unnecessary shifting between third and fourth gear occurs. Page Maintenance
and care Using fuel blended with alcohol may lower fuel economy. Fuel economy may decrease
with lower temperatures during the first 12â€”16 km 8â€”10 miles of driving. Driving on flat
terrain offers improved fuel economy as compared to driving on hilly terrain. Transmissions
give their best fuel economy when operated in the top cruise gear and with steady pressure on
the gas pedal. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Do not park, idle, or drive your vehicle in dry grass or other dry ground cover. Page
Maintenance and care Turn signals Backup lamps License plate lamp Do not remove lamp bulbs
unless they will be replaced immediately. If a bulb is removed for an extended period of time,
contaminants may enter the lamp housings and affect performance. Replacing headlamp bulbs
To remove the headlamp bulb: 1. Page Maintenance and care 6. Without turning, remove the old
bulb from the lamp assembly by gently pulling it straight out of the lamp assembly. Grasp the
bulb only by its plastic base and do not touch the glass. At the back of the headlamp, pull two
retainer pins up to release the headlamp assembly. Pull headlamp assembly forward
disengaging the lamp from the rear snap retainers to expose the back of the bulb. Page
Maintenance and care Replacing foglamp bulbs The halogen bulb contains gas under pressure.
The bulb may shatter if the glass envelope is scratched or if the bulb is dropped. Handle the
bulb carefully. Grasp the bulb only by its base. Avoid touching the glass envelope. Page Map
Lamps Maintenance and care interior overhead lamp map lamp For bulb replacement, see a
dealer or qualified technician. Map lamps For bulb replacement, see a qualified service
technician or your dealer. Using the right bulbs Replacement bulbs are specified in the chart
below. If your vehicle has been in an accident the alignment of your headlamps should be
checked by a qualified service technician. Vertical aim adjustment 1. Page 6. Close the hood
and turn off the lamps. Washing your vehicle Wash your vehicle regularly with cold or lukewarm
water. Observe the application instructions on the products. Page Cleaning the exterior lamps
Wash with the same detergent as the exterior of your vehicle. To avoid scratching the lamps, do
not use a dry Do not use abrasive cleansers on glass as they may cause scratches. The
windshield or rear window is clean if beads do not form when you rinse it with water. Page
Maintenance and care Do not spray with cold water to avoid cracking the engine block or other
engine components. Never apply anything to the drive belt including belt dressing. Cover the
highlighted areas to prevent water damage when cleaning the engine. Never wash or rinse the
engine while it is running; Page Maintenance and care Cleaning seats equipped with side air
bags Remove dust and loose dirt with a whisk broom or a vacuum cleaner. Remove fresh spots
immediately. Follow the directions that come with the cleaner. Do not saturate the seat cover
with upholstery cleaner. Do not use chemical solvents or strong detergents when cleaning the
seat mounted side air bag. Page Dry with a soft cloth. This mild cleaner and special pad, cleans
the leather and maintains its natural beauty. Follow the instructions on the cleaner label. Page
Capacities And Specifications If a spark plug needs to be replaced, use only spark plugs with
the same service part number suffix letter as shown on the engine decal. Refer to Adding
engine coolant, in the Maintenance and Care chapter. Rear axle lubricants do not need to be
checked or changed unless a leak is suspected, service is required or the axle assembly has
been submerged in water. Ford design rear axles contain a synthetic lubricant that does not
require changing unless the axle has been submerged in water. Ensure the correct automatic
transmission fluid is used. Page Capacities and specifications Page Certification Label Engine
number The engine number the last eight numbers of the vehicle identification number is
stamped on the engine block and transmission. Page Customer Assistance There are several
plans available in various time, distance and deductible combinations which can be tailored to
fit your own driving needs. Ford ESP also offers reimbursement benefits for towing and rental
coverage. In Hawaii, rules vary. See your dealer for details. Page Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could Ford is also allowed a final repair attempt in some
states. In the United States, a warranty dispute must be Page What kinds of cases does the
Board review? Unresolved warranty repair concerns or vehicle performance as designed
concerns on Ford and Lincoln Mercury cars and Ford and Lincoln Mercury light trucks which
are within the terms of any applicable written new vehicle warranty are eligible To properly
review your case, the Board needs the The decisions of the Board are binding on Ford and, in
some cases, on the dealer but not on consumers who are free to pursue other remedies
available to them under state or federal law. Page If your vehicle must be serviced while you are

traveling or living in Central or South America, the Caribbean, or the Middle East, contact the
nearest Ford dealership. These quality accessories have been specifically engineered to fulfill
your automotive needs; Page Customer assistance greater. See your dealer for complete
warranty information and availability. Not all accessories are available for all models. Vehicle
Security Styled wheel protector locks Vehicle security systems Comfort and convenience Ash
Cup Cargo nets Cargo organizers Dash trim Electrochromic mirror with compass
Electrochromic mirror with compass and temperature display Page Cleaners, waxes and
polishes Flat splash guards Front end covers full and mini Lubricants and oils Molded splash
guards Molded vinyl floor mats Seat belt extenders Tonneau covers mini Touch-up paint
Universal floor mats For maximum vehicle performance, keep the following information in mind
when adding accessories or equipment to your vehicle: When adding accessories,
f150 power window kit
2015 ford f 150 wiring diagram
classic buick regal
equipment, passengers If NHTSA receives similar complaints, it may open an investigation,
and if it finds that a safety defect exists in a group of vehicles, it may order a recall and remedy
campaign. Page Index Index Air bag supplemental restraint system Page Page Index Doors
lubricant specifications Page Index low fuel Page warning light and chime Page Index
Windshield washer fluid and wipers checking and adding fluid Page Filling Station Information
3. Use Ford Premium Engine Coolant green in color. Page Filling station information Service
refill capacity is determined by filling the transmission to the bottom of the filler hole with the
vehicle on a level surface. Indicates only approximate dry-fill capacity. Some applications may
vary based on cooler size and if equipped with in-tank cooler. This manual is also suitable for:
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