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Reproduction by any means, electronic or mechanical including. Ford may change the contents
without notice and without incurring obligation. Lincoln navigator automobile owner's manual
pages. Reproduction by any means, electronic or mechanical including photocopying,
recording or by any information storage and retrieval system or translation in whole or part is
not permitted without written authorization from Ford Motor Company. During the first 1 km 1
miles of driving, vary speeds frequently. This is necessary to give the moving parts a chance to
break in. Page 4 Introduction These are some of the symbols you may see on your vehicle. Page
6 Instrumentation Instrument cluster Driver side air bag Turn signal and pg. Stop the vehicle as
soon as safely possible, switch off the engine and let it cool. Never remove the coolant recovery
cap while the engine is running or hot. Page 9 Instrumentation malfunctioning. The light may
illuminate without a driveability concern being noted. The vehicle will usually be drivable and
will not require towing. What you should do if the check engine light illuminates Light turns on
solid: This means that the On Board Diagnostics System system has detected a malfunction. If
the light remains on, continues to flash or fails to illuminate, have the system serviced
immediately. With the ABS light on, the anti-lock brake system is disabled and normal braking is
still effective unless the brake warning light also remains illuminated with the parking brake
released. Page 11 Instrumentation Charging system Illuminates when the ignition is turned to
the RUN position and the engine is off. The light also illuminates when the battery is not
charging properly, requiring electrical system service. Engine oil pressure Momentarily
illuminates when the ignition is turned to the RUN position and the engine is off. Page 12
Instrumentation illuminate for several seconds after the ignition is turned to the RUN position
regardless of the fuel level refer to Fuel gauge in this chapter for more information. Low washer
fluid if equipped Illuminates when the ignition is turned to RUN and when the windshield washer
fluid is low. Page 13 Instrumentation Steering column lock if equipped Momentarily illuminates
when the ignition is turned to the RUN position. If this light stays illuminated, steering column
will be locked, and the vehicle will not start. Have the vehicle serviced immediately. Speed
control This light comes on when the vehicle speed control is engaged and actively controlling
the vehicle Page 14 Instrumentation For information on the safety belt warning chime, refer to
the Seating and safety restraints chapter. Page 15 Instrumentation Never remove the coolant
reservoir cap while the engine is running or hot. This gauge indicates the temperature of the
engine coolant, not the coolant level. If the coolant is not at its proper level the gauge indication
will not be accurate. Page 16 Instrumentation Fuel gauge Displays approximately how much fuel
is in the fuel tank when the key is in the RUN position. The fuel gauge may vary slightly when
the vehicle is in motion. The ignition should be in the OFF position while the vehicle is being
refueled. Page 17 Instrumentation Operator Selectable features These features are controlled by
the message center controls located above the radio. This message can only be reset by
closing the door s. Page 19 Instrumentation Checking your highway fuel economy using the
electronic message center display The following procedure will allow you to accurately monitor
your actual highway fuel economy. Since this procedure requires the vehicle speed control
system to be set to highway speeds, it must be run only on suitable roadways where long
distance speed control can be safely maintained. Page 20 Instrumentation 2. In the event of a
multiple warning situation, the message center will cycle the display to show all warnings by
displaying each one for 4 seconds. Page 22 Instrumentation Warnings Status Low brake fluid
level Warning returns after the ignition key is Check tail lamps turned from OFF to Check brake
lamps Check front turn lamps Check side repeater lamps if equipped Check rear turn lamps
Check traction control if equipped Check advancetrac if equipped Trunk ajar Low washer fluid
Page 23 Instrumentation and let it cool. Check the coolant and coolant level. Refer to Engine
coolant in the Maintenance and care chapter. If the warning stays on or continues to come on,
contact your dealer as soon as safely possible. Displayed when the electrical system is not
maintaining proper voltage. Displayed when the turn signals are activated and at least one is
burned out. Check the lamps as soon as safely possible and have the burned out lamp replaced.
Displayed when the Traction Control system is not operating properly. Page 25 Instrumentation
3. Displayed when the engine oil life remaining is 5 percent or less. Page 26 Instrumentation 3.
These messages indicate improper operation of the vehicle network communication between
electronic modules. Rotate to the second position to also turn on the headlamps. Daytime
running lamps DRL if equipped Turns the highbeam headlamps on with a reduced output.
Control will return to original position. Repeat to deactivate. The autolamp system also keeps
the lights on for a preselected period of time after the ignition switch is turned to OFF. Page 30
Controls and features 2. Move the control in the direction you wish to tilt the mirror. Return to

the center position to lock mirrors in place. Heated outside mirrors Both mirrors are heated
automatically to remove ice, mist and fog when the rear window defrost is activated. The fuel
door has a manual override release located in the trunk. Pull the tab to open the fuel door. Page
32 Controls and features The dual temperature zone feature allows the driver and front
passenger to set their own independent temperature set points for individual comfort. The
system uses common controls for air distribution and fan speed for both driver and passenger.
Page 33 Controls and features will automatically determine the fan speed, airflow location and
whether outside or recirculated air is required. The system will allow some airflow out the
defroster and demister outlets and outer instrument panel registers in order to reduce window
fogging. Page 34 Controls and features Driver side temperature selection AUTO The display
window indicates the selected temperature and manual control of fan speed if automatic fan
speed is not desired. Page 36 Controls and features manually, press the fan control to cancel
the automatic fan speed operation. Press the control up for higher fan speed or down for lower
fan speed. The display will show and a bar graph to indicate manual fan operation and relative
speed. To return to full automatic control, press AUTO. The system will allow some airflow out
the outer instrument panel registers. It will remain selected until the EXT control is pressed
again. If the driver or passenger temperature or the fan speed is changed, or the AUTO or
defrost modes selected while the outside temperature is displayed, the driver and passenger
temperature display To aide in side window defogging: 1. Page 43 Controls and features
selected will be lit, while the controls which have no function for that mode will be turned off.
Hold the control to fast-forward through the remaining discs. Seek function The seek function
control works in radio, tape or CD mode if equipped. Page 47 Controls and features Scan
function in tape mode Press the SCAN control to hear a short sampling of all selections on the
tape. The tape scans in a forward direction. To stop on a particular selection, press the control
again. Page 48 Controls and features If there are less than six strong stations available on the
frequency band, the remaining memory preset controls will all store the last strong station
available. Page 49 Controls and features Speaker fade adjust Speaker sound can be adjusted
between the front and rear speakers. Pressing the control for more than three seconds results
in fast forward action. Use the SEL control to manually set the time. Press the control again to
return to the playing media. This control will mute the playing media even if your vehicle is not
equipped with a factory-installed cellular phone. Scan function in radio mode Press the SCAN
control to hear a brief sampling of all listenable stations on the frequency band. Press the SCAN
control again to stop the scan mode. Page 58 Controls and features Autostore Autostore allows
you to set the strongest local radio stations without losing your original manually set preset
stations. This feature is helpful on trips when you travel between cities with different radio
stations. Starting autostore 1. Page 59 Controls and features Display description Six circles are
always lit in the digital display. These signify the six CD slots in the audio system. When a disc
is loaded into a particular slot 1â€”6 , the number inside that specific circle lights. If the circle is
empty, there is no CD in that particular slot. You can choose which CD will be ejected by
pressing the EJ control and the desired preset number 1â€”6. For example, to eject CD 2, press
the EJ control and then press the present 2 control. Page 61 Controls and features When in fast
forward mode, your audio system will automatically lower the volume level of the playing media.
Use the SEL control to increase or decrease the amount of treble. Speaker balance adjust
Speaker sound distribution can be adjusted between the right and left speakers. This feature
also allows you to control the volume of traffic announcements. The volume level will show at
the bottom of the display. RDS clock feature Refer to Setting the clock for information. Digital
signal processing if equipped The digital signal processing DSP feature allows you to change
the signal mode to suit your listening tastes. Page 66 Controls and features Phone mode This
feature allows you to control MUTE the factory-installed cellular phone if equipped through the
radio controls. The playing media will mute. Page 67 Controls and features 1. Pull the lever to
remove a CD tray from the magazine. Insert one disc into each CD tray of the magazine up to 6
discs. Ensure that the label side is facing If you pull too hard on the disc holder, the disc holder
may come completely out of the magazine. Page 68 Controls and features Ensure that the disc
is inserted label side up. The magazine does not need to be full for the changer to operate.
Radio power must be turned on to play the CDs in the changer. The magazine may be stored in
the glove compartment when not being used. The CD magazine may be inserted or ejected with
the radio power off. Never touch the playing surface. Static can be caused on AM stations by
power lines, electric fences, traffic lights and thunderstorms. Page 71 Controls and features 3.
Pull out ashtray assembly. Installation: 1. Insert ashtray into opening with face tilted upward.
Push face down until it clicks into position. Page 72 Controls and features trunk, glove box and
ignition. If equipped, the valet key the key without the Lincoln logo will actuate door and ignition
only. Valet switch if equipped The valet switch is located in the glove compartment. Page 73

Controls and features Push the control on the end of the stalk to activate washer. Push and hold
for a longer wash cycle. The washer will automatically shut off AUTO after ten seconds of
continuous use. When the washer system senses low fluid in the washer bottle and the control
is pushed to activate the system, washer fluid will spray onto the windshield if the reservoir still
has fluid in it , but the windshield wiper will not automatically cycle if low fluid is sensed. The
control will adjust the column as long as held or until the column reaches the end of travel.
Press again to return to the playing media. Each press will increase the set speed by 1.
Disengaging the speed control will not erase the previously programmed set speed. Pressing
OFF will erase the previously programmed set speed. Press the controls in front of each map
lamp to activate the lamps. Page 84 Controls and features Press the control located on the
bottom of the mirror to turn the mirror on or off. The mirror will automatically return to the
normal state whenever the vehicle is placed in R reverse when the mirror is on to ensure a
bright clear view when backing up. Page 85 Controls and features an object, signaling the door
to stop and reverse, does not meet current U. For more information on this matter, call toll-free:
1â€”â€”â€” or on the Internet at HomeLink. Programming 1. Prepare for programming the
HomeLink Universal Transceiver by erasing the three factory default codes by holding down the
two Page 87 Controls and features 3. Press and release the programmed HomeLink button.
Press and release the HomeLink button a second time to complete the training process. Some
garage door openers may require this procedure to be done a third time to complete the
training. The 2nd or 3rd press from step 3 will activate the door. Page 88 If the phone is properly
connected and the warning message display stays on when you start your vehicle have your
Lincoln RESCU System checked by an authorized dealer as soon as possible. Your system may
be inoperative. Page 89 Once the operator terminates the call the system will be reset. Page 90
Controls and features location and, at the touch of a control, put you in voice contact with the
Lincoln Security Response Center. Two controls in the overhead console, Information i and
Emergency S. Page 92 Cellular phone interface The cellular phone must be connected to the
vehicle and activated for the system to work. If the phone is in use, the call will be terminated
and the Lincoln Security Response Center will automatically be dialed. Page 93 Location data
retransmit capability During an activation, the Lincoln Security Response Center operator has
the capability to initiate a retransmission of the electronic data message. This may be necessary
to ensure a more precise determination of vehicle location or to track a vehicle that is moving.
The receiver will search the sky and attempt to acquire signals from all visible satellites. Page
96 PIN. In this situation, the user is required to enter the PIN with any phone calls made over the
network. At the time your phone is activated, ask your carrier to assign you a phone number
that does not require a personal identification number. Page 97 You will be responsible,
however, for any charges imposed by your cellular phone carrier for the 1â€” phone call to the
Lincoln Security Response Center. After your initial service period expires, you will be required
to pay a monitoring fee if you elect to continue emergency and roadside assistance. Page 98
Relinquishing your vehicle At the time you relinquish your vehicle, it is important that you
contact the Lincoln Security Response Center at 1â€”â€”99RESCU 1â€”â€”â€” and cancel your
security service. Page 99 Controls and features Window lock The window lock feature allows
only the driver to operate the rear power windows. To lock out the rear window controls press
the left side of the control. Press the right side to restore the window controls. Accessory delay
With accessory delay, the window switches may be used for up to ten minutes after the ignition
switch is turned to the OFF position or until The rear doors can be opened from the outside
when the doors are unlocked. The childproof locks are located on rear edge of each rear door
and must be set separately for each door. Page Controls and features Press the control a
second time within three seconds to unlock all the doors. Opening all windows and moonroof if
equipped Press this control and hold down for more than one second to begin to open all the
windows and moonroof. Release the control to stop. Page Controls and features Opening the
trunk Press this control to open the trunk. Be certain the trunk is closed before driving your
vehicle. The trunk may appear closed, but it may not be latched. Failure to do so may cause
objects to fall out of the trunk or block rear view vision. The battery saver will turn off the
interior lamps 40 minutes after the last door is closed even if the dimmer control switch is on.
Up to four remote transmitters can be activated to utilize the two available memory positions.
Page Controls and features Theft indicator When the perimeter alarm is armed, the theft
indicator on the instrument panel will flash briefly every two seconds to indicate the perimeter
alarm system is protecting your vehicle. Arming the system When armed, the perimeter alarm
will help protect your vehicle from unauthorized entry. Page Controls and features If there is any
anti-theft problem with your vehicle, ensure ALL coded keys for that vehicle are brought to the
dealership, to aid in troubleshooting. The SecuriLock passive anti-theft system is not
compatible with aftermarket remote start systems. Use of these systems may result in vehicle

starting problems and a loss of security protection. Page Controls and features Procedure to
program spare SecuriLock keys to your vehicle New SecuriLock keys must have the correct
mechanical key cut for your vehicle. Conventional non-SecuriLock keys cannot be programmed
to your vehicle. The correct type of SecuriLock key for your vehicle is identifiable by the
alphanumeric characters stamped on the key blade. The theft indicator will flash on and off.
Wait at least one minute and then repeat the procedure from step 1. If failure repeats, bring your
vehicle to your dealership to have the spare SecuriLock key s programmed. Page Controls and
features On hot days, the temperature in the trunk or vehicle interior can rise very quickly.
Exposure of people or animals to these high temperatures for even a short time can cause
death or serious heat-related injuries, including brain damage. Small children are particularly at
risk. The purpose of these head restraints is to help limit head motion in the event of a rear
collision. To properly adjust your head restraints, lift the head restraint so that it is located
directly behind your head or as close to that position as possible. Page Seating and safety
restraints Move the control up or down to move the seat up and down. Page Seating and safety
restraints Using the power lumbar support if equipped The power lumbar control is located on
the outboard side of the seat. Press one side of the control to adjust firmness. Press the other
side of the control to adjust softness. The memory seat control is located on the driver door.
Page Seating and safety restraints Fold the seatback s down. When raising the seatback s ,
make sure you hear the seat latch into place. Make sure that the safety belt for the rear center
passenger is properly routed over the rear seatback. Page Seating and safety restraints It is
extremely dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision, people
riding in these areas are more likely to be seriously injured or killed. Do not allow people to ride
in any area of your vehicle that is not equipped with seats and safety belts. Page Seating and
safety restraints 1. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from until you hear a snap and feel it latch. Make sure the tongue
is securely fastened in the buckle. Failure to replace the Belt and Retractor assembly could
increase the risk of injury in collisions. As the belt retracts, you will hear a clicking sound. This
indicates the safety belt is now in the automatic locking mode. Page Seating and safety
restraints Failure to replace the Belt and Retractor assembly could increase the risk of injury in
collisions. Safety belt pretensioner Your vehicle is equipped with safety belt pretensioners at
the driver and front passenger seating positions. The safety belt pretensioner is a device which
removes excess webbing from the safety belt system. Page Seating and safety restraints Safety
belt warning light and indicator chime The seat belt warning light illuminates in the instrument
cluster and a chime sounds to remind the occupants to fasten their safety belts. Conditions of
operation If Page Seating and safety restraints The purpose of the Belt Minder is to remind
occasional wearers to wear safety belts all of the time. The following are reasons most often
given for not wearing safety belts: All statistics based on U. Page Seating and safety restraints
Do not sit on top of a buckled safety belt to avoid the Belt Minder chime. Sitting on the safety
belt will increase risk of injury in an accident. To disable one time or deactivate the Belt Minder
feature please follow the directions stated below. Page Seating and safety restraints 4. Buckle
then unbuckle the safety belt three times, ending with the safety belt unbuckled. Page Seating
and safety restraints attaching hardware, should be inspected after a collision. Ford
recommends that all safety belt assemblies used in vehicles involved in a collision be replaced.
However, if the collision was minor and a qualified technician finds that the belts do not show
damage and continue to operate properly, they do not need to be replaced. Page Seating and
safety restraints Important supplemental restraint system SRS precautions The supplemental
restraint system is designed to work with the safety belt to help protect the driver and right front
passenger from certain upper body injuries. Air bags DO NOT inflate slowly or gently and the
risk of injury from a deploying air bag is greatest close to the trim covering the air bag See your
Ford or Lincoln-Mercury dealer. Children and air bags For additional important safety
information, read all information on safety restraints in this guide. Page Seating and safety
restraints How does the safety belt pretensioner and air bag supplemental restraint system
work? The safety belt pretensioner and air bag SRS are designed to activate when the vehicle
sustains longitudinal deceleration sufficient to cause the sensors to close an electrical circuit
that initiates pretensioner activation and air bag inflation. Page Seating and safety restraints
properly restrained as far away from the air bag module as possible while maintaining vehicle
control. Several air bag system components get hot after inflation. Do not touch them after
inflation. If the air bag is inflated, the air bag will not function again and must be replaced
immediately. Page Do not attempt to service, repair, or modify the air bag Supplemental
Restraint System, its fuses or the seat cover on a seat containing an air bag. See your Ford or
Lincoln Mercury dealer. All occupants of the vehicle including the driver should always Page
Seating and safety restraints How does the side air bag system work? Page Seating and safety

restraints Several air bag system components get hot after inflation. If the side air bag has
deployed, the air bag will not function again. The side air bag system including the seat must be
inspected and serviced by a qualified technician in accordance with Page Seating and safety
restraints Disposal of air bags and air bag equipped vehicles including pretensioners For
disposal of air bags or air bag equipped vehicles, see your local dealership or qualified
technician. Page Seating and safety restraints neck, the child should wear the lap and shoulder
belt. Moving the child closer to the center of the vehicle may help provide a good shoulder belt
fit. Do not leave children, unreliable adults, or pets unattended in your vehicle. Page Seating
and safety restraints Installing child safety seats in combination lap and shoulder belt seating
positions 1. Position the child safety seat in a seat with a combination lap and shoulder belt. An
air bag can kill or injure a child in a child seat. If you must use a forward-facing child seat in the
front seat, move seat all the way back. Page Seating and safety restraints 3. Be sure the belt
webbing is not twisted. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until Page Seating and safety
restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull up on the
shoulder belt while pushing down with your knee on the child seat. Allow the safety belt to
retract to remove any slack in the belt. Page Seating and safety restraints The tether strap
anchors in your vehicle are in the following positions shown from top view : Attach the tether
strap only to the appropriate tether anchor as shown. The tether strap may not work properly if
attached somewhere other than the correct tether anchor. Page Seating and safety restraints 6.
Refer to the Installing child safety seats in combination lap and shoulder belt seating positions
section of this chapter for further instructions to secure the child safety seat. This system
meets all Canadian Interference-Causing Equipment standard requirements regulating the
impulse electrical field strength of radio noise. When starting a fuel-injected engine, avoid
pressing the accelerator before or during starting. Page Brake Starting 2. Make sure the
headlamps and vehicle accessories are off. If a light fails to illuminate, have the vehicle
serviced. Page Starting Using the engine block heater if equipped An engine block heater
warms the engine coolant, which improves starting, warms up the engine faster and allows the
heater-defroster system to respond quickly. Page Starting Adjust the heating or air conditioning
if equipped to bring in fresh air. Improve vehicle ventilation by keeping all air inlet vents clear of
snow, leaves and other debris. Refer to the scheduled maintenance guide for scheduled
maintenance. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Page Driving Driving ABS
warning lamp warning lamp in the instrument cluster momentarily illuminates when the ignition
is turned to the RUN position. If the light does not illuminate momentarily at start up, remains on
or continues to flash, the ABS needs to be serviced. Page Driving The parking brake is not
recommended to stop a moving vehicle. However, if the normal brakes fail, the parking brake
can be used to stop your vehicle in an emergency. Page Driving Speed sensitive steering The
steering in your vehicle is speed sensitive. At high speeds, steering assist will decrease to
improve steering feel. At lower speeds, maneuverability will be increased. If the amount of effort
required to steer your vehicle changes at a constant vehicle speed, have the power steering
system checked by your dealer or a qualified service technician. Page Driving If you should
become stuck in snow or on a very slippery road surface, try switching the Traction Control
system off. Page Driving If you cannot move the gearshift lever out of P Park with ignition in the
RUN position and the brake pedal depressed: 1. Apply the parking brake, turn ignition key to
LOCK, then remove the key. Insert the key and turn it to OFF. Apply the brake pedal and shift to
N Neutral. Page Driving Hold the brake pedal down while you move the gearshift lever from P
Park to another position. If you do not hold the brake pedal down, your vehicle may move
unexpectedly and injure someone. P Park Always come to a complete stop before shifting into P
Park. Hold the brake pedal down while in this gear. Drive 5 Overdrive The normal driving
position for the best fuel economy. Transmission operates in gears One through Five. Page
Driving 2 Second Use 2 Second to start-up on slippery roads or to provide additional engine
braking on downgrades. Upshifts can be made by shifting to 3 Third , 4 Drive or 5 Overdrive.
Selecting 2 Second at higher speeds causes the transmission to shift to a lower gear, and will
shift to 2 Second after vehicle decelerates to the proper Page Driving Automatic shift mode
When in the automatic shift mode D5 position , the 5â€”speed automatic transmission operates
like a typical automatic transmission. Pull the gearshift lever towards you and downward to
move the automatic gearshift. Refer to Driving with a 5â€”speed automatic transmission in this
chapter for Park, Reverse, Neutral, D5 and D4 information. Once the vehicle reaches below a
specified entry speed for the next lower gear, the transmission will allow another downshift to
occur if selected by the driver. Page Driving 4. Depress the brake pedal. Release the parking
brake. Move the gearshift lever to the desired gear. Page Driving Parking your vehicle 1.

Disengage the clutch, apply brake and shift into N Neutral. Set parking brake. Shift into 1 First.
Turn the ignition key to position 1 LOCK. Do not park your vehicle in Neutral, it may move
unexpectedly and injure someone. Page Driving Reverse Make sure that your vehicle is at a
complete stop before you shift into R Reverse. Failure to do so may damage the transmission.
Put the gearshift lever in N Neutral and wait at least three seconds before shifting into R
Reverse. It does not include passengers or aftermarket equipment. Refer to Driving while you
tow in this chapter. Refer to the severe duty schedule in the Scheduled Maintenance Guide.
Page Driving Preparing to tow Use the proper equipment for towing a trailer, and make sure it is
properly attached to your vehicle. See your dealer or a reliable trailer dealer if you require
assistance. Hitches Do not use hitches that clamp onto the vehicle bumper. Use a load carrying
hitch. Page Driving vehicle lamps from functioning. Your lamp outage feature will also be
disabled or provide incorrect information. Your vehicle is ready to install a Trailer Tow module
that will provide the proper communication with the vehicle electrical system so your trailer
lamps will function properly. See your local Lincoln Mercury dealership. The maximum load is
75 kg lb on the luggage rack structure. Page Roadside Emergencies In the United States, this
card is found in the Owner Guide portfolio in the glove compartment in Ford vehicles and is
mailed to you if you own a Mercury or Lincoln. In Canada, it is found in the Roadside Assistance
book in the glove compartment. Page Roadside Emergencies In the United States, you may
purchase additional roadside assistance coverage beyond this period through the Ford Auto
Club by contacting your Ford or Lincoln Mercury dealer. The reset button for the fuel pump
shut-off switch is accessible through an opening in the kick panel. Use the following procedure
to reset the fuel pump shut-off switch. Page Roadside emergencies Always replace a fuse with
one that has the specified amperage rating. Using a fuse with a higher amperage rating can
cause severe wire damage and could start a fire. Page Roadside emergencies Front power
distribution box The front power distribution box is located in the engine compartment. Always
disconnect the battery before servicing high current fuses. Page Roadside emergencies Rear
power distribution box The rear power distribution box is located in the luggage compartment
under the spare tire well cover. Page Roadside emergencies The high-current fuses are coded
as follows. Page Roadside emergencies 3. Lift the trunk cargo cover and remove the spare tire,
jack and lug wrench. Use the hook to secure the trunk cargo cover in the open position. Loosen
each wheel lug nut one-half turn counterclockwise but do not remove them until the wheel is
raised off the ground. Page not the dealer to get a replacement key. Do not use an impact
wrench with the anti-theft key. Page Roadside emergencies To remove the anti-theft lug nut: 1.
Insert the key over the locking lug nut. Make sure you hold the key square to the lug nut. If you
hold the key at an angle, you could damage the key and the lug nut. Page Roadside
emergencies 2. Keep the battery vent hose attached at all times. Park the booster vehicle close
to the trunk of your disabled vehicle making sure the two vehicles do not touch. Connect the
negative - cable to the negative - terminal of the assisting battery. Page Roadside emergencies
4. Make the final connection of the negative - cable to the spare tire tie-down stud. Your vehicle
may be equipped with a plastic cap on top of the tire tie-down stud. This cap must be removed
prior to attaching the cable to the stud. Do not connect the end of the second cable to the
negative - terminal of the battery to be jumped. Page Roadside emergencies Removing the
jumper cables Remove the jumper cables in the reverse order that they were connected.
Remove the jumper cable from the spare tire tie-down stud. After the disabled vehicle has been
started and the jumper cables removed, allow it to idle for several minutes so the engine
computer can relearn its idle conditions. It is recommended that your vehicle be towed with a
wheel lift or flatbed equipment. If your vehicle requires professional service, your dealership
can provide necessary parts and service. Page Maintenance and care 3. Turn off the engine and
remove the key. Block the wheels to prevent the vehicle from moving unexpectedly. Set the
parking brake and ensure the gearshift is securely latched in P Park. Engine oil filler cap 2.
Engine oil dipstick 3. Brake and clutch, if equipped fluid reservoir 4. Engine coolant reservoir 5.
Power steering fluid reservoir 6. Air filter assembly 7. Brake fluid reservoir 4. Windshield washer
fluid reservoir 8. Power distribution box 9. Page Maintenance and care 2. Turn the engine off
and wait a few minutes for the oil to drain into the oil pan. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmission or 1 First manual transmission.
Page Maintenance and care Adding engine oil 1. Check the engine oil. For instructions, refer to
Checking the engine oil in this chapter. If the engine oil level is not within the MIN and MAX
ranges, add only certified engine oil of the recommended viscosity. Remove the engine oil filler
cap and use a funnel to pour the engine oil into the opening. Page Maintenance and care Engine
oil and filter recommendations Look for this certification trademark. Refer to the Scheduled
Maintenance Guide for the service interval schedules. Clean the reservoir cap before removal to
prevent dirt or water from entering the reservoir. The clutch master cylinder and brake master

cylinder are part of the same system; both are refillable through the brake master cylinder with
brake fluid. Page Maintenance and care State or local regulations on volatile organic
compounds may restrict the use of methanol, a common windshield washer antifreeze additive.
Page Maintenance and care When the engine is cold, check the level of the engine coolant in the
reservoir. Page Maintenance and care Always dispose of used automotive fluids in a
responsible manner. What you should know about fail-safe cooling If the engine coolant supply
is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Page Maintenance and care 1. Pull off the road as soon as
safely possible and turn off the engine. Arrange for the vehicle to be taken to a service facility. If
this is not possible, wait a short period for the engine to cool. Start the engine and let it run until
it reaches normal operating temperature the engine coolant temperature gauge indicator will be
Page Maintenance and care and also in the Lubricant specifications section in the Capacities
and specifications chapter. Use of a non-approved automatic transmission fluid may cause
internal transmission component damage and void the warranty. Checking and adding manual
transmission fluid 1. Clean the filler plug. Your battery is designed to purge any battery gases to
the outside of the vehicle by means of a vent hose. This vent hose MUST be attached at all
times. Lift the battery with a battery carrier or with your hands on opposite corners. Follow your
local authorized standards for disposal. Call your local authorized recycling center to find out
more about recycling automotive batteries. Release the two clamps that secure the cover to the
air filter housing and place the cover aside. Remove the air filter element from the air filter
housing. Wipe the air filter housing and cover clean to remove any dirt or debris and to ensure
good sealing. Page Maintenance and care To replace the filter, perform the following procedure:
1. Open the hood. Remove the five pushpins that retain the passenger side portion of the cowl
screen. Remove the cowl cover. Release the clips in order to remove the cabin air filter from the
cabin air filter housing. Please note that releasing the clips might require a slight downward
force. Insert the new cabin air filter into the cabin air filter housing until the clips are secure.
Page Maintenance and care 6. Install the cowl cover. Install the five pushpins on the cowl cover
and re-fasten the Velcro at the rubber hood hinge cover. Close the hood. Page Maintenance and
care Changing the wiper blades To replace the wiper blades: 1. Pull the passenger side wiper
arm away from the windshield into the service position. Turn the blade at an angle from the
wiper arm. Firmly press the release tab to unlock wiper blade from wiper arm. Pull the wiper
blade down toward the windshield to remove it from the arm. Attach the new wiper to the wiper
arm and reposition the clip until it locks. Page Maintenance and care conditions of their use,
however, and may depart significantly from the norm due to variations in driving habits, service
practices, and differences in road characteristics and climate. Page Maintenance and care
Improperly inflated tires can affect vehicle handling and can fail suddenly, possibly resulting in
loss of vehicle control. To make sure your tires wear evenly and last longer, rotate them as
indicated in the Scheduled Maintenance Guide. Your unidirectional full-size spare tire is rotated
for wear balance. Page Maintenance and care Failure to follow these precautions may adversely
affect the handling of the vehicle and make it easier for the driver to lose control and roll over.
The pressure in an overfilled tank may cause leakage and lead to fuel spray and fire. The fuel
system may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing
sound, wait until it stops before completely removing the fuel filler cap. Inhaling too much fuel
vapor of any kind can lead to eye and respiratory tract irritation. In severe cases, excessive or
prolonged breathing of fuel vapor can cause serious illness and permanent injury. When fueling
your vehicle: 1. Turn the engine off. Page Maintenance and care Your vehicle was not designed
to use fuel or fuel additives with metallic compounds, including manganese-based compounds
containing MMT. Repairs to correct the effects of using a fuel for which your vehicle was not
designed may not be covered by your warranty. Running out of fuel Avoid running out of fuel
because this situation may have an adverse affect on powertrain components. You must gather
information as accurately and consistently as possible. Fuel expense, frequency of fillups or
fuel gauge readings are NOT accurate as a measure of fuel economy. Page Maintenance and
care Calculating fuel economy 1. Fill the fuel tank completely and record the initial odometer
reading in kilometers or miles. Each time you fill the tank, record the amount of fuel added in
liters or gallons. After at least three to five tank fill-ups, fill the fuel tank and record the current
odometer reading. Unnecessary shifting of this type could result in reduced fuel economy.
Contact your dealer if the window sticker is not supplied with your vehicle. The EPA window
sticker should be your guide for the fuel economy comparisons with other vehicles. Page
Maintenance and care Exhaust leaks may result in entry of harmful and potentially lethal fumes
into the passenger compartment. Do not make any unauthorized changes to your vehicle or
engine. By law, vehicle owners and anyone who manufactures, repairs, services, sells, leases,
trades vehicles, or supervises a fleet of vehicles are not permitted to intentionally remove an

emission control device or prevent it from working. If a bulb is removed for an extended period
of time, contaminants may enter the lamp housings and affect performance. Install the
protective cover and secure with four tabs. Turn the headlamps on and make sure they work
properly. If the headlamp was correctly aligned before you changed the bulb, you should not
need to align it again. Replacing foglamp bulbs The halogen bulb contains gas under pressure.
Page Maintenance and care Map lamps For bulb replacement, see a qualified service technician
or your dealer. Using the right bulbs Replacement bulbs are specified in the chart below. A
non-zero bubble reading does not necessarily indicate out-of-aim headlamps. Page
Maintenance and care Vertical aim adjustment 1. Park the vehicle on a level surface. With the
hood open, remove protective cover, then locate the bubble level and the vertical adjustment
screw. The numbers shown on the vial indicate the directional change up or down of the vertical
aim. Page Maintenance and care During winter months, it is especially important to wash the
vehicle on a regular basis. Large quantities of dirt and road salt are difficult to remove and also
cause damage to the vehicle. Any gasoline spilled on the vehicle or deposits such as bird
droppings should be washed and sponged off as soon as possible. Page Maintenance and care
Cleaning the wheels Wash with the same detergent as the body of your vehicle. Do not use
acid-based or alcohol-based wheel cleaners, steel wool, fuel or strong detergents. Never use
abrasives that will damage the finish of special wheel surfaces. Do not use abrasive cleansers
on glass as they may cause scratches. The windshield or rear window is clean if beads do not
form when you rinse it with water. The windshield, rear window and wiper blades should be
cleaned on a regular basis, and blades or rubber elements replaced when worn. Cleaning the
instrument panel Clean with a damp cloth, then dry with a dry cloth. Avoid cleaner or polish that
increases the gloss of the upper portion of the instrument panel. Page Maintenance and care
Check the safety belt system periodically to make sure there are no nicks, wear or cuts. If your
vehicle has been involved in an accident, refer to the Safety belt maintenance section in the
Seating and safety restraints chapter. DOT 3 fluid is recommended. Page Capacities and
specifications There are several plans available in various time, distance and deductible
combinations which can be tailored to fit your own driving needs. Page Customer Assistance
Customer assistance If you have questions or concerns, or are unsatisfied with the service you
are receiving, follow these steps: 1. If your inquiry or concern remains unresolved, contact the
Sales Manager or Service Manager at the dealership. Page Customer assistance If you own a
Lincoln vehicle and are away from home when your vehicle needs service, or if you need more
help than the dealership could provide, after following the steps described above, contact the
Ford Customer Assistance Center to find an authorized dealership to help you. Page What kinds
of cases does the Board review? The dealership Board member is chosen from Ford and
Lincoln Mercury dealership management, recognized for their business leadership qualities.
What the Board needs Page Customer assistance The use of leaded fuel in your vehicle without
proper conversion may damage the effectiveness of your emission control system and may
cause engine knocking or serious engine damage. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Customer assistance
cause the engine to stumble or stall. In addition, such systems may be damaged or their
performance may be affected by operating your vehicle. Page Index Accessory delay Page
Index Index Climate control see Air engine oil Page Index comparisons with EPA fuel aiming
Page Index headlamps, flash to pass.. Page Index Safety restraints Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Mine, a , gen1, maintained, documented since its purchase, two
owners ago was good to see when purchasing the vehicle. Typically people only write a review
on this website if they are very un satisfied and did not take care of the vehicle. Rarely does a
middle of the road person or satisfied person write a review, ever. Only basic oil changes, trans
fluid, etc. If you use premium gas, your coils do not burn up and the engine will be fine. This
perticular one has ran on premium since it was purchased. Where to start? I bought this car
used back in with about 70, miles on it. I loved it when I bought it - excellent power, quick,
superb handling, beautiful car inside and out. Then it started to drain my account. Once it hit 90,
miles it started to fall apart. Because it's a Jag with a Lincoln brand, you're paying for foreign
parts along with extremely high labor due to its tight fit and weird part locations under the hood.
You should know this up front. Air bag light was always on though I never bothered to have that
checked out. I babied this car and it just took my money. I bought this when I was in my early
twenties before I knew about researching a vehicle, now in my late twenties I know better. I
understand vehicles come with some repairs however my list of repairs are ridiculous: Plugs,
Coils and Valve cover gaskets replaced on both sides twice, new transmission, new alternator,
two bad wheel bearings, bad ball joint, two window regulators my fault and my favorite feature

is when it is super cold in our MN winters it doesn't like to start very much. What a joke, some of
the things listed could pertain to my driving habits but not all of them. All in all unless you are a
millionaire forget about it. Don't buy this car if you have any kind of budget to live on. My mom
bought my LS when it had 60k miles in and gave it to me in and I sold it in November It was
beautiful for a while but as the miles stacked up, so did the problems. Between the money we
both had to put into that car in repairs to keep it running, we paid for it at least 3 times. They are
beautiful cars but they are problematic and expensive to fix. If you are dead set on getting an
LS, get a Gen. I can't stress that enough. Although I've always been partial to european sports
sedans, aside from a lack of "snob appeal" the LS V8 offers as much fun and more value than
most of the offerings from across the pond. The drive train is faultless -- excellent power, silky
smooth, and trouble-free. Popular searches. My notifications My Account. More about the LS.
View Photos. List Price Estimate. ZIP Code. See all for sale. Filter by: All ratings 5 stars 4 stars 3
stars 2 stars 1 star. Unless you make six figures Items per page:. Sponsored cars related to the
LS. Sign Up. We have 56 Lincoln LS manuals covering a total of 12 years of production. Our
most popular manual is the LS V This like all of our manuals is available to download for free in
PDF format. In total, that's over pages of content dedicated to your Lincoln LS. We get a lot of
people coming to the site looking to get themselves a free Lincoln LS Haynes manual. We'll
send you a quick email a new Lincoln LS document is added. Spam free: Maximum of 1 email
per month. Get your hands on the complete Lincoln factory workshop software. Lincoln - LS Repair Guide - Repair Guide Pages. Other Manuals 8 Pages. Other Manuals 4 Pages. Other
Manuals Pages. Lincoln - LS - Workshop Manual - - Other Manuals 21 Pages. Lincoln - Auto lincoln-lincoln-lsowner-s-manual Other Manuals 10 Pages. Other Manuals 2 Pages. Ford Lincoln LS - Brochure - - Brochure Pages. Other Manuals 14 Pages. Other Manuals 48 Pages.
Other Manuals 31 Pages. Other Manuals 46 Pages. Other Manuals 3 Pages. Other Manuals 1
Pages. Other Manuals 11 Pages. Other Manuals 32 Pages. Other Manuals 6 Pages. Lincoln - LS Owners Manual - - Other Manuals 20 Pages. Other Manuals 47 Pages. Get notified when we add
a new LincolnLS Manual. Notify me. We cover 60 Lincoln vehicles, were you looking for one of
these? Ad vertisements. The luxury sedan Lincoln LS was produced from to In this article, you
will find fuse box diagrams of Lincoln LS , , , , , and , get information about the location of the
fuse panels inside the car, and learn about the assignment of each fuse fuse layout and relay.
Cigar lighter power outlet fuses are the fuse 32 Cigar Lighter in the Instrument panel fuse box,
and fuses 10 Since Power point â€” console , 12 Since Power point â€” ashtray in the Rear
power distribution box trunk. The fuse panel is located under the glove box on the right-hand
side kick panel. Remove the panel cover to access the fuses. The Rear power distribution box is
located in the trunk under the spare tire well cover near the battery. How to check the fuses?
How to replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Table of
Contents. Fuse box location. Fuse box diagrams. Learn more: How to check the fuses? We use
cookies to ensure that we give you the best experience on our website. If you continue to use
this site we will assume that you are happy with it. Ok Privacy policy. Right front turn, Right
front repeater, Right front sidemarker, Right front park lamps. Left front turn, Left front repeater,
Left front sidemarker, Left front park lamps. Fuse box diagram fuse layout , location, and
assignment of fuses and relays Lincoln LS , , , , , , , If electrical components in the vehicle are
not working, a fuse may have blown. Check the appropriate fuses before replacing any electrical
components. Look carefully at the fuse â€” a broken wire within the fuse identifies blown fuses.
If you are not sure or if it is too dark to see, try replacing the suspected fuse with one of the
same value that you know is good. In case if you do not have a spare fuse, in an emergency you
can pull out fuses, which may be dispensable for normal driving for example, audio system,
cigarette lighter, OBD, seat heater, and the like , and use it if its amperage rating is the same.
The fuse panel is located on the right-hand side kick panel. Remove the panel cover to access
the fuses. To remove a fuse use the fuse puller tool provided on the fuse panel cover. There is a
60A maxi fuse for the electric cooling fan located in a wiring harness behind the front passenger
side trim panel under the dash panel. The trim panel must be removed and the carpet on the
front passenger side must be lifted to access this fuse. See a qualified technician to have this
fuse replaced, if necessary. The front power distribution box is located in the engine
compartment. The rear power distribution box is located in the luggage compartment under the
spare tire well cover. Necessary cookies are absolutely essential for the website to function
properly. This category only includes cookies that ensures basic functionalities and security
features of the website. These cookies do not store any personal information. Any cookies that
may not be particularly necessary for the website to function and is used specifically to collect
user personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Notice Always switch off the ignition system and the affected electrical circuit before

replacing a fuse. Always disconnect the battery before servicing high current fuses. Never use a
fuse of a higher amperage rating than that indicated, or use any other object in place of a fuse,
even as a temporary fix. This can cause extensive damage or even fire. If the replaced fuses
blows again â€” contact a qualified and equipped service center. Main Page. This website uses
cookies to improve your experience. We'll assume you're ok with this, but you can opt-out if
2005 ford f150 throttle position sensor
1994 isuzu
j200 ebay
you wish. Close Privacy Overview This website uses cookies to improve your experience while
you navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Right front turn, Right front sidemarker, Right front park lamps,
Right front repeater Left front turn, Left front sidemarker, Left front park lamps, Left front
repeater Heated seat controls, Climate control seat module , Electrochromic mirror , Rain
sensor module Decklid release solenoid, Passenger door lock motors , Steering column lock

