2000 toyota camry neutral safety switch

The most recently reported issues are listed below. Also please check out the statistics and
reliability analysis of Toyota Camry based on all problems reported for the Camry. Gear easily
moves from drive to neutral without depressing the button on gear shift; car rolls backwards on
hills; possibly into other vehicle behind. See all problems of the Toyota Camry. The driver was
able to remove the key without the lever being in park but neutral, the driver did not realize the
vehicle was in neutral and as a result the vehicle rolled down driveway and hit a parked truck
damaging the back of the car and damaging the truck. Engine running with transmission in park
position, car rolled down a hill. Two small girls inside of car jumped out, one girl got ran over by
front tire. Car continued to roll down the hill untill it hit a tree. Transmission left in drive, engine
turned off and keys removed from ignition. Interlock system failed , causing vehicle to roll
backwards in office parking lot, hitting another vehicle, causing extensive damage prior to recall
97v The vehicle was parked on a level street, came out of the house and the vehicle had rolled
forward and hit the back of another parked vehicle. The gear shift lever has slipped into gear
several times while the lever was in the park position. Transmission interlock system failed
resulting in vehicle collision, recall notice sent after accident occurred. Interlock system failure
after key is inserted. Dilemma: owner rocked steering to release mechanism. Solenoid shift
interlock connector failed, accident occurred due to failure. Shifted to park, r emoved key from
ignition, vehicle rolled back wards out of garage, down incline, almost ran into child and dog,
rearend of vehicle hit two mail boxes, other objects, key can be removed in any gear, with
dealership for inspection. Consumer has only owned the vehicle for 35 days, put vehicle into
park with vehicle still running. Consumer took foot off the brake, and several minutes later,
vehicle jumped backwards, hitting a vehicle. Had noticed gear shifted to reverse by itself.
Transmission was locked into reverse gear. Consumer put foot on brakes again tryingto shift
gear into drive, but gear would not move. Vehicle suddenly accelerated foward with foot still on
brakes. Consumer had to pump brakes in order to stop almost hitting two pedestrians. Dealer
claimed there was no defect. When the car is put in reverse and the break released, the car
moves itself without touching the gas at all. It will continue to go at a fairly rapid speed, until the
break is hit again. It will go at this speed for over feet. It was reported to the dealer and they said
"they all go that way". If a child was within 20 feet of the car the car would proced over the child.
On five different occurrences the interlock system has been replaced. Key can be removed from
igniton while vehicle is in any gear. Vehicle was under recall for problem, but problem remains.
Recall work can not be done on the key interlock transmission due to lack of parts. Vehicle can
be placed into gear without applying the shift release button. The dealer has been cnotacted.
Shift solenoid failed two times. The shifting of gears is extremely easy, while driving on the
freeway at high speeds an accidental movement would readily cause a change in gears, from
drive to neutral. This condition is explained as being normal for this vehicle. Car Problems.
Automatic Transmission problems. Power Train problems. Automatic Transmission Torque
Converter problems. Vehicle Shudder problems. Automatic Transmission Control Module
problems. Transmission Gear Slipping problems. Manual Transmission problems. Transmission
Not Go Into Gear problems. Transmission Failure problems. Skip to main content Menu. Close
X. Call To Order: Auto Trans Bushing. Auto Trans Differential Seal. Auto Trans Drain Plug Seal.
Auto Trans Manual Shaft Seal. Auto Trans Oil Cooler Hose. Auto Trans Oil Pump Seal. Auto
Trans Output Shaft Seal. Auto Trans Seal Drive Axle. Auto Trans Shift Solenoid. Auto Trans
Torque Converter. Auto Trans Transfer Shaft Seal. Auto Transmission Shift Cable. Automatic
Transmission Brake Band. Automatic Transmission Filter. Automatic Transmission Filter Kit.
Automatic Transmission Filter O-Ring. Automatic Transmission Front Pump Seal. Automatic
Transmission Front Seal. Automatic Transmission Oil Cooler. Automatic Transmission Pan.
Automatic Transmission Pan Gasket. Automatic Transmission Revolution Sensor. Automatic
Transmission Seal. Automatic Transmission Selector Cable. Automatic Transmission Solenoid.
Automatic Transmission Speed Sensor. Differential Bearing. Differential Mount. Drive Axle Seal.
Input Shaft Seal. Manual Trans Differential Bearing. Manual Trans Speed Sensor. Neutral Safety
Switch Seal. Output Shaft Seal. Selector Shaft Seal. Torque Converter Seal. Transmission
Mount. Transmission Oil Cooler. Air Intake. Body Electrical. Chemicals and Fluids. Climate
Control. Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel Delivery. Fuel
Injection. Tools and Hardware. Original Equipment. Standard Motor Products. Shop By Vehicle.
Click to Enlarge. Original Equipment Neutral Safety Switch. Product List Price:. Shipping
Options: Ground, Overnight, 2 Day. Genuine Neutral Safety Switch. Genuine W Neutral Safety
Switch. Intermotor Neutral Safety Switch. Image is not vehicle specific. Catalog: P. Vehicle
Engine Transmission Toyota Camry. Catalog: A. Vehicle Engine Toyota Camry. Catalog: B.
Replacement: Direct Plug-In Replacement. Warranty: 1 year warranty. Compatibility: a.
Shipping: 1-day handling time Mon-Fri ; days in transit. Package included:. The neutral safety
system is found in automatic transmission systems for preventing the engine to start when the

gear is set to another gear. In the automatic transmission, the neutral safety switch is placed
inside it and integrated into the linkage to help the transmission for changing the gears. The
manual transmission uses a different component which works similarly to the neutral safety
switch in the clutch of the car. If the neutral safety switch of your car is failed, then it will cause
irreversible damage to your engine and transmission. Below defined symptoms helps you to
identify the damaged or faulty neutral safety switch of your car. Sometime your car engine will
crank in a park but not in neutral which is a common symptom of a failed neutral safety switch.
In this cases, the switch will in good shape but have electrical issues or loose connection in the
transmission and prevent the switch from receiving power. When the neutral safety switch of
your car is damaged, then the engine does not crank even you turn the key in the ignition. It
does not always mean that the problem is connected to the neutral safety because the same
problems can occur from a failed battery or starter motor. When your car cranks the engine in
any gear, then make sure that your car has a failed neutral safety switch. Sometime it will
produce the crank even if the gear is set to Drive or Reverse or an engine is running. As a
result, it can lead to serious accidents while driving. If the neutral safety switch of your car has
electrical problems, then the engine will not crank in a park or neutral condition. The starter
relay relies on the switch for receiving the power. When it unable to receive the power, then the
starter motor unable to crank the engine. So, it's your responsibility is to recognize all the
symptoms of a damaged or failed neutral safety switch. In this way, you can easily know that
when you bring your car to the mechanic to replace the neutral safety switch with a new one.
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Lever. Pillar Posts. Windshield Outer Trim. Jack Plate. Motorcycle Exhaust Manifold. Cooling
System. USD All rights reserved. Shipping and handling. The seller has not specified a shipping
method to Ukraine. Contact the seller - opens in a new window or tab and request shipping to
your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code. Shipping to:
Worldwide. No additional import charges at delivery! This item will be shipped through the
Global Shipping Program and includes international tracking. Learn more - opens in a new
window or tab. There are 2 items available. Please enter a number less than or equal to 2. Select
a valid country. Please enter 5 or 9 numbers for the ZIP Code. This item does not ship to
Ukraine. Domestic handling time. Taxes may be applicable at checkout. Learn more. Return
policy. Payment details. Payment methods. Back to home page Return to top. Back to home
page. Listed in category:. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab Add to Watchlist. Image not available Photos not available for this variation. Store Cat. A
neutral safety switch works just like a clutch switch except that it keeps an automatic
transmission from starting in gear. The neutral safety switch will allow the engine to start with
the transmission selector in park and neutral. The switch is located in two places on the vehicle.
Column shifters have the neutral safety switch located on the of the transmission. Mechanical
floor shifters have the neutral safety switch located on the of the transmission. Electronic floor
shifters have the neutral safety switch in the shifter housing and a gear position switch on the
transmission. This is commonly known as shift by wire. If you have the column or floor shifter
in park or in neutral and the engine does not start, then the neutral safety switch may have
failed. Also, if the column or floor shifter is in gear and the engine is able to start then the
neutral safety switch may have failed. Step 1: Place the column shifter or floor shifter in park.
Turn on the ignition key to start. Step 2: Set the parking brake. Place the column shifter or floor
shifter into neutral. The engine should start if the neutral safety switch is working correctly.
Step 1: Park your vehicle on a flat, hard surface. Make sure that the transmission is in park. Step
2: Place wheel chocks around the rear tires that will be remaining on the ground. Engage the
parking brake to the lock the rear tires from moving. Step 3: Raise the vehicle. Lift under the
vehicle at its specified jacking points until the wheels are completely off the ground. Step 4:
Place the jack stands. The jack stands should go under the jacking point locations and lower
the vehicle onto the jack stands. For most modern cars, the jacking points for jack stands will
be on the pinch weld just under the doors along the bottom of the car. Step 1: Install a nine volt
battery saver into your cigarette lighter. This will keep your computer live and keep your setting
current in the vehicle. Step 2: Open the hood and disconnect the battery. Remove the negative
post off of the battery terminal. Step 3: Get your creeper and tools. Go under the vehicle and
locate the neutral safety switch. Step 4: Remove the shifter linkage attached to the shifter on the
transmission. This linkage may be installed with a bolt and lock nut or with a boss pin and
cotter pin. Step 6: Unplug the harness to the neutral safety switch. You may need to use a small
pry bar to pop the harness off. Step 7: Remove the nut from the shifter shaft on the
transmission. Take off the shifter linkage bracket. Step 8: Remove the switch. Using the small
pry bar, apply slight pressure against the neutral safety switch and the transmission and
remove the switch. Step 3: Bring your tools with you in the passenger side of the vehicle.
Remove the carpet around the shifter housing. Step 4: Remove the mounting bolts on the floor
board. These are the bolts that secure the floor shifter. Step 5: Pick up the floor shifter
assembly and detach the harness. Turn the shifter assembly over and you will see the neutral
safety switch. Step 6: Remove the neutral safety switch from the shifter housing. Be sure to
clean the contact on the harness of the vehicle prior to installation. Step 1: Check that
transmission is in park. Using the shifter linkage bracket, turn the shifter shaft on the
transmission clockwise, ensuring that the transmission is in park. Step 2: Install the new neutral
safety switch. Use Anti-Seize on the shifter shaft to prevent rust and corrosion between the
shaft and the switch. Step 4: Plug in the harness to the neutral safety switch. Make sure that the
lock engages and secures the plug. Step 5: Install the shifter linkage bracket. Tighten the nut to
the proper torque specifications. Step 6: Install the linkage onto the linkage bracket. Tighten the
bolt and nut up tight. Step 7: Hook up the negative battery cable to the negative terminal. This
will supply power to the new neutral safety switch. Step 2: Place the floor shifter onto the floor
board. Attach the harness to the floor shifter and place the floor shifter down onto the floor
board. Step 3: Install the mounting bolts on the floor board. These secure the floor shifter. Step
4: Install the carpet around the shifter housing. Step 5: Hook up the negative battery cable to the
negative terminal. Step 1: Raise the vehicle. Step 3: Lower the vehicle to where all four wheels
are on the ground. Pull out the jack and put it aside. Step 1: Make sure that the shifter is in the

park position. Turn on the ignition key and start the engine. Step 2: Turn the ignition off making
the engine shut off. Place the shifter into neutral position. If the neutral safety switch is working
correctly the engine will start. To test the neutral safety switch, shut the engine off and restart
the engine three times in the park position and three times in the neutral position on the shifter.
If the engine starts up every time, then the neutral safety switch is working correctly. If you
cannot get the engine to start up in the park or neutral position or if the engine starts up in gear
after replacing the neutral safety switch, then you need further diagnosis of the neutral safety
switch and you may have electrical failure. The most popular service booked by readers of this
article is Clutch is not working Inspection. Our certified mobile mechanics perform over
services, including diagnostics, brakes, oil changes, scheduled mileage maintenances, and will
come to you with all necessary parts and tools. Our certified mobile mechanics make house
calls in over 2, U. Fast, free online quotes for your car repair. Clutch is not working Inspection
Cost. Service Location. Part 1 of 8: Verifying the neutral safety switch condition Step 1: Place
the column shifter or floor shifter in park. The engine should start if the neutral safety switch is
working correctly Part 2 of 8: Preparing to work Materials Needed Floor jack Jack stands Wheel
chocks Step 1: Park your vehicle on a flat, hard surface. Note : Best to follow the vehicles
owners manual for proper jacking locations. Part 3 of 8: Removing the column shifter neutral
safety switch Materials Needed Allen wrench set Boxed end wrenches Breaker bar Fastener
remover only for vehicles with engine guard Needle nose plyers Nine volt battery saver Ratchet
with metric and standard sockets Small punch Small pry bar Torques bit set Torque wrench
Step 1: Install a nine volt battery saver into your cigarette lighter. If you do not have a nine volt
battery saver, it is not a big ordeal. This discharges the power to the neutral safety switch. Step
5: Remove the mounting bolts to the neutral safety switch. Note : Most shifter shafts on a
transmission will lock into park with turning clockwise. Note : The old switch may break when
removing due to rust or contamination. Part 4 of 8: Removing the electronic floor shifter neutral
safety switch Materials Needed Allen wrench set Boxed end wrenches Breaker bar Fastener
remover only for vehicles with engine guard Needle nose plyers Nine volt battery saver Ratchet
with metric and standard sockets Small punch Small pry bar Torques bit set Torque wrench
Step 1: Install a nine volt battery saver into your cigarette lighter. If you do not have a nine volt
battery saver, then it is okay. Part 5 of 8: Installing the column shifter neutral safety switch
Materials Needed Allen wrench set Anti-Seize Boxed end wrenches Breaker bar Fastener
remover only for vehicles with engine guard Needle nose plyers Nine volt battery saver Ratchet
with metric and standard sockets Small punch Small pry bar Torques bit set Torque wrench
Step 1: Check that transmission is in park. Step 3: Screw in the mounting bolts by hand. Torque
the bolts to proper specs. Warning : Tightening the bolts too tight will crack the new switch
Step 4: Plug in the harness to the neutral safety switch. Use a new cotter pin if the linkage was
attached by a boss pin. Warning : Do not use the old cotter pin due to work harden and fatigue.
The old cotter pin could break prematurely. Remove the nine volt battery saver from the
cigarette lighter. Part 6 of 8: Installing the electronic floor shifter neutral safety switch Materials
Needed Allen wrench set Anti-Seize Boxed end wrenches Breaker bar Fastener remover only for
vehicles with engine guard Needle nose plyers Nine volt battery saver Ratchet with metric and
standard sockets Small punch Small pry bar Torques bit set Torque wrench Step 1: Install the
new neutral safety switch into the shifter housing. Part 7 of 8: Lowering the vehicle Step 1:
Raise the vehicle. Step 2: Remove the jack stands. Keep them far away from the vehicle. Step 4:
Remove the wheel chocks from the rear wheels. Put these aside. Part 8 of 8: Testing the new
neutral safety switch Step 1: Make sure that the shifter is in the park position. Next Step
Schedule Clutch is not working Inspection The most popular service booked by readers of this
article is Clutch is not working Inspection. Home Articles. The statements expressed above are
only for informational purposes and should be independently verified. Please see our terms of
service for more details. Excellent Auto Repair Ratings. YourMechanic Auto Repair. Related
Articles. Recent Clutch is not working Inspection reviews. Excellent Rating. Rating Summary.
Augustine 12 years of experience. Request Augustine. He was very knowledgeable about my
old truck and was able to fix it right away. Thanks so much Augustine!!! Juan 9 years of
experience. Request Juan. Juan was professional, nice, and good at explaining what he was
doing and why. He helped me understand the issues with my car and my obtions to resolve
them. Michael 6 years of experience. Request Michael. Extremely polite and professional. He
explained things to me in a way I could understand as best he could to a senior woman lol. He
even moved my car off the street due to neighbor complaints. Ramon 20 years of experience.
Request Ramon. Toyota Pickup - Clutch is not working - Tucson, Arizona. Ramon was
courteous and on time. He was thorough and explained everything he was doing. I have to say, I
am so impressed that I will be calling for him for my two other vehicles! And, I have already
recommended this service and Ramon to my co-workers! Thank You! Need Help With Your Car?

Related articles. When When you operate any function inside your car, you are using a switch in
some fashion. There are rocker switches, push buttons, lever switches, and toggle switches,
among many styles. All have different appearances and while some operate in Read more.
Symptoms of a Bad or Failing Clutch Safety Switch If your manual car is not starting, starts
while in gear, or has the Check Engine Light on, you may need to replace the clutch safety
switch. Each Each system on your car is controlled by a switch. The ignition and starting
system are controlled by the ignition switch, your power windows and door locks are operated
by switches, your heater controls have buttons and switches, and Related questions How do I
test my fuel pump shut off switch to see if it bad? Hi, thanks for your question. I'd be happy to
help. You can do test your fuel pump shut off switch two different ways. The first is using a test
light or volt meter back probe connector on one pink wire Window switch is not functioning in
my Mazda Tribute Hello. If your power windows are not functioning through the driver side
window switch then it is likely that the switch has failed. Window switches have internal
contacts that can break or wear out, which can result in the switch Key won't turn in Saturn L
This is a very common problem with the type of vehicle you have. If your ignition key looks
worn down at all the key will need to be replaced. On some occasions the lock cylinder will need
to be replaced Browse other content. Schedule your Clutch is not working Inspection today!
Clutch is not working Inspection Price. How can we help? Read FAQ. For more information go
to We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In
or Create Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Toyota
Camry Neutral Safety Switch. Select your vehicl
ford 500 fuse box diagram
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audiboost
e year. Refine by:. Neutral Safety Switch part. Returns Policy. Showing 1 - 9 of 9 results. Sort
by:. Vehicle Info Required to Guarantee Fit. Core Charge. Add to cart. Part Number: P Universal
Fit. Page 1 of 1 Showing 1 - 9 of 9 results. Replacement Neutral Safety Switch. Dec 24, Fast and
right part for dollars cheaper than my parts house. Bryan Sturdy. Purchased on Dec 14, Nov 02,
Unbeatable price for good part. I got it installed about a week ago on my Pontiac Vibe and it
works perfect so far. Julio Vargas. Purchased on Oct 14, Oct 06, Neutral Safety Switch.
Purchased on Sep 21, Show More. Helpful Automotive Resources. Located outside the
transmission box or on the valve body, its job is to communicate the current gear selection or
shift lever position with the TCM or PCM. The transmission range sensor or neutral safety
switch. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

