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See also: Ford workshop manuals. First introduced in December , the Taurus has been
produced for more than 25 years, being one of the oldest models in the Ford lineup. Initially, the
Taurus was a mid-size front-wheel drive sedan, but now it has a full-size body and front-wheel
or all-wheel drive to choose from. The appearance of the Ford Taurus has made a great
contribution to the development of automotive design and the industry as a whole, becoming a
milestone. Since its launch in , more than 7 million of these cars have been sold worldwide 7,,
as of March 31, Between and Taurus was the best-selling car in the United States, losing the
championship only in , the Toyota Camry. In the late s â€” early s, the Taurus was ousted from
the market by Japanese mid-size sedans, so Ford decided to focus on the production of
crossovers and comfortable SUVs, and on October 26, , the Taurus was discontinued. It was
decided to replace the model with new full-size and mid-size sedans Ford Five Hundred and
Ford Fusion version for the American market. However, after a few months, it was decided to
revive the model, renaming the restyled versions of the Ford Five Hundred and Ford Freestyle
Taurus and Taurus X respectively into it. Production of the Ford Taurus X crossover was
completed on February 27, due to low sales. Mercury Sable ceased to be released on May 21,
The release of the sixth generation Taurus began on June 15, All content on the site
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function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Ford Taurus. Leave a Reply Cancel
reply Your email address will not be published. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
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not permitted without written authorization from Ford Motor Company. Page 4: Vehicle Symbol
Glossary Introduction These are some of the symbols you may see on your vehicle. Page 6:
Instrumentation Instrumentation Instrument cluster Instrument panel pg. Page 7
Instrumentation Electronic sound system pg. Page 9 Instrumentation Safety belt Momentarily
illuminates when the ignition is turned to the ON position to remind you to fasten your safety
belts. For more information, refer to the Seating and safety restraints chapter. Door ajar
Illuminates when the ignition is in the ON position and any door is open. The OBD II system
protects the environment by ensuring that your vehicle continues to meet government emission
standards. Page 11 Instrumentation Light is blinking: Engine misfire is occurring which could
damage your catalytic converter. You should drive in a moderate fashion avoid heavy
acceleration and deceleration and have your vehicle serviced at the first available opportunity.
Under engine misfire conditions, excessive exhaust temperatures could damage the catalytic
converter, the fuel system, interior floor coverings or other vehicle components, possibly
causing a fire. Page 12 Instrumentation Anti-lock brake system ABS If equipped Momentarily
illuminates when the ignition is turned to the ON position to ensure the circuit is functional. If
the light does not illuminate momentarily at start up, remains on or continues to flash, the ABS
needs to be serviced. With the ABS light on, the anti-lock brake system is disabled and normal
braking is still effective unless the brake warning light also remains illuminated with the parking
brake released. Page 13 Instrumentation Engine oil pressure Momentarily illuminates when the

ignition is turned to the ON position and the engine is off. Illuminates when the oil pressure falls
below the normal range. Stop the vehicle as soon as safely possible and switch off the engine
immediately. Check the oil level and add oil if needed. Page 15 Instrumentation Tachometer
Indicates the engine speed in revolutions per minute. Driving with your tachometer pointer
continuously at the top of RPMx the scale may damage the engine. Engine coolant temperature
gauge Indicates the temperature of the engine coolant. Page 16 Instrumentation Odometer
Registers the total kilometers miles of the vehicle. To reset, depress the control. Rotate to the
second position to also turn on the headlamps. Daytime running lamps DRL if equipped Turns
the headlamps on with a reduced output. Page 19 Controls and features The defroster turns off
automatically after 10 minutes or when the ignition is turned to the OFF position. To manually
turn off the defroster before 10 minutes have passed, push the control again. Activating the rear
window defroster will also activate the heated mirrors if equipped. Page 20 Controls and
features Mode selector control Controls the direction of the airflow to the inside of the vehicle.
Heating and air conditioning capabilities are provided in this mode. For added customer
comfort, when the temperature control knob is anywhere in between the full hot and full cold
positions, the air distributed through the floor ducts will be slightly warmer than the air sent to
the windshield defrost ducts. These objects can block airflow and reduce your ability to see
through your windshield. The EATC will only operate when the vehicle is running. Page 24
Controls and features Temperature selection The display window indicates the AUTO selected
temperature, function AUTO or one of the override controls and manual control of fan speed if
automatic fan speed is not desired. To return to full automatic control, press AUTO. The air
conditioning compressor can operate in all modes except. However, the air cannot be cooled
below the outside temperature because the air conditioning does not operate in this mode. This
will reduce fogging on your windshield. Once the windshield has been cleared, operate the
climate control system as desired. Avoid placing small objects on top of the instrument panel.
These objects may fall down into the defroster outlets and block airflow, in addition to
damaging the climate control system. Turn control to raise or lower volume. If you wish to
maintain your preset volume level, turn the audio system off with the power control before
switching off the ignition. Scan function The scan function works in radio mode. Press the AM
or FM control to enter into radio mode. Hold the control to fast-forward through the remaining
discs. Seek function The seek function control works in radio, tape or CD mode. The CD scans
in a forward direction, wrapping back to the first track at the end of the CD. To stop on a
particular selection, press the control again. Inserting a tape Push only slightly when inserting a
cassette tape with the open edge to the right. A cassette deck loading mechanism pulls the tape
in the rest of the way. You can switch from CD to tape play by inserting a tape into the cassette
deck. Page 40 Controls and features Shuffle feature The shuffle feature operates in CD mode
and plays all tracks on the current disc in random order. If equipped with the CD changer, the
shuffle feature continues to the next disc after all tracks are played. Page 44 Controls and
features Setting memory preset stations 1. Select a station. Refer to Tune adjust or Seek
function for more information on selecting a station. Press and hold a memory preset control
until the sound returns, indicating the station is held in memory on the control you selected.
The first track of the first disc will begin playing. Page 46 Controls and features Compression
adjust Compression adjust brings soft and loud CD passages together for a more consistent
listening level. Press the COMP control to activate and deactivate compression adjust. Shuffle
feature The shuffle feature operates in CD mode and plays all tracks on the current disc in
random order. Page 47 Controls and features CD changer if equipped Your CD changer is either
located in the trunk, the console or the right side cargo area storage compartment. Slide the
door to access the CD changer magazine. Press to eject the magazine. Page 48 Controls and
features If you pull too hard on the disc holder, the disc holder may come completely out of the
magazine. If this happens, reinsert the disc holder back into the magazine while pressing on the
lever A. Line up the CD with the groove of the disc holder. Page 49 Controls and features The
CD magazine may be inserted or ejected with the radio power off. Keep the CD changer door
closed. Coins and foreign objects will damage the CD player and void your audio system
warranty. Do not insert any promotional odd shaped or sized discs, or discs with removable
labels into the CD player as jamming may occur. Static can be caused on AM stations by power
lines, electric fences, traffic lights and thunderstorms. Refer to the Traction Control section of
the Driving chapter for more information. Do not shift the gearshift lever into N Neutral with the
speed control on. If you drive up or down a steep hill, your vehicle speed may vary momentarily
slower or faster than the set speed. Each press will decrease the set speed by 1. It turns off
when the speed control OFF control is pressed, the brake is applied or the ignition is turned to
the OFF position. Page 57 Controls and features Rear window wiper and washer wagon only
The rear wiper control is located under the headlamp controls Press the wiper control to

activate the rear wiper. Press again to turn off the wiper. Press the washer control to activate
the rear washer. Hold the control while adjusting the wheel to the desired position, then release
the control. Never adjust the steering wheel when the vehicle is moving. Page 59 Controls and
features With the control in the middle position, the dome lamp will illuminate whenever a front
door is opened. If either front door has been opened from the outside, the lamp will remain on
for 25 seconds after the door is shut. Adjust the amount of light by sliding the control. Page 61
Before driving, familiarize yourself with the operation and location of the WIM system. To avoid
potential distraction and increased risk of injury or accident, Ford recommends you do not use
the phone while driving. Please pull off the road and park before making or answering a call.
Page 62 Controls and features To prevent damage to the antenna or your car, remove the
cellular phone antenna mast before using an automatic car wash. Page 63 Controls and features
Window lock The window lock feature allows only the driver to operate the power windows.
Press the right side to restore the window controls. Accessory delay if equipped With accessory
delay, the window switches may be used for up to ten minutes after the ignition switch is turned
to the OFF position or until Select to adjust the left mirror or to adjust the right mirror. Move the
control in the direction you wish to tilt the mirror. Return to the center position to disable adjust
function. Heated outside mirrors if equipped Both mirrors are heated automatically to remove
ice, mist Hard objects can injure you in a collision. It cannot be opened from inside the cargo
area. An additional compartment is in the rear trim panel on the right. Always put the load you
are carrying as far forward as possible. Page 68 Controls and features To install the shade: 1.
Fasten the cover into the mounting brackets make sure the cover is right side up. Pull the end
of the shade toward you and hook the sides into the notches right side first in the rear trim
panels. Page 69 Controls and features 2. Wrap the vinyl around the roller tube twice. Tuck the
edges of the vinyl inside the end cap with each wrap. Fold the edges of the vinyl towards the
center, making sure that the edges clear the end cap slots. The remote entry system allows you
to lock or unlock all vehicle doors, trunk and liftgate without a key. Sounding a panic alarm
Press this control to activate the alarm. Panic alarm will only operate with the ignition in the
OFF position. Page 73 Controls and features Replacing the battery The remote transmitter is
powered by one coin type three-volt lithium battery CR or equivalent. Typical operating range
will allow you to be up to 10 meters 33 feet away from your vehicle. Page 74 Controls and
features The system is ready to arm whenever the key is removed from the ignition. Page 77
Controls and features 2. Enter your personal 5 digit code. Enter each digit within five seconds of
the previous one. Do not set a code that includes three of the same number or presents them in
sequential order. Page 78 Controls and features 2. Page 79 This system prevents the engine
from being started unless a coded key programmed to your vehicle is used. The SecuriLock
passive anti-theft system is not compatible with non-Ford aftermarket remote start systems.
Use of these systems may result in vehicle starting problems and a loss of security protection.
The light in the instrument cluster will flash every two seconds when the vehicle is armed. Page
81 Check to make sure the coded key is an approved Ford coded key. Page 82 Controls and
features Programming spare keys A maximum of eight keys can be coded to your vehicle. Only
SecuriLock keys can be used. Adults are advised to familiarize themselves with the operation
and location of the release handle. The purpose of these head restraints is to help limit head
motion in the event of a rear collision. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Do not pile cargo higher than the seatbacks to reduce the risk of injuring people in a collision or
sudden stop. Always drive and ride with your seatback upright and the lap belt snug and low
across the hips. Do not pile cargo higher than the seatbacks to avoid injuring people in a
collision or sudden stop. Page 87 Seating and safety restraints Using the manual lumbar
support if equipped The lumbar control is located on the front of the seat cushion. Turn to
adjust lumbar support. Page 88 Seating and safety restraints 3rd seat wagon only The third seat
faces the rear of the vehicle. For height and weight limits, see the label on the seat cushion.
When the seat is down, the back of your wagon has a flat surface for carrying cargo. To open up
the seat: 1. The system is able to analyze different occupant conditions and crash severity
before activating the appropriate safety devices to help better protect a range of occupants in a
variety of frontal crash situations. Page 90 Seating and safety restraints common,
moderate-severity impacts. A higher energy level is provided for the most severe impacts. Page
91 Seating and safety restraints When are the front air bags and pretensioners deployed? Front
air bags and pretensioners are designed to activate in frontal and near-frontal collisions, not
rollover, side-impacts, or rear-impacts unless the collision causes sufficient longitudinal
deceleration. The fact that the pretensioners or air bags did not activate in a collision does not
mean that something is wrong Page 92 Seating and safety restraints In a rollover crash, an
unbelted person is significantly more likely to die than a person wearing a seat belt. Each

seating position in your vehicle has a specific safety belt assembly which is made up of one
buckle and one tongue that are designed to be used as a pair. Page 93 Seating and safety
restraints The front and rear outboard safety restraints in the vehicle are combination lap and
shoulder belts. The front passenger and rear seat outboard safety belts have two types of
locking modes described below: Energy management retractors Your vehicle has a seat belt
system equipped with energy management retractors at the driver and front outboard
passenger seating positions. Page 94 Seating and safety restraints Vehicle sensitive mode The
vehicle sensitive mode is the normal retractor mode, allowing free shoulder belt length
adjustment to your movements and locking in response to vehicle movement. As the belt
retracts, you will hear a clicking sound. This indicates the safety belt is now in the automatic
locking mode. Page 96 Seating and safety restraints Safety belt pretensioner Your vehicle is
equipped with safety belt pretensioners at the driver and front outboard passenger seating
positions. The safety belt pretensioners are designed to activate only when the safety belts are
fastened during certain frontal or near-frontal collisions with sufficient longitudinal
deceleration. Page 97 Seating and safety restraints Front safety belt height adjustment Your
vehicle has safety belt height adjustments for the driver and front passenger. Adjust the height
of the shoulder belt so the belt rests across the middle of your shoulder. To lower the shoulder
belt height, pull the control down and slide the height adjuster down. Page 98 Seating and
safety restraints Insert the tongue into the correct buckle the buckle closest to the direction the
tongue is coming from. To lengthen the belt, turn the tongue at a right angle to the belt and pull
across your lap until it reaches the buckle. Page 99 Seating and safety restraints To fasten the
belt, pull the combination lap and shoulder belt from the retractor so that the shoulder belt
portion of the safety belt crosses your shoulder and chest. Be sure the belt is not twisted. If the
belt is twisted, remove the twist. Page Seating and safety restraints the label. Also, use the
safety belt extension only if the safety belt is too short for you when fully extended. Do not use
extensions to change the fit of the shoulder belt across the torso. Safety belt warning light and
indicator chime The seat belt warning light illuminates in the instrument cluster and a chime
sounds to remind the occupants to fasten their safety belts. Page Seating and safety restraints
If Page Seating and safety restraints Reasons given Page if equipped , LATCH child seat tether
anchors and lower anchors if equipped , and attaching hardware, should be inspected after a
collision. Ford recommends that all safety belt assemblies used in vehicles involved in a
collision be replaced. Page Seating and safety restraints severity. This information will assist
Ford in the servicing of your vehicle and may help Ford better understand real world collisions
and further improve the safety of future vehicles. The air bag supplemental restraint system is
designed to work in conjunction with the safety belts to help protect the driver and front
outboard passenger from certain upper body injuries. Page Seating and safety restraints
Important supplemental restraint system precautions Air bags DO NOT inflate slowly or gently
and the risk of injury from a deploying air bag is greatest close to the trim covering the air bag
module. All occupants of the vehicle, including the driver, should always properly wear their
safety belts, even when an air bag SRS is provided. See your Ford or Lincoln Mercury dealer.
Modifications to the front end of the vehicle, including frame, bumper, front end body structure
and tow hooks may affect the performance of the air bag sensors increasing the risk of injury.
Page Seating and safety restraints Determining if the system is operational The supplemental
restraint system uses a warning indicator in the instrument cluster or a back-up tone to indicate
the condition of the system. Refer to the Warning Light section in the Instrument cluster
chapter. Page Seating and safety restraints How do the air bag supplemental restraints work?
The air bags inflate and deflate rapidly upon activation. After air bag deployment, it is normal to
notice a smoke-like, powdery residue or smell the burnt propellant. This may consist of
cornstarch, talcum powder to lubricate the bag or sodium compounds e. Page Do not attempt to
service, repair, or modify the air bag supplemental restraint system, its fuses or the seat cover
on a seat containing an air bag. All occupants of the vehicle including the driver should always
Page Seating and safety restraints How does the side air bag system work? Page Seating and
safety restraints Several air bag system components get hot after inflation. Do not touch them
after inflation. If the side air bag has deployed, the air bag will not function again. The side air
bag system including the seat must be inspected and serviced by a qualified technician in
accordance with Page To improve the fit of lap and shoulder belts on children who have
outgrown child safety seats, Ford recommends use of a belt-positioning booster seat that is
labelled as conforming to all applicable Federal motor vehicle safety standards. Belt-positioning
booster seats raise the child and provide a shorter, firmer seating cushion that encourages
safer seating posture and better fit of lap and shoulder belts on the child. If you do not install
and use the safety seat properly, the child may be injured in a sudden stop or collision. Refer to
Automatic locking mode. Ford recommends the use of a child safety seat having a top tether

strap. Install the child safety seat in a seating position which is capable of providing a tether
anchorage. Page Seating and safety restraints 2. Pull down on the shoulder belt and then grasp
the shoulder belt and lap belt together. Page Seating and safety restraints 5. To put the retractor
in the automatic locking mode, grasp the shoulder portion of the belt and pull downward until
all of the belt is extracted and a click is heard. Allow the belt to retract. The belt will click as it
retracts to indicate it is in the automatic locking mode. Page Seating and safety restraints
Installing child safety seats in the lap belt seating positions 1. Lengthen the lap belt. To
lengthen the belt, hold the tongue so that its bottom is perpendicular to the direction of webbing
while sliding the tongue up the webbing. Page Seating and safety restraints 1. Position the child
safety seat on the seat cushion. Route the child safety seat tether strap over the back of the
seat. For vehicles with adjustable head restraints, route the tether strap under the head restraint
and between the head restraint posts, otherwise route the tether strap over the top of the
seatback. These seats include two rigid or webbing mounted attachments that connect to two
anchors at specific seating positions in your vehicle. This type of child seat eliminates the need
to use seat belts to attach the child seat. Page Seating and safety restraints Attach the lower
anchors for child seat installation or lower anchors for child seat installation-compatible child
seat only to the appropriate locations shown. If you install a child seat with rigid LATCH
attachments, do not tighten the tether strap enough to lift the child seat off the seat when the
child is seated in it. This system meets all Canadian Interference-Causing Equipment standard
requirements regulating the impulse electrical field strength of radio noise. When starting a
fuel-injected engine, avoid pressing the accelerator before or during starting. Page Starting 3.
Make sure the parking brake is set. If there is difficulty in turning the key, firmly rotate the
steering wheel left and right until the key turns freely. Excessive cranking could damage the
starter. Turn the key to 5 START without pressing the accelerator pedal and release as soon as
the engine starts. Page Starting Cold starting performance can also be improved with the use of
an engine block heater. The engine block heater is available as a Ford option and can also be
obtained from your Ford dealer. Consult the engine block heater section for proper use of the
engine block heater. Page Starting Guarding against exhaust fumes Although odorless and
colorless, carbon monoxide is present in exhaust fumes. Take precautions to avoid its
dangerous effects. If you ever smell exhaust fumes of any kind inside your vehicle, have your
dealer inspect and fix your vehicle immediately. Do not drive if you smell exhaust fumes. Refer
to the scheduled maintenance guide for scheduled maintenance. In normal operation,
automotive brake systems may emit occasional or intermittent squeal or groan noises when the
brakes are applied. Page Driving ABS warning lamp warning lamp in the instrument cluster
momentarily illuminates when the ignition is turned to the ON position. With the ABS light on,
the anti-lock brake system is disabled and normal braking is still effective unless the Page
Driving Parking brake Apply the parking brake whenever the vehicle is parked. To set the
parking brake, press the parking brake pedal down until the pedal stops. Page Driving Pull the
release lever to release the brake. Driving with the parking brake on will cause the brakes to
wear out quickly and reduce fuel economy. This is normal system behavior. Page Driving
Always set the parking brake fully and make sure the gearshift is latched in P Park. Turn off the
ignition whenever you leave your vehicle. If the parking brake is fully released, but the brake
warning lamp remains illuminated, the brakes may not be working properly. See your dealer or a
qualified service technician. Page Driving Hold the brake pedal down while you move the
gearshift lever from P Park to another position. If you do not hold the brake pedal down, your
vehicle may move unexpectedly and injure someone. Hold the brake pedal down while in this
position. Overdrive Overdrive position is the P R N normal driving position for an automatic
overdrive transaxle. Page Driving When to use D Drive The D Drive position eliminates P R N the
needless shifting back and forth between third and fourth gears that your vehicle may do when
driving on hilly terrain. It also gives more engine braking than overdrive to slow your vehicle on
downgrades. Page Driving When parking, do not use the gearshift in place of the parking brake.
Always set the parking brake fully and make sure that the gearshift is securely latched in Park
P. Never leave your vehicle unattended while it is running. It is determined by subtracting the
weight of the loaded trailer towing vehicle from the GCWR for the towing vehicle. Page Your
vehicle does not come from the factory fully equipped to tow. Do not tow a trailer until your
vehicle has been driven at least km miles. Page Driving 3. Load - kg lbs. The trailer brakes must
meet local and Federal regulations. Do not apply the brakes continuously, as they may overheat
and become less effective. The front cross-bar does not move. Do not load more than 44 kg lbs.
To adjust cross-bar position: 1. Page Roadside Emergencies Roadside emergencies Getting
roadside assistance To fully assist you should you have a vehicle concern, Ford Motor
Company offers a complimentary roadside assistance program. This program is separate from
the New Vehicle Limited Warranty. Page Roadside coverage beyond basic warranty In the

United States, you may purchase additional roadside assistance coverage beyond this period
through the Ford Auto Club by contacting your Ford or Lincoln Mercury dealer. Page Roadside
Emergencies Roadside emergencies If your vehicle is a sedan, the fuel pump shut-off switch is
located on the right side of the trunk behind the trunk liner. If your vehicle is a wagon, the fuel
pump shut-off switch is located behind the service panel on the right side of the cargo area.
Blown fuses are identified by a broken wire within the fuse. Check the appropriate fuses before
replacing any electrical components. NOTE: Always replace a fuse with one that has the
specified amperage rating. Page Roadside emergencies Passenger compartment fuse panel The
fuse panel is located below and to the left of the steering wheel by the brake pedal. Remove the
panel cover to access the fuses. To remove a fuse use the fuse puller tool provided on the fuse
panel cover. Page Roadside emergencies The high-current fuses are coded as follows. Page
Roadside emergencies 5. Loosen each wheel lug nut one-half turn counterclockwise but do not
remove them until the wheel is raised off the ground. Put the jack in the jack notch next to the
door of the tire you are changing. Page Roadside emergencies Return the flat tire, jack and lug
wrench to their proper storage locations. Make sure the jack is fastened so it does not rattle
when you drive. Unblock the wheels. Page Roadside emergencies 3. Park the booster vehicle
close to the hood of the disabled vehicle making sure the two vehicles do not touch. Set the
parking brake on both vehicles and stay clear of the engine cooling fan and other moving parts.
Connect the negative - cable to the negative - terminal of the assisting battery. Make the final
connection of the negative - cable. Page Roadside emergencies Jump starting 1. Start the
engine of the booster vehicle and run the engine at moderately increased speed. Start the
engine of the disabled vehicle. Once the disabled vehicle has been started, run both engines for
an additional three minutes before disconnecting the jumper cables. After the disabled vehicle
has been started and the jumper cables removed, allow it to idle for several minutes so the
engine computer can relearn its idle conditions. Page It is recommended that your vehicle be
towed with a wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company
has not approved a slingbelt towing procedure. If your vehicle requires professional service,
your dealership can provide the necessary parts and service. Page Maintenance and care Note:
Do not start your engine with the air cleaner removed and do not remove it while the engine is
running. Inside the vehicle, pull the hood release handle located under the bottom of the
instrument panel. Automatic transmission fluid dipstick 2. Brake fluid reservoir 3. Air filter
assembly 4. Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Power steering fluid reservoir
8. Page Maintenance and care 3. Engine coolant reservoir 8. Windshield washer fluid reservoir
9. Make sure the vehicle is on level ground. Turn the engine off and wait a few minutes for the
oil to drain into the oil pan. Page Change your engine oil and filter according to the appropriate
schedule listed in the scheduled maintenance guide. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used that does not meet Ford material and design specifications, start-up engine noises
or knock may be experienced. Page MAX. Do not fill above this line. Refer to Lubricant
specifications in the Capacities and specifications chapter. Brake fluid is toxic. If brake fluid
contacts the eyes, flush eyes with running water for 15 minutes. Page Only use a washer fluid
that meets Ford specification. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Page
Maintenance and care Checking and adding washer fluid for the liftgate if equipped The opening
for the reservoir is located on the passenger side under the tail lamp. Refill this reservoir with
the same fluid you use for your windshield. When the engine is cold, check the level of the
engine coolant in the reservoir. For vehicles with overflow coolant systems with a
non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. Page Operating an engine with a low level of coolant can
result in engine overheating and possible engine damage. Recycled engine coolant Ford Motor
Company recommends the use of a recycled engine coolant produced by Ford-approved
processes in vehicles originally equipped with Motorcraft Premium Engine Coolant
green-colored. Page Maintenance and care 1. Start the engine and let it run until it reaches
normal operating temperature the engine coolant temperature gauge indicator will be near the
center of the normal area between H and C. While the engine idles, turn the steering wheel left
and right several times. Your transaxle does not consume fluid. However, the fluid level should
be checked if the transaxle is not working properly, i. The normal operating temperature can be
reached after approximately 30 km 20 miles of driving. Release and open the hood. Remove the
four clips located on the cowl vent screen. Remove the cowl vent screen. Remove the two
screws retaining the cowl top inner panel shield. Remove the inner panel shield. Page
Maintenance and care 6. Remove the filter from the cabin air filter housing. Install the new cabin
air filter into the cabin air filter housing. Page Maintenance and care 8. Replace the inner panel

shield. Replace the two screws retaining the cowl top inner panel shield. Replace the cowl vent
screen. Page Maintenance and care Replace the four clips located on the cowl vent screen.
BATTERY Your vehicle is equipped with a Motorcraft maintenance-free battery which normally
does not require additional water during its life of service. However, for severe usage or in high
temperature climates, check the battery electrolyte level. For longer, trouble-free operation,
keep the top of the battery clean and dry. Also, make certain the battery cables are always
tightly fastened to the battery terminals. Page Maintenance and care 2. Put the gearshift in P
Park , turn off all accessories and start the engine. Run the engine until it reaches normal
operating temperature. Allow the engine to idle for at least one minute. Page Maintenance and
care Changing the wiper blades To replace the wiper blades: 1. Pull the wiper arm away from the
windshield and lock into the service position. Turn the blade at an angle from the wiper arm.
Push the lock pin manually to release the blade and pull the wiper blade down toward the
windshield to remove it from the Page Maintenance and care U. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it.
Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Page Maintenance
and care The temperature grade for this tire is established for a tire that is properly inflated and
not overloaded. Excessive speed, underinflation, or excessive loading, either separately or in
combination, can cause heat buildup and possible tire failure. Page Make sure that all
replacement tires are of the same size, type, load-carrying capacity and tread design e. Failure
to follow these precautions may adversely affect the handling of the vehicle and make it easier
for the driver to lose control and roll over. Page Maintenance and care Fuel ethanol and
gasoline may contain benzene, which is a cancer-causing agent. Page If you must replace the
fuel filler cap, replace it with a fuel filler cap that is designed for your vehicle. The customer
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford
or Motorcraft fuel filler cap is not used. Page Maintenance and care The fuel system may be
under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it
stops before completely removing the fuel filler cap. Otherwise, fuel may spray out and injure
you or others. If you do not use the proper fuel filler cap, excessive pressure or vacuum in the
fuel tank may damage the fuel system or cause the fuel cap to disengage in a collision, which
may result in possible These standards and guidelines can be obtained from Ford Motor
Company. Fuel stations may apply to be certified as meeting these standards. However, not all
stations meet these standards at this time. To ensure proper operation of your FFV on fuel
ethanol, refuel at certified stations. You must gather information as accurately and consistently
as possible. Fuel expense, frequency of fillups or fuel gauge readings are NOT accurate as a
measure of fuel economy. Page Maintenance and care Calculating fuel economy 1. Fill the fuel
tank completely and record the initial odometer reading in kilometers or miles. Each time you fill
the tank, record the amount of fuel added in liters or gallons. After at least three to five tank
fill-ups, fill the fuel tank and record the current odometer reading. Unnecessary shifting of this
type could result in reduced fuel economy. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Maintenance and care Exhaust leaks may
result in entry of harmful and potentially lethal fumes into the passenger compartment. Do not
make any unauthorized changes to your vehicle or engine. By law, vehicle owners and anyone
who manufactures, repairs, services, sells, leases, trades vehicles, or supervises a fleet of
vehicles are not permitted to intentionally remove an emission control device or prevent it from
working. If a bulb is removed for an extended period of time, contaminants may enter the lamp
housings and affect performance. Page Maintenance and care 4. Remove the protective dust
shield from the housing by turning the dust shield counterclockwise when viewed from the rear.
Disconnect the electrical connector from the bulb by pulling rearward. Remove the bulb
retaining ring by rotating it counterclockwise. Grasp the bulb only by its plastic base and do not
touch the glass. The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Make sure the headlamp control is in the OFF position. Remove the
bolt from the headlamp housing. At the back of the headlamp, pry up and remove the two
retainer pins to release the headlamp assembly from the vehicle and pull headlamp forward.
Open trunk and locate the insulator under the rear window. Note the number of the push pins
before removal. Remove the insulator by carefully prying out the push pins to gain access to
the bulb sockets. Page Maintenance and care Replacing high-mount brakelamp bulbs â€”
Wagon only 1. Open liftgate. Remove two screw covers, screws and handle from liftgate.
Remove two screws and the lower trim panel from the liftgate. Remove the upper trim panel.

Page Maintenance and care 7. Carefully lift the lamp assembly away from the liftgate. Remove
the bulb socket by rotating it counterclockwise and pulling it out from the lamp assembly.
Carefully pull the bulb straight out of the socket and push in the new bulb. Page Maintenance
and care Sedan 1. Remove two screws, grommets and the license plate lamp assembly from the
trunk lid. Carefully pull the bulb from the socket and push in the new bulb. Install the lamp
assembly on trunk lid with two grommets, ensuring the grommets are pushed all the way in to
the trunk lid and secure with two screws. Remove the bulb socket by rotating it
counterclockwise, then pulling it out of the lamp assembly. Pull the bulb from the socket and
push in the new bulb. Install the bulb socket into the lamp assembly by rotating it clockwise.
Page Maintenance and care Using the right bulbs Replacement bulbs are specified in the chart
below. If your vehicle has been in an accident the alignment of your headlamps should be
checked by a qualified service technician. Vertical aim adjustment 1. On the wall or screen you
will observe an area of high intensity light. The top of the high intensity area should touch the
horizontal reference line, if not, the beam will need to be adjusted. To see a clearer light pattern
for adjusting, you may want to block the light from one headlamp while Washing your vehicle
Wash your vehicle regularly with cold or lukewarm water. Never use strong detergents or soap.
If your vehicle is particularly dirty, use a quality car wash detergent. Observe the application
instructions on the products. Page Cleaning the exterior lamps Wash with the same detergent
as the exterior of your vehicle. To avoid scratching the lamps, do not use a dry paper towel,
chemical solvents or abrasive cleaners. Page Maintenance and care Cleaning the instrument
panel Clean with a damp cloth, then dry with a dry cloth. Avoid cleaner or polish that increases
the gloss of the upper portion of the instrument panel. The dull finish in this area helps protect
the driver from undesirable windshield reflection. This mild cleaner and special pad, cleans the
leather and maintains its natural beauty. Follow the instructions on the cleaner label. Page
Capacities and specifications Please note that in the graphic XXXX is representative of your
vehicle identification number. Engine number The engine number the last eight numbers of the
vehicle identification number is stamped on the engine block, frame and transaxle. If you did
not take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle,
you may still be eligible. Please contact your dealer for further information. Since this
information is subject to Page Ford Customer Relationship Center. Away from home If you own
a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealership to help you.
Page Customer Assistance P. The decisions of the Board are binding on Ford and, in some
cases, on the dealer but not on consumers who are free to pursue other remedies available to
them under state or federal law. Page If your vehicle must be serviced while you are traveling or
living in Central or South America, the Caribbean, or the Middle East, contact the nearest Ford
dealership. These quality accessories have been specifically engineered to fulfill your
automotive needs; Page Customer assistance Comfort and convenience Air filtration Cargo
nets Cargo
universal remote control r50
automotive wiring books
unipoint solenoid wiring diagram
organizers Cargo shades wagon Engine block heaters Travel equipment Electrochromic inside
mirror with compass Electrochromic inside mirror with compass and temperature Factory
luggage rack adaptors Framed luggage carrier Removable luggage rack Removable luggage
rack adapters Soft luggage carrier Speed control Page Index Index Accessory delay Page
Emergencies, roadside jump-starting Page Index idle speed control Page Index high beam Page
Index Locks autolock Page Index Servicing your vehicle Page Filling Station Information Use
Motorcraft change Engine oil capacity including filter 5. Refer to Adding engine coolant, in the
Maintenance and Care chapter. Ensure the correct automatic transmission fluid is used.
Transmission fluid requirements are indicated on the dipstick or on the dipstick handle. This
manual is also suitable for: Taurus Taurus Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL.

