2001 impala turn signal problems

It is the law enforcement version of the Ford Crown Victoria. They were also used for this
purpose on a more limited scale in other countries. After the discontinuation of the Chevrolet
Caprice , the Ford Motor Company held a near-monopoly on the market for police cruisers in the
United States and Canada for over a decade. The conventional rear-wheel drive , V8 power, and
body-on-frame construction were considered advantageous for police use. The body-on-frame
construction allowed inexpensive repairs after collisions without the need to straighten the
chassis. Rear-wheel drive was deemed better for hard maneuvers and more robust than the
front-wheel-drive competition for rough driving over curbs and other obstacles in the urban
environment. Although the Ford Crown Victoria Police Interceptor was not sold to the general
public, they are widely available via secondhand in North America once they are
decommissioned and no longer in service in law enforcement and fleet duty. Used Crown
Victoria Police Interceptors are normally stripped of any police decals, computer equipment,
police radios, and emergency lights before being sold or auctioned to the public. Though the
name has been officially in use since , the â€” full-size LTDs and LTD Crown Victorias used the
"P72" production code designation for both fleet and taxi and police models, with the model
itself being internally classified as S similar to LX. In the model year, the Crown Victoria was
given a chrome front grille and a reflector strip between the taillights. Another minor restyle
followed suit in , with a new grille and taillights. To accommodate the design of the 's new
taillights, the rear license plate was moved from the bumper to the trunk's lid. For , the Crown
Victoria badge on the front fenders was removed and the cars received a new steering wheel
models have a lighter blue interior color vs prior years. For the model year, the Ford Motor
Company restyled the Crown Victoria, eliminating the "aero" look that the first generation
Crown Victoria had from to ; adopting the more conservative styling of the Mercury Grand
Marquis. Both cars included restyled front and rear end components. The police package P71
had a chrome grille, chrome door handle trim, chrome bumper strips, and a chrome-trimmed flat
black rear fascia with the "Crown Victoria" badge. At this time, the car was still known as the
"Crown Victoria P71". In , Ford introduced the "Crown Victoria Police Interceptor" name, with a
badge on the trunk lid replacing the "Crown Victoria" badge. A chrome-trimmed gloss black rear
fascia, black door handle trim, black bumper strips, and a gloss black slatted grille were also
introduced at this time. Finally, the new "Street Appearance Package", intended to make the
Police Interceptor look like a Standard P73 model, including chrome trimming and badging, was
introduced. Midway through , the taillights were also changed. Although the lenses changed,
the housings did not; they still had the chambers for the separate turn signals that early models
had. These chambers were now empty, leaving a perfect place to install in police cars strobe
tubes that would not affect brake or turn signal visibility. Non-Police Interceptors and Police
Interceptors equipped with the "Street Appearance Package" retained the amber turn signal
until when all CVs changed to all-red taillights. For , the rear fascia and tail-lights lost the
chrome trim, and the gloss black grille was dropped in favor of a flat black slatted grille. Further
alterations were made in , including removal of all trim on the plastic bumper pieces and a new
honeycomb-style grille, replacing the slat-style grille as is found on previous standard Crown
Victorias and CVPIs. Power adjustable pedals also became an option starting in the model year,
as height diversity among officers joining police departments increased. Ford also relocated the
rear window defrost switch from the left side of the dash to the direct left of the HVAC controls.
The Ford logo on the steering wheel was blue instead of the interior's color. The year brought
considerable changes. Interior door panels and seats were freshened, with side-impact airbags
becoming an option. The â€” CVPIs all look the same on the exterior; the way for one to tell the
â€” cars apart from the and models is by examining the wheels. The frame, steering,
suspension, and brakes were all significantly redesigned for the model year. Because of the
new underpinnings, the wheels for the newer cars have a much higher offset. They look almost
flat, compared to the concave wheels on the older model years. Along with a new wheel design,
new hubcaps were introduced. Lastly, the model year was the last model in the second
generation of CVPIs to feature a cassette player in the stock head unit. However, the model did
include an optional player. The â€” Police Interceptor is rated for This allows for much more
precise flow calibration and reduces the chances of air leakage. The P71 zip tube the flexible
rubber hose between the throttle body and MAF outlet is also used to reduce NVH noise,
vibration, and harshness as well as transfer air from the airbox to the throttle body with minimal
flow resistance. Standard on the is a redesigned instrument cluster, which now sports an
analog speedometer, tachometer, digital odometer with hour meter and trip meter features, and
cross-compatibility with the civilian version's various features these are normally locked out,
but can be accessed through wiring modification. Kevlar -lined front doors, which might be
useful as protective barriers during gunfights, are optional on the Crown Victoria Police
Interceptors for the Model Year. For , the Crown Victoria was restricted to fleet-only sales, and

all Panther-platform cars became flex-fuel cars. The CVPI received some new options, such as
the ability to have keyless entry. For the model year, the CVPI now has power pedals as
standard equipment. Standard equipment across the entire Panther line is side impact airbags
and new federally mandated recessed window switches. The CVPI also received upgraded
brakes for , although specifics about them are not available. The confirmation flash that occurs
when the doors are locked is now automatically disabled when the Courtesy Lamp Disable
option is ordered. The confirmation flash was considered to be a safety issue because the lights
would flash when officers exited the vehicle and locked the doors, potentially giving their
presence away at night. Both cars use the same 4. However, there are few notable differences
between the Police Interceptor and standard Crown Victoria or Grand Marquis. This engine oil
cooler can be prone to seeping oil from the O-ring seals after the high mileage operation
encountered by Police Interceptors, particularly where damaged by road salt. The Police
Interceptor engine calibration includes a slightly higher idle speed by approximately 40 rpm and
minor changes in the emissions settings. The computer is tuned for more aggressive
transmission shift points, and the transmission itself is built for firmer and harder shifts. The
â€” Police Interceptors are equipped standard with an open 3. An optional 3. This compares to
the standard non-P71 2. Ford CVPIs with the 3. Ford reintroduced a 3. Ford built two different
gear ratios for police use. One had the 3. All CVPIs came standard with a 3. Also noteworthy is
that all cars came standard with an open differential unless Ford's Trac-Lok Differential was
ordered with the car. Trac-Lok was available with the 3. Another difference is Ford's "severe
duty" shock absorbers that offer a stiffer ride than the standard Crown Victoria. They also have
black steel wheels with stainless steel or chromed plastic hubcaps. All Police Interceptors also
come with T stainless steel dual exhaust systems without resonators. Standard Crown Victorias
come with a stainless steel single exhaust system , while the Handling and Performance
Package and LX Sport-equipped Crown Victorias have the same exhaust system as the Police
Interceptor, with the resonators. The resonators further reduce noise, vibration, and harshness
without adding any restriction to the exhaust system. Police Interceptors have higher-rate coil
springs , approximately 0. Ford also offers trunk packages for equipment storage see below ,
and as of , has added an optional fire suppression system to the Police Interceptor. The bulk of
police car modifications, such as installation of emergency lights, sirens , passenger seat
dividers, and plastic rear bench seats, are offered as aftermarket modifications by third parties.
Police Interceptors came standard with manual cloth bucket seats, despite having the shifter on
the steering column. This gap between seats is generally filled by a console holding radios,
controls for emergency equipment, large firearms, and often a laptop computer or mobile data
terminal MDT. A velour split-bench was optional, with a power adjustable driver's seat being
optional on both the split bench and standard bucket seats. One way to distinguish most P71s
is the small "Police Interceptor" badge that replaces the standard "Crown Victoria" markings on
the trunk lid, although the Street Appearance Package SAP Police Interceptors forego this
badge, using the standard Crown Victoria marking. Police Interceptor badges are now available
for purchase online, so this identifying technique is not as reliable as it once was. The Police
Interceptor has an additional interior trunk release in the center of the dashboard with a
prominent warning decal right below it, while the civilian version has it only on the driver's
door. All P70, 71, and 72 Crown Victorias are assembled without this keyless entry system, so
unless the driver door was damaged and had an improper replacement door installed any
Crown Victoria with a keypad is a civilian one, while any one without a keypad is a P70, 71, or 72
fleet Crown Victoria. Following the criticism of fires following highway-speed rear-end collisions
, and later model Police Interceptors now come with an optional automatic fire suppression
system and special "trunk packs" designed to prevent cargo from penetrating the fuel tank in a
collision. There were also some problems with early Police Interceptors. This was not limited to
the Police Interceptor; some Mercury Marauders were also affected. A recall, initiated on March
1, 07S48 affects the steel wheels used on â€”05 Police Interceptors. Another issue with the
wheels have been weld points that come loose, causing rapid air loss in tires and the potential
for loss of control. The only way this problem could be addressed is if the civilian customer
complains to a dealership about air leakage problems, an inability to balance the wheels
properly, or a "nibble" or excessive vibration in the steering at speed. The issue is then
addressed through the "Customer Satisfaction Program" that Ford has initiated for the same
wheels. The steel body-on-frame Crown Victoria Police Interceptor fares better in crashes than
unibody counterparts such as the retired Chevrolet Impala and the current Dodge Charger, [
citation needed ] though its successor the Ford Taurus can withstand rear end collisions of up
to 70 miles per hour. Many law enforcement officers and departments swear by the proven Ford
Crown Victoria, and are reluctant to purchase other police sedans in spite of the Ford Crown
Victorias departure. Some departments have purchased the Chevrolet Tahoe 9C1, a full-size

SUV, due in part to its body-on-frame construction. While sharing a nameplate with the Crown
Victoria Police Interceptor, the Police Interceptor Sedan was a variant of the sixth-generation
Ford Taurus , shifting from the long-running Panther chassis to an all-wheel drive version of the
D3 architecture. On September 15, , the final Crown Victoria destined for Saudi Arabia rolled off
the assembly line at PM as the final vehicle assembled by St. Thomas Assembly in Ontario. In a
design decision, the Police Interceptor Sedan did not adopt the Taurus nameplate, as it was
sold alongside the Police Interceptor Utility derived from the Ford Explorer , â€”present ; neither
has been sold for retail sale. Along with heavier-duty components and a redesigned interior, the
Police Interceptor Sedan adopted higher-performance suspension tuning from the Taurus SHO.
The standard engine was a 3. Part of the militsiya now Politisya , the vehicles were operated by
the Road Patrol Service DPS as highway patrol units around the greater Moscow area. This was
especially true after the discontinuation of the Chevrolet Caprice 9C1. Even years after its
discontinuation, the Crown Victoria continues to hold a reputation as a tool of authority within
North America. In Russia, the mids Crown Victoria became a symbol of Moscow's road militsiya
for over a decade; the P71 is pictured on a DPS badge awarded for 15 years of service. From
Wikipedia, the free encyclopedia. Law enforcement sedan vehicle, manufactured â€” For the
Taurus variant, see Police Interceptor Sedan. This article includes a list of general references ,
but it remains largely unverified because it lacks sufficient corresponding inline citations.
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ACC is an available cruise control advanced driver-assistance system for road vehicles that
automatically adjusts the vehicle speed to maintain a safe distance from vehicles ahead. As of ,
it is also called by 20 unique names that describe that basic functionality. This is also known as
Dynamic cruise control. Control is based on sensor information from on-board sensors. Such
systems may use a radar or laser sensor or a camera setup allowing the vehicle to brake when it
detects the car is approaching another vehicle ahead, then accelerate when traffic allows it to.
ACC technology is widely regarded as a key component of future generations of intelligent cars.
They impact driver safety and convenience as well as increasing road capacity by maintaining
optimal separation between vehicles and reducing driver errors. Vehicles with autonomous
cruise control are considered a Level 1 autonomous car , as defined by SAE International.
Adaptive cruise control does not provide full autonomy: the system only provides some help to
the driver, but does not drive the car by itself. Laser -based systems do not detect and track
vehicles in adverse weather conditions nor do they reliably track dirty and therefore
non-reflective vehicles. Laser-based sensors must be exposed, the sensor a fairly large black
box is typically found in the lower grille, offset to one side. Radar-based sensors can be hidden
behind plastic fascias; however, the fascias may look different from a vehicle without the
feature. For example, Mercedes-Benz packages the radar behind the upper grille in the center
and behind a solid plastic panel that has painted slats to simulate the look of the rest of the
grille. Single radar systems are the most common. Systems involving multiple sensors use
either two similar hardware sensors like the Audi A8 [39] or the Volkswagen Touareg , [40] or
one central long range radar coupled with two short radar sensors placed on the corners of the
vehicle like the BMW 5 and 6 series. A more recent development is the binocular computer
vision system, such as that introduced to the US market in model year by Subaru. These
systems have front-facing video cameras mounted on either side of the rear view mirror and use
digital processing to extract depth information from the parallax between the two cameras'
views. Also in certain cars it is incorporated with a lane maintaining system which provides a
power steering assist to reduce steering input burden on corners when the cruise control

system is activated. GPS data can inform the system of geographic features such as a freeway
offramp. This could allow a following car to interpret a turn signal by an exit as not requiring the
following car to slow down, as the leading car will exit. Predictive systems modify vehicle speed
based on predictions of other vehicles' behavior. Such systems can make earlier, more
moderate adjustments to the predicted behavior, improving safety and passenger comfort. One
example is to predict the likelihood of a vehicle in a neighbouring lane moving in front of the
controlled vehicle. One system predicts a lane change up to five seconds before it occurs.
Adaptive cruise control is regulated by european norm ISO Intelligent transport systems â€”
Adaptive cruise control systems â€” Performance requirements and test procedures [43].
According to this standard, an ACC is a partial automation of the longitudinal vehicle control to
reduce of the workload of the driver on roads were non motorized vehicles and pedestrian are
prohibited. It does not deal with stationary objects [44]. Motor Authority Review [45]. Active
Cruise Control [51]. Distronic Plus could now completely halt the car if necessary on most
sedans. In an episode of Top Gear , Jeremy Clarkson demonstrated the effectiveness of the
system by coming to a complete halt from motorway speeds to a round-about and getting out,
without touching the pedals. In , Mercedes introduced Active Brake Assist 4, the first
emergency braking assistant with pedestrian recognition. One crash caused by Distronic Plus
dates to , when German news magazine " Stern " was testing Mercedes' original Distronic
system. During the test, the system did not always manage to brake in time. Later iterations
received an upgraded radar and other sensors, which are not disrupted by a metallic
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these devices or the wiring. B Code B appears when a faulty engine control unit. The problem is
usually solved by flashing the device. P17D8 Clutch overheating. This error is accompanied by
a limitation of engine torque. The cause of the problem may be a malfunction of the clutch disc
due to its natural wear. When reading an error, it may be output in P17D format. P On Audi A4
B6, 8E and other versions, this code indicates the reduced throughput recorded in the exhaust

gas recirculation system. P, Error P is associated with a decrease in the efficiency of the
catalyst system registered in the first row of cylinders. P For cars and other years of production,
this code reports a low efficiency of the front catalyst, located in the front row. P Low efficiency
of the front catalyst assembly. The problem is observed in the second row of cylinders. P If
error P, the engine control unit reports the detection of a serious leak recorded in the gas tank
ventilation system. P This error indicates a malfunction in the vacuum system of the brake
booster. In some cases, the cause of the problem is a malfunction of the brake lining, as well as
the lack of fluid in the expansion tank under the hood. You should also check the wear of the
pads. P Code P reports that the control unit of the power unit is blocked. As a result of blocking,
the operation of some systems may be disrupted, sometimes starting the engine is impossible.
P General code indicating problems with the cooling system, possible causes of the problem:. P
Code P or P appears when there is a leak in the intake system. Air may leak through mechanical
damage to the line or pipe. With error P, it is also necessary to check the quality of the hose
connections and the degree of tightening of the clamps. P Error in the mechanism for
controlling the bypass valve of the coolant. The power unit may overheat. It is necessary to test
the operation of the thermostat, since with such a problem, violations in the operation of the
engine cooling circles are possible. PB If on a car in , and other years of production, the
computer issues this code PB, this indicates that the pressure in the fuel rail is outside the
normalized range. The combination can be displayed in the form of code P P The error code
may be displayed as a combination of P Literally, this malfunction stands for "lowering the
pressure level in the fuel line. Perhaps the problem is the poor contact of the device with the
wiring caused by oxidation or the formation of corrosion on the contacts of the connector.
Perhaps the problem is also due to poor sensor contact with the network. The main symptom of
such a problem is the long start of the engine with prolonged cranking of the crankshaft with a
starter. Possible damage to the fuel lines or the weakening of one of the clamps. It is necessary
to visually check the operation of these elements, as well as test them with a multimeter.
Replacement of a pusher should be carried out not less often, than each 50 thousand km of run.
P Code P indicates increased pressure in the fuel rail. Perhaps the problem is the valve freezing,
which led to a malfunction of the fuel return lines. The reason may be a clogged fuel filter. P, ,
Code P indicates a decrease in throughput in the operation of the fuel tank ventilation system
malfunction in the operation of the emission control system. Check the lines for clogging. P If P
error appears on the tidy, this is due to a critically low fuel level in the gas tank. Sometimes the
problem is the short circuit of the fuel volume sensor. If the fuel level is critical, this can be
determined by the instrument cluster. P Malfunction in the gas tank ventilation system. The
control unit reports that the impulse to the fuel leak check pump device is interrupted. The
problem may be cable damage or short circuit of contact elements. Because of this, device
malfunction information may not appear on the dashboard display. The user needs to test the
operation of the bulb under the marking K P The control unit detected a short circuit to the
positive terminal in the electrical circuit of the fuel additive pump for the operation of the
particulate filter. To resolve the problem, a detailed diagnosis of the V device is performed. P
The problem is similar, only with a short to ground. The user is advised to verify the integrity of
the wiring, as the error may be due to its damage. P, P Malfunctions in the particulate filter or
differential pressure controller. The cause of the problem may be a malfunction in the power
line or an incorrect pulse that is transmitted through it. P Failure of the additive pumping device
for the functioning of the particulate filter element. P The on-board computer detected that the
container with the additive for the particulate filter was empty. P Damage to the power supply
line to the additive reservoir controller for the particulate filter device. The user needs to test in
detail the operation of the element marked G P Error P or denotes a lean fuel mixture, fixed
when forming in the first row of engine cylinders. P The engine control module reports the
depletion of the air-fuel mixture when it is formed in the second row of cylinders. P The control
unit reports a deviation in the amount of fuel injected in the first cylinder of the engine. The
problem may affect the formation of the air-fuel mixture. P, This error occurs when misfire is
detected in one of the engine cylinders. The malfunction can be displayed in the form of code P
As a result of the impurities that are contained in the fuel, the nozzles could clog and function
incorrectly under a certain operating mode of the power unit or constantly. This can happen
when the piston rings are worn or broken, or they are buried. The problem may occur in case of
malfunctioning of the gas distribution mechanism. P, On Audi A4 B5 cars and other versions,
error code P is associated with the calculation of the misfire of the air-fuel mixture recorded in
the second cylinder. P The combination P appears when a misfire is detected in the fourth
cylinder of the power unit. P, Code P reports that the speed level of the idle adjustment system
is significantly higher than normalized values. P Malfunction in the system for determining the
parameters of the combustible mixture. The cause of the problem should be sought in the front

row of the engine. P Error occurs when the depletion of the air-fuel mixture formed in the
second row of cylinders. The problem is with the air supply; there may be an oversupply or lack
of air. It is necessary to test the oxygen controller, as well as the mass air flow sensor. P
Re-enrichment of fuel in the system during adaptation of the air-fuel mixture. The problem
manifests itself in the first row of cylinders when the power unit is operating under load, that is,
at revs above idle. P The on-board computer reports a depletion of the air-fuel mixture during
operation of the power unit under load. This means that the engine speed must be higher than
idle. The problem should be sought in the first row of cylinders. P Code P appears when the
air-fuel mixture is overdepleted in the first row of engine cylinders. The problem appears when
driving at idle. P The control unit reports a re-enrichment of the air-fuel mixture in the front row
of the engine. The problem is registered when the power unit is idling. P An on-board computer
recorded re-enrichment of the air-fuel mixture during engine idle operation. The cause of the
problem should be sought in the operation of the second row of cylinders. P Error malfunctions of the valve timing, which led to misfire in the first row of engine cylinders. P10A4
Malfunction in the inlet air control flap. To resolve the problem, it is recommended to dismantle
and disassemble the elements of the air flow supply system, then clean them and remove traces
of oil deposits. You should also disassemble the valve and clean it, check the operation of the
electric motor. PA Code PA00 appears in the event of a malfunction in the engine shut-off
system. Error PA00 may be accompanied by malfunctions in the engine. PB Error code PB00
appears when the engine fluid pressure sensor is not working properly. With a PB00 error, it is
necessary to check not only the controller, but also the quality of the consumable. The
malfunction can be accompanied by the appearance of an icon on the dashboard in the form of
an oiler, as well as the inscription "oldruck". PD Code can be displayed as a combination of PD
This error indicates an incorrect engine oil pressure. The user needs to check the operation of
the monitoring sensor of this parameter. The cause of the malfunction may be the use of a
consumable and filter that has been used up for its useful life. In practice, the error often
disappears after replacing the fluid and filter. P, Codes P or P appear during incorrect operation
of the valve shift system in the lateral direction. The control unit notes that the nominal value of
the parameters in the first row of cylinders has not been reached. P The on-board computer
detected malfunctions in the early phase shift system. The problem is fixed in the first row of
cylinders and noted, then the nominal value during the shift is not reached. A detailed check of
all components, including sensors and the control unit, is required. The problem must be
sought in the work of the right rear issue in the first bank. The control unit notes that the reason
is the opening angle is too early. P The on-board computer notes that the nominal lateral valve
timing has not been reached. The cause of the problem should be sought in the operation of the
sensors or cylinders. P The control unit reports that the nominal value when shifting the valve
timing to the earlier side has not been reached. The cause of the problem may be in the second
row, in the camshaft. It is necessary to visually check the pulley, there may be signs of wear in
the form of broken teeth. P, Code P means incorrect air pressure at the inlet, false mass
readings are possible. The problem may be due to air flow, incorrect throttle angle, or
malfunction of the flow meter. A detailed check of the mass air flow sensor for clogging is
required - if the regulator is clogged, it must be cleaned. It is necessary to check the operation
of the sensor, but the problem may lie in the coolant itself, in particular, in its low quality.
Sometimes the problem is the absence or low level of consumables, then the malfunction is
accompanied by the appearance on the dashboard of the icon with the inscription "Coolant". P
On-board computer recorded the deviation of the volume of injected fuel on the second cylinder
of the engine. P Deviation of the amount of fuel injected on the third cylinder. A possible reason
may be the nozzles, so you need to check their integrity and performance. P Deviation of the
amount of fuel injected in the sixth cylinder of the engine. It is necessary to test the operation of
the injectors and the engine control unit. P, On Audi A2, A6 C7 and other models of and other
years of production, this code appears when the efficiency of the catalyst system is low. The
cause of the problem should be sought in the second row of cylinders. The error can affect the
functioning of the power unit as a whole. P, Codes P or appear when there is a malfunction in
the secondary air supply system. If this error appears on the panel, the user must look for a
reason for the reduction in bandwidth. P Code P or P appears when the throughput registered in
the first row of the secondary air supply system decreases. P Error is a consequence of the
depletion of the combustible mixture during engine operation under load. The cause of the
problem should be sought in the second row of the engine cylinders. P Incorrect operation of
the pump injector valve installed in the first engine cylinder. The on-board computer notes that
the problem is related to the output of the signal from the control range, the impulse is below
the critical limit. Error requires a detailed check of the N device. P Code indicates a decrease in
pressure in the pipe between the throttle body and turbine. P Malfunction of the torque control

system. The control unit reports that the control limit has been exceeded. P The microprocessor
module has registered a reduced throughput in the operation of the secondary air supply
system. P Reduced throughput in the operation of the secondary air supply system, a fault
should be sought in the front row. P Failure in the operation of the valve timing control device
The cause of the problem should be sought in the first row of the engine cylinders. P The
on-board computer notes that adaptation has not been initiated in the operation of the throttle
control module. Engine malfunctions are possible, including reduced traction and increased
fuel consumption. Verification of J device required. P Code is fixed if the intake flaps of the first
row of cylinders do not close for some reason. P Code indicates that the intake flaps located in
the first row of cylinders do not open for some reason. P Error on B7 cars and other models is
due to a malfunction in the intake flaps. Elements located in the second row of cylinders do not
open or do not open to the end. P, Malfunctions in the intake manifold with variable geometry.
The control unit reports that the damper is stuck in the open position and does not close. A
possible cause may be a valve in the system that is out of order and needs to be replaced. P
The on-board computer detects the formation of a lean air-fuel mixture when driving at high
speeds. P If the code P appears on the display in A5, B8 or another model, this indicates a
depletion of the combustible mixture when idling. The cause of the problem should be sought in
the first row of cylinders; the exact number is not indicated. P The control module received a
signal from the first oxygen regulator, installed in row 1, about the re-enrichment of the air-fuel
mixture. P Code indicates a malfunction or low efficiency in the operation of the catalytic
system, the problem is observed in the first engine bank. P The control unit reports a too low
temperature of the power unit, the possible causes of the malfunction:. P Malfunction in the
inlet flap. The control unit reports that the lower limit in the operation of the devices has not
been reached, which means that they do not open to the end. Diagnostics of the G42 sensor is
required. B Malfunction in the rear view camera, it is necessary to test the device itself, as well
as the quality of its connection to the network. C10AD 29 Failure or malfunction of the power
steering motor position controller. Error C10AD29 may be accompanied by the inscription "the
shutdown system worked on impact. P, The increased signal level coming from the intake air
temperature controller. It is necessary to check the operation of the G42 sensor, as well as its
connection to the mains. P, The on-board computer cannot determine the presence of the first
oxygen controller located in a row of 1 cylinders. P, Code P or appears when there is a
malfunction in the second oxygen controller installed in the first row of cylinders. The control
unit notes that it does not determine the activity of the regulator. The problem may be cable
bending. P, The combinations P, P or appear when the charge pressure sensor is broken. The
parameters coming from the controller go out of the control range well above the upper limit. P,
, The code P or P appears when the boost pressure sensor is not working properly. This error
indicates that the controller reads out of the adjustment range. With error P, the controller value
is well below the minimum limit. P, With error P, the control unit detects a malfunction in the
engine speed controller. A detailed check of the G28 is required. A possible cause may be an
incorrect signal coming from the controller. P, Damage to the IAC - engine idle speed controller.
P Failure of the engine speed controller G Perhaps the malfunction is associated with fixing the
absence of one of the teeth on the shaft. P Combination P indicates a malfunction in the
camshaft position controller. The problem may be a malfunction of the regulator or poor contact
with the wiring, as well as a clogged connector or the formation of rust on its pins. P,
Malfunction of the gearshift controller. An incorrect signal is being sent to the engine control
unit or there is no pulse at all. If error P, the user needs to test the operation of the device F P
Error on cars and other years of release appears when there is a malfunction in the fuel
pressure sensor. The problem is that the signals are out of the adjustment range. The pulse
from the sensor was below the critical limit. It is necessary to test the operation of the device
and its wiring. P Code on Audi Q 5, B 4 and other versions indicates a malfunction in the lambda
probe installed after the catalyst device in the second row. The control unit notes that the
controller has reached the upper control limit. The problem should be sought in the operation of
the regulator b2 s1. P Code appears when an incorrect pulse is received from the clutch pedal
controller. The user needs to test the operation of the F36 device in detail. P Code appears when
the pressure control sensor 3 installed in the automatic gearbox breaks or malfunctions. The
user needs to test the operation of the N device and its electrical circuit, since the problem may
be related to the wiring. P Code P can be displayed as a combination of P or This error indicates
problems with the operation of the intake flap position controller. If error , the user is advised to
check the wiring, because the controller gives an incorrect signal. P Code P reports a
malfunction in the position controller of the intake flaps located in the second row. The problem
is due to incorrect data coming from the sensor. P The combination of appears when the nitric
oxide controller located in the second bank malfunctions. The cause of the problem may be the

heating element. P Literally, this code can be translated as "a malfunction of the engine coolant
level switch sensor. P Mechanical malfunction or damage to the fuel pressure controller. First
you need to visually inspect the sensor and if defects are visible on it, then replace it. P Also, a
code indicating problems in the operation of the fuel regulator. It is necessary to test the
operation of the device and its wiring, since the cause may be a short circuit in the power line. P
Malfunction of the camshaft controller. The problem may be the absence of a signal from the
sensor, which may be due to damage to the cable or disconnecting the device. P Failure of the
second rotary angle sensor of the throttle actuator It is necessary to test in detail the operation
of the G controller and its wiring. On cars A6 , C5 and other models, this code appears when the
controller is damaged or if it is poorly connected to the mains. Check the sensor connector.
C10C8 Error code C10C appears when the air suspension sensor malfunctions. It is necessary
to test the quality of the connection, as well as the sensor itself. P Invalid signal coming from
the oxygen controller at number 1 located in the first bank of the engine. B This error may occur
as B The fault code indicates an internal malfunction of the microprocessor module. Most likely,
the cause of the problem is programmatic in nature, therefore, to fix it, you may need to flashing
the device. P00B7 Problem related to the operation of the electronic thermostat for the engine
cooling system. It is necessary to test the operation of the device, in particular, if the antifreeze
circulates only in a small or only in a large cooling circle. The error may be displayed in the
form of code P00B PC An incorrect signal is received from the engine fluid pressure controller
to the microprocessor module, which does not correspond to the normalized values. P Code P
can appear as a combination of P This error appears when pulses do not match between the
camshaft and crankshaft position controllers. With error P, the user needs to test the
connection quality and the contacts of the G40 and G28 controllers. P Mismatch of pulses from
the camshaft and crankshaft regulators. The user will have to diagnose in detail the operation of
the G and G28 devices. P Mismatch of pulses from the camshaft and crankshaft position
controllers. This refers to sensors located in the second row of cylinders. The cause of the
problem should be sought in devices G and G P Code P is the result of a break in the power line
of the heating system of the first oxygen regulator. With this problem, a lambda sensor may fail.
The reason should be sought in the first row of the engine cylinders. P Break or damage to the
heating line of the second oxygen regulator located in the first row of engine cylinders. P, The
combination P appears when too low a voltage is applied to the engine control unit from the
mass air flow controller. It is necessary to test the operation of the wiring, as well as the quality
of the connection of the device. The cause of the problem may be a clogged flow meter, then it
will need to be cleaned. To do this, you can use a special tool for carburetor engines. P On Audi
A4 8 E vehicles and other modules, the combination indicates an incorrect pulse coming from
the intake pressure controller or air pressure sensor. The user needs to check the operation of
devices labeled as G71 and F P Malfunction in the coolant temperature controller. The on-board
computer reports an increased pulse level coming from the sensor. The user needs to diagnose
the G62 controller. P Invalid signal from throttle position sensor. To find the cause of the
malfunction, the user needs to test the operation of the controller potentiometer. P The
response time of the first lambda probe located in the row of 1 engine cylinders is too high. P,
Lack of activity on the power line of the first lambda probe installed in a row of 1 cylinders. P
Fault on the line supplying the second oxygen regulator. P The on-board computer detects a
failure on the power line of the heating system of the second oxygen controller located in the
first row of the engine. To fix the problem, the user needs to check the operation of the sensors
G79 and G P Malfunction in the boost pressure controller. The control unit notes that the sensor
readings are outside the lower limit of the control range. P, An increased voltage level recorded
on the power line of the boost pressure controller. With error P, the integrity of the power cable
is checked. P The reduced voltage value recorded on the power line of the first knock controller.
The user needs to test the operation of the G61 sensor. P On-board computer detected too high
a pulse in the power circuit of the knock controller. A complete check of the integrity of the G61
sensor, as well as the correctness of its connection is required. The problem may be clogging
of the contact elements or the formation of rust on them. P, The combinations P and P appear
when the pulse coming from the camshaft position controller is incorrect. The cause of the
problem may be the wear of the contact elements on the block or the clogging of the connector.
The user needs to check the operation of the G40 sensor. Q3 and other versions, this code
appears when the pulse level is low, fixed on the power line of the camshaft controller. It is
necessary to test the connection quality and the integrity of the insulating layer of the G40
sensor cable. P, An increased voltage level recorded in the camshaft position controller circuit.
P Invalid pulse coming from the camshaft position controller. The user must test the G sensor
in detail - the contact may have come off the device. P Open or damaged power line to the
secondary air control valve. A detailed diagnosis of the N device is required. P, Incorrect pulse

detected by the control unit when transmitting from the vehicle speed controller. P Code
appears when the wiring is damaged or the electrical circuit of the pressure controller located
on the hydraulic power steering is malfunctioning. Damaged wiring or molten connector due to
high voltage on the line. P On Audi 80 B3, B4, C3 cars and other models, code indicates the
absence of messages in the operation of the data bus of the drive unit. In other words, the fault
must be sought in the wiring and quality of the connection of the control unit. P On Audi A 6
and other versions, this combination is due to an incorrect pulse from the throttle control
module. If the element does not open or close to the end, this will affect the functioning of the
power unit as a whole. It is necessary to test the operation of the device J P Combination
indicates a malfunction in the wiring supplying the transmission transmission engaged
controller. The cause of the problem is the operation of the F controller. P The on-board
computer cannot determine the impulse coming from the engine idle control module. The
reason is the sensor or poor quality wiring. P Short to ground in the starter mechanism lock
control circuit. To understand what the problem is, you need to test the integrity of the cable
and make sure that there is no damage on the insulating layer. P This code indicates a
resistance that is too high registered on the power supply to the lambda probe. The user needs
to test the electrical circuit of the second controller installed in the first row of cylinders. P
Invalid pulse from the angle of rotation controller of the second throttle actuator. A check of the
integrity of the housing and the performance of the element G is required. P Code is the result
of a break or malfunction in the wiring supplying the nozzle located in the sixth cylinder of the
power unit. It is necessary to diagnose the cable connected to the device marked N P Code on
vehicles with 16 valve engines appears when the wiring is interrupted or the cable of the
refrigerant temperature sensor is shorted to the battery. It is necessary to test the operation of
the G62 controller in detail. P Code appears when there is a malfunction of the pump injector
valve located in the third cylinder. It is noted that the readings from the device are outside the
range of the adjustment range and are below the acceptable threshold of values. The cause of
the problem should be sought in the operation of the 3-N device. P Code indicates a short to
ground in the power circuit of the turbocharger bypass valve. The control unit recommends
checking the operation of the N P Code P appears when the wiring supplying the electronic
control thermostat for the cooling system of the power unit is damaged or broken. P Code P
appears when the pulses from the camshaft and crankshaft position controllers do not match.
We need a detailed diagnosis of the sensors G40 and G P Mismatch of pulses from the position
controllers of the crankshaft and camshafts located in the second row of cylinders. P Breakage
of the power line or its damage in the power circuit and control the ignition system. The
problem is fixed in the second cylinder of the engine. The cause of the malfunction must be
sought in the power cable of the coil. P Code is fixed by the microprocessor module in case of
an incorrect pulse from the temperature controller. This refers to a sensor located in the
exhaust gas recirculation system. The user needs to diagnose an item labeled G P Code is
associated with a short to battery in the secondary air control valve circuit. A detailed check of
device N is required. P The on-board computer reports an open circuit or a short circuit plus on
the line supplying the camshaft controller. This refers to a sensor located in the second row of
cylinders. The user needs to test the operation of the G device in detail. P Error is a result of a
short circuit to the positive terminal of the secondary air supply cable. P This code indicates a
break in the wiring of the variable valve timing system in the first row of cylinders. P Code
appears when there is a short to ground on the power line of the boost control system solenoid
valve N P Open or damaged circuit connected to the solenoid valve of the right hydraulic motor
support. The N sensor is subject to diagnosis. P Code P reports damage to the power supply
line of the solenoid valves of the hydraulic bearings of the power unit. The cause of the problem
should be sought in the operation of sensors N and N P The on-board computer reports that the
voltage level detected at terminal 30 of the ignition switch is too low. The cause of the problem
may be the battery, generator, or malfunction of the circuit breaker itself. P Failure or damage to
the power line sensor fixation of a bad road. Also, this error may indicate an incorrect set torque
of the engine from the control module of the anti-lock system. P Error P on Audi A4 8E and
other models of and other years of release appears when an active request for activation of an
emergency lamp is active. Check the transmission control module for trouble codes. P
Combination appears if the microprocessor module cannot receive messages from the
transmission unit control unit. P The on-board computer cannot read data from the trouble
memory of the anti-lock braking system control module. P Code appears when it is not possible
to read information from the dashboard fault memory. P Power line break or short circuit to
ground in the voltage supply circuit of the solenoid valves. P General DTC, indicating a
malfunction in the microprocessor module. The reason may be both a software malfunction and
a device shutdown, as well as moisture getting on it. P Code is general and indicates an open

circuit in the power supply system. With the help of a multimeter, it is necessary to ring all the
wires connected to the control module, as well as the battery. P The signal coming from the
pressure controller in the hydraulic system of the automatic transmission does not meet the
normalized values. It is necessary to check the operation of the sensor number 1. P No signal
from the second gearbox output shaft speed controller. Problem P may be due to wiring
damage or short circuit. P The designation of this combination is the absence of messages from
the control unit of the power unit. The problem indicates the complexity of the digital interface
and the data bus. It is necessary to test the quality of connecting the control unit to the vehicle
electrical network. P Malfunction in the operation of the data bus. The on-board computer does
not receive messages from the control module of the anti-lock system. It is necessary to test the
operation of the control unit, in particular, its connection via the CAN bus. P Open or damaged
power line to the valve located on the front support of the car engine. P Error P on Audi 80 PM
and other models appears when errors read information from the memory of the engine control
module malfunctions. P The on-board computer detects a short circuit to ground in the power
circuit of the intake flap. The problem should be sought in the G P Break or damage to the
power line of the fuel pressure sensor. To remove this error, you need to test the sensor
element sensor and change it in the event of a breakdown. P On-board computer with error
reports a broken wire or a failure in the power line supplying the fuel leak check pump
controller. P An invalid pulse was detected by the control unit from the boost pressure sensor
position controller. P The on-board computer recorded damage to the power line of the linear
oxygen regulator located in the first row of cylinders. A malfunction may be a malfunction in the
matching circuit. P On cars of and other years of manufacture, this code indicates a short
circuit on the power line or a break in the wiring connected to the starter mechanism. The
engine control unit receives a bad signal from terminal P Malfunctions in the electric motor of
the intake manifold flap actuator. The user needs to test the operation of the V device in detail. P
Code P indicates a failure in the power circuit of the turbocompressor control module. The
cause of the problem is damage to the wiring or short circuit. Detailed diagnostics of 1-J are
required. PA00 Malfunctions in the operating range or characteristics of the electrical circuit
supplying the nozzle of the second engine cylinder. U Lack of communication with the control
module of the energy management system. It is necessary to test the operation of the control
module and the main elements of the mains - the generator set and the battery. U Lack of
communication with the powertrain control unit, a possible cause of the problem may be a
wiring failure. U The control unit can not determine the operation of the control module anti-lock
system. U Lack of communication with the control module of the dashboard, data may not be
displayed on the control panel or information will not be displayed correctly. U Code U appears
when an attempt to read information from the fault memory fails. The cause of the problem
should be sought in the diagnostic interface of the J data bus. U If the U combination pops up
when reading errors on the Audi C4 , B6 and other models, this indicates problems in the
operation of the data bus. The malfunction is related to the operation of the steering module; a
signal may not be received from the device. U Code U indicates a malfunction in the data bus,
the control unit receives incorrect data on the operation of the engine. It is necessary to check
all the connectors and pads of the device. U On the Audi in 44 body and other models, this code
indicates a lack of communication with the gear selector. U The engine control unit cannot
detect the presence of a speed controller around a vertical axis. U Malfunction of the control
module of the electromechanical parking brake "handbrake". PA Code PA00 indicates an
internal malfunction in the microprocessor device. Usually this code does not appear alone, but
along with combinations related to the operation of the clutch system. It is recommended to
diagnose all components of the unit, as well as check the gearbox control unit. P17E0 Error
P17E indicates a malfunction in the gearbox. The user needs to test the operation of the
transmission gearbox. P17E1 Error code P17E is associated with the operation of an automatic
transmission. The cause of the problem may be the hydraulic part of the unit or one of the
sensors. Sometimes a malfunction consists in problems in the operation of the gearbox control
unit. P17D4 The combination of P17D on A3 vehicles and other models is associated with a
mechanical malfunction in the gearbox. A detailed check of the transmission unit for
malfunctions is required. P17D6 Code may appear as a combination of P17D This error
indicates a problem in the operation of the first engine clutch. P17D8 Torque limitation due to
malfunction of the temperature coupling. Check the operation of the gearbox board. The error
may be accompanied by a combination of PB Malfunction reported to the second gear servo
switch. The control unit notes that this device is not adjustable. It is necessary to test the
operation of the wiring and the switching device. PF Problems in the operation of the pressure
control valve, the device is dirty. The element is located in an automatic transmission. The user
needs to clean the device and if this does not solve the problem, then replace it. Depending on

the reading equipment, the error code may be displayed in the format PD Error code PD00
appears when the oil cooling valve malfunctions. The cause of the problem may be the device
itself or its wiring. It is necessary to test in detail the operation of the automatic transmission
and make sure that all sensors are operational. PE 00 Breakage of the position sensor of the
link of the transmission unit. The problem with error PE00 may not be in the sensor, but in the
gearbox control unit. PF 00 Error PF00 is decoded as a malfunction in the controller of the
engaged gear stage, incorrect operation of the regulatory device. P, Incorrect gear ratio in
transmission control systems. Checking the transmission control unit as well as the gearbox
sensors is required. P On cars of and other years of manufacture, this combination appears in
case of failures in the operation of the switching valve under the marking 1. It is necessary to
check the functionality of the device N P, The on-board computer of the vehicle reports a lack of
torque transmission in the operation of the gearbox clutch. A detailed diagnosis of the torque
converter device is required. A possible cause may be a clutch failure. P Code P appears when
the control unit is blocked by the transmission unit. The user needs to test the microprocessor.
With this error, the gearbox may go into emergency operation. P Code P appears when the
clutch adaptation system malfunctions. The control unit notes that the mechanism has reached
the upper limit of adaptation. P The code may appear as a combination of P Literally, the error
translates as "the limit of adaptation at the time of closure of the coupling has been reached. P
The combination P appears when the Tiptronic F gearbox gearbox malfunction. The control unit
does not receive a pulse from this element. A detailed check of connection quality and wiring
integrity is required. P Transmission malfunction, which in practice is usually associated with
damage or short circuit in the operation of the transmission control switch system. The problem
may lie in the control module of the variable-speed gearbox or valve block, as well as the
control line for the start clutch. P Code P appears when the clutch slip warning light
malfunctions. With such a problem, incorrect operation of the transmission unit is possible,
difficulties when shifting gears. P Transmission fluid sensor defective or device power circuit
damaged. It is necessary to test the operation of the gearbox, including the unit control unit.
The cause of the problem may lie in the microprocessor itself, as well as the elements of the gas
installation. It is necessary to test the operation of the sensors of the equipment, as well as the
gear device. A leak may occur during operation of the latter, therefore, gasket diagnostics are
required. A detailed diagnosis of the motor connection, as well as the integrity of its wires, is
required. Check subject to electric motor V The problem may be the disconnection of the
contact or the mechanical failure of the key. To find the cause, you should carefully inspect the
control element, make sure the integrity of its guide component, as well as the springs. A
detailed check of the G sensor is required. It is necessary to check the operation of the control
module, the quality of its connection and the integrity of the connectors. If the problem is
programmatic in nature, a flashing of the block will be required. A detailed check of the G17
device is required. A detailed check of the G device is required. An incorrect signal is being sent
from the devices to the control unit. It is necessary to test the wiring, and also make sure that
the handbrake sensor is connected correctly. On some car models, an independent firmware
update is required, this point must be checked with the vehicle manufacturer or dealer. The
installation of new software is recommended to be entrusted to specialists. You need to make
sure that you have updated firmware and install it if necessary. The user needs to check the
operation of the J device. Often the cause of the problem is oxidation of the contacts or damage
to the electrical circuits. It is necessary to test the operation of mechatronics, to check the
integrity of the clutch discs for wear. The malfunction may be accompanied by an inscription on
the dashboard "gearbox mail function". It is necessary to check the connection quality of the
module, since the cause of the problem may be the disconnection of the contact. The user
needs to test the operation of the E A detailed check of element F is required. It is necessary to
test the operation of the power source. In the event of a lamp failure on many Audi models, a
special sound signal is triggered in the cabin. It is necessary to check the correct connection of
the device to the vehicle's on-board network. The cause of the problem is sometimes a
malfunction of the thermostat. It is necessary to test and, if necessary, change the device N The
cause of the malfunction should be sought in the operation of the G47 sensor. A detailed check
of the G45 device is required. The user needs to test the G44 sensor in detail. The user needs to
check the operation of the sensor marked G The user needs to test the E switch in detail, it is
possible to disconnect the contact. Comfort when transmitting information on a single
conductor. A detailed diagnosis is subject to the J device. The user needs to check the status of
the connection quality, as well as the unit itself for damage. The user needs to test the operation
of the device G The cause of the problem may be poor contact. The user also needs to check
the operation of the idle speed sensor. The device F60 is subject to diagnosis. The user will
have to diagnose in detail the operation of the G71 sensor, as well as make sure that it is

connected properly and that there are no defects on the power cable. Check the functioning of
the G42 sensor. It may be higher or lower. The user needs to check the integrity of the body of
the G70 device, as well as its heating element. The latter could become clogged and to remove
contaminants, it may be necessary to clean it with a special tool. If this does not help, then the
sensor changes. You must look for the cause and start with oxygen sensors, as well as mass air
flow. It is necessary to check the operation of the controller and the quality of its connection.
The user needs to test the operation of the N95 device. A possible cause may be ABS sensors
or poor contact with the wiring. It is necessary to test the operation of the controllers and the
quality of the connection of the sensors. A possible cause may be a malfunction of the
transmission control unit. The device G is to be diagnosed. Detailed diagnosis of the G device is
required. It is required to verify in detail the operation of the V engine. It is necessary to verify in
detail the operation of element V Detailed diagnosis is subject to the device G Because of this,
antifreeze may not be pumped along the highways of the system, which can lead to slight or
serious overheating of the power unit. A detailed check of the V50 device is required. For
verification, it is necessary to remove and verify the integrity of the body of the device G In the
event of a breakdown, the sensor must be replaced; a detailed check of the G78 device is
required. The cause of the problem is a breakdown of the G85 sensor. The user needs to check
the operation of the G17 sensor and make sure that it is in good contact with the wiring. P Loss
of performance in the operation of a turbocharged unit P On Audi A4 B6, 8E and other versions,
this code indicates the reduced throughput recorded in the exhaust gas recirculation system P
The control unit has detected a malfunction in the exhaust gas recirculation valve P, Error P is
associated with a decrease in the efficiency of the catalyst system registered in the first row of
cylinders P For cars and other years of production, this code reports a low efficiency of the
front catalyst, located in the front row P Low efficiency of the front catalyst assembly. P, The
on-board computer detected a minor leak in the tank ventilation system P If error P, the engine
control unit reports the detection of a serious leak recorded in the gas tank ventilation system
PE, Incorrect torque to protect the turbocharger P Malfunctions in the cooling system P This
error indicates a malfunction in the vacuum system of the brake booster. P General code
indicating problems with the cooling system, possible causes of the problem: - thermostat
malfunction; - malfunctions of the engine control unit or cooling system; - malfunctions of the
coolant temperature controller; - the use of low-quality or spent antifreeze service life, which led
to the formation of precipitation; - clogging of pipes and pipes of the cooling system; deterioration of hoses, loosening of clamps or damage to pipelines that led to leakage of
consumables. P The control unit has detected a charge pressure control error P Code P or P
appears when there is a leak in the intake system. Possible causes of the problem: - failure or
malfunction of the fuel pump as a result of normal wear and tear; - clogged mesh in the filter
element; - incorrect readings sent by the low-pressure fuel controller. Possible causes of the
problem: - Malfunction of the fuel pump located in the tank. P Code reports an incorrect
pressure level recorded in the fuel rail. Possible causes of the malfunction: - breakage or
malfunction of the pressure sensor, its disconnection or oxidation of contacts, damage to the
wiring; - violation of the tightness of the fuel lines associated with damage to the hoses;
loosening of clamps or bolts connecting the nozzles with fuel; - damage to the gas tank and fuel
leak from the system; - malfunctions of the control unit; - fuel pump malfunction. P Malfunction
of a particulate filter installed in the first row of cylinders P, P Malfunctions in the particulate
filter or differential pressure controller. P Failure of the additive pumping device for the
functioning of the particulate filter element P The on-board computer detected that the container
with the additive for the particulate filter was empty P Damage to the power supply line to the
additive reservoir controller for the particulate filter device. P The control unit has detected a
misfire in the first engine cylinder. Possible causes of the problem: - Malfunctions of the fuel
supply system, as well as the wrong composition of the air-fuel mixture. P, On Audi A4 B5 cars
and other versions, error code P is associated with the calculation of the misfire of the air-fuel
mixture recorded in the second cylinder P Engine control unit misfire detected in the third
cylinder of the power unit P The combination P appears when a misfire is detected in the fourth
cylinder of the power unit P The engine control unit has detected a misfire in the fifth cylinder of
the engine P, Code P reports that the speed level of the idle adjustment system is significantly
higher than normalized values P Malfunction in the system for determining the parameters of
the combustible mixture. P On-board computer recorded the deviation of the volume of injected
fuel on the second cylinder of the engine P Deviation of the amount of fuel injected on the third
cylinder. P Deviation of the volume of injected fuel in the fourth cylinder of the engine P
Deviation of the amount of fuel injected in the sixth cylinder of the engine. P Code P or P
appears when the throughput registered in the first row of the secondary air supply system
decreases P Error is a consequence of the depletion of the combustible mixture during engine

operation under load. P Code indicates a decrease in pressure in the pipe between the throttle
body and turbine P Malfunction of the torque control system. P The microprocessor module has
registered a reduced throughput in the operation of the secondary air supply system P Reduced
throughput in the operation of the secondary air supply system, a fault should be sought in the
front row P Failure in the operation of the valve timing control device The cause of the problem
should be sought in the first row of the engine cylinders. P Malfunction of the throttle control
system P The on-board computer notes that adaptation has not been initiated in the operation
of the throttle control module. P Code is fixed if the intake flaps of the first row of cylinders do
not close for some reason P Code indicates that the intake flaps located in the first row of
cylinders do not open for some reason P Error on B7 cars and other models is due to a
malfunction in the intake flaps. P The on-board computer detects the formation of a lean air-fuel
mixture when driving at high speeds P If the code P appears on the display in A5, B8 or another
model, this indicates a depletion of the combustible mixture when idling. P The control module
received a signal from the first oxygen regulator, installed in row 1, about the re-enrichment of
the air-fuel mixture P Code indicates a malfunction or low efficiency in the operation of the
catalytic system, the problem is observed in the first engine bank P The control unit reports a
too low temperature of the power unit, the possible causes of the malfunction: - failure of the
thermostat or other structural elements of the cooling system; - leakage of antifreeze from the
expansion tank or pipes as a result of damage or weakening of the clamps; - use of low-quality
refrigerant or consumables that have exhausted their service life; - malfunction of the engine
control unit; - damage to the cylinder head gasket. P, The on-board computer cannot determine
the presence of the first oxygen controller located in a row of 1 cylinders P, Code P or appears
when there is a malfunction in the second oxygen controller installed in the first row of
cylinders. PC An incorrect signal is received from the engine fluid pressure controller to the
microprocessor module, which does not correspond to the normalized values P Code P can
appear as a combination of P P Break or damage to the heating line of the second oxygen
regulator located in the first row of engine cylinders P An incorrect signal is received from the
fuel metering valve to the control unit P, The combination P appears when too low a voltage is
applied to the engine control unit from the mass air flow controller. P, Code P indicates an
invalid signal from the G62 Refrigerant Temperature Controller P Malfunction in the coolant
temperature controller. P The response time of the first lambda probe located in the row of 1
engine cylinders is too high P, Lack of activity on the power line of the first lambda probe
installed in a row of 1 cylinders P Fault on the line supplying the second oxygen regulator. P, An
increased voltage level recorded in the camshaft position controller circuit P Invalid pulse
coming from the camshaft position controller. P, Incorrect pulse detected by the control unit
when transmitting from the vehicle speed controller P Code appears when the wiring is
damaged or the electrical circuit of the pressure controller located on the hydraulic power
steering is malfunctioning P Code P on Audi F9, A 8, E8 and other models reports an incorrect
signal from the stop lamp switch. P Damage to the injector power line P This code indicates a
resistance that is too high registered on the power supply to the lambda probe. P Code P
appears when the wiring supplying the electronic control thermostat for the cooling system of
the power unit is damaged or broken P Code P appears when the pulses from the camshaft and
crankshaft position controllers do not match. P Mismatch of pulses from the position
controllers of the crankshaft and camshafts located in the second row of cylinders P Breakage
of the power line or its damage in the power circuit and control the ignition system. P Error is a
result of a short circuit to the positive terminal of the secondary air supply cable P It is
necessary to test the wiring and the node itself for operability. P This code indicates a break in
the wiring of the variable valve timing system in the first row of cylinders P Open or damaged
electrical wiring supplying the valve timing sensor P Code appears when there is a short to
ground on the power line of the boost control system solenoid valve N75 P Open or damaged
circuit connected to the solenoid valve of the right hydraulic motor support. P Combination
appears if the microprocessor module cannot receive messages from the transmission unit
control unit P The on-board computer cannot read data from the trouble memory of the anti-lock
braking system control module P Code appears when it is not possible to read information from
the dashboard fault memory P Power line break or short circuit to ground in the voltage supply
circuit of the solenoid valves P General DTC, indicating a malfunction in the microprocessor
module. P On-board computer with error reports a broken wire or a failure in the power line
supplying the fuel leak check pump controller P An invalid pulse was detected by the control
unit from the boost pressure sensor position controller P The on-board computer recorded
damage to the power line of the linear oxygen regulator located in the first row of cylinders.
PA00 Malfunctions in the operating range or characteristics of the electrical circuit supplying
the nozzle of the second engine cylinder U Lack of communication with the control module of

the energy management system. U Lack of communication with the powertrain control unit, a
possible cause of the problem may be a wiring failure U The control unit can not determine the
operation of the control module anti-lock system U Lack of communication with the control
module of the dashboard, data may not be displayed on the control panel or information will not
be displayed correctly U Code U appears when an attempt to read information from the fault
memory fails. The main causes common to all the malfunctions described in this section are: disconnection of contacts due to vibration; - corrosion or clogging, moisture entering the
connector; - melting of contact elements on the block as a result of voltage drops; - damage to
the cable, an open circuit connected to the device; - wear of the insulating layer on the line,
which led to a short circuit in the wiring; - equipment failure. U On the Audi in 44 body and other
models, this code indicates a lack of communication with the gear selector U The control unit
cannot determine the control module by the cruise control system U Lack of communication
with the control device of the energy management system EPC U The engine control unit cannot
detect the presence of a speed controller around a vertical axis U Malfunction of the control
module of the electromechanical parking brake "handbrake" U Lack of communication with the
control unit of the data bus diagnostic interface U Malfunction in the microprocessor module
airbags U Lack of communication with adaptive cruise control system U The control unit cannot
detect the presence of a trailer recognition control unit U Lack of communication with the nitric
oxide sensor installed in the front row. PF Electrical malfunction of valves or gearbox solenoids
PB Malfunction reported to the second gear servo switch. PF 00 Error PF00 is decoded as a
malfunction in the controller of the engaged gear stage, incorrect operation of the regulatory
device P, Incorrect gear ratio in transmission control systems. P Malfunction of the control
system switching from third to fourth gear and vice versa P Code P appears when the control
unit is blocked by the transmission unit. Possible causes of the malfunction: - breakage or
problems with connecting sensors anti-lock system; - malfunction of the ABS control module; lack of communication on the CAN interface. If the controller breaks down, the following
symptoms appear: - incorrect engine operation tripling of the power unit, reduced power,
extraneous metal knock from under the hood ; - the appearance of the Check Engine icon, as
well as an indicator in the form of an oiler on the dashboard; - drop in engine fluid level.
Possible causes of the problem: - a malfunction in the operation of one of the sensors in order
to solve the problem yourself, you need to check the controllers and change inoperative
devices ; - depressurization of the system as a result of damage to one of the nozzles or
highways; loosening of pipe clamps; - malfunction of the control module. The 3XX crankshaft
position crank sensor, on the GM 3. With this article, I'll walk you thru' the entire crankshaft
position sensor testing process in a step-by-step manner. In case you're wondering if you can
test the crankshaft position sensor with a simple resistance test ohms , let me tell you that it's
not possible. Well, because the 3X, 18X crankshaft position sensor is a Hall-Effect Type sensor
and this type of sensor does not allow for a resistance test. A Hall Effect sensor has to be tested
in action. The crankshaft position sensor test I'm gonna' show you here is one of the most
effective and sure ways to troubleshoot the sensor using just a multimeter in Volts DC mode. If
you need to know if this 3X 18X crankshaft position sensor test applies to your specific 3. The
most obvious symptom of a bad crankshaft position sensor is your vehicle's engine not
starting. Below is a simple list of more specific symptoms that accompany a bad crankshaft
position sensor:. Taking all of the above into account, the most important thing to remember is
that if you get spark from any spark plug wire, the the crankshaft position sensor is working and
the test in this article won't help you. You can find the crankshaft position sensor just about in
anywhere. The best place to buy it and the harmonic balancer if the crankshaft position sensor
blades are bent or damaged and save a few dollars is online. The following links will help you
comparison shop for the original AC Delco and aftermarket crankshaft position sensor and the
crankshaft pulley harmonic balancer :. The 3X 18X crankshaft position sensor is two crankshaft
position sensors in one assembly and is a Hall-Effect type sensor that needs an external power
and Ground source to create its crank CKP signal. The most important thing to know about the
3X 18X crankshaft position sensor is that if it goes bad, your 3. As an Amazon Associate, I may
earn a small commission from qualifying purchases from the Amazon product links from this
website. Your purchase helps support my work in bringing you real diagnostic testing
information to help you solve the problem! How To Test The 3. Page 1 Page 2 Page 3 Page 4.
Contents of this tutorial:. Tools You'll Need: Multimeter. All Articles: 3. Applies To:. Buick
Vehicles:. Do NOT follow this link or you will be banned from the site! The Taurus is one of the
better-known nameplates in the car business. Alas, much of that renown comes from past
deeds instead of present success. This generation Ford Taurus, which the model represents,
dates back a decade. It hasn't received many updates either, other than a face-lift in and the
adoption of the Sync 3 infotainment interface in To its credit, the Taurus remains compelling for

a few reasons. The ride is very comfortable, even in the high-octane SHO version, which
features larger wheels and a sport-tuned suspension. We also like certain aspects of the
interior, with high-quality materials, a quiet ride, and easy entry and exit. The Sync 3 system is
another highlight. We think it's one of the most intuitive user interfaces on the market. However,
the Taurus has numerous drawbacks, adding up to a car that is not suited for everyone. The
cabin feels unusually tight for such a large vehicle, especially in the back seat. The tall rear
bench and short roof reduce headroom, and there's not much legroom either. Even in its lowest
position, the driver sits unusually high and looks down at the dashboard or out the window.
Ford's decision to remove features â€” the power-adjustable steering wheel and power rear
sunshade have been nixed for â€” is perplexing as the car ages and naturally loses ground to
newer large sedan competitors. The Ford Taurus isn't a bad car, but nearly every one of its
rivals is newer and more competent. The redesigned Toyota Avalon and recently refreshed Kia
Cadenza are comfortable cruisers that offer more room, while the Dodge Charger remains a
good choice if you want some muscle-car flair. The Ford Taurus is a five-passenger large sedan
sold in four trim levels. The base SE is modestly equipped, which is why buyers looking for
21st-century tech should strongly consider the next-level SEL. It counts rear parking sensors,
dual-zone climate control and puddle lamps among its upgrades. The Limited is significantly
more expensive since it comes with items that are optional for the SEL, plus additional luxury
features. The SHO is a different beast entirely, marrying most of the Limited's features with a
high-performance V6 and a sport suspension. For power, the SE relies on a 3. Stepping up to
the SEL adds LED daytime running lights, body-colored heated mirrors with puddle lamps, rear
parking sensors, remote engine start, dual-zone automatic climate control, upgraded cloth
upholstery and interior trim, a leather-wrapped steering wheel and shift knob, and satellite
radio. Leather upholstery paired with heated front seats is available as a stand-alone option.
The SEL can also be had with the Equipment Group A option package, which adds keyless entry
and ignition, an additional center speaker for the audio system and the Sync 3 infotainment
system, which includes an 8-inch touchscreen and smartphone integration via Apple CarPlay
and Android Auto. The more luxurious Taurus Limited gets you all the Equipment Group A
items, plus inch alloy wheels, automatic high-beam control, automatic wipers, an auto-dimming
rearview mirror and driver-side mirror, power-adjustable pedals, leather upholstery, heated and
ventilated way power front seats, driver-seat memory settings, heated second-row seats, a
heated steering wheel, ambient interior lighting, blind-spot monitoring with rear cross-traffic
alert, and a premium Sony audio system with HD radio. Limited models can also be had with the
Driver Assist option package, which includes adaptive cruise control, an automated parallel
parking system, a forward collision warning system, and lane departure warning and
intervention. Stand-alone options for both the SEL and the Limited include inch alloy wheels, a
sunroof, a rear spoiler and a navigation system. The sporty SHO starts with most of the
Limited's standard equipment and adds all-wheel drive, a turbocharged 3. Most Limited options
are also available for the SHO, along with a SHO Performance package that adds a revised
final-drive ratio for quicker acceleration, summer performance tires, stiffer suspension tuning,
upgraded brake pads, special steering tuning, an enhanced stability control system with a Track
mode, and simulated-suede trim on the steering wheel. Love this car. I traded a Mustang GT 50
Anniversary on this as I wanted a car that could actually carry more than 2 people. It's quiet, has
more than enough power, gets decent gas mileage and looks great. With heated and adjustable
steering wheel and pedal, seat memory, heated and cooled seats and Sync 3, it has all I need
and want. SHO would have been nice but hard to find. Write a review. See all 6 reviews. Looking
for a large sedan with top-notch safety scores? The Ford Taurus might be a good match. Here's
a quick rundown of what we like, what we don't and the bottom line from the Edmunds editors.
The Taurus used to be Ford's midsize sedan. Recent years it's become Ford's full size sedan.
Three engines to choose from, the standard v-6 puts out horsepower. It's pretty robust. There's
also a two-liter turbo four cylinder engine, horsepower, not that much more fuel efficient, so I
would recommend driving both to see what your preference is. And finally, the SHO
performance version has a twin turbo v-6, horsepower. It's quick, but not that quick compared
to other high performance large sedans. Around the back you're looking at one of the Taurus's
most distinctive features, namely the enormous trunk. One of the largest you'll find in any car.
Taurus also offers optional all wheel drive, has a pretty comfortable ride as you'd expect from a
large sedan. In back there's enough passenger space by the numbers, but it might feel a little
claustrophobic in there. The Taurus's high beltline, swoopy roofline, combine to make it feel
slightly cramped, especially if you're on the taller side. Up front the dashboard design continues
to be a leader in this segment in terms of style. It's a dual cowl overlay above the panels. Clean
layout SYNC 3 infotainment system, is one of the better ones out there. Nice touch screen, easy
to use, pretty responsive. The bottom line with the Taurus is that it's not the newest vehicle in

this class, but still fully competitive. It's an old fashioned highway cruiser, lots of options to
choose from, certainly worth considering. For more Edmond's expert rundowns, click the link to
subscribe. The Ford Fusion is the Taurus' smaller sibling, but passengers might actually find it
more spacious. The Fusion is quite roomy against its midsize competitors, while the Taurus
feels positively claustrophobic. The Fusion's sharp handling means it's generally more fun to
drive, too. Its lower price and more efficient engines equate to a lower cost of ownership. The
Chevrolet Impala isn't the newest kid on the block, but continuous improvements since its
redesign keep it from becoming stale. Ride comfort is superlative, and the interior is much
roomier than the Taurus'. As long as you skip the middling four-cylinder engine, the Impala is
the clear winner here. Like the Taurus, the Dodge Charger is a large sedan that isn't as roomy
on the inside as its exterior dimensions suggest. It's still suitable for four adults, but the wide
selection of high-performance engines make it clear that the driver is the most important. A
muscular V6 is standard, but enthusiasts will be drawn to one of the three available V8s, with
power outputs ranging from horsepower to hp. In a market flooded with small, high-tech,
fuel-efficient cars, the Taurus has an old-school vibe that will resonate with some buyers.
Unfortunately, it's the current-generation Taurus' 10th year of production, and the Taurus is
showing its age in ways that aren't so commendable. And other large sedans do a better job
with more fuel-efficient powertrains, better driving dynamics, newer technology and nicer cabin
trim. The Taurus offers two engine choices. Most trims are powered by a 3. Front-wheel drive is
standard with this engine; all-wheel drive is optional on all but the base model. If you want a bit
more pep in your step, the Taurus SHO abides. All-wheel drive is standard on this beast. The
more sedate Taurus variants start with the SE model. Standard features include automatic
headlights, power front seats and a pair of USB ports. As you might have gathered, the SE is
fairly basic, and shoppers looking for a large sedan with a dash of luxury should step up to the
next-level SEL. It doesn't cost much to upgrade to the SEL, but a considerable number of
features are added, including dual-zone climate control, rear parking sensors and satellite radio.
SEL models can be ordered with the Equipment Group A package, which counts the Sync 3
infotainment system among its perks. For increased passenger comfort, consider the high-end
Limited model. Perforated leather upholstery, blind-spot monitoring, and heated and ventilated
front seats are all present. Although the Taurus SHO is pricier, its sporty additions transform
the character of this car from highway cruiser to bruiser. In addition to the performance motor,
the SHO adds larger wheels, a sport-tuned suspension and paddle shifters. The Taurus SHO is
certainly more fun to drive than the rest of the lineup, but it isn't quite as thrilling as
high-performance versions of some of its competitors. Standard models fit the Taurus' stately
character a little better, with a comfortable ride, roomy cabin and low noise levels. Overall, it's
not as high-tech and splashy as newer rivals, but that might be a benefit for its customer base.
If you decide the Ford Taurus is the large sedan for you, make sure to use Edmunds' pricing
and inventory tools to find a perfect match. Available styles include Limited 4dr Sedan 3.
Consumer ratings and reviews are also available for the Ford Taurus and all its trim types.
Overall, Edmunds users rate the Taurus 4. Edmunds consumer reviews allow users to sift
through aggregated consumer reviews to understand what other drivers are saying about any
vehicle in our database. Detailed rating breakdowns including performance, comfort, value,
interior, exterior design, build quality, and reliability are available as well to provide shoppers
with a comprehensive understanding of why customers like the Taurus. Edmunds experts have
compiled a robust series of ratings and reviews for the Ford Taurus and all model years in our
database. Our rich content includes expert reviews and recommendations for the Taurus
featuring deep dives into trim levels and features, performance, mpg, safety, interior, and
driving. Edmunds also offers expert ratings, road test and performance data, long-term road
tests, first-drive reviews, video reviews and more. This review was written by a member of
Edmunds' editorial team of expert car reviewers. Our team drives every car you can buy. We put
the vehicles through rigorous testing, evaluating how they drive and comparing them in detail
to their competitors. We're also regular people like you, so we pay attention to all the different
ways people use their cars every day. We want to know if there's enough room for our families
and our weekend gear and whether or not our favorite drink fits in the cupholder. Our editors
want to help you make the best decision on a car that fits your life. Simply research the type of
car you're interested in and then select a car from our massive database to find cheap vehicles
for sale near you. Once you have identified a used vehicle you're interested in, check the
AutoCheck vehicle history reports, read dealer reviews, and find out what other owners paid for
the Ford Taurus. Edmunds has deep data on over 6 million new, used, and certified pre-owned
vehicles, including rich, trim-level features and specs information like: MSRP, average price
paid, warranty information basic, drivetrain, and maintenance , features upholstery, bluetooth,
navigation, heated seating, cooled seating, cruise control, parking assistance, keyless ignition,

satellite radio, folding rears seats ,run flat tires, wheel type, tire size, wheel tire, sunroof, etc.
Edmunds also provides tools to allow shopper to compare vehicles to similar models of their
choosing by warranty, interior features, exterior features, specifications, fuel economy, vehicle
dimensions, consumer rating, edmunds rating, and color. Is it better to lease or buy a car? Ask
most people and they'll probably tell you that car buying is the way to go. And from a financial
perspective, it's true, provided you're willing to make higher monthly payments, pay off the loan
in full and keep the car for a few years. Leasing, on the other hand, can be a less expensive
option on a month-to-month basis. It's also good if you're someone who likes to drive a new car
every three years or so. Popular searches. My notifications My Account. Home Ford Ford
Taurus. Review Features Competitors Save. View Photos. Appraise this car. Other years. List
Price Estimate. ZIP Code. See all for sale. Which Taurus does Edmunds recommend? The
Taurus is reasonably priced, with trim levels and features more or less matching up with the
Chevrolet Impala, and it costs thousands less than a Toyota Avalon or Kia Cadenza. However,
the Taurus' full-size competitors generally have nicer interiors, don't feel as heavy and are
roomier. The range-topping Taurus SHO is the only standout in the lineup, with a sport-tuned
suspension and powerful engine that overcomes the Taurus' otherwise wallowy, sluggish
driving experience. For the same money, however, enthusiasts can choose between two V8s in
the Dodge Charger. Each vehicle typically comes in multiple versions that are fundamentally
similar. Scorecard Overall 6. If Ford hadn't called it the SHO, this Taurus would have acquitted
itself nicely with a good balance of power, braking and solid drivability. But as a SHO, and a
sport sedan, it comes up a bit flat with uninvolved steering and handling and much too tall
gearing. Whether from a standing start or a roll, there's good thrust on tap. But tall gearing dulls
the edge of the 3. It does pull hard enough to reach 60 mph in 5. In daily use, the SHO's brakes
proved more than adequate to deal with the car's considerable weight. Sure, the pedal felt a bit
squishy underfoot, but modulation was good enough that smooth and consistent stops were
easy to make. Our panic-stop test from 60 mph came in at feet, an unremarkable result. Its thin
rim makes the wheel awkward to grip. There's a satisfying heft to the steering, but it's artificial
and it doesn't translate into the feel you need to judge a corner properly. That said, the Taurus
is as easy to steer on back roads as it is around town, provided you're not going too quickly.
The Taurus SHO is a bit of fun for a big car so long as you're not trying to hustle it. It stays
relatively flat and composed up to a certain point, even through transitions. The tires offer
decent grip, too, but you'll run out of seat side support well before then. The six-speed
automatic is a bit dated but refreshingly straightforward, never second-guessing itself or
tripping over one too many gears. A shorter ratio would wake up the car and make it livelier. But
as it is, the SHO is a relaxed and capable cruiser, even in Sport mode. If you happen to be the
right height, the Taurus will impress you with a well-controlled ride and almost zero wind and
road noise. But should you be above-average height, the wacky seating position will override
most of its strengths. The seats are fairly cushy, but they lack lateral support. We'd say that
about a regular Taurus, but it's a bigger deal in a SHO. The high front and rear seating
positioning feel confining, though that's not a physical comfort issue. The front seats are
cooled and heated, and the rear seats are heated. The ride seems pretty smooth. And even
though the SHO is a fairly big car, it's never sloppy, keeping pretty good control of itself. Most
surfaces don't faze the Taurus, and the big Ford soaks up quite a lot. Cornering is also
commendably flat up to a moderate pace. Only extremely coarse pavement manages to make
any significant noise in the cabin. Otherwise, the Taurus provides a fairly quiet interior. The
engine is well-isolated, and wind noise is minimal. The climate control looks very dated with
basic physical controls circa More detailed adjustments must be made via the digital interface.
The driver's vents serve only to cool the steering wheel area, and the noisy rear vents can't be
shut off, only closed. It's difficult to put our fingers on what makes this interior so unsatisfying,
but it might be because we don't have enough fingers. The inside of the Taurus is an
automotive anomaly, from the downright weird front seats to the inexplicably high rear seats
and the time warp control interfaces. It's clear the Taurus was not designed to accommodate
some of the controls it now carries â€” see the rear window shade and lane keeping assist
buttons located in the ashtray. While most of the controls are straightforward, they look and feel
dated. The touchscreen does most of the heavy lifting. Thanks to a high floor and a much higher
than typical seating position, you can almost walk into either the front or back seats. Those with
limited mobility will appreciate that. The tall doors extend below the sills, keeping pant legs
clean when the weather gets messy. This position is just bizarre. The seat sits inexplicably high,
and anyone over average height towers over the dashboard. Adjustable pedals are a nice touch,
but the steering wheel hardly telescopes, so taller drivers have their knees pressed against the
dash. None of our editors ever felt comfortable. Front passengers have adequate head- and
shoulder room, but the strange seating position makes it feel as if most of the room is below

you. Rear passengers have very little headroom because of the stadium-like seating. Rear
legroom isn't what it should be in such a large car either. The high seating position gives you a
commanding view of the road ahead, but that's the only direction where visibility is any good.
The narrow side windows and thick pillars cut down on side visibility, while a small rear window
limits the view out the back. Fit and finish on the SHO is good, both inside and out. Plastic
covers all click nicely into place, and there are no squeaks or rattles even over broken road
surfaces. The Taurus SHO makes good use of its size, for the most part. There's certainly a big
enough trunk for four golf bags, but the cabin is a mish-mash of oddly shaped bins and wasted
space. The seemingly random array of center console storage, with two sets of cupholders and
a center bin set well behind the driver's elbow, is a bit puzzling in such a large car. Front door
pockets are very accommodating, but the ones in the back aren't quite as big. With Child safety
seat accommodation 8. Accommodation comment: Mounting a car seat won't be much of an
ordeal due to wide rear door access, but the somewhat narrow outboard rear seats might cause
wider car seats to overlap the seat-belt latches. LATCH anchors, slightly tucked beneath the
cushions, are easy to locate. Ford's Sync 3 might well be the saving grace of a dated interior.
Impressive connectivity and usability make it flexible enough for most any buyer. Be careful
with option packages, as the Driver Assistance package cannot be ordered in conjunction with
the Performance package. Don't let the rest of the somewhat dated interior put you off. While
the audio system does have some power, it won't impress true audiophiles. We experienced no
drops in connection. Our tester had the optional Driver Assist package, which includes adaptive
cruise control, lane keeping assist, active park assist and forward collision warning. Disabling
stability control is only available with the Performance package. The adaptive cruise system
was satisfactory and free of quirks. Ford's Sync 3 voice controls worked consistently and
quickly, and we found them to be a decent substitute for pressing buttons. Apple CarPlay users
have the additional option of Siri voice commands. Sponsored cars related to the Taurus.
Trending topics in reviews comfort driving experience road noise fuel efficiency. Most helpful
consumer reviews 5 out of 5 stars, Nice flashy car; fast too. Safety Our experts like the Taurus
models: Active Park Assist Guides the Taurus into an adjacent parallel parking spot using
proximity sensors and automated steering. Collision Warning with Brake Support Warns the
driver and automatically applies the brakes if advanced safety systems determine a front
collision is imminent. Blind-Spot Information System Illuminates a light on the side mirrors
when a vehicle enters the Taurus' blind spot. Sounds an alert if the turn signal is activated. Side
Impact Test Good. Ford Taurus vs. Ford Fusion The Ford Fusion is the Taurus' smaller sibling,
but passengers might actually find it more spacious. People who viewed this also viewed 4. The
Edmunds experts tested the Taurus both on the road and at the track, giving it a 6. You
probably care about Ford Taurus fuel economy, so it's important to know that the Taurus gets
an EPA-estimated 19 mpg to 21 mpg, depending on the configuration. What about cargo
capacity? When you're thinking about carrying stuff in your new car, keep in mind that the
Taurus has And then there's safety and reliability. Learn more. To determine whether the Ford
Taurus is reliable, read Edmunds' authentic consumer reviews, which come from real owners
and reveal what it's like to live with the Taurus. Look for specific complaints that keep popping
up in the reviews, and be sure to compare the Taurus's average consumer rating to that of
competing vehicles. There's a lot to consider if you're wondering whether the Ford Taurus is a
good car. Edmunds' expert testing team reviewed the Taurus and gave it a 6. Safety scores, fuel
economy, cargo capacity and feature availability should all be factors in determining whether
the Taurus is a good car for you. If you're interested in the Ford Taurus, the next question is,
which Taurus model is right for you? More about the Ford Taurus "They don't make 'em like
they used to. Sign Up. Make Buick. Model Electra. Up for auction is a Buick Electra Limited
Sedan. This Limited Trim is the rare version and is even the longest car produced at the time, at
inches. This car looks to be cared for for over 35 years. It looks as if this car is in great
condition externally, aside from a couple cosmetic defects such as some scraped and the rear
window trims being loose and peeling. The hardtop is also cracked from the sun. The paint
shines incredibly well. The interior has a couple defects such as the driver's and passenger's
arm rests are cracked and are coming apart. The front seat belt plastic holders below the clasp
are cracked as well. The radio deck has been removed. The original buick floormats are
included however, they are worn out. The car came from a smoke free environment. It runs and
drives extremely well. Part around gas tank cap is cracked. The engine and transmission run
and shift very well. Speedometer is on par and the tires are not bald. This is truly one of the
cleaner, more original Buick Electra Limited sedans left in circulation today and will not
disappoint. Please call or text for more info. Voicemails are welcomed. Item is listed locally and
cross-posted as well. Vehicle is sold as-is without any warranty. I am retyping what I already
did, but having ebay issues. The car is in super shape. It is not perfect but as nice of a "limited"

as you will find anytime soon. It was owned by a minister from new till about He cherished the
car. Never smoked in, never abused, always garaged and not driven in the winter. The body
does not have rust. The trunk is like looking back to The paint is very nice with the exception of
a spot on the hood and left rear door. The chrome is super, the trim and moldings are super.
Every single light on the inside and outside work.. Glove box, trunk, marker lights, tail lights
original headlights, turn lights, corner marker lights when turning light up side fog lights door
panel lights, dome and map reading lights, clock lights, floor board lights, dash lights.. The
engine starts with the quick touch of the key. The fast idle works as it should choke the engine
has zero noise and zero smoke.. Its quiet smooth and powerful. The exhaust is newer and
sounds nice at the tail pipe and quiet and No whistling noise at windows either The windshield
wipers and washer fluid work as they should. It stops smooth with no pulsating or noise It has
the original master cylinder with the paper sticker from new on the side. It has a new air cleaner,
new copper heater core and blower motor. It was done correctly and is not a cheap fix or patch
job.. The radio works, the blinkers work and go off as they should when turning back straight.
The speed alert works, the cruise control works. The door locks are quick and snappy and the
windows go up and down fast and smooth in their tracks. They are not loose and rattling from
people slamming the doors and pushing on the glass vs the door. The door handles are smooth
when opening form the inside or out. The doors are solid and not sagging or making dry noise
at the hinges. The mirrors are remote The rear defogger works nicely. The tilt is not wore out,
firm and solid. The power antenna motor makes a noise, but antenna is not moving. The power
seat works in all directions. The trunk release works as it should. THe clock keeps time. The
tires are like new, not dry rotted or cracking or wobbly. The Buick Road chrome road wheels
and correct electra center caps are nice including the spare, jack etc. The trunk is amazing. The
paint is very nice, I have not waxed the car at all, only washed it. There are a couple noticeable
paint flaws, one on the hood and one on the drivers rear door on the upper part. I just drove it
miles and it get the thumbs up and comments all the time. The chrome bumpers are super, the
grill and tail panel are nice and clean. No rust anywhere on the car. The underside is dry and
super nice, not crusty rusty or nasty at all. The engine compartment is untouched and decent.
No grease or nasty scaly rust issues. Has had the 4 core radiator replaced at some time with
proper 4 core radiator. Battery is newer. Exhaust is newer. Vinyl top is super, one small old man
patch on pass side at body trim, used clear silicone at crack, not sure why Seats are very
comfy, headliner is perfect, carpet and interior are very nice, never trashed or abused Original
books dealer related pamphlets etc in glove box, with org purchaser info. Jack is complete,
floor mats set is buick org and decent I would rate this car a 8. I would take off on a trip around
the world in it without lifting the hood right now. The paint is in excellent condition and will NOT
need repaint. As for the interior everything is in perfect shape. No tears or rips in any of the
seats, the dashboard is in great condition as well. This car does have a 6 CD changer in the
trunk. This car is fully loaded and has all the power options available at the time including the
moon roof. Overall, this Buick is great for Sunday drives with the family and is also very
reliable! Paint otherwise in good condition. Mechanical: - There is a skip in the engine
suspected to be as a result of the carb being cleaned out. The engine functions properly
besides the skip, as demonstrated in the video. Telephone Number: Email: kharmoneyatl gmail.
See below for history- The Buick Electra was a full size premium automobile built by the Buick
division of General Motors. The front end was reworked including the grille and bumper. There
were also some minor interior differences. The Electra is about the same size as the at Good
condition bumper to bumper. This Electra is powered by a Buick cu in 7. Full financing
professional nationwide shipping and extended warranties are all available on approved credit.
This Classic Buick Electra has only 55, miles on it and it still runs and drives excellently. This
antique does not need much at all and its red leather and cloth interior is in just as good
condition as its exterior. This car features power seats, power windows, power door locks,
power steering, power breaks, cruise control, heat and air conditioning, and an after market
Sony radio to play your favorite tunes while cruising, as well as much more. Ad provided by
ClassicCars. A clean Buick Electra is for sale. Body is in good condition. Is only driven in the
spring and summer. Low mileage for an older car. Must sell before the end of the year. See
below for history-The Buick Electra was a full size premium automobile built by the Buick
division of General Motors. I looked for months till I found the nicest, perfect 67 Electra coupe I
could find. I located this car from a 77yo collector out by Cleveland Ohio. This is the only car I
bought that I was blown away because the pictures the elderly guy mailed me, yes postal mailed
me pics, where the car was nicer then the pictures showed and I could ever imagine. She was
breath taking with only 30, pristine miles on the odometer. Today currently 34, This is a base
coupe with no ac. Only power options are power steering and brakes. In the last 7 years this car
has been garaged and never seen rain or even water from more then a few light rinse offs. I

mostly just cleaned her off with quick detail because it only ever got dusty. The paint, top, and
interior are original and as nice as you will find from this era. I decided to add some
personalization with a few things, all of which can be undone. I added the wheels that are less
then a year old. I have the original hub caps and double pinstripe pollyglass tires from I bought
custom 2" dropped springs and shocks for the look along to help the handling. It has complete
dual exhaust done from the manifolds back done in 08 still like new. All the windows are tinted.
Hid headlights. All new stereo and speakers with two sub's perfectly tucked up in the quarter
panels. The radio is a retro radio that resembles the original but has modern internals. The
speakers are hidden below deck nothing appears un originall but sounds amazing. I have the
original protecto plate in the owners manual. I have tons of pictures of this car with various
wheels on it, I love wheels, but the car looks the same condition the day I bought it except it
currently has the 20"wheels on it now. I do have the skirts as well that are like new. Car was
stored for 10 years when I bought it 4 years ago, many new parts replaced, radiator, belts,
hoses, fuel pump, water pump, fan clutch, plug wires, distributor cap, rotor, coil, plugs, air
cond. Drive anywhere, a real cruiser And yes, real sidepipes This is a very nice original car, not
a 57 Chevy or 63 Impala Affordable fun on a Saturday Night Cruise Any questions, please
contact me Thanks for your time and interest Craig Bakersfield, CA. Dallas, OR. Georgetown,
TX. Green Bay, WI. Martinsburg, WV. Gervais, OR. Chester Twp, NJ. Alert Successfully Created.
Save search. Cars for Sale Buick Electra. Year Make Buick Model Electra. Year - Make - Model -.
Category - Mileage - Posted Over 1 Month. Buick : Electra Cloth Original, 2Dr. Very Rare
"Independence Pkg". Special Vinyl Roof, Chrome Wheels Prev 1 2 Next. Make Buick 4. Category
Beta Sedan 4. ZIP Code. Year minYear Apply Filters Clear Search. Daily Weekly No Emails.
Submit Cancel. Whether it's an installation that might not have gone as planned, or a random
problem that comes out of nowhere. Here is a list of your common car stereo problems,
symptoms and solutions to help get your stereo up and running! Many Jeeps and Chevrolet
systems have a data signal wire that carries a very low voltage signal that tells the OEM Head
Unit when to turn on, however; it is not compatible with aftermarket units. Many cars have built
in amplifiers that require a 12v signal to be sent in order to turn on the Amplifier, most common
being Bose, Infinity, and JBL. If you hear a wining noise that fluctuates with the RPMs of your
vehicle, and lessens when the car engine is turned off, you are dealing with Alternator Wine.
Check your ground wires and find a better place to ground them, e. If you are experiencing
headlight dimming when you have your radio turned up with aftermarket amplifiers and
subwoofers, your stereo is pulling too much power for the alternator to keep up. There are a few
solutions to this problem:. If you installed a new head unit in your car, and you're now noticing
that your car's radio has an abnormal amount of static, you may have wired the unit incorrectly.
Here's what you should look for:. If you recently installed a stereo with an amplifier s and
subwoofers, your alternator and battery may not be powerful enough to handle the additional
power that's being pulled when your stereo is turned to high volumes. Don't see your issue on
this list? Take a look at our Car Amplifier Troubleshooting Guide to see if we can answer your
car issues! Aftermarket Car Stereo Wire Colors. Wiring is all the same, pin configuration might
be different. But the dash kits and adapting wire harness eg. Metra will not adapt. Cut the red
wire a few inches from the radio and take the cut wire attached to the radio and tap it into the
yellow wire. If you do this, you will have to manually turn the radio on and off whenever you
want to use it, and it will no longer turn on and off with the vehicle. Car stereo works. Front
speakers work fine. Sub woofers and Amp work fine but only bass out of new rear speakers? I
have a jvc kdr when I have it hooked up right with constant and accessory when I drive the radio
cuts on and off as if its losing power but if I hook both uP to constant it works fine. That is fine
for me but alas my wife also drives car and I know she will leave the radio on killing the battery
any suggestions? I thought maybe running a line straight from the radio fuse to the accessory
wire would that fix it ya think. I replaced my Saturn outlook truck radio,,with and upgrade!!! Now
my speakers just stopped working!? What happen!! And yes it does have factory amp. Thanks
for the question. The easiest way to fix it without digging too deep into troubleshooting is to
find the closest cigarette lighter and tap into the 12v wire that powers the lighter. If you have a
volt meter check which one is positive. It will have right around 12v when you turn the ignition.
Use that as the accessory power red wire on the back of the unit. If they are correct, you will
need to trace back the accessory wire and find another location to tap into the accessory power
to bypass the short. Make sure you check all of your adapting wire harnesses for shorts if you
are using any by shaking the wire. Another place to tap into is from the ignition itself, but again
you will need a volt meter to determine which wire is which. Think I might of figured it out gonna
try in morning. Gonna volt test in morning before I get knee deep in wirering thanks for the help
ill let ya know what happens. But try it and get back with us either way! Wha if you have an older
vehicle that did not have a 12v constant? Any advice please!!! The constant power yellow wire

on aftermarket units should not be ran to the cigarette lighter, however, if you are running two
accessories red wire off of one cigarette lighter it should not be a problem. Hi, I have a saturn
vue and just purchased an aftermarket car stereo. When I hook up all of the right wires, the
stereo is off when the car is off but when I turn the car on the stereo stays off. I know there is a
problem with the ignition switch wire so I believe I have just not connected those wires. I
installed it last night and since then I have just turned the display off. I am worried that it will
drain my battery. I want to be able attach the wire to another one that is controlled by the
ignition. Thanks for responding so quickly!.. Unfortunately I do not have access to my car and
the wires at this moment. As soon as I am able to do that I will. The other option you have is to
purchase a vehicle specific wiring harness that plugs into your existing wires and adapts them
to an aftermarket form, making it easy to wire. This will make wiring as easy as putting red to
red, yellow to yellow, purple to purple, etc. Let us know if this helps! I wired it and it was all
working great until a couple weeks later it fell out of the dash. Do you have any suggestions?
My head unit has power but my speakers do not. Head unit does not have amp of any sort.
Curious if the channel in my stereo is disabled. I have a sony stereo im trying to put back in my
car i have all the wires connected by color but there is a illumination wire i dont know where it
goes and when i plug it in theres power to the stereo but it wont do anything any suggestions?
As far as the stereo power, does it light up and function correctly but not emit any sound? Or
does it not power up at all. The screen comes on but it wont do anything else-nothing happens
when i hit the source button, its one where the face plate slides down to put cds in it wont eject
etc. You will need to double check the wires and their corresponding functions. I have a 04
mustang GT and I installed a power Acoustic stereo into it yesterday. I checked the wires and
the fuses and didnt find anything that looked like it would cause the sound to not play. Whats
my next step. Most head units if not all should have that wire coming from the unit. This will
turn the amplifier on whenever you turn the key, just like your head unit. The other problem that
you may have, if your Mustang for sure has an amplifier, is the adapting wire harness that you
are using. You should be using the Metra with RCAs for the speaker signal wires. Check the
harness and make sure you have the correct one. Iv gone over the wiring several times and
have found its wired correctly. Iv never had a problam with this equipment. Double check the
amp turn on. Hi I have a BMW e I brought the correct wiring harness to fit my car so I could plug
it straight in. I had to also run a yellow wire from the harness block to my fuse box for constant
power with a in-line fuse, which is part of itâ€¦ It was all working great and obviously connect up
right and also remembering what I was on so memory was also right. So I fitted it all into the car
and when I tried to turn it onâ€¦ Nothing! So I took it all back out checked for a lose wire or a
wire that may have come off and checked all the fuses. Everything was still spot on yet its still
not turning on. I tried my Phillips in a friends car and it works straight away. So my after market
head unit is not at fault either. Which makes me think maybe a fuse supplying that red wire has
blown or something. Have you checked the fuses under the hood as well? If you have access to
the manual, look for the list of fuses and locations and check both boxes in both the dash and
under the hood. I have maxima with a pioneer radio in it. When the music is playing through all
of the speakers, I get major feedback. It sounds like all of the speakers are blown. But when you
turn the balance all the way to the left, the music sounds normal. When you shift the balance to
the right, the feedback problem returns. I thought it was the factory amp so I bypassed it and
ran the speakers directly from the radio. What should I do next? It just stays blank. Where could
I have gone wrong? All it does is flicker on and off constantly. Does anyobe know how to fix this
problem. It will not work. I hooked the speakers up before the deck, and they were working fine
with the factory stereo. Now that I have installed the new deck the speakers are distorted. It
sounds like the person is far away and there is not any bass really. Now I had to figure out the
wiring colors since KIA likes to make their wires different colors than even their manual or
diagram has they are. I just ran the grounding to the actual grounding wire instead of in the
harness and just left the harness one unused. Q1: Is that okay? Or both? Any help would be
greatly appreciated! First thing, I would double check whether your car has an OEM amplifier or
not. If it does, it will explain the distortion that you are hearing and you will need a different wire
harness that will adapt the RCA outputs of the aftermarket head unit to the stock amplifier
speaker signal wires. Or, bypass the amplifier all together. To answer your other questions, as
long as the ground wire is attached to ground, it is fine. Thank you very much for your help in
this matter. I believe that everything is connected right now. Sounds a whole lot better now! I
bought a Dual XDMA aftermarket stereo to go in my Chevy Malibu also bought a gm adapter
harness to do the wiring 08 also now when I plug all matching colors together nothing happens
also has two orange wires that did not go with any wire on the stereo. The orange wires are
typically for illumination and dimmer. Did you purchase an adapting wire harness? Double
check that your accessory and constant Red and Yellow wires are both connected to the

corresponding 12V accessory and 12V constant wires of your car. Hi I have an 03 chevy tahoe
and I just installed a jvc in dash. All wires according to spec are in correct configuration, could
you point me in the right direction?? If you have a volt meter, make sure the red accessory and
yellow constant wires have 12V. The accessory should only have 12V when you turn the car on.
Constant should have 12V all the time. I am reaching out hoping some one may have any idea
what could be causing all thisâ€¦. I am technically minded and have certificates in electronics
and IT but its got me boggled as with all installers involved. Check the wires behind the radio
and make sure all of the connections are good and correct and that no wire is exposed. Hope
this helps. Could be a wiring problem. Sounds like you may have wired the powered antenna
solid blue to the OEM speaker amplifier if you have one. The chassis is actually a After
discussing with friends, I was told that the audio units whether Ford or otherwise or even for
autos used to have a small fan for cooling purposes but this has been deleted on the units
being built. Any information or advise will be appreciated. The CD player works but nothing else
registers to my botton-pressing. I recently bought a new touch screen stereo for my Honda
Civic SI and i have it installed and most of the wires connected. Any help with this problem
would be appreciated. Please email. Thank you. Everything powers up and works great until I
turn the car or accessory off. When I turn the switch back on, the stereo will not come back on.
In order for the stereo to come back on is to either hit the reset button on the front of the stereo
OR unplug the harness and plug back in. From there powers up and works great until the you
turn the switch off. Any help would be appreciated! I have a dual xdma and when I kill my truck
the radio will shut off. But when I turn it on. The radio will not turn back on unless I do it
manually. How can I fix this? I want it to turn on when I turn the truck on? Please help? I have an
87 jeep wrangler with an aftermarket pioneer super tuner 3 deck. When the radio is on all of the
speakers work but when I plug my phone into the aux cord the front speakers keep playing the
radio station and the rear play my aux music. What do I do so that all of my speakers will play
the aux when I plug my phone in? Check that the solid blue line from the metra antenna adapter
harness is connected to the solid blue on the head unit. Just got subwoofer and amplifier
installed. If i take out the fuse coming from the battery and put it back in it starts to work again.
Anybody know how to fix this? Any help is appreciated. Depending on the amp, the red light
and the sequence of flashing will determine what the problem is. Hi I recently installed a
multimedia car system in my Toyota hilux and I am having a problem with FM signal. The signal
is fine when the car is not running and as soon as I turn on the engine the signal is lost. I have
the blue wire from the antenna connected to power and this also does not work. Hello, we
recently installed a aftermarket Pyle touchscreen stereo to my car, previously had an
aftermarket installed professionally and everything worked beautifully, but decided to install the
second one ourselves, everything works except the subwoofer, could it be connector problem?
If the amplifier turns on, it could be a signal issue and the RCA wires may not be connected
properly. Also check the amp fuses, and the in-line fuse that will be located somewhere along
the power wire to the amplifier to make sure that nothing was blown. I have a bmw z4 i went to a
professional installation shop to have a new after market radio installed along with a new amp it
was a pioneer radio. I bought the correct wire harness and all. Once installed a few days later
after driving the car and hearing music my speakers will sound like they are popping or staticky.
Also when i speed up it will happen more frequently. I took it to the shop and after two hours
they said it was the radio was defective. So i sent the radio back and amp just to be sure and a
new wire harness and bought another new aftermarket radio and another new amp. So i took it
back to the shop and they installed it. What could be wrong? It all seems to work well until it
drops out, then back in every now and then. The time it takes to come back on is random too,
but usually no more than a few minutes Any clue what may be causing this? Bad earthing? Bad
battery? However it has just cut out and ever since the amp is showing warning light. I have
checked all the connections and even changed the amp and the same story again. Reading
through different blogs I found one comment that said to check with power meter the ground
and remote wire. Once I have done that, it looks like amp has been rebooted and it had the
green light on and was working perfectly. However it has cut out again, and I done the same
trick again but it never came back on. Please help.. I have a ford f When I put my head unit in
originaly I had both power wires running through the ignition power. After re-wiring it correctly i
have no sound coming from my speaker. Before when it was wired incorrectly it worked fine. I
have a ford focus and decided to take my sound system out of my car. I have 2 12inch subs with
a w amp. The electric door locks seem to work fine the interior lights as well which leads me to
believe that the battery is fine. So I hooked everything back up to see if it would start again and I
still got nothing. Does anyone know what I can do to fix this? I have two p3 shallows 12 and a
watt amp, the problem that im having is that ever since i went to a cruise i was playing the
music load for a good while and now my speakers wont play only when they want too. The amp

doesnt go into protect mode and the speakers dont sound nasty when they do start playing i
checked all the speaker wires and they are all good i so idk if its the amp or the speakers. Hi, I
have installed a reversing camera in my Toyota HiLux, works well, but since doing this I have
lost reception to am and fm radio. The radio appears to work well, just sounds like the aerial is
not connected. Music from my phone works well through bluetooth, just no radio Cheers, John.
I have a Kia spectra. Installed a Dual xdm stereo. Not sure if I got speakers pos and neg right.
Also ran a wire strait from battery to my yellow wire with fuse. My speakers cut out at high
volume. What could be the problem. Have an issue with my 04 Chevy Malibu Classic. My radio
wont turn on. Now I touch the remote wire that was hook up to the amp to the 12v wire that was
running to the amp. Now I dont have power coming from my yellow 12v constant wire now. I
check the fuses but all of them wwere good I need help. I also upgraded the factory speakers to
kickers. So my problem is every time I shut off my vehicle have to open door to completely shut
off after a few seconds my speakers pop. I have a jeep grand cherokee laredo with the infinity
gold system. I removed the stock head unit and replaced it with a new kenwood kdc-btu. I
purchased the metra wiring harness for it. After installation, everything works but the audio. I
can adjust all of the settings. The siriusxm works fine, the steering wheel adapter works fine. It
holds all of the memory; but I have no sound. I looked in the trouble shooting section and found
that I can actually turn the speakers off or set which size of speakers are being used or there is
even a setting for OEM for optimal use. When I removed the original head unit, there were only 4
connections: 1. Steering wheel control 2. Ground 3 and 4. It does have the infinity amp; and
prior to removing the stock unit like 30 seconds prior everything worked fine as far as getting
sound out of my speakers; and now nothing. I am positive that the speaker wires are hooked up
properly between wiring harnesses. In effect the only change is the head unit and nothing else
has been bothered so I am fairly stumped as to what it could be if the settings on the new head
unit are turned on for OEM speakers and there is no wire coming from the new head unit to
connect to the amp turn on. Any help would be appreciated. Any suggestions would be
appreciated. The power is also ON with the engine running the key is at ON position. Should I
connect the antenna wire to body of the unit? I have had a dual aftermarket head unit installed
for the last years with no issues. All of a sudden the sound goes out but power remains on.
Sometimes when I start the vehicle at the star of the day the sound comes on briefly and then
stops again. Sometimes my reverse lights work and sometimes they blink when i put it into
reverse and blink again when i take it out of reverse. I have a jeep grand Cherokee. With my
radio on while driving I turned on an interior light and my radio shut off. I checked all fuses and
they are fine. I checked fuse in cd player and it is fine. It will not turn back on. Red blinking light
still works when face is off. I have had my stereo shit off temporarily one time before when I had
door opened. I am thinking its wiring but where? I have a 15 inch sub hooked up to an amp and
my car speakers hooked up to an amp. Theres never been a problem before but I got a new sub
and now when I turn it up my speakers stop working and only the sub works. Theres no blown
fuses or bad connections to the speakers amp and the speakers work until I turn it past 5. I just
tried to install an aftermarket stereo Pioneer 4 speaker car audio system package no. I have all
the wires hooked up properly, but when I plug the head unit in, nothing comes on. When I
unplug it, and plug in the stock head unit, that one works just fine. What am I doing wrong? I
bought a wire harness, and I have more than triple-checked the wiring between the harness and
radio wires, they are all correct. The ground wire is connected and screwed down to metal
inside my dash. The radio receives no power. Many people say check the fuses, those are all
perfect. I proceed to plus in my old stock radio, it receives power and everything is perfect. I
then took the radio out to the vehicle and plugged it in and powered it on everything was
working fine stereo gps cd and dvd so i installed it in the dash everything still working. My
stock radio works fine but when i try it with two other new head units, they dont turn on. I know
wiring is correct. In 97 cavalier. I just installed a Alpine CDE in my saturn sc2 and i got all the
wires correct checked and double checked when i first cut the key on after installation the unit
came on and had sound when i turned key off it went off but when turned key back on didnt
come back on if i take the face off and put back on then press power button it comes on but still
no spound â€¦.. After attempting to install the radio my powerlocks my windshield wipers and
lights on inside of car stop working and my dashboard gagea went crazy is there a reason y this
happened. What do I do?? We turned the ignition on and the stereo just turned on with the
igniton. The display does not work at all. The volume and track select buttons will work at first
then stop working but if you turn the ignition off then back on they might work again. You might
have to try cycling power like that two or three times untill that stuff works again. There is a blue
ring around the volume knob and all the buttons light up on the faceplate but the display stays
blank. Hope you can help! I have a Chevy Trailblazer that the previous owner had spliced wires
and installed a after-market radio. We attempted to remove and install a new Head Unit using

the same wire scheme and looking up what colors go to what after-market wires. I do not have
on star. I am not getting power. I know what the colors are for outside of the two orange wires. I
am also not sure of the free wires untapped Black with solid white line and Brown with solid
white lineâ€¦. I have all other wires together that i can verify thru Chevy Wiring color Codes
some not listed and the pioneer wiring color code.. Again i have no power.. An adapter Metra
GMOS was needed to take the low voltage factory signal wire and convert it to a 12v that is
compatible with aftermarket units. I guess my next question would be if i bought this interface
which i have found cheaply will then need to undo the spliced wires and then wire the
After-market HU to the interface and cap them wires then do the same from the factory wiring to
the interface.. Radio has to be turned on an off also. Is it hooked up incorrectly. Radio should
not have to be turned off when you get out and it should not be pulling so much from the
alternator that it kills the battery. Also the radio seems to turn itself on when no one is in the
car!! Is there some type of harness adapter that connects the old harness to the new one so it
will pull power just like the old radio?? Hello, Very useful this thread! How voltage need for
dimmer signal? I bought a Kenwood dpxbt but from the manual no details for voltage for this
option! My car is Fiat Stilo 5D. Sometimes cuts off for a couple days and then starts working
until it eventually cuts out again. Power to the display but no sound. Any ideas on what to look
for would be appreciated. Hi there, I have a mitsubishi lancer i am trying to install a aftermarket
stereo but there is no power anywhere i have checked all the fuses taken the battery terminals
off etc but still nothing can someone please help? I am doing an install on a motorbike. You
seem to be the most knowledgeable and proactive on the planet:! Question; is it a must to hook
up the red accessories wire? I would like to run this completely manually. I am not sure what
that means and again, does it need to be connected. Also this is a manual wiring job given that
the factory connector was missing. After replacing the alternator the stereo will not come back
on, I removed the head unit from the dash and disconnected the wires and then turned the
accessory on and wired it back up and it work, but after turning the ignition off and then back
on again it wont come back on. Anybody have any ideas? Double check the accessory or radio
fuses. Please help. Sometimes the buttons will work and not the volume knob, sometimes
nothing will work, sometimes everything will work. Is this a radio malfunction or am I doing
something wrong? I have a pioneer Bluetooth head unit wired into my 95 Subaru Legacy. Every
time I turn on my car I have to set up the clock, turn demo mode off. But it does remember my
phone in the Bluetooth settings. I have to reconfigure my subwoofer settings every time also.
Just hooked up a new head unit and every works great. I have an amp and a sub hooked to it
and it sounds great. The only problem I am having is when initially turn on the unit it has very
little high range sound. When I push the treble up or down button or even the bass up and down
button everything goes back to normal. It also does the same thing if I switch between
application on my touch screen. I believe everything is wired correctly. Ever heard of this? I
checked the wires and nothing seems to be lose. Any help?? First time trying to install a stereo
unit and thought it was successful until I tried to listen to music. I have power to my stereo but
no sound from radio or aux input whatsoever. I have a toyota avalon which has the jbl system in
it. I already knew I could bypass the amp but I wanted to keep my tweeters working and
whatnot. Then the stereo unit also came with the power supply harness and the speaker
harness. In short I did not actually touch my stick wiring. I plugged the stock connector into the
aftermarket one I purchased then did on the wiring from that one to my stereos harnesses. Now
the aftermarket harness had rca plugs instead of just speaker wires. I clipped those off and just
matched all the wiring. After all the wiring is done I have one wire exposed from the head units
harness that it came with which is the power antenna. Then the aftermarket harness has the
amp on wire exposed and the power antenna wire exposed. I connected the amp on wire to the
power antenna and got a pop noise while trying to see if it would play aux music. No response
from connecting power ant to power ant wire though. My question is should any of those wires
be hooked up to something or is it just my speaker wiring that could be wrong? It was removed
from my old car and moved to my new car, an 06 Sorrento which uses a GM wiring harness. The
factory radio was a Delco. I made up the harness and no issues. The radio works but the USB
port and Bluetooth both show that they are working but there is no sound. I even have a second
of these Sony radios and swapped it in but the same result. I am starting to wonder about the
wiring harness. Is there anything that can cause this? Could that one wire do this? I have a
Cadillac Fleetwood and it had the cassette deck stereo. Install guide said that the orange wire
from factory is the constant. Hiwever, there are 1 orange and 2 orange with black stripe from
right side of old stereo. I tapped into the orange just as the illustration said and I get power but
no memory and no right channel and I know the speakers work as I plugged old one back in and
it works as intended. Please help!! Recently bought used dodge ram and it had aftermarket
radio and amp in it. Everything seemed to work fine and my mechanic told me that the radio

would sometimes come on by itself with no turn of the key when he was working on it. Wanted
to disconnect and take amp out so I disconnected the amp from the battery and then
disconnected the stereo wires from the amp no speakers were hooked up to the amp. Now when
the car is completely off the headlights, interior lights, remote keyless entry, and steering wheel
lock do not work but when I turn the key everything works fine. After reading these post , it
seems the previous owner may have hooked the radio up to a constant hot and somehow tied it
into the interior lights, headlights, and possibly ignition switch. Do not know if this blue wire
means anything but it might. Any advice would be awesome. What could I check to eliminate
any simple problems before I send it away for repairs? I have an 04 jeep grand cherokee new
kenwood u. When switch is in start position the radio gives an att off message and the reception
drops. Put the key to the acc mode and every thing is all good. I have checked all grrounds.
Antenna and every thing worked with the old jeep stereo. I have a mustang with premium audio
in it. I have a blue and white and a blue wire coming from the mustang and only a blue from the
head unit. The blue is the amp turn on but after the first use the amp stays on. And what is the
blue and white wire? I have a Kenwood stereo in my Mustang. Works fine with driver door open
but no sound when you close the door. Do you think this is wiring to the speakers or a ground
issue. Thanks for your help! Hi, i have a ford focus zx4 with a factory sub woofer. I have a
nissan pathfinder. I purchased an aftermarket kit B for it and my stereo is a s Ever since the guy
installed it, my factory lcd either turns off for a day or two, or reboots and i have to set it back to
what kind of car it is in the miscellaneous menu. Does the lcd and stereo need seperate power
or something? I am dumb to this and cant seem to get help from the installer either. But my
problem is that when I initially tested it, it powered on no problem. I have a jeep cherokee and I
have a problem but I dont know what it is. What happened was I plugged my cigarette lighter in
to its slot the the radio shut off immediately and now the radio refuses to turn back on. Ive had
the radio for a couple of years and this has never happened before. I checked the wiring twice I
did everything it said. Yes I unhooked the negative on the battery also. The kit came with a long
red wire that says 12 volt ignition switched on it but has no place to plug it in. I own a chevy
Colorado. I also even returned one radio and got another. I have kenwood kdc-btu. All I can see
is when I check dc before plugging in stereo it shows After I plug into stereo it shows What can
I do? Thanks for your time, David. I have a 93 Toyota Carolla and I went and picked myself up a
radio from the junkyard the other day. I spliced the wires and turned it on and it started up and
worked great. Any help is much appreciated. I have a 03 Pontiac Bonneville and I hooked a new
boss head unit in and it worked great at first. Then the first time I drove it during the day I
flipped by fog lights off and my head unit turned off. I tried turning my fog lights on and off, and
the head unit when on and off with the lights. I have done some guessing on my wiring but have
had no luck. Any ideas please let me know and they will be greatly appreciated! Same with usb,
aux on the mid console between the seats. Someone who knows what I should do to make the
buttons work? Is it problem with some pin in the ISO harness or the canbus? Hi i have an
aftermarket stereo in my car and it was in there alreadyâ€¦now it is not working at all it has
power and wheni turn the key on i hear a faint static pop and thats itâ€¦i thot of removing it but i
didnt and thot i should ask someone firstâ€¦.. Now, when I turn the radio up past a certain point,
the music will cut out and stay out until I power it off then back on but the subwoofer still works.
It clicks into place on one side and just hangs on the other side, which is the side that needs to
stay in place for the whole thing to work , how do I fix this? I hooked it up and the only problem I
have is the red ignition wire. Please help! My Kenwood radio is working and everything, I had
and alternator belt issue and it went outâ€¦ I drove it till it died, I fixed it, and now the radio
works and plays musicâ€¦ However, the screen flashes on and off. If I reset the radio with the
car on then it work better, but once I turn the car off again, the problem persists. Hi I recently
went to change factory stereo system in 04 Kia Sorento. I got the harness and 8 gauge wiring kit
for watt amp. And when i wired it i notice that in door the 6. Old unit had factory amp still
hooked up. Can u please help. Hi I have an android kld 2din with parking camera and the radio
loose the reception after 10 minutes when the engine is running. When the engine is off, radio is
working again and all stations have great reception. Also sometimes when the rpm from engine
is low the radio works again. I have just installed a pioneer deh-xui in a chevy aveo and turned
on the unit put in a CD and it played great for about 5 minutes. Took out the unit to look at the
wiring and the back of the unit was pretty hot anot sure if that has anything to do with it but it
was hot. Not sure what to do at this point. Why does my after market stereo not function when I
turn on my lights at night, during the day when my headlights are off the stereo works fine, how
can I fix this? What are a couple of easy ways to test if it is the speakers or something else, like
the head unit? I brought my Dodge Charger to Chrysler Dealership for problem with car radio.
My radio works fine for 5minutes sometimes a half hour then the audio just shuts off, no sound
and adjusting volume, nothing. But when I stop and turn off ignition for a minute or two. I all

returns to normal unit it happens again. This ridiculous!!! For some reason my mount broke
loose and my head unit came flying out of my dash and the end of the antenna wire broke off. I
tried a second head unit I have that I know for a fact works and it did the same thing. Just
wondering if my antenna wire is the problem. My 95 f alternator keeps going bad 3rd one in 3
months I have 2 mtx terminator subs as well as a watt amp and a watt kicker wiring kit. I also
have aftermarket hid headlights in my truck what is causing my alternators to burn up so easily.
I have a ford ranger. Check the manual to see if dimming is a feature your unit comes with. I
recently got my car fixed because I had a short that was causing my turn signals, windshield
wipers, and so we thought my radio to stop working. My radio would turn on but nothing would
come out, and now that my car is fixed I do not even have power to my radio or my cigarette
lighter. What could be the problem? Hi guys. I am having a really weird problem. I own a Dodge
Stratus. I just took out the old stock system and bought the car specific wiring harness. I wired
it all up according to color codes but when I got done I started my car and then it died after 2
seconds when my stereo turned on. Also none of my guages will work when it fires and the
odometer says no bus. I can get my car to run just fine if I unplug the radio harness. It has
something to do with my radio and I cannot figure out what it is. Help me please? Its an Eclipse
radio. I hope this has not been answered and I missed it? With all the right stuff I thought this
system would sound at least decent, but nope sounds like Sâ€¦ Then I really start researching
my car and found that the DQ was being fed by that horrible Amp connected to the deck, So I
find a Metra Plug to Bypass the amp. You may be able to tap into the signal wire for the oem
amp to use as the input to your sq depending on the voltage of the signal wire. Hi, thanks for
the response. The OEM is the culprit but how do I pass it?? When I plug my six lead into the
back of the sterio and then plug my phone in the sterio turns off?? In my chevy malibu lt i
installed a new headunit and everything is working but when i turn the car off the headunit stays
on and kills the battery what can i do to fix it? Why does it do that? Suzuki Carry Van â€” Can
someone please help me?! Where can I find the wiring diagram for my vehicle? I have a Sport. I
recently added my old amp and sub to it so I can have better sound. When installing the amp
and sub the direction said to connect the blue wire from the sub to the remote wire in the wiring
harness for the deck. Is this true? Hooked up new reciever works fine but when i go to charge
my phone using cig lighter outlet it fet nothing but static please help. Problem 1 is the poor
radio reception for regular radio stations. Buying an aftermarket antenna since stock is a
windshield antenna. Problem 2 is the significant drop of highs overall. Highs sound weaker than
factory stereo. All car speakers are connected well. No EQ setting will fix this. Stuck with this
problem. Now for a few days has encountered a funny problem, with the car ignition ON engine
OFF the player works fine. Again I switch off the engine and switch on ignition only the player
works fine. Ok I have a Pyle double din navigation unit, my screen is solid white now. Any ideas
of what could be wrong or what I should do? I have a Lexus SC, and I bought the car used, it
had 2 previous owners. I wanted to re-do the sound system. I had Best buy geek squad install it.
It works and run except, when I press the receiver firmly or press a button hard on the receiver
it resetsâ€¦ It will still have my custom lighting lit up but the song that I was playing will stop
playing, then it will pick up where it left off 3 seconds later. Almost like the machine is resetting
its self. I just installed a Kenwood DPX after market stereo on my 03 toyota 4runner. The stereo
works great but this morning my truck turned of 2 times. The truck starts right up when I put it
in park and turn the ignition. Any ideas on what could be wrong? Have an o4 Chevy suburban
that has a stock radio,xm radio,and is controlled with my steering wheel and connected to my
on star. As soon as I installed it, it worked fine. I was able to turn up the sound, changed inputs,
every thing was functional. I then paired my iPhone 6 with the blutooth and now it is not
functional. To turn on the stereo I need to press the eject button and do the same to change the
sources. I cannot change songs when the cd I had in there is playing, I cannot eject the CD, and
The volume is stuck at one level. Now the person who installed it just used the wiring harness
that was already on the stereo. Do you think changing it to the Honda wiring harness will make
a difference? I have a toyota Vitz radio which although has its power on, the sound takes a few
minutes to come. Sometimes it takes more than 15min. This happens more frequently in
summer times. Should someone have experienced such problem, please let me know what
might be the problem as I have already had some attempts with my techs but to no avail as the
fault is more like intermittent although very frequent. I have a ford explorers that I took out the
factory stereo and installed the proper wire harness adaptor and installed a jvc stereo. I have a
Mercedes C that I put a Kenwood BTu in, I used a wiring harness adapter and everything turns
on and plays and there is sound from all the speakers. My issue is that the display illumination
is not bright at all. I have turned the display brightness all the way up but when I turn the car on
I cannot see or read the display at all. I do not have the orange or orange black wires attached to
anything. I jut put an amp and subs in my car. I connected the remote turn on from the amp to

the blue and white wire. Should I do something differently? I have a 03 Saturn l, last week my
husband was messing with fuses in our car and now my radio will turn on but no sound will
come out of the speakersâ€¦any ideas how I can fix it? Got stereo fitted into my seat Ibiza mk3.
Works fine when engine is not running. Im having a really hard time connecting my Kenwood.
Dpxu to my saturn vue. I have the speakers connected but am unsure of the constant and
switched 12v connections. As well, i dont know what to do with the remaining wires coming
from the saturn. Im pretty sure they need to go to something, but the Kenwood doesnt have as
many wiresâ€¦. Any help would be super appreciated. Thanx J. I just got a civic lx. I put my
pioneer in with my one sub and amp. I used them in my 05 elantra and they sounded great. I
checked the wiring and the antenna plug-in. Any ideas??? The question remain is: where
should I connect the blue wire which comes out from the wiring harness Power Antenna
Wire??? There are rare occasions that it stays on for about an hour or so. When turning on the
fog lights or headlights, the stereo will light up but still will either not turn on or shut off soon
thereafter. Can you please help with this? Before it was perfectly working, but now whenever i
start the car, supposed to be the screen opens, read and plays music automatically. Can
somebody help me out, i think the problem is the fuse. Play the radio, and through aux port, at
any volume, and it cuts out for half a second and then comes back then cuts out after another 8
seconds. I am leaning towards a problem with the ground? I have a chevy silverado and i just
installed a boss double din touchscreen deck. It turned on right away and everything works fine
on it but then i park my truck for the night and when i get into it in the morning and i turn my
truck on the deck wont come on. I play music from my phone and the closer to the end the song
the song gets cut short and goes right to the next song. The next song does the same thing.
What do you think the problem is? I have the adapter harness all wired up but it receives no
power. All fuses are good, the stock radio works. I installed a Jvc car stereo and the FM was
working but quit within a weekâ€¦. I checked to make sure antenna was connected and it is â€¦. I
have a keenwood system and when i turn up to 20 plus it cuts off and on what could be causing
this. Of my bass when i turn car off i loose time and presets i hooked up radio with wiring
harness matching all color wires my after market radio does have 2 ign wires which i did not
connect because i couldnt figure out what to connect to my cig lighter is constant power with or
without keys. I have a 3 week old Kenwood HU. I heard a pop and smelled something. My radio
now has no power at all and all the fuses in all 3 places are all good, checked twice. What else
can I do? Any and all advice is appreciated in advance! Can you help? Any thoughts? But when
my car is still running it powers off when I open the driver side door. Also my dashboard lights
and tail lights quit working. The first time they quit it was a fuse. But this time the fuses are
good still. I used a multimeter to find the right wires. The sound comes out really faint on the
highest volume level Is it the amplifier? I had Best Buy put in an aftermarket Kenwood unit and
it works fine. Just curious if anyone else has had this problem with their factory stereo. Had a
kenwood double din installed in a shop with amps and speakers and everything worked great
for a couple of months. Then one day the unit turned off for a few seconds and then turned back
on and worked great. Over the next couple of months the random turning off of the head unit
became more frequent and stayed off for longer periods of time. I have noticed that it seems to
turn off at completely random times. It turns off when accelerating, decelerating, sitting in
driveway, car started, car turned to aux power, when its hot, when its cold, the only pattern I
have noticed is the fact that it got worse and worse. My head unit is only 6 mo. Hey, I just
installed a car stereo. I have all the wires hooked up correctly, but it has no power. Any ideas?
Never had a problem too now. I turn off head unit for a little while and turn it back on and
sometimes there will be sound, sometimes not. All the wiring is tightly connected. Hi, I have
recently bought a Ford focus from a car dealership, every thing is fine except the radioâ€¦. It
works fine when the car is still but as soon as I drive off it losses all Power. Thanks in advance
for any advice. I bought a Jensen in dash gps unit and a back up camera to go with it. I had a
professional install. The car is a manual and yes it is in reverse, I am just trying to figure what I
need to do to try and get it fixed. The installer says there is something wrong with the stereo
unit. Anyone heard of this? I think I have a loose wire and i had asked my uncle to fix my system
and he redid the system but I still think I have a loose wire or it may be something else but out
of nowhere the one of the back speackers will stop playing music or there will be no bass out of
nowhere and then after a while the speacker reconnects and you hear the speacker again or the
bass comes back. Any advise? I just had a alpine stereo hooked up in my car. I program all my
stations and set the clock but every time i start the car everything is gone please helpâ€¦.
Hoping someone can help me. I bought an after market car stereo to put in my daughters
plymouth breeze. We unhooked everything, try another brand new stereo the same way and
nothing. We unhooked that and put the factory stereo back in and nothing. We checked all the
fuses and everything there is good so i have no idea what to do next. When I press the button

for Tuner â€” there is no sound â€” not even radio static. The different channels show up on the
display like they should, but the audio is just not there. Hi i just purchased a pyle pldnb78i
double din i wired everything right and my screen pops on sometimes. But most the times just
stay black ihave sound and radio plays but screen want turn on. What could that be??????!
Very confused!!! I tried tu change the HU, but the problem persist. I tried to change the amplifier
and the problem is steel there. It can be a problem with signal wires? Do you have any
sugestions or solutions? Many thanks in advance! It works like powers on it shows the clock
and the buttons work but it wont play any radio stations even though it picks up the channels
when automatically searching or when you put in a cassette it will eject it 5 seconds later aswell
as its Kenwood Cd changer , so i dunno it might be just a lost cause and need a new one or if
one of the wires are wrong some how or its not getting its full 12volts or what ever it takes ,
reply as soon as you can it will help alot. I have a Toyota Highlander. Sometimes they start
working again right away and sometimes they start working in a day or so. It seemed like this
issue was happening more in the summer than now. What do you think it could be? I have
recently bought a Clarion cd,tape and radio all in one. Any ideas how to fix it? Sound is good
out of my stereo, but I have to have it turned up to 50 max to hear it with a decent volume. Are
the pre-outs as loud as using the wires on pigtail of the radio? I have the amp wire connected,
and I verified the amp connection. I have a kingranch and aftermarketsterio when I turn up sterio
it cuts outabouthalf aT then I have to reset deck or shut truck off and turn back on then I have
base again when it cuts out just looses base but highs still work gas jobby fking ranch. How to
install just a car stereo and amp if car has no wires,but have batterie,do I need a converter box
or fuse box to go off the battery. I have a 91 ford ranger and I installed a pioneer radio when I
turn on the head lights the radio goes on and off as well as if the radio has sound it goes on and
off only when the lights are on please help. I have an 88 ford ranger that i recently hooked up a
dual i think thats the right number , the blue lighting on the buttons come on, so its got power to
it, but the clock numbers dont show up and i have no sound coming out. I have a chrysler
crossfire , and tried putting on a pioneer stereo but no sound come out, help? Problem is that
when i play music and put headlights on the Music system gets hanged. No button works at that
time. I bought a Chevy Equinox LS model my radio is the old type I mean is not the screen touch
type but my proble is the woofer is not working I have checked and realized there is no feed
comng to the woofe. Please help me. It also does this during music playback when playing
higher notes. What can I do to correct this problem? After installing new speakers in my FJ
Cruiser the radio would suddenly turn off once in a while, usually after hitting a bump in the
road. I had the test lead connected to the wiring harness plug, so I think the problem must be
with wiring harness plug on the radio. Has anyone ever had to replace a wiring harness plug
because the pins in the plug no longer makes a perfect connection? Installed a new unit in my
Silverado. I am positive I connected wrong first try and blew the fuse. Tried going back to
original unit and still no power. Is there a secondary fuse or in line fuse somewhere other than
the fuse block? The problem is that I have the treble speakers working but the bass do not.
When the warning dings come on like telling me the key is in the ignition or door ajar I have full
stereo all speakers working. When no dings then no radio. Where do I start looking for the
problem. I tried a Big Box store and their guy said since factory radio then need to go to the
dealer. What im askingbis what would i use and how andbwhere would i use it in my maxima? I
have a Passat. After fitting an after market stereo, which allows a reverse camera to be
connected, although I have no camera connected , when I turn on my side lights or head lights,
the stereo goes into reversing mode, and shows a blank screen and stops all music. Basically,
my lights send a signal that I am reversing, and that a camera is connected. How can I stop this
signal from reaching my stereo? I have a double din for my 06 rendezvous and hooked the wire
harness up correctly, comes on and plays movie and all but I have no sound?!? Car battery died
after installing new battery, infinity radio in my crossfire does not have sound, CD changes
tracks, radio changes stations all displays working, balance display changes all functions
except tone has?? I have a 00 monte carlo I installed a aftermarket stereo and I spliced all the
wires correctly to my knowledge, even looked up the stereo wireing diagrame NO POWER what
so ever to the head unit. I unhooked the battery and looked the wires over again and again. The
diagrame says the orAnge wire is 12 v battery and I had test light and checked every wire and
none of them have power go ing to them. Got it working and hooked it up to my tweeters and 6
by 9 speakers as well. Heard a crackling noise coming from the speakers, so i instantly knew it
was a connection error. Took the HU out and corrected the noise and when i went to put my HU
back in a blue wire with a red stripe touched my ground wire. Radio hasnt worked since that
happend. I dont have a voltometer at the moment and have trouble shot everthing i could think
of. My vehicle is a 92 dodge b 5. I have nissan sentra and i bought a slide-out screen it was
working perfect but all now it keeps going off then it comes back on,it does that quit often,i dont

want to get rid of the radio if i can figure out the problem. I bought the wiring harness but the
factory harness has one more wire than it does. It is black with yellow stripe. All works but the
audio. Help plzz! I installed a Sony stereo in my outlander ,I have power but no sound ,do I need
something else? I installed new Sony stereo , every thing works but the sound ,all the wires are
good connected also we tried if we can use the headphone and we no had any sound either so
is not wire or speakers problem.. I am having the same problem did you find out what was
causing your problem I have already or works but no sound coming out of my Kicker box. What
solution will i make for my built in DVD player to work? I have a Toyota Hilux Dual Cab Ute 4 Cyl
Petrol motor -stock standard â€” I hear the radio clearly but with crackling â€” rev the motor
and the crackling stays at the same level â€” are you able to help as to a solution. I have an 89 f
and the original stereo system produced a very low volume which I could not control. So i got
new speakers and the same situation occurred. So I hooked up an alpine and everything worked
on it except it had no sound. The speakers are getting power because i can hear them when the
unit turns on and off, but no sound. I have a 99 Chevy Blazer that had the factory am-fm
cassette player. I checked the original car manual; it said that it could be the CD was dirty or
scratched or it was too hot but I live in Arizona. Two days ago I put in a single din stereo in my
van and it worked great. The next day it had no power, someone told me to pull out the bcm
fuse and put it back in and that fixed it. This is not a very expensive or powerful system. So last
night it did it again, so for the time being it is working. I pulled it out and went threw the wires
and interior fuse connected to the unit and it is fine. Is it just a bad unit or am I missing
something? Have a Ford Taurus the radio would work when in ACC but when its time to start it
actually stops. It has power sometimes but never no sound or anything. Any help. I recently
installed a Pioneer AVHBS and it worked great on the first week but now for about 5 minutes
after I start my car, it keeps uncontrollably changing the input. When I change it back to what I
want it just keeps changing. After about minutes on the road it quits and works normally. Tried
to see if the remote was a problem so we took out the remote battery but it still happens. Had a
friend install it for me but if anyone has suggestions on how to fix it would be much
appreciated! I have a Monte Carlo. I recently installed my front door speakers but when I took
the old ones out, they were melted. So when I installed the new ones in, nothing happened. Do I
need new wire harness? Everything went fine except for mounting it inside the dash. The
factory mount is actually a 5mm flat piece of plastic with a wood grain pattern overlay. There is
nothing on the sides or behind to help stabilize the deck. The factory deck was a generic
cassette player that hardly weighed anything. I know about the various mounting kits available
but have yet to find anything that will help me. Does anybody have any ideas on what I should
do? I am going to assume there is a problem with my alternator but i would like a more detailed
reason as to why this happens as in is my alternator out putting too much power so my amp is
shutting off. Hi I recently bought a double din for a VW Polo 6, after about 6 months my screen
becomes white with no sound while playing music and that sometimes happens when I hit a
speed hump. I tried to reset it, but nothing happens. I have to wait for a few hours or a day for it
to be normal again. Is really stressing. I have a impala ls. Finally I got it working then it
randomly started losing power and shutting off. Then it would turn back on by itself. I thought
maybe the radio was bad so I put factory radio back in. It does the same thing. I can be driving
down the road and it just shuts off then turns back on. Sometimes it can be for a second or two
and other times it can take almost a minute to turn back on. And other times it will just keep
turning on and off on and off repeatedly. The clock resets pretty much every time yet it seems to
save my presets. I took it in to a shop and they insisted it was the module I bought with the
aftermarket radio. But I disagree because it was doing it for a while before installing that
specific module. I originally tried a relocation harness before switching back to stock. Now mind
you, all factory plugs are still intact. I never cut them. Thanks in advance. Then I have to switch
my stereo off for 10 secs and on again and everything plays normal it happens all the time when
I press on my hooter even if I press it for 1 sec. Did you replace the factory head unit with the
Alpine or was there another aftermarket previous to the Alpine? If you replaced the factory radio
did you use also a harness that plugs into the harness you unplugged from the OEM radio to
facilitate the installation of the Alpine? Sounds like you either have the wrong harness because
the yellow wire is constant B and it sounds like it is grounding out and blowing the fuse. The
stereo and speakers are both factory. Try unplugging the power outlets connected to the same
fuse. I was having the same problem and that fixed it for me. Just installed a Jensen which
works fineâ€¦.. The same thing happens if you push anything on the actual face plate,
sometimes it works, sometimes it does nothing or it just reboots the whole thing. I pushed it
once and it restarted, so I pushed it again and held the button until it shut down. Appreciate
your help here. I have a an old nissan micra. The radio is old as the car. A few weeks ago all of a
sudden the radio started to make a beep sound and lose the radio connection. Sometimes if I

switch it off and on again, the radio broadcast again but sometimes it is not. It also changes the
station by itself always to a group of them. Is the radio that is gone or is the antenna that needs
replacement. How do I know? Thanks for your help here. HI, we just purchased a Mercedes
Smart Fortwo vehicle. Dealers just want you to bring the car in for service. After being on line
and doing research I have discovered there is not a SIM card in the stereo. Can you tell me
where to purchase a SIM card for the smart car? Just check for the fuses near the battery and
the ones down on the RHS of the steering. If the appropriate amp fuse is not given, they may be
blown. If no fuse is blown, then remove all the fuses and reconnect them. This should do the
trick. I got my problem solved by this technique. I installed woofer and tweeters in the doors of
my toyota corolla and used an Pioneer amp to power them. Once I hooked the system up I have
alternator noise and a constant buzzing coming from all the speakers. I have it grounded to the
car frame around the window where I scraped the paint off and then drilled a hole and screwed
the grounding wire in. The amp is under the drivers seat of the car and I installed new speaker
wires so that the sound quality and power would be better. Any advice on how to get rid of the
alternator noise and constant buzzing? The Corolla engines do not possess a large alternator.
Even though you have an amplifier it does not change the amount of power that the alternator
puts out. The wind is from the alternator being overloaded. An alternator with larger coils or a
bigger rating will not whine like yours is. I suggest getting a larger powered alternator. I can see
why it would be important to read why the head unit might not have sound. Another solution
would be to watch videos about it. Hi Joe, I have similar issue with my factory stereo in a
Landcruiser. Start car,turn radio on and sometimes no sound but minutes later normal
reception comes on. Then sometimes it works as normal,but issue seems to be happening more
frequentlyâ€¦.. A strong local station I have checked antenna connection and it appears to be
good, I can listen to am stations and when I disconnect antenna it goes out. So i have a 95
Nissan pathfinder, and an aftermarket boss stereo installed. Sometimes when I disconnect the
antenna cord thing. The cord that has a metal thing on it, supposed to be a ten thing or
something it starts working again. But then when I turn my car off and then back on when I get
into it, it stops lighting up again. All the wires are connected properly. I installed a double din
head unit in my 15 dodge dart several months ago, and it was loud clean etc then all of a
sudden it went to distortion what could cause this â€¦.??? I just bought a used Ford exposition.
And the car drives great. But the radio doest work!!! I back tracked to all the fuses under the
dash and in the Good, but the fuses checked out!!! Anyone have any suggestions? I have a
Mercury mountaineer. I had transmission work done about a year ago. The radio plays only one
station because the display screen does not come up so I can change stations. I bought my
head unit around that time too. I put in new door speakers last summer. Recently my speakers
slowly start getting quiet, and then they just stop working all together. Anyone ever had similar
issues? I have a crimefighter touch screen stereo and was working fime up untill today. Every
time i turn it on it just goes straight to the camera and wont change or it will turn on with a thud
through the speakers then static then switch off and do it all over again. I have a Nissan Altima.
I installed a 2-Din JVC radio. I noticed that sometimes when my headlights come on, the
speakers shut off. I turn the radio off and off; and the speakers work like normal. After this
started to happen to my speakers, I disconnected both wires. Yet the same thing still happens.
Not sure why. I have grand am.. My problem is where the deck goes right above it is a over
hanging part of the dash, I need my deck to come out about 3 inches. Do you know of any kits
or ideas on how I can do this? A very nice write-up, thanks for that. I have a different issue
though, if anyone has encountered this I would appreciate any tips. If I turn the gain for the rear
speakers all the way down on the amp, my car stereo goes into protection, I have to unplug
everything and plug it back to get it working again. Thanks, Dan. Ok so I installed a Dual radio in
my 02 jeep grand Cherokee and I bought the right wiring harness and matched all the colors but
only my rear speakers work. Just installed an aftermarket ken wood deck, in a Sunfire. What can
be causing this issue? Question I have a JVC kw-vbt and the system has been working fine, this
morning I started up my vehicle and no sound was coming out of the speakers. About 10
minutes into my commute to work, it started playing around again. It delays sound minutes after
starting up and I have no clue what this could be.. I listened to the rears and they are still
thumping, but there are no vocals coming through, I even replaced them today, but still nothing.
After installing, the radio is working fine, but there is some background noice. How to fix? The
bluetooth connection to mobile phone is in and out and on the unit it differents between phone
and audio playback. Connecting to one but not the other. Phone is connected, but the audio
playback is not possible, because the choise ON is disabeld. What to do? I have not found any
solution in the manual. I have a Civic. Bought it brand new and had an aftermarket system
installed shortly after I purchased the car. Currently have a Pioneer head unit. Boston Acoustic
front and rear speakers, 10 inch sub, and a 4 channel amp. Speakers and amp are originally

bought in My issue is the amplified audio from my speakers cuts off and on randomly. Stays
mainly off. It is the front and back speakers. When they cut off the only thing on and working is
unamplified sub. The transition from on to off, and back on when it happens, is quick and crisp.
Almost like a switch! Very clean transition. The head unit was replaced a few months before this
started to happen. Any advice would be appreciated! Run speaker wires directly to your
amplifier. Some cars have a speaker distribution box that has a small capacitor connected to
either the positive or negative side of each speaker wire! This prevents factory speaker overload
when you crank the radio up too high. I know this is going to be a pain in the ass but, you must
take every panel off and run the NEW speaker wires you can get either 16 or 18 gauge wires for
6X9 speakers, and 12 gauge speaker wire for the sub-woofer s! You changed-out your head unit,
you now must also change out your speaker wiring and connect it directly to the 4 chan. Hi, I
have a Ford Escape When I press the eject button on both the cd or cassette the display light
turns on. The it turns off.. I does not give me any sound. It takes the CD and ejects the CD. Any
suggestions? Is also warning lights coming on now and again also a symptom of bad current
on a vw polo? I have a infiniti i I installed my pioneer radio about 2 months ago and everything
worked perfectâ€¦ Bluetooth connection, radio, aux, etc. Then I get in my car today and my
phone connects to my radio but will not play sound Samsung Galaxy Emerge even connected
Bluetooth to another phone iPhone 6s. I had just been playing music 5 minutes before then I got
out of my car and came back then no sound. I tried to play the radio and the sound works fine!
Did I miss something? I have a chevy trailblazer luxury addition with on star. Do I need
something special to make it work since I have the on star and controls on my steering wheel? I
thought maybe it was the radio, but I tried my factory and it turns on but no sound now too.
Everything works perfect before I tried to hook up my aftermarket. Xdm Powers on plays radio.
HELP pleaseâ€¦? It has worked great since we bought the car until a month or so ago. When we
listen to the radio, everything is fine and it sounds good. Any ideas what is causing this and
how it can be fixed? Thanks for any help you can offer. Just bought an Opel Insignia with a
AC83xx corex4 unit replacing the original one. The issue i have is that the former owner
changed the language to Portuguese b4 switching headunit. This results in me having the
OnBoardComputer not changing language while changing it on the AC83xx corex4. I have my
pioneer after market radio installed and it works great while the car is on but once you turn it
over in idling mode the radio turns off, does the same thing if I turn my car lights on as wellâ€¦.
What could be the issue here? Can I switch out my factory Mono stereo with the Monsoon. I
know the monsoon amp has way to many wires to switch with my factory mono amp but can I
just switch the deck. The sound intermittently drops out of the right channel. In My Ford ranger
xlt. The deck i installed is only powering on when the headlights turn onâ€¦. Any Ideas? I have a
Toyota Tacoma. Ive had an aftermarket Kenwood head unit installed on the truck for at least 6
years now. Recently, I was on a road trip towing a trailer with a 4-pin adapter plugged into the
tow harness. While traveling, my radio, aux, bluetooth, or cd mode never played any music. My
head unit had power and would even beep through the speakers when the source was changed.
When I dropped the trailer and unplugged the adapter, music started playing again? Some time
went by and this music stopped playing again. This time I wasnt towing. This particular time, I
noticed an audible noise, like a white noise coming from the speakers, but no music would ever
play in any mode. I simply took the head unit out and unplugged it and it started playing music
again. Several weeks later, it happened again. No audible noises from speakers, still beeps from
the speakers when I switch modes, still has power. I have a crv and just recently had a battery
with a dead cell. I took out the stereo and it still makes the sound and while the car is off i cant
lock the car automatically. Does anyone know what i might have done wrong? My sub in my
Lincoln navigator was working jus fine a wire touched n now it sounds funny can you help.
While driving the unit will all of a sudden increase volume to max. I am wondering if it is a bad
steering wheel control adapter. Anyone hear of anything like this? Hi guys, I need help with my
Mitsubishi Lancer Does anyone has any clue about what might happen?! Thank you very much.
When I have the stock radio in, music plays loud and clear. But I put in my aftermarket radio and
no music will play but I have power to the radio. I put my stock radio back in and it still plays
music. I made sure the Fuses were good and a double checked all the wires and made sure they
were all hooked together. Worked perfect for six months but now when I turn the ignition off and
the power antenna retracts there is a problem. During the last 5 seconds of the retraction there
is a very loud noise coming from the speakers. When the antenna is all the way down the noise
stops. The radios work great until the power antenna is almost all the way down. I just installed
a brandless android head unit. But when ever i start the car. The unit becomes mute and i must
have to reset the unit for it to have sound. Please help me fix it or tell me what to do. The reason
why i bought it is because i wiuld like to use spotify. But i cant use it because the unit does not
allow spotify to draw over other apps. And the most annoying is that i have to reset the unit

every time to be able to get sound. I installed a pioneer avh in my ram with an aftermarket
harness that it required and now if I put truck in reverse the stereo turns off once in drive it
comes back on. Also if I hit a large bump it will turn off and sometimes does not come back on
until I turn truck off and turn truck back on. Sometimes it cuts off just randomly, at first I
thought it was because it was too loud but the other day it did it when the volume was lower.
Just for clarification the radio powers off and comes back on usually none of the settings are
lost. Any idea wtf is going on? Hi, I installed my aftermarket CD player in my truck, now when I
turn my key the truck starts without turning the key all the wayâ€¦â€¦. I have a JVC kwbt
installed in my passat. I used the PAC rp4-vw11 steering wheel control interface. The radio
keeps randomly rebooting. When I first installed it would reboot, seconds later reboot again. All
week last week it did not do it a single time. Then today it did it all day. Updated the stereo
firmware, double checked all of my wiring. Did you get your problem solved? Audio dealer is
replacing the unit next week. I replaced my old am fm casett raido in my f have power but no
sound the new jvc am fm cd player can you help thanks tim. Hey everyone I have a 99 Jeep
Grand Cherokee limited that has the aftermarket all hooked up but will only play in radio mode
but nothing else will play such as Bluetooth aux or Pandora. Any solutions? Am I missing a
wire? I took out the old radio. Installed the aftermarket kenwood. Checked wiring with test light.
All good. I am getting nothing to my kenwood. I used, Kenwood head unit, dash adapter kit,
wiring adapter and antenna adapter. I tried without the aftermarket wiring adapter, got nothing.
Then rewired with the wiring adapter, that is suppose to resolve the anti theft problem and still
get absolutely nothing. All fuses are good. Everything works fine for about 5 minutes then my
speakers start to crackle then squeal. What is causing this? All current features were to remain
available with the addition of another interface with touchscreen options allowing for streaming
and more bluetooth options. The aux option is no longer showing in the menu options and this
is the only way to use the 2nd interface. Not sure of the problem. Any assistance you can
provide would be appreciated. Hello, I installed an aftermarket unit in f with harness. It flashes
when plugged in but does not come on? What do I need to check? Hi guys, can any one please
tell me why the radio or the cd player on my car mercedes benz not turn on except when I put
the car in a reverse! A Jeep Cherokee latitude. Like it has no power. Hi I have a subaru impreza
and have a problem with a new stereo. I have plugged everything in and the stereo seems to
have power as it loads and ejects CDs but then the power will go off. Also I can press the
display button and it briefly tells me the time then goes off after 30 seconds? Help please. Hello,
first thing to check is wiring. Did you use a scosche, metra or wire harness that adapts the
aftermarket head unit to the wiring of your truck? Trying to install an aftermarket radio in my
Dodge ram , checked all the wiring, and it is connected correctly, but the constant wire is
getting zero power. Checked the fuse box, and it was fine, there are no tears in the wire either,
any ideas? Installed a amp and a sub. Could I have tripped the anti theft feature on the car? Or
what else could be wrong? And how to fix it please. Originally thought it was the wire harness
but all seems to be in order even has a canbus attached to it so avoids having to rewire the
ignition live. The OEM quadlock is missing the two smaller blocks inside it. Rumour has it the
additional wiring for these non existent speakers is on the factory wiring loom but hidden away.
Would you be able to advise on this? I have the stock 22gauge in the front and 16 gauge in the
back, the front sounds ok. But the back sounds muffled and low volume, shouldnt it have more
current running through the 16 gauge wire and thus more power to make it louder. I dont have
my amp wired yet. Your issue is with one of two things: 1. The head unit â€” if your head unit is
powering your system it may not be pushing enough power to all 4 channels. Hope this helps!
Also I can connect my phone and play music off my phone over the back speakers? Is it wired
wrong? I have a 06 Chevy Tahoe. Tv in the back on turn on either. Any idea what is happening?
Once it started it would not shift out of second gear. But it seems very odd that if the radio is
doing something the car messes up. Have you ever heard of anything like this happening. Hi I
bought a Target model car screen, everything works fine but the display lighting of the buttons
does not work Anyone know how to solve this problem? Hi i have a ford ranger as i was
installing a aftermarket radio i plugged it in and it worked i unplugged it to add some aditions
few items to it and plugged it in to see that it had no power the fuses are not blown but yet no
power what could be a issue. My Mini Cooper original factory radio stopped working, except for
the CD player. The CD player still plays perfectlyâ€¦ just, nothing else. All of a sudden my 01
Silverados kenwood radio gets louder or clearer when I turn off my engine. Username or Email
Address. Remember Me. Car Audio Troubleshooting. Kameron Scott 7 min read. Last updated
on November 19th, at am Page Content. See our Affiliate Disclosure for more info. Possible
Solution: Many cars have built in amplifiers that require a 12v signal to be sent in order to turn
on the Amplifier, most common being Bose, Infinity, and JBL. Possible Solution: First off, check
your wiring. If you have a voltage meter or a test light, test the ground black , constant 12v

yellow , and accessory 12v red wires to make see if you have the correct voltage in the correct
wires, as well as a good ground. Constant will always be 12v, whether or not your car is on.
Make sure to use your ground, as well as another ground like the frame or body of the car while
testing your constant and accessory to test that you have a good ground. If you find that one of
your power wires or ground wires are not correct, check your vehicle wire diagram and make
sure you have the correct corresponding power and ground wires. If you do not have power,
and you know for a fact your wiring is correct, check the fuses under the dash or under the
hood depending on your vehicle. After finding the location of the fuse, pull it and make sure that
the leads are not corroded and that the fuse has not been broken or popped. If your speakers
randomly stopped working and you noticed that your amplifier is in protection mode, there are a
few reasons why this might have happened. Most aftermarket amplifiers have a protection from
low and high voltage. Vice versa, if your battery is low and the amplifier is not receiving a
constant 12v, it will enter protection mode. Amplifiers will also enter protection mode if there is
a short somewhere. If you have a signal RCA wire that is shorting out, this could be your
problem so check to see if your RCAs are in-tact and not shorted. Also, if one of the output
channels are shorted out, or you have a blown speaker, many aftermarket amplifiers will enter
protection mode. Disconnect all output channels and see if it will return to normal operation.
Problem: Alternator Wine. Possible Solution: If you hear a wining noise that fluctuates with the
RPMs of your vehicle, and lessens when the car engine is turned off, you are dealing with
Alternator Wine. There are a few solutions to this problem: Wire in a Capacitor. A capacitor is
made to curve the spikes in power from the battery to the Amplifier, to create consistent 12v
power. Adding a capacitor with the correct farad, in some cases, will curve your amplifier power
drawing spikes enough to limit headlight dim. The rule of thumb farad â€” wattage conversion is
1 farad to every watts. Upgrade the Alternator. Replace your battery to a newer, bigger batter to
handle more power and load. Although this might not fix the problem it might help. Add an
Auxiliary Battery: Wire in a completely separate battery to power just your stereo. This will
lessen the load on your engine battery and sometimes will fix your headlight dim. Possible
Solution: If you installed a new head unit in your car, and you're now noticing that your car's
radio has an abnormal amount of static, you may have wired the unit incorrectly. Here's what
you should look for: Pull out the new car stereo to gain access to the wires again. Look for a
blue wire on the aftermarket head unit and ensure that it's connected to a corresponding wire
within your vehicle's wire harness. Without the power, your vehicle's antenna is significantly
less powerful and will result in static. Possible Solution: If you recently installed a stereo with
an amplifier s and subwoofers, your alternator and battery may not be powerful enough to
handle the additional power that's being pulled when your stereo is turned to high volumes.
Check your battery â€” is your battery fresh? Have one of your local auto stores like O'Reilly
Auto Parts do a load test on it. Your battery may be on its way out. Compare the output of your
alternator with the power demands of the stereo or components that you added to your car. You
may need an upgraded alternator. Get a capacitor â€” capacitors store battery to curve the
power demand spikes on your battery and alternator. This can help tre
2013 vw jetta repair manual
ar 15 bolt parts diagram
2007 ford f650 fuse panel diagram
mendously but requires you to buy and wire in an additional component to your system.
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