2002 ford f150 fuse box diagram under hood

Have a question about NissanConnect feature functionality or setup? Explore our FAQs, such
as subscription information, smartphone compatibility, and more. Turn the vehicle off and
replace the brake light circuit's fuse. Nissan automobiles have two fuse boxes. One is located in
the engine compartment and one in the passenger compartment. Open the hood and remove
the engine compartment fuse box cover by pushing the tab and lifting it up. Open the passenger
compartment fuse box by pulling the handle. Do NOT replace the window regulator or window
controller. The Nissan power window problems can be corrected by performing a
re-initialization process. The video above shows how to replace blown fuses in the interior fuse
box of your Nissan Rogue in addition to the fuse panel diagram location. Electrical components
such as your map light, radio, heated seats, high beams, power windows all have fuses and if
they suddenly stop working, chances are you have a fuse that has blown out. Pressure Sensor
Rogue, Rogue Select. Nv full size Van. Altima Hybrid. Rogue Sport. Titan XD. Power for the
standard models come from a 1. The tail lights are fused through the instrument panel lights. If
the fuse is good check to see if the dash lights come on when you turn the headlight switch on.
Place the jaws of the tool over the fuse that you want to check or replace and pull it straight it
out. The video above shows how to replace blown fuses in the interior fuse box of your nissan
rogue in addition to the fuse panel diagram location. This will not affect the performance of the
fuse. I verified with Curt that their trailer hitch receiver C and wiring harness C will both fit on
your Nissan Rogue Hybrid. I've linked videos of both being installed on Rogues, although not
hybrid models. The install process is the same. Nissan Rogue fuse box locations and OBD2
computer hook up locationThis is a image galleries about audi a4 parts diagramyou can also
find other images like wiring diagram parts diagram replacement parts electrical diagram repair
manuals engine diagram engine scheme wiring harness fuse box vacuum diagram timing belt
timing chain brakes diagram transmission diagram and engine problems. Finish Molding , with
korea built. Nissan Rogue 2. Do not need to pull off the whole upper dash! The video above
shows how to check for blown fuses in the interior fuse box of your Nissan Rogue and where
the fuse panel diagram is located. Fuel capacity L. Differential Rogue, Rogue Select. With awd.
Without gear kit. The second generation chassis model L30 was an American market-only
version, again styled by Nissan's California design center under Doug Wilson through design
freeze in A new interior by Diane Allen brought a revised glove box and cup holders, a folding
back seat except on XE , and depowered airbags. Check the fuse for the BCM. If resetting the
BCM doesn't work you may have to replaced it. Keep in mind that there are several different
types of blade fuses beyond the standard ATC size too, including Micro, Mini, and Maxi styles. If
your map light, stereo, heated seats, headlights, power windows or other electronic
components suddenly stop working, chances are you have a fuse that has blown out. Below i
will post how to gain access to them. Nissan micra fuse box diagram. Nissan micra fuse box
layout. The engine speed will be reduced. I hope this will help in. A Nissan Rogue combines
innovation and efficiency with uncompromised driving enjoyment. Repairing or updating your
Nissan Rogue with OEM parts ensures that same excitement for the full life of your Nissan. I
updated the subject to reflect this. I believe there is a fuse box in the engine bay as well. How to
check or change a blown electrical fuse or a faulty relay in the engine bay or interior passenger
compartment electrical panels of a third generation , , and Nissan Murano SUV with photo
illustrated DIY steps and the compatible replacement part numbers. With these diagrams below
it will take the guess work out of wiring Lower Shield Nut 5. On body. Lift gate. Sedan, nut. With
nismo. With power. Sedan, 3. If you are in the market for an upscale and roomy subcompact
SUV, the Nissan Rogue is a vehicle that is well worth considering. Since entering its second
generation in , the Nissan Rogue has carved out a large fanbase in the subcompact SUV market
thanks in part to its luxurious, well-designed interior, its above-average cargo space, and its
long list of technology features. So Checking your Owners Manual while having a cup of coffee
will not help. Your ONLY choice is to locate the fuse box as previously posted by Cruz13 and
check out the fuse diagram on the back of the box cover. Ap gov notes chapter 4. Using a
Nissan Rogue I show you how to access the hard-to-get fuses, including the AC compressor
fuse. Complete online Nissan Catalog with diagrams. Versa note Nissan fuse box diagram. The
video above shows how to check and change blown fuses in the engine bay of your nissan
maxima in addition to where the fuse box diagram is located. Altima sedan Visit the post for
more. This feature is not available on manual transmis sion model. Consumer Affairs
Department P. Our drivers in East Providence, Cranston, and Pawtucket can also schedule
service to address any issues that your Rogue dashboard is trying to warn you about. Box
Wiring Diagram General Helper From barely there headlights to bright and intrusive interior
lights prepare to be blinded. The fuse box under the hood is in a Revit conduit run length Power
wheels wild thing seat switch bypass The tail lights are fused through the instrument panel
lights. Best dj mixes free download. Apush brinkley chapter 9 Lexus owners club Nissan Rogue

fuse box locations and OBD2 computer hook up locationThis is a image galleries about audi a4
parts diagramyou can also find other images like wiring diagram parts diagram replacement
parts electrical diagram repair manuals engine diagram engine scheme wiring harness fuse box
vacuum diagram timing belt timing chain brakes diagram transmission diagram and engine
problems. How to hack any roblox account pastebin. Working for aspen dental reddit. Sem
ordinal variables. Got my plow on and tried my 4x4 and it doesn't engage. What's up with it?
Thanks a lot, I really appreciate your prompt and knowledgable answers. You are a blessing!
Pull the codes and see if you have a shift relay code. But check your fuses and the shift relays
under the hood. IF your fuses are good and IF youve replaced both relays under the hood you
can temp swap w any other of the relays under the hood they are the same then look at the
drain hole under the relay housing and look for any whitish green powder around the drain hole.
Its a clear indication of copper corroding Terri answered 7 years ago. OR, it may still be the
dash switch, pry the cover off one shift relay, ensure both are in their sockets, and push on the
tab of the relay Zachary answered 6 years ago. I just ran into the same problem I looked it up
and clicked my way to this thread and I already did everything that was said so have you figured
out the problem. To eliminate a control issue. Pull the cover off two shift relays and push the
contactor with your finger alternating from one to the other. That bypasses all controls and
control power. I'm having the same problem with my F where dash control knob seems to do
nothing. Also, no indicator lights come on in the info screen saying 4x4 hi or Lo. I've been
wondering if it's the switch itself or something else. Trying to narrow down what's causing the
issue and will need 4WD soon. Where are the shift relays? Any other suggestions on what to
check? IF nothing changes and IF the relay fuse isnt blown then I would gently pry the cover off
two relays , place them in the shift sockets and with my finger push the contactor in till it
makes. Cathi answered 6 years ago. Okay I have. F 4x4 was working great turned it off now no
4x4 light will light up ant ideals? Johnny answered 5 years ago. Lift the block the relays are
plugged into, look for greenish white powder around the drain hole. If none then open and
inspect the inside, beneath the relays. Look for any signs of corrosion. Your problem is prob
there. The step after that is to open the harness at the shift motor and with a multi meter do a
point to point continuity check on the conductors from the shift motor to the switch and relay
sockets. I'm betting corroded wire under relay. The wiring from the relay to shift motor is good.
Fuse and wiring to relay is good. No current to switch and dash light indicator is not on. Control
module has been replaced. Michael answered 5 years ago. If you've done the continuity test but
not looked under the relays to verify you not done. When the probe was pushed into the relay
socket the downward pressure was enough to close the open circuit. Its clean no corosion. We
did not do a point to point test, we didnt have a diagram. When looking for an online wiring
diagram I ran across this site. Some the posts seemed close to my problem. Cant blame a guy
for looking for a quick fix. I do have access to alldata and plan a more educated search tomoro.
Thanks Johnny. LJ answered 5 years ago. I have a Ford F and sometimes it shifts to 4X4 and
sometimes it doesnt. When it doesnt engage it says to check 4X4. I would look under the relay
block Yanncy answered 5 years ago. I have an issue with transfer case moter tring to engage
after turnning engine off any ideas? Stuck or fused shift relay Cheap to replace, standard cube
relay MitchF answered 5 years ago. Can anyone help!!! I have a F XL with the 4. I cant even see
if i have a dash light in 4x4. Should i have one?? Marc answered 4 years ago. InWyo answered 4
years ago. We have a F with electronic 4x4 switch on dash. Our 4X4 quit working and after
exhaustive searching we were nearly ready to sell the truck. Finally found the problem. Where
the wires come off of the transfer case, they are near the front driveline about 6 to 8 inches up
from transfer case plug. They apparently got rubbed at some time by the driveline and a couple
became frayed. Very hard to see and not very easy to patch. Actually felt it when I was running
fingers over the line. We were at wits end and it is crazy to have wires that close to moving
parts. Hope this helps someone. Bobby answered 4 years ago. I have a and when I switch the
switch on the dash I can feel the transfer case change but the front wheels won't pull, what do
you suggest looking for? I own two Fords and I have found that you really need to exercise the
transfer case regularly. If you do then they will work smoothly when you need them. Just
engage them at least once a month, in and out a couple of times and go into low range too. You
can do this on a a straight section of paved road but drive straight so that you don't bind up the
4wd system. Driving your Ford in 4wd on dry pavement will mess up your transfer case and
make it really hard to get out of 4wd. Reserve 4wd for slick roads and dirt. So on my , im having
the same issue. Relays are good, fuses are good, no corrosion in the relay box. One time when I
was underneath I was tugging on wires and my dad was in it turning the knob, I got it to go into
4wd. GuruN2ST answered 3 years ago. Jerry answered 3 years ago. I have a manual shift
transfer case , while driving in 2wd my 4 hi light will flash and hubs will try to engage , stop and
check wires at pcm and upon moving them will hear actuator clicking on and off and 4hi light

will come on and off , so must be a bad wire as to new transfer case , New hub assemblies new
actuator new 4x4 shift indicator switch , does wires from-shift indicator switch go straight to
pcm , trying to locate a possibly bad wire. GuruBN answered 2 years ago. GuruL7TWQ
answered about a year ago. GuruNMY1W answered about a year ago. Have a F 4x4 and the it
will go in High but it want go in low any suggestions. REU74 answered 2 months ago. I have
power to relays underhood the switch is working properly and that info is going to the transfer
case module but it never actuates the relays I can activate it myself and the motor moves. When
switching from 2 to 4 wheel drive it doesn't engage. I can hear the solinoid engage but it still
doesn't lock in. If I put it in 4 low I can feel the transfer case kick in put front wheels wi I have a
different car. Content submitted by Users is not endorsed by CarGurus, does not express the
opinions of CarGurus, and should not be considered reviewed, screened, or approved by
CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if CarGurus
becomes aware that it violates our policies. Report Follow. Mark helpful. Your Answer:. Upload
Photo Photo optional. Related Questions. Start a new Ford F Super Duty question. Sell Your Car
Yourself With a simple, secure transaction. Get Started. CarGurus Experts. Know more, shop
wisely Search. Related Models For Sale. Used Cars for Sale. I can only start My truck when I
jump start it from the starter solenoid with a screw driver. Other than that when I put my key in
the ignition, everything comes on even the chimes still it won't turn over or crank. Rowefast
answered 4 years ago. There is probably not voltage getting thew to the small wire on the
solenoid on the fender. Last one I worked on it was the neutral safety switch. But it could be the
ignition switch also. Just have to do some checking. Thanks Seen that wire. I had some reserve
about changing the ignition switch, If I am not messing with the tumbler, would I still need to
re-program my key? I'll start with the small wire and trace it from there to see if I have a break
some where then I'll switch out the neutral switch and If I don't have to re-program the key, then
the Ignition Switch, I'll let you know what happens. Again thanks for the response. Starter relay.
Just gotta find which on it is thanks again. OJ answered 4 years ago. If your vehicle is equipped
with a solenoid relay on the fender well, near the battery, check to make sure it is operating
properly. The "net" will have a video on how to check. Howzit OJ No my solenoid relay is on my
fire wall, just bought a brand new one and installed it 2 days ago. However maybe I have been
using the wrong word to describe it , I've been calling it a starter solenoid and others have been
calling it solenoid relay or starter relay but I have a picture of it. Maybe my solenoid is on the
fender wall like you said. Thats the small wire I was referring to, check to see if 12V is at that
wire when the key is turned to the start position. I guess the parts stores call that the starter
relay. There is also the one in the fuse box. You indicated you can jump the solenoid relay with
a screwdriver and the vehicle will start. Well, that would indicate the starter is good. If, as
Rowenfast posted, check for 12 volts at the small wire on the relay when someone turns the
ignition to the start position. I would suspect there will not be twelve volts present. Meaning the
secondary circuit electromagnet within solenoid relay is not being energized to close the circuit
allowing the voltage to pass through down to the starter. If that is the case, begin back-tracking
the small wire to find a short, broken wire, etc. Thanks Guys , Gonna check on that when I am
done work here, Appreciate the help. I'll post here if that solves the problem Hoping I get to post
good news. Okay guys I changed out the ignition switch and that wasn't the problem. I bought a
multi meter and a test light then realized, I am embarrassed to say that I don't know how to use
it. Maybe my question should be how to use a multimeter. Remove the small wire from the
solenoid relay on the firewall. Set the meter to DC volts. Stick the red wire from the meter into
the female slot on the wire you disconnected. Ground the black wire. Have someone turn the
ignition to start. Check the meter, it should read 12 volts. If you do not get voltage, the relay will
not work. It is nothing more than an electro magnet which switches a high amperage circuit with
a low amperage switch. If you are getting 12 volts, then the problem has to be with the relay.
The net will show you how to check the relay. Wooohoo Thanks again, Brother, slowly the
process of elimination is working, can I do the same when I check the relays in the fuse box?
Checking relays is simple, most relays have the pins numbered right next to it. They are all
numbered the same from brand to brand. Check out the video on how to check one, it's wordy
to type out, and a video would probably be two minutes, with pictures and movies to boot.
Howzit gang. Okay I tested the little wire with the test light and the light went on. Then I put the
multimeter on. So I am now going to change the neutral switch. Would that be the next step?
Something is not making sense here You have tested for voltage on the small wire and there is.
That starter should work. The problem has to be from that point forward. Something not
allowing power to, or at the starter. So I suggest for the day to take out the starter and clean up
the mounting surfaces for the starter. I have seen Fords do this, not all the time but it does
happen where the grounding of the starter is not good. Also clean up both ends of the battery
cables, and any other ground wires in that area. As rowenfast stated, something not making

sense. If you can jump the relay on the fender, then the starter is good. If you have voltage at
the signal wire small but it does not operate the solenoid, it would indicate the solenoid relay is
bad, it's just a switch. All I can think of is the solenoid grounds itself to the fender well via the
mounting bolts. Check the ground. Let's narrow this thing down. Take a piece of romex wire and
run it from the positive side of the battery to the small post on relay you pictured. Touch it for
just a second with the key in the ignition in the "on" position. If the engine turns, the solenoid
relay is good and the problem is between the electrical signal wire and the ignition key. Make
sure the shift selector is in park when you do this for an automatic, or have someone in the
vehicle with their foot on the clutch and in neutral if a manual transmission. You know you may
be on to something here on that relay not having a good ground to the fender wall. There would
be no circuit for the contact to activate to come up to make contact inside to the two big post.
There is a coil in there to energize to pull up the contact to the two post. There are only power
lines running to that relay, the only ground is when you bolt it onto the fender well. Try cleaning
up the fender well and the mounting surface where the bolts go threw. Sorry guys just got back
there is no voltage coming out of the little wire again. It has become intermittent. So I started to
check other wires like that on the truck and my test light didn't go on as well. I've been tracing
that little wire to the ignition switch to the ignition switch.. Gonna go at it again. I somehow lost
power to my power windows. Just bought a brand new battery. Maybe it's because I took off the
ignition switch when I was tracing that small wire. Also move those switches around, I think
they are adjustable so you can hit the sweet spot to make it work. When I tested the lower bolt
on the solenoid with the test light, the light turns on. When I test the upper bolt no light. I also
tested the mounting bolts. No light also. Going to clean the firewall where the bolts are mounted
too. Ya, one of those wires are live, the other big wire is not, the one running to the starter. Your
like worked cause you made a circuit to ground. Check this out guys. Next to my ignition
switch, I have some sort of device that looks like a GPS. Its called a PTE-2 pass time. Now I
traced that little wire to the fuse box. From the fusebox to the ignition switch should be a red
and light blue wire which I found in the cabin but not connected. It was cut and capped. Now
that same colored wire is coming out of the ignition switch and spliced into a blue wire which is
connected to the device. Should I cut that wire? And splice it to the other wire that is capped? I
am no electrician but I think this might do it. Boy, this is hard to answer for me, why is that
there? Did someone install that? And what is a PTE-2, what is it for? And had the vehicle ben
running with this device? You must be pretty familiar with the wiring by now, maybe look up a
wiring diagram for the ignition switch? It can probably kill the engine and be rendered
inoperable is things like monthly car payments are not made. Check the net, you'll probably find
a more complete explanation. Come to find out this is what has been disabling my truck. So I
believe I have to go see a locksmith or something to get the codes. I tried reconnecting the the
wires but that didn't work. Hey at least I got brand new parts for the truck. Rowefast Yes there
are other wires running thru it. Jumped the gun on that one. Get this thing running and still a
deal for ya. Yes sir My Brother, all You guys are awesome. Big Thanks for all of your help.
Howzit Gang. Okay This is an update so far. The little wire that had no power, now has power
surging through. However not the 12v that I needed but there is life in that wire. My truck still
doesn't crank but it clicks and makes some kind of noise. Had to charge from another battery. I
don't know if that's a good sign. The neutral switch is in park, ignition switch looks good, it's
brand new. I connected the same color wires coming wire from the wire cluster to the wires
coming from the ignition switch. If the solenoid relay is clicking, usually that is a sign the
battery is weak. When you jumped the solenoid did the engine crank as it suppose to, just not
start? Or did it crank slowly? If slowly, again, it could be a weak battery. By cranking, I mean the
engine turns via the starter. Is the solenoid relay new? If not, check the. I am thinking the same
thing to with replacing the starter relay in the fuse box. Hey guys check this out. I had power to
that little wire starter wire I found out the name of the wire. I disconnected the neutral switch
and no power to the starter power. So I know now that there is no broken connection between
the starter solenoid and the neutral switch. So I went to start the engine and lost power. And
what could be the problem? Did you attempt what I suggested? Run a wire from the positive
side of a good battery to the post where the small wire attaches to the solenoid relay. After
connecting the wire to the battery, just touch the other end of the wire to the solenoid relay post
for a second and the starter should work. If the battery is good, and all you get is a clicking
noise from the relay, then the relay is defective or not grounded properly. No I haven't, Does it
need to be a romex wire? If it has to be a romex wire then I go get one after work and try it. The
Battery is brand new just purchased it last week.. But First thing when I get home I'll do that.
Thanks Brother. Howzit OJ, Just making sure I am on the right page with you. Don't use some
light wire light speaker wire of 22 gauge of something like that. A long enough piece of 12 gauge
wire will work. Pick up a few feet at the local hardware store. Probably about thirty cents a foot.

That looks like it. If it is a ford truck in the photo, and one of the heavy wires run down to the
starter, that is it. Remove the small wire before you make the contact with the post. Hey, we
know that big heavy wire that runs from the relay to the starter works as jahmen jumped
between the two big post on the relay I thought you were going to run the power from the
battery to the small wire location to see if it works. The small wire runs from the ignition switch
to the relay Yes, Right after work I am headed home and gonna run a wire from the Positive
terminal on the battery to the part where the small wire connects to see if the engine starts. Is
there supposed to be a ground wire coming from the ignition switch? Now there's clicking
noises coming from the fuse box inside the cabin. After about 5 mind after we take the keys out
it stops. I jumped the battery from another car and the truck starts, I let it run for about 15 mind
shut it off and it started again. OJ Rowefast. Couldn't have done it without you guys. Thank you
Big time Much Alohs. So far so good, I hope this stays this way. Doesn't sound like you are out
of the woods yet tho. And you can't have the battery draining, indicates a parasitic draw on the
battery. Is the battery in good shape? At least you are making progress The clicking noise could
possibly be the AC vent door actuator located under the dash. Fords are notorious for having
those things go out, and they make a clicking noise. But it should not be powered once the key
is off. Since you have a multi-meter, checking for the parasitic draw is quite simple in locating
the offending circuit. Check for videos on the net. Keep in mind, if there is a parasitic draw,
depending on the offending circuit and the power which is being drawn, that could be your
entire problem with the no start condition. We now know everything is good from relay to the
starter. Will do. MY truck now starts on it's own. However the Horn is out. Got no power to the
Horn. Fuses and relays are good although, my Air bag light is blinking. Would that be an
indicator to change my clock spring? You find somewhere who could read Air Bag Codes to see
for sure. Not all scanners can read Air Bag Codes, but if you are in my neck of the woods, I
could do it for you. A blinking air-bag light is usually an indication a sensor associated with the
mechanism is out, not receiving power, or the signal portion of the circuit is out. I would
suspect the power end as there seems to be a lot of electrical distribution problems with the
vehicle. Check around the vehicle and under the dash for blind electrician work which may have
been performed by the previous owner. A complete schematic of the electrical wiring for the
vehicle, to include color coded wire, would probably be helpful to you in the future. Howzit OJ,
My engine runs cherry. Went around my truck to look for electrical issues. I believe now that the
last thing I need to do is to change my Fuel Pump. My truck died out and would just crank but
no turn over. When I hit the gas tank it turned over, only once. So I am assuming it is the Fuel
pump. I had someone turn the key to on and didn't hear the whrrring sound in the tank. On
another note. In my passenger side kick panel there is an inertia switch I believe that's what it's
called, Anyways there is a button on the top of that switch to reset something maybe the pump.
The switch is pressed in therefore cannot be pressed or is that what it supposed to be in the
down position. Just wondering. The switch you are speaking of is to stop the flow of gasoline to
the engine in the event of a crash. It usually pops out when defective and usually stays pushed
in when ok.. It can be bypassed like any other switch. Before you begin spending money on a
fuel pump and going through the hassle of removing the fuel tank, invest in a twenty buck fuel
pressure gauge and check the pressure from right under the hood. There is a valve in a
convenient place just for that purpose. Thanks OJ. I believe they call it a Schrader valve. KrnHill
answered 4 years ago. Hey everyone Hill here Before I go into a lengthy explanation of what im
dealing with, i would like to know if the picture above is accurate? Or, should the large wire
from my firewall go to the top post and the large wire to my altenator be attached to my bottom
post? I dont have a hanes book, and the dealorship hasnt contacted me back yet so that i may
check the wiring. Rednecht answered 4 years ago. If you are hearing a clicking behind your fuse
box on drivers side of the dash on your f then chances are that you need a replacement Body
Control Module. If you go to the salvage yard they run about 30 dollars. Be advised there are 2
different ones. One for 2 wheel drive and one for 4 wheel drive. I would advise you to get one
from the salvage yard due to the fact that if it isn't the problem you are only out around 30
dollars and places like Oriellys and Auto Zone wont give refunds on electrical parts. Not to
mention the cost of a remanufactured one from them run around to each. Darrell answered 3
years ago. How many volts should be at the neutral switch? Having a problem only sometimes
when starter bendix does not get enought voltage to fully engage the flywheel. Jrogers
answered 2 years ago. So I Just swapped the motor in my ford I have lights, but no windows no
chime no radio no start hmmmmmmm what did I do wrong I have everything in its place and
fuses have been checked. I'm at a loss for words can someone help???? Darrell answered 2
years ago. I would make sure your motor and frame is grounded with at least 4 gauge wire then
check to see when u turn your switch on that there is voltage on small wire at relay on firewall.
Some call it a solenoid. Reaves answered 2 years ago. Mattcoburn answered 2 years ago. Have

a f 4x4 theft light flashing no spark when I cross the solenoid what could it be. Ajames
answered about a year ago. I have a f that i just bought 2 weeks ago,no problems but a tick that
I have been reading seems to be common with these older trucks, no problems staring until the
weather dropped toabout 20 below zero,now when I turn the key my lights radio ,everything
works,except it gives one tick and wont turn over,I jumped it and after having the engine block
heater plugged in for about 20 minutes,the truck will start after a jump,about five hours later and
now 30 below zero, same issue,is it just the battery? Ryan answered 10 months ago. I have a
ford f 4. Shut my truck off one day an my trucks warning lights stayed on and drained my
battery. I tried getting a jump start but when I put the key in to start it nothing happens. The
safety lights are still on though. I jumped the starter solenoid and got it started without the key
in it. I can put the key in and turn it to the on and off position and nothing still happens. Stays
running. To get it to shut off I have to pull the starter relay and then unhook my battery so it
doesn't run it dead. I hook my battery back up and jump the solenoid and it fires right up
without the key again. Have to do this every time to get it to start and have to pull relay to shut it
off. Replaced ignition tumbler and starter solenoid and still nothing. Can't figure this one out.
Someone please help. Hey everyone, I have an F and my battery will drain over night. Once I try
to turn truck over, i have a clicking from relay 2 battery saver relay. I'll jump my truck and it will
start. Any Ideas? Ken answered 8 months ago. Jody answered about a month ago. When i hook
up the starter battery cable, the starter begins to turn. I can also start my truck while the key is
not even in the ignition. OJ answered about a month ago. If you can start the vehicle without the
key is the ignition, I suspect you can turn the cylinder from off to start without a key, correct? If
so I would replace the ignition switch switch as it is obviously broken. If you have a chip in your
key, you will have to purchase a new cylinder with new transponders in the provided keys. You
may have to have a locksmith reprogram to vehicle's computer so the new keys work. Fixed it! I
replaced all the cables from the battery to relay to starter. Cranks up like champ! Other than that
when I put my key in the ignition, everything comes on even the chimes still it won't turn Hi
guys, I need help fixing my dad's truck. It's a F Ford truck. Whenever I turn the key, only the
dashboard lights come on, the engine won't start or crank. I bring the battery to Autozone I have
an F it is a model, Lariat Supercrew 4x4. My truck froze and i brought it into the shop to thaw,
truck sat overnight in shop to thaw out and dry. I try to start but no go. What can I have a
different car. Content submitted by Users is not endorsed by CarGurus, does not express the
opinions of CarGurus, and should not be considered reviewed, screened, or approved by
CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if CarGurus
becomes aware that it violates our policies. My Truck doesn't start, no crank. Report Follow.
Best Answer Mark helpful. Mark helpful. Your Answer:. Upload Photo Photo optional. Related
Questions. Start a new Ford F question. Sell Your Car Yourself With a simple, secure
transaction. Get Started. Search Ford F Questions. CarGurus Experts. Know more, shop wisely
Search. Related Models For Sale. Used Cars for Sale. John deere stx38 black mower deck belt
diagrambolens garden tractor page belt diagram. John deere model 48c mower deck 48 inch
deck parts fits john deere tractor models x x x x x x x x Service Mower. John deere 48 inch
mower deck belt diagram. John deere model 48 mower deck 48 inch deck parts fits john deere
models and series model sn mhda model sn mhda model sn mhda model sn mhda See parking
safely in safety section allow engine and muffler to cool completely. Use a spring puller to
remove the end of the mower belt tension spring from its bracket. Deck drive belt for 48 cut john
deere series 12 wide 38 long john deere gx Click the part number below to view and order a part
for your john deere lawn tractor with 42 mower deck or search illustrated diagrams to determine
the part you need for your john deere lawn tractor with 48 mower deck. John deere 44 inch
mower deck belt diagramdeck belt diagram problem. Service 48 54 inch mower deck. Quick
model guide for john deere lawn tractor with 48 mower deck parts. Need deck belt diagram
murray 40 hpi need the belt diagram for a yardman 46in. Mower deck gearbox oil. I need to
replace my mower deck belt on a john deere x 48 deck. Avoid injury from contacting blades. It
came off and i do not know how to route the belt. Remove the two cap screws a from in front of
the gearbox. Click the link and scroll down in the left column until you find the heading for
replacing the belt. Deck belt diagram for model I have a john deere mower and need to find an
exploded diagram of how the mower deck. Replacing mower drive belt ze 48 inch mower park
machine safely. The following john deere grease is preferred. Need mower deck belt diagram for
l john deere i have found the manual at jds website. Post a Comment. Service Mower I need to
replace my mower deck belt on a deere x 48 deck. Components are installed under spring
tension. Group title image description price. Share this post. Newer Post Older Post Home.
Subscribe to: Post Comments Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah
Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Quick Links. Table of
Contents Introduction. Instrument Cluster. Warning and control lights. Entertainment Systems.

Climate Controls. Heater only. Manual heating and air conditioning. Electronic automatic
temperature control. Rear window defroster. Turn signal control. Bulb replacement. Driver
Controls. Steering wheel adjustment. Power windows. Speed control. Message center. Owners
Guide postfmt. USA English fus. Ford motor company automobile quick reference guide 2
pages. Automobile Ford Focus Owner's Manual pages. Ford motor company ford ranger
owner's guide 24 pages. Ford motor company ford crown victoria owner's guide 17 pages. Page
3 Ford Motor Company. Ford may change the contents without notice and without incurring
obligation. Page 4: Introduction State of California to cause cancer and birth defects or other
reproductive harm. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, Page 7 Driving chapter. Ford
makes no representation as to the suitability of your vehicle for snowplowing, in particular
regarding the potential for exceeding vehicle weight limits, airbag SRS deployment sensitivity,
vehicle crash integrity, or powertrain durability. Report the fault to a dealer at the earliest
opportunity. Page 12 A chime will also sound to remind you to fasten your safety belt. Page 13
High beams: Illuminates when the high beam headlamps are turned on. Page Gauges Odometer:
Registers the total miles kilometers of the vehicle. Page 17 For more information, refer to Filling
the tank under the Fuel Information section in the Maintenance and Specifications chapter. Also
use in menu mode to select various settings. Audio: Press to access select various settings.
Treble: Press to adjust the treble setting. Page 19 7. Press again to return to the playing media.
Page 21 9. Repeat: Press to repeat the current CD track. Page 22 CD eject: Press to eject a CD.
Seek: Press to access the next strong station or track. Page 24 CD mode, brings soft and loud
CD passages together for a more consistent listening level. Page 25 Scan: Press for a brief
sampling of radio stations or CD tracks. Press again to stop. Page 28 9. Page 29 Press and hold
to auto eject all CDs present in the system. Page 31 Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with
homemade paper adhesive labels should not be inserted into the CD player. Page Climate
Controls 1. Select 2. Adjust the temperature control to maintain comfort. Set the fan speed to
the highest setting. Rear defrost if equipped : Press to defrost the rear window. Refer to Rear
Window Defrost for more information. Page 38 If your vehicle is equipped with a mini message
center, refer to Mini message center electronic compass temperature display in the Driver
Controls Chapter. Page 39 defrost. Page Rear Window Defroster This may cause damage to the
heated grid lines and will not be covered by your warranty. Deselect the autolamps after the
desired autolamp delay time maximum of 3 minutes At this point, the headlamps and park
lamps will turn off. Page 43 Push the lever toward the instrument panel to activate. Pull the lever
towards you to deactivate. Repeat step 3â€”5 for the other headlamp. Close the hood and turn
off the lamps. Page 49 The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Install the new bulb in reverse order. Page 51 3. Disconnect the
electrical connector from the foglamp bulb. Page 52 3. Pull out the old bulb from the socket and
push in the new bulb. Install the bulb socket in lamp assembly by turning it clockwise. Page
Driver Controls 3. Replace wiper blades every 6 months for optimum performance. Page
Steering Wheel Adjustment If your vehicle is equipped with a overhead console rail system,
there are several features that can operated. While pushing upwards with palms, grip the side
latches with fingers and squeeze. Page 57 Watts. Exceeding these limits will result in a blown
fuse. Always keep the power point caps closed when not being used. Page 58 Mobile
Communication Equipment includes, but is not limited to cellular phones, pagers, portable
email devices, in vehicle communications systems, telematics devices and portable two-way
radios. Page Power Windows Press the top part of the rocker switch to stop. Page Mirrors
Automatic dimming rear view mirrors if equipped Your vehicle is equipped with an inside rear
view mirror with an auto-dimming function. Page 70 1. Press and hold the desired HomeLink
button. Do NOT release the button. Page 73 The running average fuel economy is reinitialized to
a factory default value if the battery is disconnected. Page 74 2. Page 75 Autolocks This feature
automatically locks all vehicle doors when the vehicle is shifted into any gear, putting the
vehicle in motion. Page 77 Stop the vehicle as soon as safely possible, turn off the engine. If the
warning stays on or continues to come on, contact your dealer as soon as possible. Page 79 A
correct zone setting will eliminate this error. Refer to Compass zone adjustment. Page 80 3. As
many as 5 complete circles may be required. The compass is now calibrated. Lift tailgate to a 80
degree angle from horizontal. Remove tailgate from left side hinge by sliding tailgate to the
right. To install, follow the removal procedures in reverse order. Page 83 Note: Remove and

store the bed extender when not in use. To install the bed extender, follow the removal
procedure in reverse order. Page 88 Replacing the battery The remote entry transmitter uses
one coin type three-volt lithium battery CR or equivalent. Page 92 Before following the
activation or deactivation procedures, make sure the ignition is off, and all vehicle doors are
closed. Page 93 The user should receive a horn chirp to indicate the system has been disabled
or a chirp followed by a honk to indicate the system has been enabled. Page 94 2. This must be
done within five seconds of completing Step 1. Page Anti-Theft System Refer to Programming
spare keys for instructions on how to program the coded key. Page 96 Note: The SecuriLock
passive anti-theft system is not compatible with non-Ford aftermarket remote start systems.
Use of these systems may result in vehicle starting problems and a loss of security protection.
Note: Large metallic objects, electronic devices that are used to purchase gasoline or similar
items, or a second coded key on the same key chain may cause vehicle starting issues. Page 97
5. If failure repeats, bring your vehicle to your dealership to have the new spare key s
programmed. Push control to lower head restraint. Page Using the armrest if equipped Push the
release control to move the armrest up or down. Page The control is located on the outboard
side of the seat cushion. Press the front or rear portion to tilt the seat. The indicator light on the
control will illuminate when activated. The system automatically shuts off after 10 minutes. Each
seat cushion can be flipped up into the seatback position. Page Personal Safety System to
distinguish between different levels of crash severity and modify the deployment strategy of the
dual-stage air bags and safety belt pretensioners. Page See Front passenger sensing system in
the airbags section of this chapter. Page Never wear the shoulder belt under the arm. To
unfasten, push the release button and remove the tongue from the buckle. Buckle the
combination lap and shoulder belt. Page Do NOT place objects between the seats, this could
interfere with the functioning of the pretensioner. Page The system monitors and tailors the air
bag deployment based upon safety belt usage. Failure to properly wear your safety belt will
increase your risk of injury. Page The tongue will not securely latch if you attempt to use it in
any of the outboard seating position buckles. To ensure that you have used the correct buckle
you should hear a snap and feel it latch. Page warnings for approximately 5 minutes for one
occupant driver or front passenger , the other occupant can still activate the BeltMinder feature.
Page ON The following are reasons most often given for not wearing safety belts: All statistics
based on U. Page Safety belt maintenance Inspect the safety belt systems periodically to make
sure they work properly and are not damaged. Page Air Bags if equipped , shoulder belt guide
on seatback if equipped , child safety seat LATCH and tether anchors, and attaching hardware,
should be inspected after a collision. Ford Motor Company recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. This is because the back of the
infant seat is too close to the inflating air bag and the risk of a fatal injury to the infant when the
air bag inflates is substantial. See your Ford or Lincoln Mercury dealer. The front passenger air
bag is not designed to offer protection to an occupant in the center front seating position. Page
Several air bag system components get hot after inflation. Do not touch them after inflation.
Page Always sit upright against your seatback, with your feet on the floor. Page An out of
position front center occupant could affect the decision of the front passenger sensing system.
Medical condition. Page Child Restraints Important child restraint precautions You are required
by law to use safety restraints for children in the U. Page To improve the fit of both the lap and
shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Page Never use pillows, books, or towels to
boost a child. They can slide around and increase the likelihood of injury or death in a collision.
Page 27 kg 60 pounds in a child restraint, and to provide upper torso restraint for children up to
36 kg 80 pounds using an upper torso harness and a belt-positioning booster. For more
information on top tether straps and anchors, refer to Attaching safety seats with tether straps
in this chapter. Page Make sure the tongue is latched securely by pulling on it. Page If the
retractor is not locked, unbuckle the belt and repeat steps two through nine. Check to make
sure the child seat is properly secured before each use. Page The tether anchors in your vehicle
may be loops of webbing above the seatback or an anchor bracket behind the seat on the rear
edge of the seat cushion. Page Make sure the seatback is locked in the upright position before
installing the child seat. Clip the tether strap to the anchor as shown. Page If the safety seat is
not anchored properly, the risk of a child being injured in a crash greatly increases. Page This
adjustment does not work when the child seat is installed using the LATCH attachment belts
instead of the vehicle safety belts. The emission system heats up the engine compartment and
exhaust system, which can start a fire. Make sure the headlamps and vehicle accessories are
off. Make sure the gearshift is in P Park. Page If the engine is idling while the vehicle is stopped
for a long period of time, open the windows at least one inch 2. Page P Park This position locks
the transmission and prevents the rear wheels from turning. Page Overdrive can be deactivated

by pressing the transmission control switch on the end of the gearshift lever column-shift
transmission or on the gearshift bezel floor-shift transmission. Page This position allows for
second gear only. Inclement weather may also affect the function of the RSS; this may include
reduced performance or a false activation. The tone may also be heard if items in the truck bed
protrude rearward outside the bed. Page 3. On vehicles equipped with an automatic
transmission, place the transmission in N Neutral ; on vehicles equipped with a manual
transmission, depress the clutch. Page 4L 4WD Low - Uses extra gearing to provide maximum
power to all four wheels at reduced speeds. Intended only for off-road applications such as
deep sand, steep grades or pulling heavy objects. Do not grip the spokes. Page Failure to drive
cautiously could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Page steering, acceleration or braking. Again, avoid these abrupt inputs. Page
This is the front drivetrain coming up to speed and the automatic locking hubs engaging and is
not cause for concern. Excess mud stuck on tires and rotating driveshafts causes an imbalance
that could damage drive components. Page Ford Motor Company joins the U. Page Never drive
with chains on the front tires of 4WD vehicles without also putting them on the rear tires. This
could cause the rear to slide and swing around during braking. If you nevertheless decide to
equip your 4WD for off-road use with tires larger than what Ford Motor Company recommends,
you should not use these tires for highway driving. Page Ford Motor Company recommends
that caution be used with any vehicle equipped with a high load or device such as ladder racks
or pickup box cover. Page Vehicle Loading front and rear â€” including vehicle curb weight and
all payload. Page 2, lbs. Page Trailer Towing If your vehicle is not equipped with a heavy-duty
trailer towing package, the maximum weight your vehicle can tow is limited to 5, lbs. Page tires
5. Page 5. Page lbs. Page 1. Park the unloaded vehicle on a level surface. With the ignition on
and all doors closed, allow the vehicle to stand for several minutes so that it can level. Page The
rear bumper is equipped with an integral hitch and only requires a ball with a one inch The
bumper has a 5, lbs. Reconnect the wiring to the trailer after the trailer is removed from the
water. Page Recreational Towing If a distance of 50 miles 80 km or a speed of 35 mph 56 km
must be exceeded, the drive shaft will have to be removed before the vehicle is towed. Page
Operating the vehicle with the snowplow attached Ford recommends that the Fâ€” be limited to
low speed, personal-use snow removal. Do not use your vehicle for snow removal until it has
been driven at least miles km. Page Driving Do not attempt to service, repair, or modify the air
bag supplemental restraint system SRS or its fuses. This program is separate from the New
Vehicle Limited Warranty. Page Hazard Flasher Switch Roadside Emergencies Canadian
customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Gently pull on the cover to make sure it is seated properly.
Page Auxiliary relay box The relay box is located in the engine compartment on the left fender.
Page Changing Tires Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Page Assemble the jack handle as shown in the illustration. Page 2. Page
every six months, per Scheduled Maintenance Guide , or at any time that the spare tire is
disturbed through service of other components. Page Jump Starting M14 x 2. Use only Ford
recommended replacement fasteners. When a wheel is installed, always remove any corrosion,
dirt or foreign materials present on the mounting surfaces of the wheel or the surface of the
front disc brake hub and rotor that contacts the wheel. Page Note: In the illustrations, lightning
bolts are used to designate the assisting boosting battery. Ensure that the cables are clear of
fan blades, belts, moving parts of both engines, or any fuel delivery system parts. Page
boosting battery. Page After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Wrecker Towing Ford recommends your vehicle be towed with a wheel lift or
flatbed. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing
procedure. Page Customer Assistance Center at the number below. Away from home If you own
a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the dealership could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealership to help you.
Page If you own a Lincoln vehicle and are away from home when your vehicle needs service, or
if you need more help than the dealership could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealership to help
you. If you did not take advantage of the Ford Extended Service Plan at the time of purchasing
your vehicle, you may still be eligible. Since this information is subject to change, please ask

your dealer for complete details about Ford Extended Service Plan coverage options, or visit the
Ford ESP website at The decisions of the Board are binding on Ford and, in some cases, on the
dealer but not on consumers who are free to pursue other remedies available to them under
state or federal law. Page If your vehicle must be serviced while you are traveling or living in
Central or South America, the Caribbean, or the Middle East, contact the nearest Ford
dealership. Page Reporting Safety Defects U. Page Cleaning low-gloss black colored trim, such
as grained door handles, roof racks, bumpers, side moldings, mirror housings or the windshield
cowl area. Keep body and door drain holes free from packed dirt. These quality products have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. Set the parking brake and shift to P Park.
Block the wheels. Go to the front of the vehicle and release the auxiliary latch that is located on
the front bumper under the grill. Lift the hood until the lift cylinders hold it open. Engine coolant
reservoir 8. Air filter assembly 9. Page 7. Engine oil filler cap 9. Page Engine Oil 3. Set the
parking brake and ensure the gearshift is securely latched in P Park automatic transmission or
1 First manual transmission. Open the hood. Protect yourself from engine heat. Check the
engine oil. For instructions, refer to Checking the engine oil in this chapter. Page Battery
Maintenance and Specifications It is recommended you use the appropriate Motorcraft oil filter
or another brand meeting Ford specifications for your engine application. BATTERY Your
vehicle is equipped with a Motorcraft maintenance-free battery which normally does not require
additional water during its life of service. Page If the battery has been disconnected or a new
battery has been installed, the clock and the preset radio stations must be reset once the
battery is reconnected. Add the mixture to the coolant reservoir, when the engine is cool, until
the appropriate fill level is obtained. Page Recycled engine coolant Ford Motor Company does
NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. Arrange for the vehicle to be taken to a service facility. If this is not possible, wait a
short period for the engine to cool. Check the coolant level and replenish if low. Gasoline may
contain benzene, which is a cancer-causing agent. Page The flow of fuel through a fuel pump
nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. Page The customer warranty may be void for any damage to the fuel
tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel
system may be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing
sound, wait until it stops before completely removing the fuel filler cap. If the problems persist,
see your dealer or a qualified service technician. Page Ask your fuel supplier about gasolines
that meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because
this situation may have an adverse affect on powertrain components. Page in kilometers or
miles. Each time you fill the tank, record the amount of fuel added in liters or gallons. Page The
EPA window sticker should be your guide for the fuel economy comparisons with other
vehicles. Page Guide are essential to the life and performance of your vehicle and to its
emissions system. If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Service engine soon light on. If the fluid is low, add fluid in small amounts,
continuously checking the level until it reaches the range between the MIN and MAX lines. Be
sure to put the cap back on the reservoir. Remove the dipstick and inspect the fluid level. The
fluid should be in the designated area for normal operating temperature or ambient temperature.
Clean the filler plug. Remove the filler plug and inspect the fluid level. Page Use only fluid that
meets Ford specifications. Refer to Lubricant specifications in this chapter. Page This could
cause filter damage and allow unmetered air to enter the engine if not properly seated. Page 10
to 12 inches or limited production tires as defined in Title 49 Code of Federal Regulations Part
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford to give you the following information about tire grades exactly as the government has
written it. In general, the larger the number, the wider the tire. Maximum Load Single lbs. You
are strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges
may be F f12 Owners Guide postfmt USA English fus Page Maintenance and Specifications
inaccurate. Ford recommends the use of a digital or dial type tire pressure gauge rather than a
stick type tire pressure gauge. Use the recommended cold inflation pressure for optimum tire
performance and wear. Under-inflation or over-inflation may cause uneven treadwear patterns.
Page front tires at top of diagram Sometimes irregular tire wear can be corrected by rotating the
tires. Page Only use replacement tires and wheels that are the same size and type such as
P-metric versus LT-metric or all-season versus all-terrain as those originally provided by Ford.
Use of any tire or wheel not recommended by Ford can affect the safety and performance of

your vehicle, which could result in an increased risk of loss of vehicle control, vehicle rollover,
personal injury and death. Do not remove these components from your vehicle when using
snow tires and chains. The correct oil filter must be used as previously described. Page Refill
Capacities 6. Use of synthetic or synthetic blend motor oil is not mandatory. Page Check the
container to verify the fluid being added is of the correct type. Refer to your Scheduled
Maintenance Guide to determine the correct service interval. Page 9. Page 5 Track - Page 5
Track - Front Page Engine number The engine number the last eight numbers of the vehicle
identification number is stamped on the engine block and transmission. Ford Motor Company
will repair or Page Electronic message center.. Page Page Passenger Occupant Lights, warning
and indicator.. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links. See
also: Workshop Manual , Owner's Manual. Table of Contents. Table of Contents Introduction.
Instrument Cluster. Warning And Control Lights. Entertainment Systems. Climate Controls.
Electronic Automatic Temperature Control. Rear Window Defroster. Turn Signal Control. Bulb
Replacement. Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control.
Message Center. Owners Guide postfmt. USA English fus. Automobile Ford F Owner's Manual
pages. Ford motor company ford f owner's guide pages. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction State of California to cause cancer
and birth defects or other reproductive harm. Please take the time to get well acquainted with
your vehicle by reading this handbook. The more you know and understand about your vehicle,
the greater the safety and pleasure you will derive from driving it. To access this information,
special equipment must be directly connected to the recording modules. Ford Motor Company
and Ford of Canada do not access event data recorder information without obtaining consent,
Page 7 Driving chapter. Ford makes no representation as to the suitability of your vehicle for
snowplowing, in particular regarding the potential for exceeding vehicle weight limits, airbag
SRS deployment sensitivity, vehicle crash integrity, or powertrain durability. Report the fault to
a dealer at the earliest opportunity. A chime will also sound to remind you to fasten your safety
belt. High beams: Illuminates when the high beam headlamps are turned on. Odometer:
Registers the total miles kilometers of the vehicle. If the needle falls below the normal range,
stop the vehicle, turn F f12 Owners Guide postfmt USA English fus Page 17 For more
information, refer to Filling the tank under the Fuel Information section in the Maintenance and
Specifications chapter. Also use in menu mode to select various settings. Audio: Press to
access select various settings. Treble: Press to adjust the treble setting. Press again to return
to the playing media. Page 21 CD. Repeat: Press to repeat the current CD track. CD eject: Press
to eject a CD. Seek: Press to access the next strong station or track. Page 24 8. Scan: Press for
a brief sampling of radio stations or CD tracks. Press again to stop. Press and hold to autoload
up to six CDs. Press and hold to auto eject all CDs present in the system. Irregular shaped CDs,
CDs with a scratch protection film attached, and CDs with homemade paper adhesive labels
should not be inserted into the CD player. Select 2. Adjust the temperature control to maintain
comfort. Set the fan speed to the highest setting. Rear defrost if equipped : Press to defrost the
rear window. Refer to Rear Window Defrost for more information. If your vehicle is equipped
with a mini message center, refer to Mini message center electronic compass temperature
display in the Driver Controls Chapter. Deselect the autolamps after the desired autolamp delay
time maximum of 3 minutes At this point, the headlamps and park lamps will turn off. High
beams Push the lever toward the instrument panel to activate. Pull the lever towards you to
deactivate. Park the vehicle directly in front of a wall or screen on a level surface, approximately
25 feet 7. Repeat step 3â€”5 for the other headlamp. Close the hood and turn off the lamps. To
replace all instrument panel lights - see your dealer F f12 Owners Guide postfmt USA English
fus Page 49 Grasp the bulb only by its plastic base and do not touch the glass. The oil from
your hand could cause the bulb to break the next time the headlamps are operated. Install the
new bulb in reverse order. Make sure the headlamp control is in the OFF position. Open the
tailgate to expose the lamp assembly screws and remove the two screws from the tail lamp
assembly. Remove the bulb socket from the foglamp by turning counterclockwise. Disconnect
the electrical connector from the foglamp bulb. Pull out the old bulb from the socket and push
in the new bulb. Install the bulb socket in lamp assembly by turning it clockwise. Attach the new
wiper to the wiper arm and press it into place until a click is heard. Replace wiper blades every 6
months for optimum performance. If your vehicle is equipped with a overhead console rail
system, there are several features that can operated. Push upwards with palms. While pushing
upwards with palms, grip the side latches with fingers and squeeze. Exceeding these limits will
result in a blown fuse. Always keep the power point caps closed when not being used. Press
completely down on the bottom part of the rocker switch and release quickly. Press the top part
of the rocker switch to stop. To activate the heated mirrors, press the rear defrost button

located on the climate control panel. Press and release this control to decrease the vehicle set
speed in small amounts by 1 mph 1. Press and hold the desired HomeLink button. Do NOT
release the button. This value is not the same as the average fuel economy display. The running
average fuel economy is reinitialized to a factory default value if the battery is disconnected.
Autolocks This feature automatically locks all vehicle doors when the vehicle is shifted into any
gear, putting the vehicle in motion. Displayed when the engine is overheating. Stop the vehicle
as soon as safely possible, turn off the engine. If the warning stays on or continues to come on,
contact your dealer as soon as possible. These messages indicate improper operation of the
vehicle network communication between electronic modules. A correct zone setting will
eliminate this error. Refer to Compass zone adjustment. As many as 5 complete circles may be
required. The compass is now calibrated. Lift tailgate to a 80 degree angle from horizontal.
Remove tailgate from left side hinge by sliding tailgate to the right. To install, follow the removal
procedures in reverse order. When driving the vehicle off road, the bed extender should be
removed and the tailgate closed. To install the bed extender, follow the removal procedure in
reverse order. Repeat this procedure for another remote transmitter if desired. Replacing the
battery The remote entry transmitter uses one coin type three-volt lithium battery CR or
equivalent. Turn the ignition to the 3 ON position, and within five seconds, press the control two
times. Note: After turning the ignition to the 3 ON position, two horn chirps should be heard,
indicating that the F f12 Owners Guide postfmt USA English fus Page 92 Before following the
activation or deactivation procedures, make sure the ignition is off, and all vehicle doors are
closed. The user should receive a horn chirp to indicate the system has been disabled or a chirp
followed by a honk to indicate the system has been enabled. Enter the factory set 5â€”digit
code. This must be done within five seconds of completing Step 1. Refer to Programming spare
keys for instructions on how to program the coded key. Use of these systems may result in
vehicle starting problems and a loss of security protection. Note: Large metallic objects,
electronic devices that are used to purchase gasoline or similar items, or a second coded key
on the same key chain may cause vehicle starting issues. Page 97 5. If failure repeats, bring
your vehicle to your dealership to have the new spare key s programmed. The head restraints
can be moved up and down. Push control to lower head restraint. Press the front or rear portion
to tilt the seat. The indicator light on the control will illuminate when activated. The system
automatically shuts off after 10 minutes. Each seat cushion can be flipped up into the seatback
position. See Front passenger sensing system in the airbags section of this chapter. To
unfasten, push the release button and remove the tongue from the buckle. How to use the
automatic locking mode 1. Buckle the combination lap and shoulder belt. Do NOT place objects
between the seats, this could interfere with the functioning of the pretensioner. The system
monitors and tailors the air bag deployment based upon safety belt usage. Failure to properly
wear your safety belt will increase your risk of injury. To ensure that you have used the correct
buckle you should hear a snap and feel it latch. Shorten and fasten the belt when not in use. The
following are reasons most often given for not wearing safety belts: All statistics based on U.
Safety belt maintenance Inspect the safety belt systems periodically to make sure they work
properly and are not damaged. Inspect the safety belts to make sure F f12 Owners Guide
postfmt USA English fus Page Air Bags if equipped , shoulder belt guide on seatback if
equipped , child safety seat LATCH and tether anchors, and attaching hardware, should be
inspected after a collision. Ford Motor Company recommends that all safety belt assemblies in
use in vehicles involved in a collision be replaced. This is because the back of the infant seat is
too close to the inflating air bag and the risk of a fatal injury to the infant when the air bag
inflates is substantial. See your Ford or Lincoln Mercury dealer. The front passenger air bag is
not designed to offer protection to an occupant in the center front seating position. Several air
bag system components get hot after inflation. Do not touch them after inflation. An out of
position front center occupant could affect the decision of the front passenger sensing system.
Medical condition. Important child restraint precautions You are required by law to use safety
restraints for children in the U. If small children generally children who are four years old F f12
Owners Guide postfmt USA English fus Page To improve the fit of both the lap and shoulder
belt on children who have outgrown child safety seats, Ford Motor Company recommends use
of a belt-positioning booster. They can slide around and increase the likelihood of injury or
death in a collision. For more information on top tether straps and anchors, refer to Attaching
safety seats with tether straps in this chapter. Page Make sure the tongue is latched securely by
pulling on it. If the retractor is not locked, unbuckle the belt and repeat steps two through nine.
Check to make sure the child seat is properly secured before each use. Position the child safety
seat on the seat cushion. Page 6. If the safety seat is not anchored properly, the risk of a child
being injured in a collision greatly increases. Check to see if the anchors hold the seat in place.
If the safety seat is not anchored properly, the risk of a child being injured in a crash greatly

increases. The emission system heats up the engine compartment and exhaust system, which
can start a fire. Make sure the headlamps and vehicle accessories are off. Make sure the
gearshift is in P Park. Make sure the parking brake is set. BRAKE 5. If a light fails to illuminate,
have the vehicle serviced. Even when the ABS is disabled, normal braking is still effective. Start
the vehicle and release the parking brake. Do not drive your vehicle until you verify that the
brakelamps are working. Inclement weather may also affect the function of the RSS; this may
include reduced performance or a false activation. The tone may also be heard if items in the
truck bed protrude rearward outside the bed. Illuminates when 4H is selected. Illuminates when
4L is selected. Bring the vehicle to a complete stop. Depress the brake. On vehicles equipped
with an automatic transmission, place the transmission in N Neutral ; on vehicles equipped with
a manual transmission, depress the clutch. Intended only for off-road applications such as deep
sand, steep grades or pulling heavy objects. Since sudden changes in terrain can result in
abrupt steering wheel motion, make sure you grip the steering wheel from the outside. Do not
grip the spokes. Failure to drive cautiously could result in an increased risk of loss of vehicle
control, vehicle rollover, personal injury and death. Again, avoid these abrupt inputs. Excess
mud stuck on tires and rotating driveshafts causes an imbalance that could damage drive
components. Page Never drive with chains on the front tires of 4WD vehicles without also
putting them on the rear tires. This could cause the rear to slide and swing around during
braking. If you nevertheless decide to equip your 4WD for off-road use with tires larger than
what Ford Motor Company recommends, you should not use these tires for highway driving.
Page Ford Motor Company recommends that caution be used with any vehicle equipped with a
high load or device such as ladder racks or pickup box cover. Page Vehicle Loading front and
rear â€” including vehicle curb weight and all payload. Park the unloaded vehicle on a level
surface. With the ignition on and all doors closed, allow the vehicle to stand for several minutes
so that it can level. The bumper has a 5, lbs. Reconnect the wiring to the trailer after the trailer is
removed from the water. Page Operating the vehicle with the snowplow attached Ford
recommends that the Fâ€” be limited to low speed, personal-use snow removal. Do not use your
vehicle for snow removal until it has been driven at least miles km. Page Driving Do not attempt
to service, repair, or modify the air bag supplemental restraint system SRS or its fuses. This
program is separate from the New Vehicle Limited Warranty. If you need to arrange roadside
assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To obtain
reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Gently pull on the cover to make sure it is seated properly. If
the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired. Page 1.
Use the ignition key to remove the lock cylinder from the access hole of the bumper to allow
access to the guide tube. Assemble the jack handle as shown in the illustration. Repeat this
tightness check procedure when servicing the spare tire pressure every six months, per
Scheduled Maintenance Guide , or at any time that the spare tire is disturbed through service of
other components. Use only Ford recommended replacement fasteners. When a wheel is
installed, always remove any corrosion, dirt or foreign materials present on the mounting
surfaces of the wheel or the surface of the front disc brake hub and rotor that contacts the
wheel. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are used
to designate the assisting boosting battery. Ensure that the cables are clear of fan blades, belts,
moving parts of both engines, or any fuel delivery system parts. Remove the jumper cable from
the ground metal surface. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Page Customer Assistance Center at the number below. Away from
home If you own a Ford or Mercury vehicle and are away from home when your vehicle needs
service, or if you need more help than the dealership could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized
dealership to help you. Page If you own a Lincoln vehicle and are away from home when your
vehicle needs service, or if you need more help than the dealership could provide, after
following the steps described above, contact the Ford Customer Relationship Center to find an
authorized dealership to help you. If you did not take advantage of the Ford Extended Service
Plan at the time of purchasing your vehicle, you may still be eligible. Since this information is
subject to change, please ask your dealer for complete details about Ford Extended Service
Plan coverage options, or visit the Ford ESP website at The decisions of the Board are binding
on Ford and, in some cases, on the dealer but not on consumers who are free to pursue other
remedies available to them under state or federal law. Page If your vehicle must be serviced
while you are traveling or living in Central or South America, the Caribbean, or the Middle East,
contact the nearest Ford dealership. Page Reporting Safety Defects U. Page Cleaning low-gloss

black colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. These products are available from your dealer. Keep
body and door drain holes free from packed dirt. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Page Maintenance And Specifications 2. Turn off the engine
and remove the key. Block the wheels. Set the parking brake and shift to P Park. Go to the front
of the vehicle and release the auxiliary latch that is located on the front bumper under the grill.
Lift the hood until the lift cylinders hold it open. Engine oil filler cap 4. Power steering fluid
reservoir 5. Engine oil dipstick 6. Brake fluid reservoir 7. Engine coolant reservoir 8. Air filter
assembly 9. Air filter assembly 4. Engine oil filler cap 9. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmission or 1 First manual transmission.
Open the hood. Protect yourself from engine heat. Put the indicator back in and ensure it is fully
seated. Adding engine oil 1. Check the engine oil. For instructions, refer to Checking the engine
oil in this chapter. Page Battery Maintenance and Specifications It is recommended you use the
appropriate Motorcraft oil filter or another brand meeting Ford specifications for your engine
application. BATTERY Your vehicle is equipped with a Motorcraft maintenance-free battery
which normally does not require additional water during its life of service. Page If the battery
has been disconnected or a new battery has been installed, the clock and the preset radio
stations must be reset once the battery is reconnected. Add the mixture to the coolant reservoir,
when the engine is cool, until the appropriate fill level is obtained. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page If the engine coolant supply is
depleted, this feature allows the vehicle to be driven temporarily before incremental component
damage is incurred. Arrange for the vehicle to be taken to a service facility. If this is not
possible, wait a short period for the engine to cool. Check the coolant level and replenish if low.
Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel through a fuel
pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. The fuel system may be under pressure. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. If the problems persist, see your dealer or a qualified service technician. Running
out of fuel Avoid running out of fuel because this situation may have an adverse affect on
powertrain components. Fill the fuel tank completely and record the initial odometer reading in
kilometers or miles. Each time you fill the tank, record the amount of fuel added in liters or
gallons. Contact your dealer if the window sticker is not supplied with your vehicle. The EPA
window sticker should be your guide for the fuel economy comparisons with other vehicles. If
other than Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or
for service of components affecting emission control, such non-Ford parts should be equivalent
to genuine Ford Motor Company parts in performance and durability. Page Service engine soon
light on. If the fluid is low, add fluid in small amounts, continuously checking the level until it
reaches the range between the MIN and MAX lines. Be sure to put the cap back on the reservoir.
Install the dipstick making sure it is fully seated in the filler tube. Remove the dipstick and
inspect the fluid level. The fluid should be in the designated area for normal operating
temperature or ambient temperature. Clean the filler plug. Remove the filler plug and inspect the
fluid level. Refer to Lubricant specifications in this chapter. Page Air Filter S This could cause
filter damage and allow unmetered air to enter the engine if not properly seated. Install a new air
filter element into the tray assembly. Return air filter tray to original position by pressing firmly
on the handle until all rearward movement stops and secure the two clamps. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. In
general, the larger the number, the wider the tire. Maximum Load Single lbs. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be F f12
Owners Guide postfmt USA English fus Page Maintenance and Specifications inaccurate. Ford
recommends the use of a digital or dial type tire pressure gauge rather than a stick type tire
pressure gauge. Use the recommended cold inflation pressure for optimum tire performance
and wear. Under-inflation or over-inflation may cause uneven treadwear patterns. Page Only use
replacement tires and wheels that are the same size and type such as P-metric versus LT-metric
or all-season versus all-terrain as those originally provided by Ford. Use of any tire
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or wheel not recommended by Ford can affect the safety and performance of your vehicle,
which could result in an increased risk of loss of vehicle control, vehicle rollover, personal
injury and death. Do not use tire chains on dry roads. Do not remove these components from
your vehicle when using snow tires and chains. The correct oil filter must be used as previously
described. Page Refill Capacities Engine oil Motorcraft 4. Use of synthetic or synthetic blend
motor oil is not mandatory. Refer to your Scheduled Maintenance Guide to determine the
correct service interval. Model year 7. Assembly plant 8. Production sequence number Engine
number The engine number the last eight numbers of the vehicle identification number is
stamped on the engine block and transmission. Ford Motor Company will repair or Page This
manual is also suitable for: f Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

