2004 chrysler crossfire wiring diagram
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locking Cruise control system Audio system. Automotive wiring in a Chrysler Crossfire vehicles
are becoming increasing more difficult to identify due to the installation of more advanced
factory oem electronics. One of the most time consuming tasks with installing an after market
car stereo, car radio, satellite radio, xm radio, car speakers, tweeters, car subwoofer,
crossovers, audio equalizer, car amplifier, mobile amp, car amplifier, mp3 player, ipod or any
car audio electronics is identifying the correct color car audio wires for your Chrysler Crossfire
headlight bulb size you need for your low beam or high beam and save time. Also, find your
other car light bulb sizes including your fog light, reverse light, turn signal, brake light and
more. The Modified Life staff has taken all its Chrysler Crossfire car radio wiring diagrams,
Chrysler Crossfire car audio wiring diagrams, Chrysler Crossfire car stereo wiring diagrams,
Chrysler Crossfire car radio wiring schematics, Chrysler Crossfire car wiring diagrams and
cataloged them online for use by our visitors for free. Our automotive wiring diagrams allow you
to enjoy your new mobile electronics rather than spend countless hours trying to figure out
which wires goes to which Chrysler Crossfire part or component. Use of the Chrysler Crossfire
wiring information is at your own risk. Always verify all wires, wire colors and diagrams before
applying any information found here to your Chrysler Crossfire. If you would like to help the
Modified Life community by adding any missing information or adding a new car audio wire
diagram to our resource, please feel free to post it at the bottom of this page. Your email
address will not be published. Skip to content. Adding More Information If you would like to
help the Modified Life community by adding any missing information or adding a new car audio
wire diagram to our resource, please feel free to post it at the bottom of this page. Leave a
Comment Cancel Reply Your email address will not be published. Follow Us. Copyright by
ModifiedLife. One of the most time consuming tasks with installing an after market car alarm,
car security, car remote start, automatic remote starter, shock sensor, tilt sensor, car alarm
sensor or any auto alarm is identifying the correct color car security wires for a Chrysler
Crossfire headlight bulb size you need for your low beam or high beam and save time. Also, find
your other car light bulb sizes including your fog light, reverse light, turn signal, brake light and
more. The Modified Life staff has taken all its Chrysler Crossfire car alarm wiring diagrams,
Chrysler Crossfire car security wiring diagrams, Chrysler Crossfire car alarm wire diagrams,
Chrysler Crossfire car security wiring schematics, Chrysler Crossfire car security diagrams,
Chrysler Crossfire remote starter wiring diagrams and cataloged them online for our visitors to
use for free. Our automotive wiring diagrams allow you to enjoy your new auto security
electronics rather than spend countless hours trying to figure out which wires goes where. Use
of the wiring information is at your own risk. Always verify all wires, wire colors and diagrams
before applying any information found here to your Chrysler Crossfire. If you would like to help
the Modified Life community by adding a car security wire schematic, car alarm wire diagram,
car remote starter wire diagram, auto remote starter wire diagram or auto security wire diagram
to our resource, please feel free to post any additional car wiring information about the Chrysler
Crossfire on this page. The parking lights on this vehicle use a 2-wire system and will require an
extra relay part. The illumination control module is part of the headlight switch. This vehicle has
2 door trigger wires, when connecting to an alarm system use both wires and diode isolate. The
security system module is located is on the right rear floor of the luggage compartment. The

relay control module is located in the control module box next to the Battery under the hood.
Your email address will not be published. Skip to content. Adding More Information If you would
like to help the Modified Life community by adding a car security wire schematic, car alarm wire
diagram, car remote starter wire diagram, auto remote starter wire diagram or auto security wire
diagram to our resource, please feel free to post any additional car wiring information about the
Chrysler Crossfire on this page. Leave a Comment Cancel Reply Your email address will not be
published. Follow Us. Copyright by ModifiedLife. Quick Links. See also: Reference Book. Table
of Contents. Automobile Chrysler Concorde Service Manual pages. It is supplemented by a
Warranty Information Booklet and various customer-oriented documents. You are urged to read
these publications carefully. Save this label as a convenient record of your vehicle identification
number and optional The dealer that sold you your new vehicle has the key code numbers for
your vehicle locks. These numbers can be used to order duplicate keys only from an authorized
dealer. Page Door Locks To unlock the glove compartment, turn the key to the horizontal or left
position, and then remove the key. DOOR LOCKS The vehicle doors can be locked when the
doors are closed by either manually pressing the button down at the top of the door panel,
pressing and releasing the bottom portion of the central locking switch located in the console,
or by pressing and releasing the Lock Page Panic Alarm If the vehicle cannot be locked or
unlocked by pressing the transmit button, then it may be necessary to change the batteries in
the remote control. This device must accept any interference that may be received, including
interference that may cause undes- ired operation. The remote control should once again be
operational. Page Rear Liftgate Release When closing the windows, be sure that there is no
danger of anyone being harmed by the closing proce- dure. When leaving the vehicle, always
remove the key from the ignition switch, and lock the vehicle. Do not leave children unattended
in the vehicle, or with access to an unlocked vehicle. The belt webbing retractor will lock only
during very sudden stops or impacts. This feature allows the shoulder part of the belt to move
freely with you under normal conditions. Seat belts are designed to go around the large bones
of your body. These are the strongest parts of your body and can take the forces of a collision
the best. Page 23 2. The seat belt latch plate is above the back of your seat. Grasp the latch
plate and pull out the belt. Slide the latch plate up the webbing as far as necessary to make the
belt go around your lap. The lap portion could ride too high on your body, possibly causing
internal injuries. Always buckle your belt into the buckle nearest you. A frayed or torn belt could
rip apart in a collision and leave you with no protection. Inspect the belt system periodically,
checking for cuts, frays, or loose parts. Damaged parts must be replaced immediately. Do not
disassemble or modify the system. Seat belt assemblies must be replaced after an accident if
they have been damaged bent retractor, torn webbing, etc. Page 27 The seat belts are designed
to protect you in many types of collisions. The front airbags deploy only in moderate to severe
front collisions. In certain types of collisions, both the front and side airbags may be triggered.
But even in collisions where the airbags work, you need the seat belts to keep you in the right
position for the airbags to protect you properly. The airbags work with your seat belt to restrain
you properly. Always wear your seat belts even though you have airbags. Page 29 These
include all of the items listed above except the knee bolster, the instrument panel, and the
steering wheel and column. Page 31 process that generates the nontoxic nitrogen gas used for
airbag inflation. These airborne particles may irri- tate the skin, eyes, nose, or throat. If you have
skin or eye irritation, rinse the area with cool water. For nose or throat irritation, move to fresh
air. If the irritation continues, see your doctor. You may damage the airbags and you could be
injured because the airbags are not there to protect you. These protective covers are designed
to open only when the airbags are inflated. Being too close to the door panel during airbag
deployment could cause serious injury or death. You could be injured because the airbag is not
there to protect you. In a collision, an unrestrained child, even a tiny baby, can become a
missile inside the vehicle. The force required to hold even an infant on your lap could become
so great that you could not hold the child, no matter how strong you are. The child and others
could be badly injured. A rearward facing infant restraint may be struck by a deploying
passenger airbag which may cause severe or fatal injury to the infant. Page 39 than one year.
The belt-positioning booster seat is for children weighing more than 40 lbs. Again, carefully
follow the installation instructions that were provided with the child restraint system. The
passenger seat lower anchorages are round bars, located at the rear of the seat cushion where
it meets the seat back, and are just visible when you lean in to install the child restraint. Page 41
equipped with a tether strap, a hook for attachment to the tether strap anchorage and a means
of adjusting the tension of the strap. You will first loosen the adjusters on the lower straps and
on the tether strap so that you can more easily attach the hooks or connectors to the vehicle
anchorages. Any seat belt system will loosen with time, so check the belt occasionally and pull
it tight if necessary. If your child restraint is equipped with a tether strap, attach it to the vehicle

by first moving the seat back fully forward. An incorrectly anchored tether strap could lead to
increased head motion and possible injury to the child. Use only the anchor position directly
behind the child seat to secure a child restraint top tether strap. Transporting Pets Deploying
airbags could harm your pet. An unrestrained pet will be thrown about and possibly injured, or
injure a passenger during panic braking or in a collision. Exhaust gases can injure or kill. They
contain carbon monoxide CO which is colorless and odorless. Breathing it can make you
unconscious and can eventually poison you. To avoid breathing CO follow the safety tips
below. You should be able to feel the air directed against the windshield. In addition, there are
switches to control the heated seats, rear spoiler, electronic stability program ESP , hazard
flashers, central locking, rear defroster and tow- ing alarm. Additionally, storage pockets are
located on the wall behind each seat and on each door panel. Page Ashtray Ashtray Lightly
touch the bottom of the ashtray cover. The ashtray will open automatically. To remove the
ashtray insert, pull the ashtray past the detent. Hold both sides of the insert, and pull up. To
install the ashtray, place it in the frame and push down to engage. The coin slots are shaped to
retain the coins, and the cover plate ensures that the coins remain in the coin holder. Page
Glove Compartment Glove Compartment To lock the glove compartment, turn the key to the
right and remove. To unlock, turn the key to the left and remove. Pull on the handle to open the
glove compartment. To open the cupholder, gently press downward on the front edge of the top
panel, and then release. The hinges have three detent positions: full forward, full rearward, and
normal. Rotate the switch to the right to select the right mirror, rotate to the left to select the left
mirror. To use the mirror, rotate the sun visor down and slide open the mirror cover. The
passenger seat provides four-way adjustment - horizontal and back angle. The controls for the
heated seats are located on the instrument panel, below the radio. Indicators on the switches
show which setting has been selected. If the hood is not fully latched, it could fly up when the
vehicle is moving, and block your forward vi- sion. A single centrally located switch operates
both lights. Battery Saver Feature To prevent battery drain if a door is left open or ajar, the
interior lights will turn off automatically after 15 minutes. After the door is closed, the interior
lights will return to their normal function. The headlights turn on when the switch is turned to
the second position. A light to the lower left of the headlight switch will illumi- nate when the fog
lights are on. To turn off the fog lights, push the headlight switch in fully. An arrow on the inside
of the speedometer will flash to indicate operation. Page Headlight Dimmer Switch Headlight
Dimmer Switch Push the multifunction control lever toward the instru- ment panel to turn the
headlights to high beam. Pull the lever toward you to switch to low beam. Turn the end of the
lever to select desired wiper speed: off, intermittent, normal, or fast. Sudden loss of visibility
through the windshield could lead to an accident. You might not see other vehicles or other
obstacles. To avoid sudden icing of the windshield during freezing weather, warm the
windshield with the defroster before and during windshield washer use. Do not adjust the
steering wheel while driving. The telescoping adjustment must be locked while driv- ing.
Adjusting the steering wheel while driving, or driving without the telescoping adjustment locked
could cause the driver to lose control of the vehicle. NOTE: If the indicator light in the
instrument cluster does not go out after starting the engine, the telescoping column is not
locked properly. The TPM system is designed to monitor your tire pressure and will not function
as a tire pressure gauge. After adjusting the air pressure in a tire, there will be a delay before
the system updates the display. The TPM system has been optimized for the original equipment
tires and wheels. TPM system pressures have been established for the tire size equipped on
your vehicle. When retracted, the spoiler fits between the quarter panels, and aft of the liftgate
window. BAS cannot prevent the natural laws of physics from acting on the vehicle, nor can it
increase braking efficiency beyond that afforded by the condition of the vehicle brakes and tires
or the traction afforded. The BAS cannot prevent accidents, including those resulting from
excessive speed in turns, following another vehicle too closely, or hydroplaning. They should
go out with the engine running. Be sure to adapt your speed and driving to the prevailing road
conditions. To return to the enhanced vehicle stability offered by ESP, press the lower half of
the switch the ESP warning light in the speedometer dial goes out. Lift and hold the lever to
accelerate, or lift and release to set a speed. To decelerate and set a speed, press the lever
down. Page To Deactivate To Deactivate A soft tap on the brake pedal, or normal brake pressure
while slowing the vehicle, will deactivate the speed control without erasing the memory. Your
vehicle could go too fast for the conditions, and you could lose control. An accident could be
the result. A moving garage door can cause injury to people and pets in the path of the door.
People or pets could be seriously or fatally injured. Choose one of the three buttons to program.
Place the hand-held controller 1â€”3 inches 25â€”76 mm from the universal transceiver while
keeping its indicator light in view. This can usually be found where the hanging antenna wire is
attached to the motor-head unit. The indicator light will flash slowly and then rapidly. Proceed

with Programming Step 6 to complete. Using the Universal Transceiver To operate the universal
transceiver, simply press and release the programmed button. Page Security Security If you sell
your vehicle, be sure to erase the frequencies. To erase all of the previously programmed
frequencies, hold down both outside buttons until the light begins to flash. Sensors, mounted to
each wheel as part of the valve stem, transmit tire pressure readings to a receiver located in the
vehicle. You or others can be badly burned by hot coolant or steam from your radiator. Never
try to open a cooling system pressure cap when the radia- tor or coolant bottle is hot. Driving a
vehicle with the brake light on is danger- ous. Part of the brake system may have failed. It will
take longer to stop the vehicle. You could have an accident. Have the vehicle checked
immediately. NOTE: This light shows only that the parking brake is on. The accessory drive belt
also drives the water pump. Operating the vehicle with a failed belt can cause engine
overheating and possible severe engine dam- age. High Beam Indicator Light This indicator will
illuminate when the headlights are in the high beam setting. To activate the high beams, push
the multifunction control lever past the point of resistance, toward the instrument panel. Federal
regulations require that upon transfer of vehicle ownership, the seller certify to the purchaser
the correct distance that the vehicle has been driven. Page 97 The counter can also be reset by
any individual after the indicated service has been performed. To do so: 1. The present status
for days or distance is dis- played. However you choose to set your reference numbers, the
scheduled services as posted in the Service Booklet must be followed to properly care for your
vehicle. Page 99 the bulb is not lit during starting, have it replaced. If the light stays on, or
comes on while driving, have the system checked by an authorized dealer. In the event a
malfunction of the airbag is indicated, the airbag may not be operational. For your safety, we
strongly recommend that you visit an authorized dealer immediately to have the system
checked; The vehicle should be serviced at an authorized dealer as soon as possible. The HI
message indicates that the excess oil must be removed from the pan to avoid possible engine
or catalytic converter damage. If the unit was switched off using the ignition switch, it will
switch on again with the ignition switch. Once the scan begins, it will continue until either a
station or program is retained or until another mode is selected. Operation is subject to the
following conditions: 1. This device may not cause harmful interference, 2. This device must
accept any interference received, including interference that may cause undesired opera- tion.
The relative time is displayed during this operation and continues for an additional eight
seconds after releasing the function button. To activate, first enter the user menu. Page
Telephone Mute Characteristics Telephone mute characteristics If a telephone with hands-free
operation is installed, the call may be routed through the speaker system. This eliminates the
need for an additional speaker if the signal lines are connected to the unit. Page Temperature
Control The climate control system allows you to balance the temperature, amount and
direction of the air circulating throughout the vehicle. The system is always at operational
readiness, except when manually switched off. The climate control only operates with the
engine running. The climate control removes a considerable amount of moisture from the air
during operation in the air condi- tioning mode, therefore it is considered normal operation
Select air volume with the fan control switch. Then select the Bi-Level setting on the air
distribution control switch to force air from both the upper panel outlets and the floor outlets.
Page Defrosting Set the temperature selectors to the maximum heating position, set the fan
control to position 5, and the air distribution to the defrost position. Close the center air outlets.
Close the left and right side air outlets. Turn the defroster outlets for the side windows to the
detent position. The light in the switch should be off. Set the controls as above for basic air
conditioning. Climate Control - OFF To switch the climate control off, set the air volume control
switch to position 0. To avoid damaging the electrical conductors, do not use scrapers, sharp
instruments, or abrasive window cleaners on the interior surface of the rear window. Labels can
be peeled off by soaking with warm water. Repairs should always be performed by a qualified
technician, and refrigerant should be collected in a recovery system for recycling. Dust Filter
Nearly all dust particles and pollen are filtered out before outside air enters the passenger
compartment through Do not leave animals or children inside parked vehicles in hot weather;
interior heat build up may cause serious injury or death. Page After Starting accelerator pedal
all the way to the floor and hold it there while cranking the engine. This should clear any excess
fuel in case the engine is flooded. To prevent damage to the starter, do not crank the engine for
more than 15 seconds at a time. Wait 10 to 15 seconds before trying again. As you release the
clutch pedal, lightly depress the accelera- tor pedal. Children could move the gearshift lever,
which could result in an accident or serious injury. The selector lever is automatically locked
while in the PARK position. To move the selector lever out of the PARK position, the brake
pedal must be firmly depressed before the shift lock will release. Page Maneuvering
Maneuvering To maneuver in tight areas, control the vehicle speed by gradually releasing the

brakes. Accelerate gently and never abruptly step on the accelerator. To rock a vehicle out of
soft ground mud or snow , alternately shift from forward to reverse, while applying only slight
acceleration. Page into another gear that allows for quicker acceleration or to slow the vehicle
down is possible. Downshifts can also be performed. The transmission will shift from the
current gear directly to the best gear for acceleration. PARK supplements the parking brake by
locking the transmission. The engine can be started in this range. Never attempt to use PARK
while the vehicle is in motion. Page Emergency Operation Limp Home Mode Depressing the
accelerator pedal rapidly or nearly to the floor while driving kickdown position , rather than
depressing the accelerator pedal in slow, small move- ments, will cause the automatic
transmission to shift down into a lower gear. Rapid release of the accelerator pedal will
normally result in an upshift. NOTE: This light, when illuminated with parking brake application,
shows only that the parking brake is on. Page Brake System precaution, turn the front wheels
toward the curb on a downhill grade and away from the curb on an uphill grade. The parking
brake should always be applied when the driver is not in the vehicle. Be sure the parking brake
is fully disengaged before driving; To receive the benefit of the system you must apply
continuous, full braking power during the stopping sequence. Do not reduce brake pedal
pressure. Page Electronic Stability Program Esp system. As a result, it is possible that only
partial engine output will be available, and pressing the accelerator pedal will require more
effort. ESP cannot prevent the natural laws of physics from acting on the vehicle, nor can it
increase the traction afforded. The ESP cannot prevent accidents, includ- ing those resulting
from excessive speed in turns, or hydroplaning. To re-synchronize the ESP, and cancel the
malfunction indi- cator light, the steering angle sensor will need to be recalibrated. With the ESP
system switched off, the en- gine torque reduction feature is cancelled. Therefore, the enhanced
vehicle stability offered by ESP is unavailable. Page In the case of an emergency brake
maneuver, keep continuous full pressure on the brake pedal. In this manner only can the ABS
be most effective. On slippery road surfaces, the ABS will respond even with light brake pedal
pressure because of the in- creased likelihood of locking wheels. When the ABS malfunction
indicator light in the instru- ment cluster comes on while the engine is running, it indicates that
the ABS has detected a malfunction and has switched off. This could overheat the brakes and
result in unpredictable braking action, longer stopping distances, or brake damage. It contains
valuable information on tire maintenance. Specific recommendations on guidelines for
long-term tire storage should be requested of the tire manufacturer. Please refer to the tire
warranty booklet for contact information. Page Tire Inflation Pressures 3. Over-inflation
produces a jarring and uncomfortable ride. Both under-inflation and over-inflation affect the
stability of the vehicle and can produce a feeling of sluggish response or over-responsiveness.
Unequal tire pressures can cause erratic and unpredict- able steering response. The TPM
system uses wireless technology to monitor tire pressure levels. Sensors, mounted to each
wheel as part of the valve stem, transmit tire pressure readings to a computer which monitors
for low pressure. Damage to the vehicle may result if unapproved tire chains are used. Original
Equipment Tires Your vehicle is equipped with either sport performance tires or all-season
performance tires. Page Tread Wear Indicators tire also requires the purchase of two additional
wheels with the same size specification as the original equip- ment front wheels. Snow tires
may have a lower speed rating than factory equipped tires and may not match the maximum
vehicle speed. They should be inspected regularly for wear and correct inflation pressure.
DaimlerChrysler Corporation strongly recommends that you use tires equivalent to the originals
in size, quality and perfor- mance when replacement is needed see the paragraph on tread wear
indicators. Do not use a tire, wheel size or rating other than that specified for your vehicle.
Some combinations of unapproved tires and wheels may change suspen- sion dimensions and
performance characteristics, resulting in changes to steering, handling, and brak- ing of your
vehicle. More frequent rotation is permissible if de- sired. The reasons for any rapid or unusual
wear should be corrected before rotating. Page Alignment And Balance If you experience these
problems, try another brand of gasoline before consider- ing service for the vehicle. Over 60
automobile manufacturers around the world have issued and endorsed consistent gasoline
specifica- tions the World Wide Fuel Charter, WWFC to define Gasolines blended with MMT have
shown to reduce spark plug life and reduce emission system performance in some vehicles.
Page If the warning light does not go out after starting the engine, or if it comes on while
driving, it indicates that the fuel level is down to the reserve quantity of approxi- mately 2. Cargo
must be securely tied before driving your vehicle. Improperly secured loads can fly off the
vehicle, particularly at high speeds, resulting in personal injury or property damage. Push in the
flasher switch and all front and rear directional signals will flash. Press the flasher switch a
second time to turn the flashers off. Do not use this emergency warning system when the
vehicle is in motion. If your air conditioner is on, turn it off. Foreign objects e. Cuts or punctures

larger than approximately 0. Do not drive the vehicle under such circumstances. Insert the
power plug 4 into the power point on the instrument panel. Press the switch on the air pump to
1. The air pump should start to inflate the tire. Page Preparations For Jacking wheel
components. Getting under a jacked-up vehicle is dangerous. The vehicle could slip off the jack
and fall on you. You could be crushed. NOTE: The jack is designed exclusively for jacking up
the vehicle at the specified jack location points built beneath either side of the vehicle. The
lifting points for the jack are located beneath the outer edge of the body side, directly behind
the front wheel housings, and in front of the rear wheel housings. Holding the jack, insert the
cradle under the lifting points. Crank the handle clockwise until the jack base meets the ground.
Take care to avoid the radiator cooling fan whenever the hood is raised. It can start any time the
ignition switch is on. You can be hurt by the fan. Do not try to push or tow your vehicle to get it
started. Wear eye protection and remove any metal jewelry such as watch bands or bracelets
that might make an inadvertent electrical contact. When boost is provided by a battery in
another vehicle, park that vehicle within booster cable reach but without letting the vehicles
touch. Page Driving On Slippery Surfaces 6. Start the engine in the vehicle which has the
booster battery, let the engine idle a few minutes, then start the engine in the vehicle with the
discharged battery. When removing the jumper cables, reverse the above sequence exactly. Be
careful of the moving belts and fans. NOTE: If engine does not run after several unsuccessful
starting attempts, have it checked at the nearest autho- rized dealer. If your vehicle becomes
stuck in mud, sand or snow, it can often be moved by a rocking motion. Otherwise, the ESP will
immediately be engaged and will apply the rear wheel brakes. Switch off the tow-away alarm as
well as the automatic central locking system. For access, a snap-in grille must be removed
using the multifunction tool from the glovebox. The front towing eye is now accessible. The
alarm will last approximately three minutes in the form of flashing exterior lights. Page 3. This
system monitors the performance of the emissions and engine control systems. Failure to pass
could prevent vehicle registration. If your vehicle was recently serviced or had a battery failure
or replacement, you may need to do nothing more than drive your vehicle as you normally
would in order for your OBD system to update. You can be badly injured working on or around a
motor vehicle. Do only that service work for which you have the knowledge and the proper
equipment. If you have any doubt about your ability to perform a service job, take your vehicle
to a competent technician. Checking the oil while the vehicle is on level ground will improve the
accuracy of the oil level readings. Page Change Engine Oil The oil change interval for your
Crossfire is initially set at 7, miles 11, km. The Flexible Service System FSS in your vehicle
evalu- ates engine temperature, oil level, vehicle speed, engine speed, distance driven, and the
time elapsed since your last service. The FFS may not alert for an oil change at the proper
interval if an unapproved engine oil is used; Page Inspect the drive belts for evidence of cuts,
cracks, or glazing and replace them if there is any sign of damage which could result in belt
failure. If adjustment is re- quired, adjust the belts according to the specifications and
procedures shown in the Service Manual. Special tools are required to properly measure
tension and to restore belt tension to factory specifications. However, it is im- portant to keep
the engine properly serviced to assure proper catalyst operation and prevent possible catalyst
damage. Ignition Wiring System The ignition cables should be kept clean and properly
connected. Terminals should be fully seated. Cracked, damaged, or faulty cables should be
replaced. Crankcase Emission Control System Proper operation of this system depends on
freedom from sticking or plugging due to deposits. It is essential when replacing the cables on
the battery that the positive cable is attached to the positive post and the negative cable is
attached to the negative post. Steering noise and reduced component life may result if an
unapproved fluid is used. During scheduled maintenance, check the power steering fluid level
at the power steering fluid reservoir. Inspect these ball joints when- ever under-vehicle service
is done. Steering Linkage Inspect tie rod ends whenever the vehicle is serviced. They are
permanently lubricated and do not require periodic lubrication. Page Windshield Wiper Blades
lubricant. Repeat this procedure three or four times. Wipe all the lubricant off the key with a
clean cloth, to avoid soiling clothing. Windshield Wiper Blades Clean the rubber edges of the
wiper blades and the windshield periodically with a sponge or soft cloth and a mild
non-abrasive cleaner, or use the washer solvent. Page Cooling System If you notice a change in
the sound of the exhaust system, or if exhaust fumes can be detected inside the vehicle, or
when the underside or rear of the vehicle is damaged, have a competent technician inspect the
complete ex- haust system and adjacent body areas for broken, dam- aged, deteriorated, or
mispositioned parts. Clean the radiator and condenser by gently spraying water from a garden
hose at the back of the radiator core. Check the recovery bottle tank tubing for condition and
tightness of connection at the bottle and radiator. Failure to use the proper antifreeze could
cause radiator plugging and engine overheating. Do not mix antifreeze brands or types. Do not

use plain water alone or alcohol base antifreeze products. Do not use additional rust inhibitors
or antirust prod- ucts, as they may not be compatible with the radiator coolant and may plug the
radiator. Do not use a pressure cap other than the one speci- fied for your vehicle. Personal
injury or engine damage may result. Hard or soft spots, brittle rubber, cracking, checking, tears,
cuts, abrasions, and excessive swelling indicate deterioration of the rub- ber. Pay particular
attention to the hoses nearest to high heat sources such as the exhaust manifold. There- fore,
oil wetness at the hose-coupling area is not neces- sarily an indication of leakage. Use of a
brake fluid that may have a lower initial boiling point or unidentified as to specification, may
result in sudden brake failure during hard pro- longed braking. Using a transmis- sion fluid
other than that recommended by the DaimlerChrysler Corporation will result in more frequent
fluid and filter changes. Do not overfill. Dirt and water in the transmission can cause serious
damage. To prevent dirt and water from entering the transmission after checking or
replenishing fluid, make certain that the dipstick cap is seated properly. Add fluid, if necessary,
to maintain the proper level. Frequency of Fluid Change Under normal operation conditions, the
fluid installed at the factory will give satisfactory lubrication for the life of Corrosion is the result
of deterioration or removal of paint and protective coatings from your vehicle. The cost of such
repairs is considered the responsibility of the owner. Your dealer has touch-up paint to match
the color of your vehicle. Many wheel cleaners contain acids that may harm the wheel surface.
Use Mopar Vinyl Cleaner to clean vinyl upholstery. Page Plastic is not as scratch resistant as
glass and therefore different lens cleaning procedures must be followed. To minimize the
possibility of scratching the lenses and reducing light output, avoid wiping with a dry cloth. To
remove road dirt, wash with a mild soap solution fol- lowed by rinsing. To remove the lid,
squeeze the tabs together located at the front of the fusebox. When replacing a blown fuse, it is
important to use only a fuse having the correct amperage rating. The use of a fuse with a rating
other than indicated may result in a dangerous electrical system overload. If a properly rated
fuse continues to blow, it shows a problem in the circuit that must be corrected. Slide the
control module box cover retaining clips forward and lift the cover from the control module box
to gain access to the relay control module fuses. Use a coin or flat blade screwdriver to open
and close this access door. Halogen lamps contain pressurized gas. NOTE: To prevent a
possible electrical short circuit, switch off light prior to replacing a bulb. Push the bulb into the
socket, turn counterclockwise and remove. Rein- stall the socket, and turn clockwise. Front and
Rear Sidemarker Lights 1. Page License Plate Light 4. Replace the access door in the trim panel.
License Plate Light 1. Remove the two lens assembly mounting screws. Pull the bulb out of the
socket. Replace the bulb and reattach the lens assembly. Align and resecure the two lens
assembly mounting screws. Page Check the battery every four to six weeks to ensure that the
voltage is above Voltage will drop more rapidly in hot temperatures. If battery voltage drops
below Engine Oil Only use synthetic engine oils, approved to MB It contains all necessary
instructions concerning service intervals and operations which have to be carried out. Page
Emission Control System Maintenance to be serviced and adjusted in accordance with special
instructions and using special measuring equipment. Modifications to or interference with the
emissions con- trol systems are not permissible. All DaimlerChrysler Corporation dealers are
familiar with the relevant and applicable regulations. Page Regular Check-Ups Depending on
operating conditions through- out the year, a clock symbol may appear next to the service
symbol. When this occurs, the next service is calculated and displayed in days remaining
before the next service is required. You should have the maintenance performed within the
stated time period or distance. After this change it is filled for life. The manual transmission
comes filled for life from the factory. However, if operating conditions are dusty, these filters
should be replaced more
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fre- quently. Take your warranty folder. All work to be performed may not be covered by the
warranty; Most matters can be resolved with this process. They want to know if you need
assistance. They will help you keep your vehicle operating at its best. These manuals have been
prepared with the assistance of service and engineering specialists to acquaint you with
specific Chrysler group vehicles. Included are starting, operating, emergency and maintenance
pro- cedures as well as specifications, capabilities and safety tips. The relative performance of
tires depends upon actual conditions of their use, however, and may depart significantly from
the norm due to variations in driving habits, service practices and differences in road
characteristics and climate. Page Carbon Monoxide Warning Page Gear Ratios Page Materials
Added to Page Snow Tires Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
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