2004 envoy wiring diagram

Wiring Diagram Sample. Restoring electrical wiring, even more than any other home project is
focused on security. Install an electrical outlet correctly and it's because safe as this can be; set
it up improperly and it's potentially deadly. That is why there are several rules surrounding
electrical cabling and installations. The rules can be complicated, for positive, and sometimes
confusing, even for learn electricians, but you can find basic concepts in addition to practices
that apply to almost every electric wiring project, specifically the kind of which DIYers are
certified to tackle. Print the cabling diagram off plus use highlighters in order to trace the
circuit. A single trick that We use is to print out exactly the same wiring diagram off twice.
Before reading the schematic, get common and understand all of the symbols. Read the
schematic like the roadmap. The best approach to prevent power shock is to USUALLY test
wires in addition to devices for energy before focusing on them or near all of them. Simply
shutting away the power isn't very good enough. Further, it's not uncommon regarding circuit
breaker containers to become mislabeled, particularly when the electrical services continues to
be extended or perhaps adapted over the years. The signal breaker label may well not
accurately describe the particular circuit breaker in fact controls. All electrical cabling and
devices possess an amperage, or amp, rating. This is the optimum quantity of electrical present
they could safely carry. Most traditional household circuits are rated regarding 15 amps or
perhaps 20 amps, while large-appliance circuits such regarding electric dryers and ranges may
be rated with regard to 30, 40, 50 amps, if not more. Any time installing or replacing wiring or
products, all of typically the parts you make use of should have the correct amperage rating for
the circuit. For example, a amp circuit must possess gauge wiring, which often is rated for 20
amps. In case you install gauge, amp wiring about that circuit, an individual create a fireplace
hazard since the amp circuit breaker guarding that circuit may not turn off just before the amp
wiring overheats. Any time replacing a switch, light fixture, or outlet receptacle, make sure not
to use a device that is rated regarding more amperage compared to the circuit carries. This is
particularly important when exchanging receptacles. A receptacle rated for amps has a special
prong condition in which one of the straight slots has a T shape. This form allows amp home
appliances, which have a matching T-shaped prong, to become inserted. Installing this kind of
receptacle on a new amp circuit tends to make it possible to possibly overload typically the
circuit if a person plug such a amp appliance in it. Take note, however, that there is simply no
danger to installing amp receptacles in amp circuits since it is completely fine when a new
plug-in device draws less power as compared to the circuit amperage. In fact, this is fairly
normal with regard to amp general-use brake lines to be wired with amp containers. Electrical
energy travels along conductors, like wires and the metal connections of outlets in addition to
sockets. Tight connections between conductors generate smooth transitions from one
conductor to a new. But loose contacts act like velocity bumps, restricting the particular flow
and creating friction and heat. Very loose cable connections can lead to arcing, in which
electricity leaps with the air coming from one conductor to another, creating huge heat. Prevent
fire hazards by making sure all wiring connections are tight and possess full contact in the
conductors getting joined. When splicing wires together, always use approved wire connectors
"wire nuts". Outlet receptacles and switches are often manufactured with push-fit wire
connection slots about the back, combined with the traditional screw-terminal contacts on the
sides of the device. These kinds of push-fit connections usually are notorious for dislodging or
failing, therefore professional electricians almost unanimously avoid them in favor regarding
making very tight and secure mess terminal connections. Grounding plus polarization are
important for the safety regarding modern electrical systems. Grounding supplies a risk-free
path for run away electrical current caused by a mistake or other problem in a signal.
Polarization helps to ensure that electrical current travels through the source alongside "hot"
wires plus returns to the particular source along fairly neutral wires. Always adhere to
manufacturer's wiring layouts when replacing the fixture, and understandâ€”and useâ€”your
home's grounding system to guarantee grounding and polarization remain intact. Presently
there are a range of ways to check for grounding and polarization. A straightforward connect to
circuit analyzer device, available for several dollars, will make it possible in order to routinely
check outlets to make certain they usually are wired correctly. In most cases, this means an
electrical box. Enclosures not only protect the connectionsâ€”and protect folks from accidental
contact together with those connectionsâ€”they also provide means for acquiring conductors
like power cables and products. The rule right here is simple: you lazy. If a person need to
create a wiring splice, use a junction box and secure the cables to the container with cable
magnetic clamps. Never leave a new splice or other connection exposed or even unsecured.
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General motors company envoy automobile owner manual pages. If you sell the vehicle, please
leave this manual in it so the new owner can use it. A notice tells about something that can
damage your vehicle. Page 5 These are some examples of symbols that may be found on the
vehicle The power seat controls are located on the outboard side of the front seat cushions. The
horizontal control adjusts the seat cushion and the vertical control adjusts the seatback. The
buttons used to control this feature are located on the front door armrests. The engine must be
running for the heated seat feature to work. To heat the entire seat, press the horizontal button
with the heated seat symbol. The vertical power seat control described earlier allows the
seatback to recline. See Power Seats on page for more information. Page Rear Seats Head
Restraints Adjust your head restraint so that the top of the restraint is closest to the top of your
head. This position reduces the chance of a neck injury in a crash. The head restraints lock into
place when raised. To release the head restraint and lower it, press the tab located on the top of
the seatback. Page 12 The rear seatback levers are located on the outboard side of the rear
seatbacks. Pull the seatback toward you as you lift up on the lever. The head restraint will
automatically fold out of the way when the seatback is folded down. To raise the seatbacks, lift
up the seatbacks and push on them until they lock into the upright position. Use this feature for
gaining access to the third row seats. To fold and tumble the second row seat s , do the
following: 1. Pull up on the handle located on the bottom of the seat cushion to release the seat
cushion. Lift up the seat, and then pull it forward. In a collision, people riding in these areas are
more likely to be seriously injured or killed. Do not allow people to ride in any area of your
vehicle that is not equipped with seats and safety belts. Put someone on it. Take the simplest
vehicle. Page 17 Get it up to speed. Then stop the vehicle. The person keeps going until
stopped by something. In a real vehicle, it could be the windshield Page 18 or the instrument
panel With safety belts, you slow down as the vehicle does. You get more time to stop. You stop
over more distance, and your strongest bones take the forces. Be aware that there are special
things to know about safety belts and children. And there are different rules for smaller children
and babies. If a child will be riding in your vehicle, see Older Children on page or Infants and
Young Children on page Page 21 5. To make the lap part tight, pull up on the The lap part of the
belt should be worn low and snug on shoulder belt. In a crash, this applies force to the strong
pelvic bones. The shoulder belt is too loose. In a crash, you would move forward too much,
which could increase injury. The belt is buckled in the wrong place. In a crash, the belt would go
up over your abdomen. The belt forces would be there, not at the pelvic bones. The shoulder
belt is worn under the arm. It should be worn over the shoulder at all times. In a crash, your
body would move too far forward, which would increase the chance of head and neck injury.
The belt is twisted across the body. In a crash, you would not have the full width of the belt to

spread impact forces. The belt should go back out of the way. Before you close the door, be
sure the belt is out of the way. If you slam the door on it, you can damage both the belt and your
vehicle. For pregnant women, as for anyone, the key to making safety belts effective is wearing
them properly. Page 28 Lap-Shoulder Belt All rear seating positions have lap-shoulder belts.
Here is how to wear one properly. Pick up the latch plate and pull the belt across you. Do not let
it get twisted. Push the latch plate into the buckle until it clicks. Pull up on the latch plate to
make sure it is secure. Page 29 The lap part of the belt should be worn low and snug on the
hips, just touching the thighs. In a crash this applies force to the strong pelvic bones. And you
would be less likely to slide under the lap belt. If you slid under it, the belt would apply force at
your abdomen. When attached to a shoulder belt, the comfort guide better positions the belt
away from the neck and head. Page 31 3. Your comfort guide may have an adjuster to lengthen
or shorten the cord. If it does, you can adjust the cord by following these steps. Squeeze and
hold the ends of the lock A on the elastic cord. Page Safety Belt Extender 5. Buckle, position
and release the safety belt as described in Rear Seat Passengers on page Make sure that the
shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze the belt
edges together so that you can take them out of the guides. What is the proper way to wear
safety belts? If possible, an older child should wear a lap-shoulder belt and get the additional
restraint a shoulder belt can provide. Here two children are wearing the same belt. The belt can
not properly spread the impact forces. In a crash, the two children can be crushed together and
seriously injured. A belt must be used by only one person at a time. Here a child is sitting in a
seat that has a lap-shoulder belt, but the shoulder part is behind the child. If the child wears the
belt in this way, in a crash the child might slide under the belt. Page 36 Every time infants and
young children ride in vehicles, they should have the protection provided by appropriate
restraints. Instead, they need to use a child restraint. Air bags plus lap-shoulder belts offer
outstanding protection for adults and older children, but not for young children and infants.
Page 38 What are the different types of add-on child restraints? Page 40 A rear-facing infant
seat B provides restraint with the seating surface against the back of the infant. The harness
system holds the infant in place and, in a crash, acts to keep the infant positioned in the
restraint. A booster seat can also help a child to see out the window. Page Where To Put The
Restraint When choosing a child restraint, be sure the child restraint is designed to be used in a
vehicle. If it is, it will have a label saying that it meets federal motor vehicle safety standards.
Then follow the instructions for the restraint. It is better to secure the child restraint in a rear
seat outside position. Wherever you install it, be sure to secure the child restraint properly.
Page 44 In Canada, the law requires that forward-facing child restraints have a top strap, and
that the strap be anchored. In the United States, some child restraints also have a top strap. If
your child restraint has a top strap, it should be anchored. Do not use the rear tie-down
brackets near the liftgate for top strap tethers. Page 46 Envoy XL An anchor bracket for a top
strap is located at the bottom rear of the seat cushion for each seating position in the second
row Envoy XL only. Page 47 A. Lower Anchorage B. Lower Anchorage C. Top Tether A. The
labels are located near the base of the rear outside seat positions. See Top Strap on page if the
child restraint has one. There are no top strap anchors at the third row seating positions. Page
50 3. Buckle the belt. Make sure the release button is 4. Pull the rest of the shoulder belt all the
way out of positioned so you would be able to unbuckle the the retractor to set the lock. Page
51 5. To tighten the belt, push down on the child restraint, pull the shoulder portion of the belt to
tighten the lap portion of the belt and feed the shoulder belt back into the retractor. Page 53 A
rear seat is a safer place to secure a forward-facing child restraint. If you need to secure a
forward-facing child restraint in the right front seat, you will be using the lap-shoulder belt to
secure the child restraint in this position. Page 54 5. Pull the rest of the shoulder belt all the way
out of 6. To tighten the belt, push down on the child restraint, the retractor to set the lock. Page
Air Bag Systems 7. Push and pull the child restraint in different directions to be sure it is
secure. The safety belt will move freely again and be ready to work for an adult or larger child
passenger. Page 56 Here are the most important things to know about the air bag systems:
CAUTION: You can be severely injured or killed in a crash if you are not wearing your safety belt
â€” even if you have air bags. Wearing your safety belt during a crash helps reduce your chance
of hitting things inside the vehicle or being ejected from it. Page Where Are The Air Bags There
is an air bag readiness light on the instrument panel cluster, which shows the air bag symbol.
The system checks the air bag electrical system for malfunctions. The light tells you if there is
an electrical problem. See Air Bag Readiness Light on page for more information. In an impact
of sufficient severity, the air bag sensing system detects that the vehicle is in a crash. Some
components of the air bag module will be hot for a short time. Additional windshield breakage
may also occur from the right front passenger air bag. There are parts of the air bag systems in
several places around your vehicle. Your dealer and the service manual have information about

servicing your vehicle and the air bag systems. A damaged restraint system may not properly
protect the person using it, resulting in serious injury or even death in a crash. To help make
sure your restraint systems are working properly after a crash, have them inspected and any
necessary replacements made as soon as possible. They could operate the power windows or
other controls or even make the vehicle move. The children or others could be badly injured or
even killed. Do not leave the keys in a vehicle with children. Page 70 This vehicle has one
double-sided key for the ignition and door lock. When a new vehicle is delivered, the dealer
provides the owner with a pair of identical keys and a key code number. Operation is subject to
the following two conditions: 1. Page Remote Keyless Entry System Operation Remote Keyless
Entry System Operation If your vehicle has this feature, you can lock and unlock your doors
from about 3 feet 1 m up to 30 feet 9 m away using the remote keyless entry transmitter
supplied with your vehicle. Page Battery Replacement Battery Replacement Under normal use,
the battery in your remote keyless entry transmitter should last about two years. When a door is
locked, the handle will not open it. You increase the chance of being thrown out of the vehicle in
a crash if the doors are not locked. Page Power Door Locks You can lock or unlock the door
from the inside by sliding the manual lever forward or rearward. When the door is unlocked, you
can see a red area on the lever. Page Delayed Locking Delayed Locking This feature delays the
locking of the doors and the liftgate when using the power lock or the remote keyless entry
system. Page Programmable Locking Feature Programmable Locking Feature The following is
the list of available programming options: Mode 1: All doors lock when the transmission is
shifted into gear. Mode 3: No automatic door locking. Mode 3: All doors unlock when the key is
removed from the ignition. To use one of these locks do the following: 1. Open one of the rear
doors. You can not see or smell CO. It can cause unconsciousness and even death. If you must
drive with the liftgate open or if electrical wiring or other cable connections must pass through
the seal between the body and the They can be overcome by the extreme heat and suffer
permanent injuries or even death from heat stroke. Never leave a child, a helpless adult, or a pet
alone in a vehicle, especially with the windows closed in warm or hot weather. Page Power
Windows Power Windows The controls for the power windows are located on the armrest on
each of the side doors. You can also slide the visor along the rod from side-to-side to cover the
driver or passenger front window. Visor Vanity Mirror Pull the sun visor down to expose the
vanity mirror. Lighted Visor Vanity Mirror Your vehicle may have this feature. Page Testing The
Alarm If a locked door is opened without the key or the remote keyless entry transmitter, the
alarm will go off. If a correct key is not used or the ignition lock cylinder is tampered with, the
fuel system is disabled and the vehicle will not start. Page Ignition Positions Ignition Positions
Use the key to turn the ignition switch to four different positions. You will only be able to
remove the key when the ignition is turned to LOCK. With your foot off the accelerator pedal,
turn the ignition key to START and hold it there up to 15 seconds. When the engine starts, let go
of the key. Usually, the coolant heater should be plugged in a minimum of four hours prior to
starting your vehicle. Page Automatic Transmission Operation Automatic Transmission
Operation There are several different positions for your gear shift lever. The repairs would not
be covered by your warranty. It can help control your speed as you go down steep mountain
roads, but then you would also want to use the brakes off and on. Your front axle is not
engaged in two-wheel drive. It also provides the best fuel economy. Page 94 If the service
four-wheel drive light on the instrument panel cluster stays on, you should take your vehicle to
your dealer for service. Set the parking brake. Start the vehicle. Shift the transfer case to 2HI.
Page 96 To release the parking brake, hold the regular brake pedal down. Pull the parking brake
lever up until you can press in the button at the end of the lever. Hold the button in as you move
the parking brake lever all the way down. Your vehicle can roll. If you have left the engine
running, the vehicle can move suddenly. If you have four-wheel drive, your vehicle will be free
to roll â€” See Automatic Transmission Operation on page It contains the gas carbon monoxide
CO , which you can not see or smell. It can cause unconsciousness and death. Do not leave
your vehicle when the engine is running unless you have to. The mirror is set to zone eight
upon leaving the factory. It will be necessary to adjust the compass to compensate for compass
variance if you live outside zone eight. Under certain circumstances, such as during a long
distance cross-country trip, it will be necessary to adjust for compass variance. Page Outside
Manual Mirrors Adjust your outside mirrors so you can see a little of the side of your vehicle.
Fold the mirrors in before entering a car wash. To do this, pull the mirrors in toward the vehicle.
Curb view assist may be useful when you are parallel parking. OnStar global positioning system
GPS satellite technology, wireless communications, and state of the art call centers to provide
you with a wide range of safety, security, information and convenience services. This includes
any garage door opener model manufactured before April 1, Page 5. Press and hold the
newly-trained HomeLink and observe the indicator light. Similarly, some U. Press and hold the

desired HomeLink Do not release the button. Page Travel Note Recorder Sunglasses Storage
Compartment To open the sunglasses storage compartment in the overhead console, press the
release button. Then pull the compartment down. Travel Note Recorder Your vehicle may have
this feature. Record : To record a message, press this button and begin speaking. Press the
button again to stop recording. Page Luggage Carrier Luggage Carrier CAUTION: If you try to
carry something on top of your vehicle that is longer or wider than the luggage carrier â€” like
paneling, plywood, a mattress and so forth â€” the wind can catch it as you drive along. This
shelf position is used as a cargo shade. Insert the front corners of the panel into the top guides
and slide the panel forward. Press down on the back of the panel to lock it in place. Page Lower
Position To prevent soiling the carpet, the panel may be installed either side up. Insert the front
corners of the panel into the lower guides and slide the panel forward. Notice: Loading objects
that weigh over lbs 90 kg onto the panel may cause damage. People in the vehicle could be
injured. Be sure to secure any such item properly. Your vehicle has a rear cargo area with a
removeable storage lid. Page Cargo Cover Cargo Cover If your vehicle has a cargo cover, you
can use it to cover items in the cargo area of your vehicle. To install the cargo cover, do the
following: 1. Align the endcap with the pocket in the trim panel located behind the rear seat.
Page Sunroof Sunroof Your vehicle may be equipped with a power sliding sunroof. Press and
release the back of the button in the overhead console to open the sunroof. Page A second
mirror position, seating position and adjustable pedal position can be programmed by repeating
the procedure with a second driver and pressing button 2 for three seconds. Each time button 1
or 2 is pressed and released while the vehicle is in PARK P , a single chime will sound, and the
memory position will be recalled. Page The main components of your instrument panel are the
following: A. Exterior Lamp Controls. See Exterior Lamps on page Air Outlets. They also let
police know you have a problem. Tilt Wheel You should adjust the steering wheel before you
drive. The tilt lever is located to the left of the steering column, under the turn signal lever. You
can raise it to the highest level to give your legs more room when you enter and exit the vehicle.
Page Turn and Lane Change Signals The turn signal has two upward for right and two
downward for left positions. These positions allow you to signal a turn or a lane change. To
signal a turn, move the lever all the way up or down. To turn off the chime, move the turn signal
lever to the off position. Hold it there until the wipers start. Then let go. The wipers will stop
after one wipe. If you want more wipes, hold the band on mist longer. Off : To stop the wipers,
move the band to off. The wipers will clear the window and then either stop or return to your
preset speed. Page Headlamp Washer Headlamp Washer Your vehicle may be equipped with a
headlamp washer system. The button to operate this feature is located on the instrument panel
and functions separately from your other washer systems. Page Off : This position turns the
cruise control system off and cancels memory of a set speed. This can really help on long trips.
Page Setting Cruise Control 1. Move the cruise control switch to on. Get up to the speed you
want. Press the set button at the end of the lever and release it. Take your foot off the
accelerator pedal. The accelerator pedal will not go down. Hold it there until you get up to the
speed you want, and then release the switch. Each time you do this, your vehicle will go about 1
mph 1. Page Automatic Headlamp System Exterior Lamps Your exterior lamps knob is located
on your instrument panel to the left of the steering wheel. An indicator will illuminate when the
position is selected. Page Lamps On Reminder If you start your vehicle in a dark garage, the
automatic headlamp system will come on immediately. Once you leave the garage, it will take
about one minute for the automatic headlamp system to change to DRL if it is light outside. Use
your fog lamps for better vision in foggy or misty conditions. Your ignition must be in RUN for
your fog lamps to work. The fog lamp button is located on the instrument panel to the right of
the exterior lamps knob. To turn the dome lamps off, press the button. The dome lamps will
remain off when a door is open. This will override the illuminated entry feature unless you use
your keyless entry transmitter to unlock the vehicle. Page Reading Lamps Reading Lamps
Press the lens on the lamp located above the doors to turn the reading lamps on and off. Dome
Lamps The dome lamps will come on when you open a door unless the dome lamp override is
pressed in. You can also turn the dome lamps on by turning the thumbwheel, located next to the
exterior lamps knob, all the way up to the top detent position. With the accessory power outlets,
you can plug in auxiliary electrical equipment such as a cellular telephone or CB radio. The third
outlet is located on the rear of the center console Remove the cover from the outlet to use the
outlet. Fan : Turn the left knob clockwise or counterclockwise to increase or decrease the fan
speed. If the knob is in off mode, outside air will still enter the vehicle, and will be directed
based on the position of the mode knob. Slide the lever up or down to adjust the temperature.
The lines you see on the rear window warm the glass. An indicator light in the button will come
on to let you know that the rear window defogger is active. The heater and defroster will work
far better, reducing the chance of fogging the inside of your windows. Page Outside Air

Temperature Display A new outside temperature reading will be displayed if the vehicle has
been off for more than three hours. If the vehicle has been off for less than three hours, the old
temperature reading may be displayed because underhood heat is affecting the true outside
temperature. Page Automatic Operation AUTO Automatic : When automatic operation is active,
the system will control the inside temperature, the air delivery mode, and the fan speed. Use the
steps below to place the entire system in automatic mode: 1. Press the AUTO button. When
AUTO is selected, the air conditioning operation and air inlet mode will be automatically
controlled. Some air also comes out of the defroster and side window outlets. Recirculation :
Press this button to turn recirculation mode on or off. When this button is pressed, an indicator
light in the button will also come on to let you know that it is activated. Page Defogging and
Defrosting Fog on the inside of windows is a result of high humidity moisture condensing on
the cool window glass. This can be minimized if the climate control system is used properly.
You can use either defog or front defrost to clear fog or frost from your windshield. Ventilation
System For mild outside temperatures when little heating or cooling is needed, use the vent
setting to direct outside air through your vehicle. With any of these systems, the rear climate
controls will be disabled when the front climate control system is in defrost. Page Envoy XL To
operate the rear air conditioning system, the front air conditioning system must be on. With the
front air conditioning system off, the rear system controls can only be used to circulate air in
the rear of the vehicle. Selecting panel mode will deliver air to the four headliner outlets. The
pictures will help you locate them. Warning lights and gages can signal that something is wrong
before it becomes serious enough to cause an expensive repair or replacement. Page
Instrument Panel Cluster Instrument Panel Cluster Your instrument panel cluster is designed to
let you know at a glance how your vehicle is running. Your odometer shows how far your
vehicle has been driven, in either miles used in the United States or kilometers used in Canada.
The odometer mileage can be checked without the vehicle running. To help avoid injury to
yourself or others, have your vehicle serviced right away if the air bag readiness light stays on
after you start your When the engine is running, the gage shows the condition of the charging
system. Readings between the low and high warning zones indicate the normal operating range.
Page If the warning light comes on, there could be a brake problem. Have your brake system
inspected right away. A chime may also sound when the light comes on. This system is called
OBD II On-Board Diagnostics-Second Generation and is intended to assure that emissions are
at acceptable levels for the life of the vehicle, helping to produce a cleaner environment. Page If
The Light Is On Steady This light should come on, as a check to show you it is working, when
the ignition is on and the engine is not running. If the light does not come on, have it repaired. If
so, be sure to fuel your vehicle with quality fuel. See Gasoline Octane on page Poor fuel quality
will cause your engine not to run as efficiently as designed. Page Maintenance Schedule Oil
Pressure Gage United States The oil pressure gage shows the engine oil pressure in psi pounds
per square inch when the engine is running. Canadian vehicles indicate pressure in kPa
kilopascals. See Scheduled Maintenance on page and Engine Oil on page for more information.
Once the engine oil has been changed, the change engine oil light must be reset. The vehicle
may be driven at a reduced speed when the reduced engine power light is on but acceleration
and speed may be reduced. Malfunctions can be indicated by the system before any problem is
apparent, which may prevent serious damage to the vehicle. This system is also designed to
assist your service technician in correctly diagnosing a malfunction. The DIC display is located
on the instrument panel cluster above the steering wheel. The DIC can display information such
as the trip odometer, fuel economy and personalization features. The DIC buttons are located on
the steering wheel. Page Fuel Information Odometer Press the trip information button until the
odometer appears on the display. This shows the total distance the vehicle has been driven in
either miles or kilometers. Pressing the reset stem located on the instrument cluster with the
vehicle off will also display the odometer. The display will show LOW if the fuel level is low. The
fuel economy data used to determine fuel range is an average of recent driving conditions. Page
Personalization You can program certain features to a preferred setting for up to two people.
Press the personalization button to scroll through the following personalization features. All of
the personalization options may not be available on your vehicle. Only the options available will
be displayed on your DIC. Page When the vehicle is placed in PARK P or in any forward gear,
the mirror s will return to normal driving positions, following a short delay. Choose one of the
four settings and press the personalization button while it is displayed on the DIC to select it
and move on to the next feature. Pressing the select button will scroll through the available
languages: Choosing a language will display all of the information on the DIC in the desired
language. This message will clear when the coolant temperature drops to a safe operating
temperature. Turn off the vehicle and check the liftgate and liftglass. Restart the vehicle and
check for the message on the DIC display. Stop and turn off the vehicle, check the door for

obstacles, and close the door again. Check to see if the message still appears on the DIC. Page
Audio System S Audio System s Notice: Before adding any sound equipment to your vehicle,
like a tape player, CB radio, mobile telephone, or two-way radio, make sure that it can be added
by checking with your dealer. Also, check federal rules covering mobile radio and telephone
units. The display will show the selection. TUNE: Turn this knob to select radio stations. SEEK :
Press the right or the left arrow to go to the next or to the previous station and stay there. Turn
the knob to increase or to decrease. The display will show the bass or treble level. If a station is
weak or noisy, decrease the treble. AF OFF will appear on the display. The radio will not switch
to other stations. If the station does not broadcast traffic announcements, press the TRAF
button and the radio will seek to a station that does. The player will pull it in and the CD should
begin playing. If the ignition or radio is turned off with the CD in the player, it will stay in the
player. Page 6 RDM Random : Press this pushbutton to hear the tracks in random, rather than
sequential, order. RDM ON will appear on the display. RDM T and the track number will appear
on the display when each track starts to play. Press this pushbutton again to turn off random
play. When the temperature returns to normal, the CD should play. When the road becomes
smoother, the CD should play. Page Set the volume at the desired level. AVOL will appear on
the display. Each higher setting will provide more volume compensation at faster vehicle
speeds. Turn the radio on. Turn the knob to move the sound toward the right or the left
speakers. Page TRAF Traffic : If TRAF appears on the display, the tuned station broadcasts
traffic announcements and when a traffic announcement comes on the tuned radio station you
will hear it. Page Playing A Cassette Tape Playing a Cassette Tape The tape player is built to
work best with tapes that are up to 30 to 45 minutes long on each side. Tapes longer than that
are so thin they may not work well in this player. The longer side with the tape visible should
face to the right. Press this pushbutton again to return to playing speed. The radio will play
while the tape reverses. The station frequency and REV will appear on the display. Remove the
tape. Hold the tape with the open end down and try to turn the right hub counterclockwise with
a pencil. Page If the ignition or radio is turned off with the CD in the player, it will stay in the
player. When the ignition or the radio is turned on, the CD will start playing, where it stopped, if
it was the last selected audio source. When a CD is inserted, the CD symbol will appear on the
display. Press the right arrow to go to the start of the next track. If either arrow is held or
pressed more than once, the player will continue moving backward or forward through the CD.
AUTO VOL Automatic Volume : With automatic volume, the audio system will adjust
automatically to make up for road and wind noise as you drive by increasing the volume as
vehicle speed increases. The radio will go to a preset station stored on the pushbuttons, play
for a few seconds, then go on to the next preset station. When selected, an asterisk will appear
beside that PTY on the display. You may select multiple interrupts if desired. You will hear the
announcement, even if the volume is low or a CD is playing. If the CD player is playing, play will
stop during the announcement. The CD player can play the smaller 3 inch 8 cm single CDs with
an adapter ring. Insert the CD partway into the slot, label side up. The player will pull the CD in.
You will hear sound at a reduced volume. Release the pushbutton to play the passage. The
elapsed time of the track will appear on the display. Forward : Press and hold this button to
advance quickly within a track. Use this feature to listen to 10 seconds of each track of the
currently selected CD. The recorded tracks will begin to play in the order that they were saved.
When the road becomes smooth, the CD should play. The driver cannot safely view the video
screen while driving and should not try to do so. Headphones The RSE system includes two
sets of wireless headphones. An indicator light will illuminate on the headphones when they are
on. The RCA jacks allow audio and video signals to be connected from an auxiliary device such
as a camcorder or a video game unit to the RSE system. There is not an eject button on the
remote control. If a disc is ejected from the player, but is not removed, the DVD player will
reload the disc after a short period of time. Page Set-up Menu : Press this button to adjust the
color, tint, brightness, contrast, and display mode normal, full, or zoom. The dynamic range
compression feature can be used to reduce loud audio and increase low audio produced by
some DVDs. Audio : Press this button to display a menu that will only appear when a DVD is
being played. Page Return : Press this button to exit the current active menu and return to the
previous menu. This button will operate only when a DVD is playing and a menu is active. Page
Problem Recommended Action No power. The ignition might not be in on or accessory. The
parental control button might have been turned on. Disc will not play. The system might be off.
Page Dvd Messages DVD Messages The following errors may be displayed on the video screen:
Disc Format Error: This message will be displayed if a disc is inserted upside down, if the disc
is not readable, or if the format is not compatible with the DVD player. Page The front seat audio
controls always have priority over the RSA controls. If the front seat passengers switch the
source for the main radio to a remote source, the RSA will not be able to control the source. You

can operate the rear seat audio when the main radio is off. Page Radio Personalization Radio
Personalization If your vehicle has this feature, it allows the driver to return to the last used
source: radio, cassette, or CD using the remote keyless entry transmitter. This feature can also
store and recall AM and FM presets, volume, tone, and the last selected radio station. The radio
will only seek preset stations with a strong signal that are in the selected band. Cassette tapes
should be stored in their cases away from contaminants, direct sunlight, and extreme heat. If
they are not, they may not operate properly or may cause failure of the tape player. Store them
in their original cases or other protective cases and away from direct sunlight and dust. If the
surface of a disc is soiled, dampen a clean, soft cloth in a mild, neutral detergent solution and
clean it, wiping from the center to the edge. Please start with a very important safety device in
your vehicle: Buckle up. Page Many adults â€” by some estimates, nearly half the adult
population â€” choose never to drink alcohol, so they never drive after drinking. For persons
under 21, it is against the law in every U. There are good medical, psychological and
developmental reasons for these laws. Page There is a gender difference, too. Women generally
have a lower relative percentage of body water than men. Since alcohol is carried in body water,
this means that a woman generally will reach a higher BAC level than a man of her same body
weight will when each has the same number of drinks. Page There is something else about
drinking and driving that many people do not know. This means that when anyone who has
been drinking â€” They are the brakes, the steering and the accelerator. All three systems have
to do their work at the places where the tires meet the road. Sometimes, as when you are
driving on snow or ice, it is easy to ask more of those control systems than the tires and road
can provide. Some people drive in spurts â€” heavy acceleration followed by heavy braking â€”
rather than keeping pace with traffic. This is a mistake. Your brakes may not have time to cool
between hard stops. Your brakes will wear out much faster if you do a lot of heavy braking.
Page Let us say the road is wet and you are driving safely. Suddenly, an animal jumps out in
front of you. You slam on the brakes and continue braking. Here is what happens with ABS: A
computer senses that wheels are slowing down. If one of the wheels is about to stop rolling, the
computer will separately work the brakes at each front wheel and at both rear wheels. Page
Traction Assist System Tas Remember: Anti-lock does not change the time you need to get
your foot up to the brake pedal or always decrease stopping distance. If you get too close to the
vehicle in front of you, you will not have time to apply your brakes if that vehicle suddenly slows
or stops. Page Power Steering Locking Rear Axle If your vehicle has this feature, your locking
rear axle can give you additional traction on snow, mud, ice, sand or gravel. It works like a
standard axle most of the time, but when one of the rear wheels has no traction and the other
does, this feature will allow the wheel with traction to move the vehicle. Maintain a reasonable,
steady speed. Wait to accelerate until you are out of the curve, and then accelerate gently into
the straightaway. Steering in Emergencies There are times when steering can be more effective
than braking. If the level of the shoulder is only slightly below the pavement, recovery should be
fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. For one thing, following too closely reduces your
area of vision, especially if you are following a larger vehicle. Also, you will not have adequate
space if the vehicle ahead suddenly slows or stops. Page Skidding In a skid, a driver can lose
control of the vehicle. But skids are always possible. Also, see Braking on page If your vehicle
does not have four-wheel drive, you should not drive off-road unless you are on a level, solid
surface. Off-road driving can be great fun. Put heavier items as far forward as you can. Page
Environmental Concerns Environmental Concerns Off-road driving can provide wholesome and
satisfying recreation. However, it also raises environmental concerns. Off-road driving does
require some new and different skills. Here is what we mean. Tune your senses to different
kinds of signals. Page Scanning The Terrain Scanning the Terrain Off-road driving can take you
over many different kinds of terrain. You need to be familiar with the terrain and its many
different features. Here are some things to consider. Surface Conditions: Off-roading can take
you over hard-packed dirt, gravel, rocks, grass, sand, mud, snow or ice. Driving safely on hills
requires good judgment and an understanding of what your vehicle can and can not do. There
are some hills that simply can not be driven, no matter how well built the vehicle. Page Driving
Uphill Driving Uphill Once you decide you can safely drive up the hill, you need to take some
special steps. Page What should I do if my vehicle stalls, or is about to stall, and I can not make
it up the hill? If this happens, there are some things you should do, and there are some things
you must not do. Page Driving Downhill Suppose, after stalling, I try to back down the hill and
decide I just can not do it. What should I do? Leave the vehicle and go get some help. Exit on
the uphill side and stay clear of the path the vehicle would take if it rolled downhill. This could
cause loss of control and a serious accident. Apply the brakes lightly when descending a hill
and use a low gear to keep vehicle speed under control. If this happens, you have to decide

whether to try to drive across the incline. Page Stalling On An Incline Stalling on an Incline If
your vehicle stalls when you are crossing an incline, be sure you and your passengers get out
on the uphill side, even if the door there is harder to open. If you get out on the downhill side
and the vehicle starts to roll over, you will be right in its path. You can not accelerate as quickly,
turning is more difficult, and you will need longer braking distances. It is best to use a low gear
when you are in mud â€” the deeper the mud, the lower the gear. At faster speeds, water
splashes on your ignition system and your vehicle can stall. Stalling can also occur if you get
your tailpipe under water. And, as long as your tailpipe is under water, you will never be able to
start your engine. One reason is that some drivers are likely to be impaired â€” by alcohol or
drugs, with night vision problems, or by fatigue. It can take a second or two, or even several
seconds, for your eyes to readjust to the dark. When you are faced with severe glare as from a
driver who does not lower the high beams, or a vehicle with misaimed headlamps , slow down a
little. Page The heavier the rain, the harder it is to see. Even if your windshield wiper blades are
in good shape, a heavy rain can make it harder to see road signs and traffic signals, pavement
markings, the edge of the road and even people walking. But it can if your tires do not have
much tread or if the pressure in one or more is low. It can happen if a lot of water is standing on
the road. Page City Driving City Driving One of the biggest problems with city streets is the
amount of traffic on them. You will want to watch out for what the other drivers are doing and
pay attention to traffic signals. Page Freeway Driving Freeway Driving Mile for mile, freeways
also called thruways, parkways, expressways, turnpikes or superhighways are the safest of all
roads. But they have their own special rules. The most important advice on freeway driving is:
Keep up with traffic and keep to the right. Drive at the same speed most of the other drivers are
driving. If you miss your exit, do not, under any circumstances, stop and back up. Drive on to
the next exit. The exit ramp can be curved, sometimes quite sharply. The exit speed is usually
posted. Or is it just plain falling asleep at the wheel? Call it highway hypnosis, lack of
awareness, or whatever. There is something about an easy stretch of road with the same
scenery, along with the hum of the tires onthe road, the drone of the engine, and the rush of the
wind against the vehicle that can make you sleepy. Your brakes will have to do all the work of
slowing down. They could get so hot that they would not work well. You would then have poor
braking or even none going down a hill. Also see Tires on page However, if there is snow or ice
between your tires and the road, you can have a very slippery situation. Even though you have
an anti-lock braking system, you will want to begin stopping sooner than you would on dry
pavement. See Braking on page You can run the engine to keep warm, but be careful. Start the
engine again and repeat this only when you feel really uncomfortable from the cold. But do it as
little as possible. Preserve the fuel as long as you can. That will clear the area around your front
wheels. If you have a four- wheel-drive vehicle, shift into 4HI. Do not tow your vehicle with all
four wheels on the ground. Page Four-Wheel-Drive Vehicles Four-wheel-drive vehicles can be
dinghy towed if you follow the proper procedures. The transmission has no provisions for
internal lubrication while being towed, so it is important that you follow all the steps listed in
this manual to dinghy tow your four-wheel-drive vehicle. Two-wheel-drive transmissions have
no provisions for internal lubrication while being towed. To properly tow these vehicles, they
should be placed on a platform trailer with all four wheels off the ground. Four-Wheel-Drive
Vehicles Four-wheel-drive vehicles can be dolly towed with the rear wheels on the ground. This
weight is called the vehicle capacity weight and includes the weight of all occupants, cargo and
all nonfactory-installed options. If you do have a heavy load, you should spread it out. Similar
appearing vehicles may have different GVWRs and payloads. Page Electronically Controlled Air
Suspension System Your vehicle may be equipped with an electronically controlled air
suspension system that automatically keeps your vehicle level as you load and unload. The
system includes a compressor, two height sensors and two air springs supporting the rear axle.
The system also has an internal clock to prevent overheating. The next day turn on the ignition
and check the indicator light. Trailering means changes in acceleration, braking, handling,
durability and fuel economy. Successful, safe trailering takes correct equipment, and it has to
be used properly. In it are many time-tested, important trailering tips and safety rules. Page
Weight Of The Trailer Tongue Weight of the Trailer Tongue The tongue load A of any trailer is an
important weight to measure because it affects the total or gross weight of your vehicle. The
Gross Vehicle Weight GVW includes the curb weight of the vehicle, any cargo you may carry in
it, and the people who will be riding in the vehicle. Page Trailer Brakes If you will be pulling a
trailer that, when loaded, will weigh more than 5, lbs 2 kg be sure to use a properly mounted
weight-distributing hitch and sway control of the proper size. This equipment is very important
for proper vehicle loading and good handling when driving. It can cause unconsciousness or
death. See Engine Exhaust on page Page Backing Up Before you start, check all trailer hitch
parts and and attachments, safety chains, electrical connection, lamps, tires and mirror

adjustment. If the trailer has electric brakes, start your vehicle and trailer moving and then apply
the trailer brake controller by hand to be sure the brakes are working. If something goes wrong,
your rig could start to move. People can be injured, and both your vehicle and the trailer can be
damaged. Let up on the brake pedal. This harness has a seven-pin universal heavy-duty trailer
connector that is attached to a bracket on the hitch platform. Page Section 5 Service Page
Service Service Your dealer knows your vehicle best and wants you to be happy with it. We
hope you will go to your dealer for all your service needs. You will get genuine GM parts and
GM-trained and supported service people. We hope you will want to keep your GM vehicle all
GM. Page Adding Equipment To The Outside Of Your Vehicle You should keep a record with all
parts receipts and list the mileage and the date of any service work you perform. See
Maintenance Record on page CAUTION: You can be injured and your vehicle could be damaged
if you try to do service work on a vehicle without knowing enough about it. Page Additives
Additives To provide cleaner air, all gasolines in the United States are now required to contain
additives that will help prevent engine and fuel system deposits from forming, allowing your
emission control system to work properly. You should not have to add anything to your fuel.
However, some gasolines contain only the minimum amount of additive required to meet U. To
help avoid injuries to you and others, read and follow all the instructions on the pump island.
Turn off your engine when you are refueling. Do not smoke if you are near fuel or refueling your
vehicle. To remove the fuel cap, turn it slowly to the left counterclockwise. Leave the area
immediately. Notice: If you need a new fuel cap, be sure to get the right type. You or others
could be burned. Be careful not to drop or spill things that will burn onto a hot engine. Page 2.
Then go to the front of the vehicle and release the secondary hood release. Lift the hood;
release the hood prop from its retainer and put the hood prop into the slot in the hood. Page A.
Coolant Recovery Tank. See Engine Coolant on page Windshield Washer Fluid Reservoir. See
Windshield Washer Fluid on page Power Steering Fluid Reservoir. See Power Steering Fluid on
page Engine Oil Dipstick. See Engine Oil on page In order to get an accurate reading, the oil
must be warm and the vehicle must be on level ground. The engine oil dipstick handle is a
yellow loop. Page When To Add Engine Oil When to Add Engine Oil If the oil is at or below the L
mark for the L6 engine or the cross-hatched area at the tip of the dipstick for the V8 engine, then
you will need to add at least one quart of oil. But you must use the right kind. These numbers on
an oil container show its viscosity, or thickness. Failure to use the recommended oil can result
in engine damage not covered by your warranty. Anytime your oil is changed, reset the system
so it can calculate when the next oil change is required. See Recommended Fluids and
Lubricants on page A cold check is used only as a reference. Plain water, or some other liquid
such as alcohol, can boil before the proper coolant mixture will. See Engine Compartment
Overview on page for more information on location. The vehicle must be on a level surface.
Page Radiator Pressure Cap Add coolant mixture at the recovery tank, but be careful not to spill
it. Coolant contains ethylene glycol, and it will burn if the engine parts are hot enough. Coolant
Recovery Tank B. Radiator Pressure Cap C. See Engine Coolant on page for more information.
You can add the proper coolant mixture directly to the radiator, but be sure the cooling system
is cool before you do it. You can remove the radiator pressure cap when the cooling system,
including the radiator pressure cap and upper radiator hose, is no longer hot. Turn the pressure
cap slowly counterclockwise about one full turn. If you hear a hiss, wait for that to stop. Page 3.
See Engine Coolant on page for more information about the proper coolant mixture. Page
Engine Fan Noise 6. Start the engine and let it run until you can feel the upper radiator hose
getting hot. Watch out for the engine cooling fan. See Engine Compartment Overview on page
for reservoir location. See Engine Compartment Overview on page for the location of the
reservoir. If it is not, have your brake system checked to see if there is a leak. Disc brake pads
have built-in wear indicators that make a high-pitched warning sound when the brake pads are
worn and new pads are needed. Its many parts have to be of top quality and work well together
if the vehicle is to have really good braking. Your vehicle was designed and tested with
top-quality GM brake parts. Page Jump Starting Jump Starting If your battery has run down, you
may want to use another vehicle and some jumper cables to start your vehicle. But please use
the following steps to do it safely. Page Notice: If you leave your radio or other accessories on
during the jump starting procedure, they could be damaged. Always turn off your radio and
other accessories when jump starting your vehicle. Keep your hands away from moving parts
once the engine is running. If they do, you could get a shock. Page 8. Now connect the black
negative cable to the negative terminal of the good battery. Use a remote negative terminal if the
vehicle has one. Page Jumper Cable Removal A. Have it inspected and repaired. How to Check
Lubricant To get an accurate reading, the vehicle should be on How to Check Lubricant To get
an accurate reading, the vehicle For any bulb changing procedure not listed in this section,
contact your dealer. You or others could be injured. Open the liftgate. Remove the two screws

from the lamp assembly. Pull the assembly away from the vehicle. Unclip the wiring harness A
and remove the three socket retaining screws B. Windshield Wiper Blade Replacement
Windshield wiper blades should be inspected at least twice a year for wear or cracking. Remove
the insert from the blade assembly. The insert has two notches at one end that are locked by the
bottom claws of the blade assembly. At the notched end, pull the insert from the blade
assembly. To install the new wiper insert, slide the insert D , notched end last, into the end with
two blade claws A. Page Tires 6. Put the blade assembly pivot in the wiper arm hook. Pull up
until the pivot locking tab locks in the hook slot. Carefully lower the wiper arm and blade
assembly onto the windshield. P-Metric Tire The TIN shows the manufacturer and plant code,
tire size, and date the tire was manufactured. The TIN is molded onto both sides of the tire,
although only one side may have the date of manufacture. Page C Aspect Ratio: A two-digit
number that indicates the tire height-to-width measurements. D Construction Code: A letter
code is used to indicate the type of ply construction in the tire. E Rim Diameter: Diameter of the
wheel in inches. Intended Outboard Sidewall: The side of an asymmetrical tire, that must always
face outward when mounted on a vehicle. Page Radial Ply tire: A pneumatic tire in which the ply
cords that extend to the beads are laid at 90 degrees to the centerline of the tread. Rim: A metal
support for a tire and upon which the tire beads are seated. Sidewall: The portion of a tire
between the tread and the bead. If the pressure is low, add air until you reach the recommended
amount. Make certain that all wheel nuts are properly tightened. For examples of these labels
and their location on your vehicle, see Loading Your Vehicle on page Page Uniform Tire Quality
Grading Uniform Tire Quality Grading Quality grades can be found where applicable on the tire
sidewall between tread shoulder and maximum section width. Sustained high temperature can
cause the material of the tire to degenerate and reduce tire life, and excessive temperature can
lead to sudden tire failure. Page Used Replacement Wheels Each new wheel should have the
same load-carrying capacity, diameter, width, offset and be mounted the same way as the one it
replaces. If you need to replace any of your wheels, wheel bolts or wheel nuts, replace them
only with new GM original equipment parts. Tire chains used on a vehicle without the proper
amount of clearance can cause damage to the brakes, suspension or other vehicle parts. The
area damaged by the tire chains could cause you to lose control of your vehicle and you or
others may be injured in a crash. Attach the other end of the hose to the outlet. The vehicle can
slip off the jack and roll over or fall on you or other people. To release the jack from its holder,
turn the knob on the jack counterclockwise to lower the jack head. The following instructions
explain how to remove the spare tire mounted underneath your vehicle. Turn the wheel wrench
counterclockwise to lower the spare tire. Keep turning the wheel wrench until the spare tire can
be pulled out from under the vehicle. If the spare tire does not lower to the ground, the
secondary latch is engaged causing the tire not to lower. Page Secondary Latch System Your
vehicle has an underbody mounted tire hoist assembly equipped with a secondary latch
system. For the secondary latch to work, the spare tire must be stored with the valve stem
pointing up. If it is not visible, proceed to Step 6. You cannot overtighten the cable. Loosen the
cable by turning the wheel wrench counterclockwise three or four turns. Page 9. Lower the jack
by turning the wheel wrench counterclockwise. Keep lowering the jack until the spare tire slides
off the jack or is hanging by the cable. Disconnect the jack handle from the jack and carefully
remove the jack. Using the wheel wrench, loosen all the wheel nuts. Turn the jack adjusting
knob clockwise by hand to raise the jack lift head. Place the handle, extension and wheel
wrench onto the jack. Page 4. If the vehicle slips off the jack you could be badly injured or killed.
Never get under a vehicle when it is supported only by a jack. Page 6. Remove any rust or dirt
from the wheel bolts, mounting surfaces and spare wheel. Page Lower the vehicle by turning
the jack handle counterclockwise. Lower the jack completely. In a sudden stop or collision,
loose equipment could strike someone. Store all these in the proper place. Raise the tire fully
against the underside of the vehicle. Continue turning the wheel wrench clockwise until you
hear two clicks or feel it skip twice. The spare tire hoist cannot be overtightened. Instruction
Label B. Handle C. Extension s D. Wheel Wrench E. Some are toxic. Some are dangerous if you
breathe their fumes in a closed space. You may have to do this more than once. Use a clean
cloth and vinyl cleaner. If you do, it may severely weaken them. In a crash, they might not be
able to provide adequate protection. Clean safety belts only with mild soap and lukewarm water.
You can get GM-approved cleaning products from your dealer. The clearcoat gives more depth
and gloss to the colored basecoat. Page Cleaning Aluminum Wheels Grime from the windshield
will stick to the wiper blades and affect their performance. Clean the blade by wiping vigorously
with a cloth soaked in full-strength windshield washer solvent. Then rinse the blade with water.
Check the wiper blades and clean them as necessary; replace blades that look worn. Page
Underbody Maintenance Underbody Maintenance Chemicals used for ice and snow removal and
dust control can collect on the underbody. Medium foaming shampoo. Page Fuses And Circuit

Breakers Fuses and Circuit Breakers The wiring circuits in your vehicle are protected from short
circuits by a combination of fuses and circuit breakers. Look at the silver-colored band inside
the fuse. If the band is broken or melted, replace the fuse. Page L6 Engine Solenoid A. Page V8
Engine Page Section 6 Maintenance Schedule Page Maintenance Schedule Maintenance
Schedule Introduction Important: Keep engine oil at the proper level and change as
recommended. Have you purchased the GM Protection Plan? The Plan supplements your new
vehicle warranties. See your Warranty and Owner Assistance booklet or your dealer for details.
But we do not know exactly how you will drive it. You may drive very short distances only a few
times a week. Or you may drive long distances all the time in very hot, dusty weather. Owner
Checks and Services on page tells you what should be checked, when to check it and what you
can easily do to help keep your vehicle in good condition. Reset oil life system. An Emission
Control Service. Visually check for any leaks or damage. See footnote j. Service and Miles
Kilometers Inspect fuel system for damage or leaks. Inspect exhaust system for loose or
damaged components. See footnote g. We, however, urge that all recommended maintenance
services be performed at the indicated intervals and the maintenance be recorded. Engine Oil
Level Check Check the engine oil level and add the proper oil if necessary. See Engine Oil on
page for further details. If the vehicle moves, you or others could be injured. Before you start,
be sure you have enough room around the vehicle. Transfer Case U. Rear Driveline U. Page
Maintenance Record Engine Drive Belt Routing L6 Engine Maintenance Record After the
scheduled services are performed, record the date, odometer reading, who performed the
service and the type of services performed in the boxes provided. See Maintenance
Requirements on page in this section. Page Section 7 Customer Assistance and Information
Sometimes, however, despite the best intentions of all concerned, misunderstandings can
occur. Virgin Islands This program can also provide you with free resource information, such as
area driver assessment centers and mobility equipment installers. This value-added service is
intended to provide you with peace of mind as you drive in the city or travel the open road. Page
Transportation Options Transportation Options Warranty service can generally be completed
while you wait. However, if you are unable to wait, GMC helps minimize your inconvenience by
providing several transportation options. Depending on the circumstances, your dealer can
offer you one of the following A separate booklet entitled Warranty and Owner Assistance
Information furnished with each new vehicle provides detailed warranty coverage information.
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ansportation is available only at participating dealers and all program options, such as shuttle
service, may not be available at every dealer. Page Reporting Safety Defects To read this
information, special equipment is needed and access to the vehicle or the SDM is required. Box
Page Service Bulletins Service Bulletins Service Bulletins give technical service information
needed to knowledgeably service General Motors cars and trucks. Each bulletin contains
instructions to assist in the diagnosis and service of your vehicle. Page Audio System s cont.
Theft-Deterrent Feature Page Cassette Tape Messages Page Compass Calibration Page Driving
cont. Hill and Mountain Roads Page Gasoline Octane Page Locks Delayed Locking Page
Odometer Page Power Steering Page Tachometer Page Understanding Radio Reception This
manual is also suitable for: Envoy xl Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

