2005 honda civic fuel filter

Changing a fuel filter is just one of those little preventative maintenance items that slips most
owner's minds. Honda recommends changing the filter at least every 30, miles; while that might
seem like a bit of an inconvenience, Honda has at least given you the courtesy of making the
job fairly straightforward. The following applies specifically to seventh-generation through
Civics, but the basics will apply to most cars of other generations. Depressurize the fuel
system. This is fairly simple, like running your car out of gas. Open the glove compartment,
remove the tabs that keep it from swinging all the way down and then pull it down to expose the
relays. Look at the relay diagram and pull the relay marked "Fuel Injection System. Start the car
and allow it to idle until the engine dies. Remove the negative battery cable and find the fuel
pump unit. The rear seat secures to the chassis using four large clips: two on the left and two
on the right. Pull up on the bottom section of the seat, and the clips will come loose to release
the seat. You'll see a metal cover secured to the floor-board by four Phillips-head screws.
Remove it and you'll see the top of the fuel pump unit. Unclip the wiring harness from the fuel
pump and move the metal cover fully away from the unit. Note the plastic locking ring around
the pump unit. Wrap the tip of a large, flat-head screwdriver with a rag to prevent sparking
against the tank, then push that tip against one of the notches in the locking ring. Tap the
screwdriver handle with a hammer to turn the ring counterclockwise. Wrap a rag around the
fuel-line's quick-disconnect fitting and unplug the line from the pump and leave a rag wrapped
around it to reduce fuel vapor influx from the line. Pull the locking ring all the way off of your
pump. Apply a gentle upward pressure to the unit and pull it out. Disassemble the fuel pump
unit to replace the filter. Start by unclipping any harnesses from the top of the unit, and unclip
the joints at the unit base that hold the top on. Unclip the top section of the base that holds the
fuel pump as well as the white, plastic "basket" that surrounds the pump. Unclip the next power
harness. Be careful not to damage the white plastic collar around the pump outlet. Use a
flat-head screwdriver to pop the washer off the back of the pump unit and remove the nasty old
sock-type fuel filter. Push the new filter back onto the pump and install the new washer
provided with your fuel filter onto the filter post. Reassemble everything in the reverse order of
removal. All the harnesses are one-way, so there aren't too many ways to go wrong, assuming
you haven't lost or damaged anything. The only tricky part is making sure that the black rubber
seal inside the tank hole is in place before you install the pump. Run your finger around the seal
to make sure that it's set. Install the plastic locking ring while pushing down on the unit, or it'll
pop back up. Re-install the fuel line first, then the electrical connections. You don't want a
static-electric spark to ignite any fuel vapor built up in the vehicle or around the tank line.
Reinstall the cover, reinstall the pump relay and drop the battery terminal back on. Turn the
ignition key to the "on" position, wait for 5 seconds for the lines to pressurize, then turn it off
again. Turn the switch back on, give it another 5 seconds and start the car. Richard Rowe has
been writing professionally since , specializing in automotive topics. He has worked as a
tractor-trailer driver and mechanic, a rigger at a fire engine factory and as a race-car driver and
builder. Step 1 Depressurize the fuel system. Step 2 Remove the negative battery cable and find
the fuel pump unit. Step 3 Unclip the wiring harness from the fuel pump and move the metal
cover fully away from the unit. Step 4 Wrap a rag around the fuel-line's quick-disconnect fitting
and unplug the line from the pump and leave a rag wrapped around it to reduce fuel vapor influx
from the line. Step 5 Disassemble the fuel pump unit to replace the filter. Step 6 Use a flat-head
screwdriver to pop the washer off the back of the pump unit and remove the nasty old sock-type
fuel filter. Step 7 Reassemble everything in the reverse order of removal. If you have an original
washer in good condition, you may be able to reuse it in place of a new washer with pits or
scratches. The two top washers you use don't have to be the same thickness. Philips head
screwdriver Large flat screwdriver Small flat screwdriver Needle-nosed pliers Disposable rags.
Some fuel may squirt out of the filter when you loosen the top nut. Don't smoke or have open
flames around and keep some paper towels handy to soak up fuel spills. Changing a fuel filter is
just one of those little preventative maintenance items that slips most owner's minds. Honda
recommends changing the filter at least every 30, miles; while that might seem like a bit of an
inconvenience, Honda has at least given you the courtesy of making the job fairly
straightforward. The following applies specifically to seventh-generation through Civics, but the
basics will apply to most cars of other generations. Depressurize the fuel system. This is fairly
simple, like running your car out of gas. Open the glove compartment, remove the tabs that
keep it from swinging all the way down and then pull it down to expose the relays. Look at the
relay diagram and pull the relay marked "Fuel Injection System. Start the car and allow it to idle
until the engine dies. Remove the negative battery cable and find the fuel pump unit. The rear
seat secures to the chassis using four large clips: two on the left and two on the right. Pull up
on the bottom section of the seat, and the clips will come loose to release the seat. You'll see a
metal cover secured to the floor-board by four Phillips-head screws. Remove it and you'll see

the top of the fuel pump unit. Unclip the wiring harness from the fuel pump and move the metal
cover fully away from the unit. Note the plastic locking ring around the pump unit. Wrap the tip
of a large, flat-head screwdriver with a rag to prevent sparking against the tank, then push that
tip against one of the notches in the locking ring. Tap the screwdriver handle with a hammer to
turn the ring counterclockwise. Wrap a rag around the fuel-line's quick-disconnect fitting and
unplug the line from the pump and leave a rag wrapped around it to reduce fuel vapor influx
from the line. Pull the locking ring all the way off of your pump. Apply a gentle upward pressure
to the unit and pull it out. Disassemble the fuel pump unit to replace the filter. Start by
unclipping any harnesses from the top of the unit, and unclip the joints at the unit base that
hold the top on. Unclip the top section of the base that holds the fuel pump as well as the white,
plastic "basket" that surrounds the pump. Unclip the next power harness. Be careful not to
damage the white plastic collar around the pump outlet. Use a flat-head screwdriver to pop the
washer off the back of the pump unit and remove the nasty old sock-type fuel filter. Push the
new filter back onto the pump and install the new washer provided with your fuel filter onto the
filter post. Reassemble everything in the reverse order of removal. All the harnesses are
one-way, so there aren't too many ways to go wrong, assuming you haven't lost or damaged
anything. The only tricky part is making sure that the black rubber seal inside the tank hole is in
place before you install the pump. Run your finger around the seal to make sure that it's set.
Install the plastic locking ring while pushing down on the unit, or it'll pop back up. Re-install the
fuel line first, then the electrical connections. You don't want a static-electric spark to ignite any
fuel vapor built up in the vehicle or around the tank line. Reinstall the cover, reinstall the pump
relay and drop the battery terminal back on. Turn the ignition key to the "on" position, wait for 5
seconds for the lines to pressurize, then turn it off again. Turn the switch back on, give it
another 5 seconds and start the car. Richard Rowe has been writing professionally since ,
specializing in automotive topics. He has worked as a tractor-trailer driver and mechanic, a
rigger at a fire engine factory and as a race-car driver and builder. Step 1 Depressurize the fuel
system. Step 2 Remove the negative battery cable and find the fuel pump unit. Step 3 Unclip the
wiring harness from the fuel pump and move the metal cover fully away from the unit. Step 4
Wrap a rag around the fuel-line's quick-disconnect fitting and unplug the line from the pump
and leave a rag wrapped around it to reduce fuel vapor influx from the line. Step 5 Disassemble
the fuel pump unit to replace the filter. Step 6 Use a flat-head screwdriver to pop the washer off
the back of the pump unit and remove the nasty old sock-type fuel filter. Step 7 Reassemble
everything in the reverse order of removal. If you have an original washer in good condition,
you may be able to reuse it in place of a new washer with pits or scratches. The two top
washers you use don't have to be the same thickness. Philips head screwdriver Large flat
screwdriver Small flat screwdriver Needle-nosed pliers Disposable rags. Some fuel may squirt
out of the filter when you loosen the top nut. Don't smoke or have open flames around and keep
some paper towels handy to soak up fuel spills. Skip to main content Menu. Close X. Call To
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Shop By Vehicle. Genuine Fuel Filter. Click to Enlarge. Product List Price:. Detailed Notes: This
filter assembly includes the filter housing, the filter element also serviced separately , the drain
plug, and o-rings. Detailed Notes: Filter element only located in the filter housing near the fuel
tank. Filter housing o-ring S1G is serviced separately. Shipping Options: Ground, Overnight, 2
Day. Catalog: A. Vehicle Engine Honda Civic. This listing is for part or sub-assembly number
given below only. DX;In Tank;; Qty nee EX;In Tank;; Qty nee All items must be returned in NEW
condition, including the packaging and all accessories. Unauthorzed return will not be
accepted. Precision Auto Labs PAL is one of the most experienced manufacturers in
performance fuel and ignition systems around the world, proving itself on the racetracks and
drag strips of the world. PAL offers a comprehensive selection of performance products,
including coils, digital fuel injection systems, fuel injectors, distributors, caps, rotors, ignition
wires etc. Wire--Imported from German Elektrisoal, top quality in the world. Epoxy-- Imported
from German Elektrisoal, top quality high insulation epoxy. Plastic GE Valox resin, professional
high voltage di-electric resistant resin. Manufactured in facility TS quality control system
certified. Continuous Ignition. Ignition Coil Born For Racing. It means a lot to us. Thanks for
your support. Powered by SoldEazy. Skip to main content. Email to friends Share on Facebook -
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viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle. Picture Information.
Mouse over to Zoom - Click to enlarge. Get the item you ordered or get your money back. Learn
more - eBay Money Back Guarantee - opens in new window or tab. Seller information fouresci
Contact seller. Visit store. See other items More See all. Item Information Condition:. Sign in to
check out Check out as guest. Make Offer. Resume making your offer , if the page does not
update immediately. Add to Watchlist Remove from watch list. Watch list is full. This amount is
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international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
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resulting translation is not guaranteed. Note: The accuracy and accessibility of the resulting
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part is not compatible with this. Compatibility information is not available for this item. Oops,
something went wrong. This part is compatible with below vehicle s. This part is compatible
with below vehicle s matching this. A quantity of 2 is recommended. Portions of the information
contained in this table have been provided by fouresci. Search within store. Items On Sale.
Mixing and Shaking. Liquid Handling Pipette. Dry Bath Incubator. Most of the items come with a
day warranty covering manufacturing defect. High value products would get a longer warranty,
some of them up to 2 year or 5 years or lifetime warranty, excluding any damage by the user.
Fouresci Your best choice. All rights reserved. Shipping and handling. This item will ship to
Ukraine , but the seller has not specified shipping options. Contact the seller - opens in a new
window or tab and request a shipping method to your location. Shipping cost cannot be
calculated. Please enter a valid ZIP Code. No additional import charges at delivery! This item
will be shipped through the Global Shipping Program and includes international tracking. Learn
more - opens in a new window or tab. There are 8 items available. Please enter a number less
than or equal to 8. Select a valid country. Please enter 5 or 9 numbers for the ZIP Code.
Domestic handling time. Taxes may be applicable at checkout. Learn more. Return policy.
Payment details. Payment methods. Feedback on fouresci from others who bought this item.
Positive feedback. Back to home page Return to top. Back to home page. Listed in category:.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image
not available Photos not available for this variation. Precision Auto Labs. International Priority
Shipping. So how do you find out what problems are occurring? Any duplicates or errors? It's
not us. Don't waste your time wasting ours! If you are interested in advertising a for-profit
service, contact us. Find something helpful? Spread the word. Share on Facebook Retweet this
page Email this page. Add Complaint. I would drive on the freeway and my temperature gauge
would fluctuate and return to normal. I investigated the matter online and found other owners of
the same car had the same problems with the thermostat needing to be replaced so I intended
to buy a new one. Then when I would hit bumps in the road my electronics would malfunction.
The radio not cd would turn off. I would have to turn in back on. There was traffic so I could not
accelerate very fast. That is when my electrical components began to completely fail. The dash
alarms would blink on and off, my check engine light never came on. The car jerked forward a
few times. I felt clicking in the peddles and steering column. At once all the electrical and engine
shut off. I had no gauges, no electrical, and no power of any kind. That's when I pulled over to
the shoulder of the freeway. I noticed smoke rising from the hood. Then it grew into a fire. I
immediately tried to escape the cabin of the car. I couldn't exit from the driver side because of
traffic. I climbed over to the passenger side. At this time the fire had engulfed the engine area

and was coming into the cabin. I exited the passenger side door and ran from the vehicle as it
was burning. The entire car became engulfed with fire. Nothing was left of it when the fire
department came. It was completely consumed by the fire. I'm really at a loss as to why it would
do this? I took really good care of my car. I have papers that prove I just recently had the
necessary maintenance on it. This never should have happened. After it comes on, you can't
shut it off manually. Not only does the choke needlessly come on, but it comes on at an RPM
that is too high. It needlessly burns fuel, but also presents a safety problem and causes you to
loose control of the car. Honda is refusing to fix the problem. The solution is that the choke
needs to be modified in three ways: 1 manually choke shut off with handle, accelerator pedal, or
button , 2 5th gear doesn't drop RPM sufficiently and car doesn't get good gas mileage, 3 vtech
engine needs to be made into a vtech-E, so that the engine gets better fuel economy at the
slower speeds and meet both the public's and federal mileage expectations. Honda offers
vtech-E, but they only provide this engine series to those who choose to buy the double
overhead cam, such as that found in the Civic si or in some Accord. The seats in the Honda
Civic ex are dangerously uncomfortable and poorly designed. Honda gives you nothing more
than a block of rubber to sit on, which causes skin irritation due to a lack of heat dissipation
within 20 minutes of driving. In addition, the front seats are too far forward and someone over
5'9" is going to have difficulty controlling the car -- particularly with a manual transmission. The
lack of springs in the front and rear seats potentially causes spinal injuries, due to road shocks
not being absorbed, for people that driv
toyota repair manuals pdf
changing power steering fluid
2012 ducati 848 evo corse se
e the vehicle on a daily basis. A custom upholstery shop advises me they can't unbolt the seats
because the airbags will go off because the airbags have distance sensing. Not only is this
ludicrous, but offers no consumer safety. A quick review of the Honda Civic ex with the Honda
Civic ex SE reveals that the is significantly safer to operate than the Civic. The Civic has four air
bags in the front, including side airbags in both doors. After repairs vehicle significantly
lowered in gas mileage. The consumer received notification from Honda that through a mistake
in manufacturing, the vehicle's computer had been programmed with a fuel injector fuel flow
rate that caused it to run too lean. Search CarComplaints. Accord brake problems Civic
transmission failure engine complaint electrical issue heater complaint transmission complaint
paint defect Civic recall. The dealer told the consumer that was the way the vehicle was
designed. Not what you are looking for? Search for something else:.

