2006 ford freestar manual

Instrument Cluster. Warning and control lights. Entertainment Systems. Climate Controls.
Manual heating and air conditioning. Rear window defroster. Turn signal control. Bulb
replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed control.
Message center. Locks and Security. Anti-theft system. Ford five hundred automobile owner's
manual pages. Ford crown victoria automobile owner's manual pages. Page 3 Ford Motor
Company. Ford may change the contents without notice and without incurring obligation. Page
4: Introduction State of California to cause cancer and birth defects or other reproductive harm.
Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle, the greater the safety and pleasure you will
derive from driving it. In this guide, answers to such questions are contained in comments
highlighted by the warning triangle symbol. These comments should be read and observed.
Page 6 In order to properly diagnose and service your vehicle, Ford Motor Company, Ford of
Canada, and service and repair facilities may access vehicle diagnostic information through a
direct connection to your vehicle when diagnosing or servicing your vehicle. Page 7
Introduction To access this information, special equipment must be directly connected to the
recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, unless pursuant to court order or where
required by law enforcement, other government authorities or other third parties acting with
lawful authority. Page 8: Vehicle Symbol Glossary Introduction These are some of the symbols
you may see on your vehicle. Many lights will illuminate when you start your vehicle to make
sure the Page 11 Instrument Cluster bulb works. If any light remains on after starting the
vehicle, refer to the respective system warning light for additional information. Check engine:
The Check Engine indicator light illuminates when the ignition is first turned to the ON position
to check the bulb. Page 12 Instrument Cluster Anti-lock brake system: If the ABS light stays
illuminated or continues to flash, a malfunction has been detected, have the system serviced
immediately by your authorized dealer. Normal braking is still functional unless the brake
warning light also is illuminated. Airbag readiness: If this light fails to illuminate when ignition is
turned to ON, continues to flash or remains Low tire pressure warning: Illuminates when your
tire pressure is low. If the light remains ON at start up or while driving, the tire pressure should
be checked. Page 14 Instrument Cluster Low washer fluid: Illuminates when the windshield
washer fluid is low. Page Gauges Instrument Cluster High beams: Illuminates when the high
beam headlamps are turned on. Page 16 Instrument Cluster Engine coolant temperature gauge:
Indicates engine coolant temperature. If it enters the red section, the engine is overheating.
Stop the vehicle as soon as safely possible, switch off the engine and let the engine cool.
Tachometer: Indicates the engine speed in revolutions per minute. Driving with your tachometer
pointer continuously at the top of the scale may damage the engine. Also use in menu mode to
select various settings. Audio: Press to access select various settings. Treble: Press to adjust
the treble setting. Page 19 Entertainment Systems 3. Press again to return to the playing media.
Page 21 Entertainment Systems Treble: Press to adjust the treble setting. SEEK Speed sensitive
volume if equipped : Radio volume automatically changes slightly with vehicle speed to
compensate for road and wind noise. Page 22 Entertainment Systems Fast forward: Press to
manually advance in a CD track. Rewind: Press to manually reverse in a CD track. Seek: Press
to access the next strong station or track. Page 24 Entertainment Systems Fade: Press to adjust
the audio between the front and rear speakers. Page 25 Entertainment Systems Repeat: Press to
repeat the current CD track. Fast forward: Press to manually advance in a CD track or cassette.
Rewind: Press to manually reverse in a CD track or cassette. CD slot: Insert a CD label side
Seek:Press to access the previous strong station or track. Scan: Press for a brief sampling of
radio stations or CD tracks. Press again to stop. When this radio is used in cargo vans where no
rear speakers are installed in the vehicle, fading to the rear speakers will result in no audio
output. Page 27 Entertainment Systems 3. Menu: Press to toggle through the following modes:
Treble: Press to adjust the treble setting. Page 28 Entertainment Systems 6. Text: In CD mode,
press to display the track name, artist name and disc name if available. Shuffle: Press to play
tracks in random order. Page 29 Entertainment Systems CD: Press to enter CD mode. If a CD is
already loaded into the system, CD play will begin where it ended last. Page 30 Entertainment
Systems 5. When the rear seat controls are activated, rear seat passengers can use the controls
to change the playing media for all passengers Single Play mode. The front and rear seat
passengers cannot listen to two different radio stations at the same time. Page 32 Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection
film attached, and CDs with homemade paper adhesive labels should not be inserted into the
CD player. Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. See the following for a brief

description on each control. Page 34 Climate Controls Dual zone manual heating and air
conditioning system with rear passenger compartment climate control if equipped 1. Page 35
Climate Controls will be warmer or cooler than the driver airflow temperature setting when more
than one rear temperature light REAR is illuminated. Refer to Rear window defroster later in this
chapter for more information. Can be used to clear thin ice or fog from the windshield. Rear
temperature control: Press to enable the auxiliary system and set the desired rear cabin airflow
temperature with the front control. Page 38 Climate Controls engaged manually in any airflow
selection except. Recirculated air may turn off automatically in all airflow selections. Use with
recirculated air to improve cooling performance and efficiency. Engages automatically in AUTO,
, and : Distributes air through the windshield defroster vents and floor vents. Page 39 Climate
Controls Dual zone automatic temperature control with heated seats and rear passenger
compartment climate control if equipped Defrost: Distributes outside air through the windshield
defroster vents. Page 40 Climate Controls :Distributes air through the windshield defroster
vents and the floor vents. Page 41 Climate Controls REAR: Press to enable the control located
in the rear seat. Press again to turn the auxiliary system off. Page Rear Window Defroster The
filter is located just in front of the windshield under the cowl vent screen on the passenger side
of the vehicle. For more information, or to replace the filter, see your authorized Ford or Lincoln
Mercury dealer. Turns on the parking lamps, instrument panel lamps, license plate lamps and
tail lamps. Turns the headlamps on. Note: Some vehicles may be equipped with a headlamps on
with wipers feature. Page 44 Lights To program the auto lamp exit time delay: 1. Start with the
ignition in the OFF position and the headlamp control in the autolamp position. Deselect the
auto lamps. Put the ignition in RUN. Put the ignition in OFF. Page 45 Lights Flash to pass Pull
toward you slightly to activate and release to deactivate. Battery saver The battery saver will
shut off the exterior lamps and interior lamps, except the hazard warning lamps if activated, 10
minutes after the ignition control has been turned off. The battery saver will extend the time-out
period for courtesy lamps to 30 minutes if the liftgate is ajar or the dome lamp is on via manual
activation using the dome lamp switch or the headlamp switch, whichever is provided. The
dome lamp will not illuminate if the control switch is in the OFF position. If your vehicle has
been in an accident the alignment of your headlamps should be checked by your authorized
dealer. Page Turn Signal Control Lights 5. Locate the vertical adjuster on each headlamp, then
use a 2 Phillips screwdriver to turn the adjuster either counterclockwise to adjust up or
clockwise to adjust down positioning the horizontal edge of the high intensity light on the
horizontal reference line. Page 48 Lights Map lamps if equipped The map lamps and controls
are located on the center overhead console. Press the raised portion on each lens to activate
the lamps. Page Bulb Replacement Lights door is opened. The dome lamp will illuminate
whenever a front door is opened. If either front door has been opened from the outside, the
lamp will remain on for 20 seconds after the door is shut. Page 50 Lights Using the right bulbs
Replacement bulbs are specified in the chart below. The correct bulbs will not damage the lamp
assembly or void the lamp assembly warranty and will provide quality bulb burn time. Page 51
Lights Replacing headlamp bulbs To remove the headlamp bulb: 1. Make sure headlamp switch
is in the OFF position, then open the hood. Remove the two retainer pins to release the
headlamp assembly and pull headlamp assembly forward to expose the back of the bulb. Page
52 Lights 3. To remove the side marker bulb, turn the bulb socket counterclockwise, and pull
the bulb straight out of the socket. Page 53 Lights Replacing license plate lamp bulb The license
plate bulbs are located in the license plate housing assembly on the liftgate. To change the
license plate bulbs: 1. Make sure the headlamp switch is in the OFF position. Remove the
license lamp screw from the assembly. Pull and hold the steering wheel release control toward
you. Move the steering wheel up or down until you find the desired location. Release the
steering wheel release control. Page 56 Driver Controls Conversation mirror The conversation
mirror allows the driver to view the rear seating area. This does not replace the rear view mirror.
The compass heading and outside air temperature are displayed together - side by side. Page
57 Driver Controls Zone variation mode 1. Determine which magnetic zone you are in by
referring to the zone map. Turn the ignition to the ON position. Press and hold the momentary
push-button for approximately 4 seconds, until VAR is displayed, then release it. Page 58 Driver
Controls Note: Look for a parking lot away from buildings, light posts, manhole covers, sewer
and drainage grates and other metallic objects. Some magnetic objects may be hidden
underground. Look for signs of underground utilities, water mains or other industrial structures.
The parking lot should be level and have a smooth surface. Page 59 Driver Controls Manual
door operation when vehicle is stopped or parked on a downhill grade In some cases it may be
necessary to have someone hold the door while rear seat passengers are entering or exiting the
vehicle. The hold open mechanism will restrain the door open when the vehicle is parked on
moderate downhill grades. With the control in the OFF position, power operation is disabled

from both PSD handles and from both second row passenger switches. The overhead console
switch and remote entry transmitter will operate the power doors regardless of the position of
the lockout switch. The power door assist will take over and complete the open or close
operation. Page 64 Driver Controls Do not use the power point for operating the cigarette lighter
element if equipped. To prevent the battery from being discharged, do not use the power point
longer than necessary when the engine is not running. Do not hold the lighter in with your hand
while it is heating, this will damage the lighter element and socket. The lighter will be released
from its heating position when it is ready to be used. Page Mirrors Driver Controls Power vent
windows Do not leave children unattended in the vehicle and do not let children play with the
power vent windows. They may seriously injure themselves. Rotate the control clockwise to
adjust the right mirror and rotate the control counterclockwise to adjust the left mirror. Move the
control in the direction you wish to tilt the mirror. Page Speed Control Driver Controls
Fold-away mirrors Carefully pull the outside mirrors inwards when driving through a narrow
space, like an automatic car wash. Page 69 Driver Controls Setting speed control The controls
for using your speed control are located on the steering wheel for your convenience. Press the
ON control and release 2. Accelerate to the desired speed. Note: When you turn off the speed
control or the ignition, your speed control set speed memory is erased. It is also recommended
that a new battery be placed in the hand-held transmitter of the device being programmed to
HomeLink for quicker training and accurate transmission of the radio-frequency signal. Page 74
Driver Controls Note: If the indicator light blinks rapidly for two seconds and then turns to a
continuous red, proceed with Steps 6 through 8 to complete programming of a rolling code
equipped device. Activation will now occur for the trained product garage door, gate operator,
security system, entry door lock, or home or office lighting etc. You may select display features
on the message center for a display of status preceded by a brief indicator chime. Page 77
Driver Controls DTE is calculated using a running average fuel economy, which is based on
your recent driving history of miles km. This value is not the same as the average fuel economy
display. The running average fuel economy is reinitialized to a factory default value if the battery
is disconnected. For each of the monitored systems, the message center will indicate a warning
message for three seconds when there is a malfunction. This acts as a reminder that these
warning conditions still exist within the vehicle. Displayed when the braking system is not
operating properly. If the warning stays on or continues to come on, contact your authorized
dealer as soon as possible. Displayed when the brake lamps are activated and at least one is
burned out. Page 82 Driver Controls An oil change is required whenever indicated by the
message center. Page 83 Driver Controls 2. To open the liftgate, pull the liftgate handle
rearward. Page 85 Driver Controls Keep the keys out of the reach of children. Do not allow
children to play on or near an open or moving power liftgate. The PLG could be damaged from
the contact. Ensure that the PLG is unlocked, using the remote entry transmitter or power door
unlock. Refer to Remote Entry System in the Locks and security chapter. Close the liftgate
manually and remove the obstruction. Normal operation can then be resumed. Attach the net to
the anchors provided. Do not put more than 50 lbs. The cargo net is not designed to restrain
objects during a collision or heavy braking. Page 89 Driver Controls To adjust the cross-bar if
equipped position: 1. Loosen the thumbwheel at both ends of the cross-bar both cross-bars are
adjustable. Slide the cross-bar to the desired location. Tighten the thumbwheel at both ends of
the cross-bar. To remove the cross-bar assembly if equipped : 1. Page 90 Driver Controls To
reinstall the cross-bar assembly if equipped : 1. Slide the cross-bar into the rail track with the
arrow facing towards the front of the vehicle. Slide the bar forward passed the retaining clip.
Firmly tighten the thumbscrews at both ends of the cross-bar. In case of loss, replacement keys
are available from your dealer. You should always carry a second key with you in a safe place in
case you require it in an emergency. Refer to the SecuriLock passive anti-theft system section
in this chapter for more information. Page 92 Locks and Security Unlocking the liftgate during a
battery failure In the event of a vehicle power failure affecting the liftgate latch, the liftgate can
be unlocked manually. Locate the liftgate trim access panel in the center of the liftgate. The
childproof lock controls are located on front edge of each sliding door and must be set
separately for each door. Page 95 Locks and Security If there are problems with the remote
entry system, make sure to take ALL remote entry transmitters with you to the authorized dealer
in order to aid in troubleshooting the problem. Unlocking the doors 1. Note: The interior lamps
will illuminate and the anti-theft system if equipped will disarm. Page 96 Locks and Security
Opening power liftgate PLG if equipped Press the control twice within three seconds to power
open the power liftgate. The interior lamps will illuminate. Make sure all persons are clear of the
power liftgate area before using the power liftgate controls to open or close the liftgate. Page 97
Locks and Security If any of the doors, the liftgate or the hood if equipped with perimeter alarm
are not properly closed, the horn will make two quick chirps and the parklamps will not flash.

Sounding a panic alarm Press to activate the alarm. Page 98 Locks and Security 5. Snap the two
halves back together. Note: Replacement of the battery will not cause the remote transmitter to
become deprogrammed from your vehicle. The remote transmitter should operate normally after
battery replacement. Replacing lost remote entry transmitters If you would like to have your
remote entry transmitter reprogrammed because you lost one, or would like to buy additional
remote entry transmitters, you can either reprogram them yourself, or take all Page 99 Locks
and Security 9. Turn the ignition to the 3 OFF position after you have finished programming all
of the remote entry transmitters. The doors will lock, then unlock, to confirm that the
programming mode has been exited. Page Locks and Security Press to automatically move the
driver seat, side view mirrors and adjustable pedals to the desired memory position.
Associating the remote transmitter with the memory feature To activate this feature: 1. Erasing
personal code 1. Use of these systems may result in vehicle starting problems and a loss of
security protection. Page Locks and Security If any of these items are present, you need to
prevent these objects from touching the coded key while starting the engine. Page Locks and
Security 1. Insert the first previously programmed coded key into the ignition and turn the
ignition from the 3 OFF position to the 4 ON position [maintain ignition in 4 ON for at least three
seconds, but no more than ten seconds]. Page Locks and Security Arming the system When
armed, this system will help protect your vehicle from unauthorized entry. When unauthorized
entry occurs, the system will flash the turn signal lamps and side repeaters and honk the horn.
The system is ready to arm whenever the key is removed from the ignition. Do not pile cargo
higher than the seatbacks to reduce the risk of injury in a collision or sudden stop. Page
Seating and Safety Restraints Push control to lower head restraint. Always drive and ride with
your seatback upright and the lap belt snug and low across the hips. Page Seating and Safety
Restraints Before returning the seatback to its original position, make sure that cargo or any
objects are not trapped behind the seatback. After returning the seatback to its original
position, pull on the seatback to ensure that it has fully latched. An unlatched seat may become
dangerous in the event of a sudden stop or collision. Page Seating and Safety Restraints Press
to raise or lower the front portion of the seat cushion. Press to raise or lower the rear portion of
the seat cushion. Press the control to move the seat forward, backward, up or down. Page
Seating and Safety Restraints Using the manual lumbar support if equipped The lumbar control
is located on the inboard side of the seat under the armrest. Rotate the control to change the
firmness of the lumbar support. The head restraints can be moved up and down by pulling up
on the head restraint. Page Seating and Safety Restraints The cupholder is designed to detach
from the seat when subjected to heavy load. The cupholder can be reinstalled by returning to
the closed position. Use only soft cups in the cupholder. Hard objects can injure you in a
collision. Page Seating and Safety Restraints Accessing the third row seat with a second row
bucket seat Ensure head restraint is in the full down position and seat is adjusted to full rear
position if equipped. Note: Place the front row seat in a forward position to allow the 2nd row to
be fully upright. Page Seating and Safety Restraints Continuing to lift the handle will tumble the
seat forward, allowing easier access to the third row seat. After entering the 3rd row seat, return
the seat from the tumbled position and latch it to the floor. Operate recline control to return the
seatback to the upright position. Page Seating and Safety Restraints Before returning the
seatback to its original position, make sure that cargo or any objects are not trapped
underneath the seatback. Page Seating and Safety Restraints Second row bench seat To exit
the third row, activate the easy entry system by pulling on the strap on the rear of the seat. This
will cause the seatback to flip forward and the seat track latches to open. Page Seating and
Safety Restraints 3. Place seat in tumbled position. See Accessing 3rd row seat 4. From inside
the vehicle, pull up on front floor release handle. Rotate the seat rearward at a 30 to 45 degree
angle. Page Seating and Safety Restraints 6. With the assist handle, pull the seat rearward.
Remove the seat from vehicle. Second row bench seat 1. Page Seating and Safety Restraints 2.
Clip the end of the belt to the stationary portion of the shoulder belt coming out of the trim
panel. The end of the shoulder belt must be clipped in order to keep it from striking anything
during vehicle operation. Page Seating and Safety Restraints 4. Position seatback in full down
position. From behind seat pull straight back on the release handles located on each side of the
seat, releasing the rear floor latches. Lift up the seat by the release handles to clear the floor
latches and then pull the seat rearward until the front hooks have come out Install seat onto rear
pin of front tub at a 30 to 45 degree angle. Rotate the seat forward until it latches onto the front
pin. Rotate seat rearward until the back of the seat latches onto the floor. Page Seating and
Safety Restraints 5. Operate recline lever and push the seat back upright. If not latched, the seat
may cause injury during a sudden stop. Before returning the seatback to its original position,
make sure that cargo or any objects are not trapped behind the seatback. Lower back of seat
onto the rear tubs until both release controls latch into place. Be sure that the seat is locked in

place both front and back. Do not place the seat front hooks on the front most pin of the front
tub. Doing so will not allow the seat to fully install in vehicle. Use a key or seat belt tongue to
release the buckle. Store the tongue of the sliding latchplate in the belt pocket. Store the belt in
the housing found on the ceiling by inserting the smaller tongue in the slot provided. Note: The
seat can be stowed with the safety belt connected if desired. Store the tongue of the sliding
latchplate in the belt pocket to avoid potential damage to the seat. Refer to the label attached to
the rear of the vehicle seat. Page Seating and Safety Restraints 8. Pull the number 3 strap on the
seat back to tumble seat all the way in to the tub in the floor. Do not use the seat anchors as
cargo tie downs. Unstowing the third row seat Ensure seat latching area is free of objects. To
return the seat back to the seating position, pull the number 1 strap, then while holding the
number 1 strap, pull the number 3 strap to raise the seat back. Release the number 1 strap to
allow the seat to lock, then release the number 3 strap. Tailgate function The 3rd row seat is
equipped with a tailgate function to be utilized when the vehicle is parked and engine turned off.
To return the seat, ensure seat latching area is free of objects. Then, raise the seat off the
liftgate scuff plate and push at the top of the seat back to rotate the seat back onto the latches.
Page Seating and Safety Restraints conditions. Page Seating and Safety Restraints occupants,
this occurs when the occupant is not properly restrained by seat belts or child safety seats and
they move forward during pre-crash braking. The most effective way to reduce the risk of
unnecessary injuries is to make sure all occupants are properly restrained. Accident statistics
suggest that children are much safer when properly restrained in the rear seating positions than
in the front. Page Seating and Safety Restraints Never let a passenger hold a child on his or her
lap while the vehicle is moving. The passenger cannot protect the child from injury in a
collision. All occupants of the vehicle, including the driver, should always properly wear their
safety belts, even when an air bag supplemental restraint system SRS is provided. Page Seating
and Safety Restraints Combination lap and shoulder belts 1. Insert the belt tongue into the
proper buckle the buckle closest to the direction the tongue is coming from until you hear a
snap and feel it latch. Make sure the tongue is securely fastened in the buckle. Page Seating
and Safety Restraints All safety restraints in the vehicle are combination lap and shoulder belts.
All of the passenger combination lap and shoulder belts have two types of locking modes
described below: Vehicle sensitive mode This is the normal retractor mode, which allows free
shoulder belt length adjustment to your movements and locking in response to vehicle
movement. Page This indicates the safety belt is now in the automatic locking mode. How to
disengage the automatic locking mode Ford Motor Company recommends that all passenger
safety belt assemblies and attaching hardware should be inspected by an authorized dealer
after any collision to verify that the automatic locking retractor feature for child seats is still
working properly. Page Seating and Safety Restraints Position the safety belt height adjusters
so that the belt rests across the middle of your shoulder. Failure to adjust the safety belt
properly could reduce the effectiveness of the safety belt and increase the risk of injury in a
collision. Page Seating and Safety Restraints If Page Seating and Safety Restraints Reasons
given If you are uncomfortable - try different positions for the safety belt upper anchorage and
seatback which should be as upright as possible; Sitting on the safety belt will increase the risk
of injury in an accident. To disable one-time or deactivate the BeltMinder feature please follow
the directions stated below. For the seating position being disabled, at a moderate speed,
buckle then unbuckle the safety belt 9 times, ending in the unbuckled state. Step 3 must be
completed within 50 seconds after the safety belt warning light turns off. Page Airbags if
equipped , LATCH child seat tether anchors and lower anchors if equipped , and attaching
hardware, should be inspected after a collision. Ford recommends that all safety belt
assemblies in use in vehicles involved in a collision be replaced. However, if the collision was
Page Seating and Safety Restraints The airbag supplemental restraint system SRS is designed
to work in conjunction with the safety belts to help protect the driver and front outboard
passenger from certain upper body injuries. Do not put anything on or over the airbag module.
Page Seating and Safety Restraints How does the airbag supplemental restraint system work?
The airbag SRS is designed to activate when the vehicle sustains longitudinal deceleration
sufficient to cause the sensors to close an electrical circuit that initiates airbag inflation. The
fact that the airbags did not inflate in a collision does not mean that something is wrong with
the system. Page Seating and Safety Restraints Several air bag system components get hot
after inflation. Do not touch them after inflation. If the air bag has deployed, the air bag will not
function again and must be replaced immediately. If the air bag is not replaced, the unrepaired
area will increase the risk of injury in a collision. Page Seating and Safety Restraints The front
passenger sensing system may detect small or medium objects placed on the seat cushion. For
most objects that are in the front passenger seat, the passenger airbag will be disabled. Even
though the passenger airbag is disabled, the pass airbag off lamp may or may not be

illuminated according to the table below. Page Seating and Safety Restraints To reduce the risk
of possible serious injury: Do not stow objects in seat back map pocket if equipped or hang
objects off seat back if a child is in the front passenger seat. Do not place objects underneath
the front passenger seat or between the seat and the center console if equipped. Page Seating
and Safety Restraints Do not lean your head on the door. The side airbag could injure you as it
deploys from the side of the seatback. Do not attempt to service, repair, or modify the airbag
SRS, its fuses or the seat cover on a seat containing an airbag. See your authorized dealer.
Page Seating and Safety Restraints The airbag was designed to inflate between the door panel
and occupant to further enhance the protection provided occupants in side impact collisions.
The airbag SRS is designed to activate when the vehicle sustains lateral deceleration sufficient
to cause the sensors to close an electrical circuit that initiates airbag inflation. The Safety
Canopy could injure you as it deploys from the headliner. Do not attempt to service, repair, or
modify the Safety Canopy system, its fuses, the A, B, C or D pillar trim, or the headliner on a
vehicle containing a Safety Canopy. The Safety Canopy system including the A, B, C, and D
pillar trim must be inspected and serviced by an authorized dealer. Page Seating and Safety
Restraints Important child restraint precautions You are required by law to use safety restraints
for children in the U. If small children generally children who are four years old or younger and
who weigh 40 lb. Page Seating and Safety Restraints To improve the fit of both the lap and
shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Page To improve the fit of both the lap and shoulder belt on children who
have outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Page Seating and Safety Restraints Children and booster seats vary widely in size and
shape. Choose a booster that keeps the lap belt low and snug across the hips, never up across
the stomach, and lets you adjust the shoulder belt to cross the chest and rest snugly near the
center of the shoulder. For this reason, you should never use a booster seat with a lap belt only.
Page 80 pounds 36 kg using an upper torso harness and a belt-positioning booster. Ford
recommends the use of a child safety seat having a top tether strap. Page Seating and Safety
Restraints Installing child safety seats with combination lap and shoulder belts Airbags can kill
or injure a child in a child seat. NEVER place a rear-facing child seat in front of an active airbag.
If you must use a forward-facing child seat in the front seat, move the seat all the way back. Be
sure the belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle
closest to the direction the tongue is coming from for that seating position until Page Seating
and Safety Restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull
up on the shoulder belt while pushing down with your knee on the child seat. Allow the safety
belt to retract to remove any slack in the belt. Page Seating and Safety Restraints The tether
anchors in your vehicle are in the positions shown: The front passenger seat with power
adjustment does not have a tether anchor. The two tether anchors on the back of the second
row bench seat can be used either for child safety seats at the two seating positions, or either
anchor can be used for a single LATCH child seat installed at the center of the bench seat.
Route the child safety seat tether strap over the back of the seat. If the head restraint is
adjustable, route the tether strap under the head restraint and between the head restraint posts.
If the top of the safety seat hits the head restraint, raise the head restraint to let the child seat fit
further Page Seating and Safety Restraints If the tether strap is clipped incorrectly as shown the
child safety seat may not be retained properly in the event of a collision. Rotate the tether strap
clip. If your vehicle has a second row bench seat, one child seat can be placed in each outboard
seating position, or one LATCH child seat can be placed in the center of the seat only. If you
install a child seat with rigid LATCH attachments, do not tighten the tether strap enough to lift
the child seat off the vehicle seat cushion when the child is seated in it. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Tires, Wheels and Loading The traction grade assigned to this tire is based on
straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Tire Inflation At least once a month and
before long trips, inspect each tire and check the tire pressure with a tire gauge including spare,
if equipped. Inflate all tires to the inflation pressure recommended by Ford Motor Company.
Inflating your tires Use a tire gauge to check the tire inflation pressure, including the spare if
equipped , at least monthly and before long trips. Page Always inflate your tires to the Ford
recommended inflation pressure even if it is less than the maximum inflation pressure
information found on the tire. Page Tires, Wheels and Loading when you get to the pump. It is
normal for tires to heat up and the air pressure inside to go up as you drive. Remove the cap

from the valve on one tire, then firmly press the tire gauge onto the valve and measure the
pressure with the tire gauge. Page Tires, Wheels and Loading If your vehicle is stuck in snow,
mud, sand, etc. A tire can explode in as little as three to five seconds. Note: If your tires show
uneven wear ask an authorized dealer to check for and correct any wheel misalignment, tire
imbalance or mechanical problem involved before tire rotation. Page Only use replacement tires
and wheels that are the same size and type such as P-metric versus LT-metric or all-season
versus all-terrain as those originally provided by Ford. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. The
definitions of these items are listed below. Note that the tire size, load index and speed rating
for your vehicle may be different from this example. Page Tires, Wheels and Loading Note: You
may not find this information on all tires because it is not required by federal law. Note: The
temporary tire size for your vehicle may be different from this example. If your vehicle has tires
of a different size than the size indicated on the vehicle placard or tire inflation pressure label,
you should determine the proper tire inflation pressure for those tires. The pressure sensor is
covered by the tire and is not visible unless the tire is removed. The pressure sensor is located
opposite degrees from the valve stem. This will include messages from the message center if
equipped. Page 1. Check your tire pressure to under-inflated ensure they are properly inflated;
refer to Inflating your tires in this chapter. Ford Motor Company recommends the use of a digital
or dial-type tire pressure gauge rather than a stick-type tire pressure gauge for increased
accuracy. Repair the damaged road to 30 seconds either wheel and re-mount it on the at
start-up or while vehicle to restore system driving Page Tires, Wheels and Loading How
temperature affects your tire pressure The Tire Pressure Monitoring System TPMS monitors tire
pressure in each pneumatic tire. The pressure in each tire is dependent upon several factors,
one of them being the contained air temperature temperature of the air inside the tire. Page
Tires, Wheels and Loading Payload â€” is the combined weight of cargo and passengers that
the vehicle is carrying. When towing, trailer tongue load or king pin weight is also part of cargo
weight. Consult your authorized dealer or the RV and Trailer Towing Guide provided by your
authorized dealer for more detailed information. Page Trailer Towing Tires, Wheels and Loading
capacity to carry you, 4 of your friends and all the golf bags? You and four friends average lb.
The calculation would be: â€” 5 x â€” Page Tires, Wheels and Loading A new underbody wiring
harness will be a component to this kit and will need to be installed, if applicable, per
instructions located in the service kit. If your vehicle has the optional trailer tow package it
comes with heavy duty cooling fans, auxiliary transmission fluid cooler, an auxiliary engine oil
cooler 4. Tongue load Engine lb. Page Tires, Wheels and Loading Tongue Load section in the
trailer towing chart earlier in this section for range details on a specific trailer load. The speed
control may shut off automatically when you are towing on long, steep grades. This will also
assist in transmission cooling. These guidelines are designed to ensure that your transmission
is not damaged due to insufficient lubrication. LOCK, locks the steering wheel, automatic
transmission gearshift lever and allows key removal. OFF, shuts off the engine and all
accessories without locking the steering wheel. Page Driving Do not park, idle, or drive your
vehicle in dry grass or other dry ground cover. The emission system heats up the engine
compartment and exhaust system, which can start a fire. Do not start your vehicle in a closed
garage or in other enclosed areas. Some warning lights will briefly illuminate. See Warning
lights and chimes in the Instrument Cluster chapter for more information regarding the warning
lights. Starting the engine Note: Whenever you start your vehicle, release the key as soon as the
engine starts. Page Brakes Driving Important ventilating information If the engine is idling while
the vehicle is stopped for a long period of time, open the windows at least one inch 2. If the light
does not illuminate during start up, remains on or flashes, the ABS may be disabled and may
need to be serviced. Even when the ABS is disabled, normal braking is still effective. Page
Driving Parking brake To set the parking brake, pull the handle up as far as possible. The
BRAKE warning lamp will illuminate and will remain illuminated until the parking brake is
released. To release, press and hold the button, pull the handle up slightly, then push the
handle down. Page Driving Do not drive your vehicle until you verify that the brakelamps are
working. Always set the parking brake fully and make sure the gearshift is latched in P Park.
Turn the ignition to the LOCK position and remove the key whenever you leave your vehicle. If
the parking brake is fully released, but the brake warning lamp remains illuminated, the brakes
may not be working properly. Page Driving When parking, do not use the gearshift in place of
the parking brake. Always set the parking brake fully and make sure that the gearshift is
securely latched in Park P. Turn off the ignition whenever you leave your vehicle. Never leave
your vehicle unattended while it is running. Page Driving This system is not designed to prevent
contact with small or moving objects. The system is designed to provide a warning to assist the

driver in detecting large stationary objects to avoid damaging the vehicle. The system may not
detect smaller objects, particularly those close to the ground. Page Roadside Emergencies 50,
miles 80, km on Lincoln vehicles. Page Hazard Flasher Switch 1â€”â€”â€”; Lincoln vehicle
customers call 1â€”â€”â€” Canadian customers who require roadside assistance, call
1â€”â€”â€” If you need to arrange roadside assistance for yourself, Ford Motor Company will
reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; Page Fuses And Relays Roadside Emergencies This switch is located
behind the service panel on the right side of the cargo area. To reset the switch: 1. Turn the
ignition OFF. Check the fuel system for leaks. If no leaks are apparent, reset the switch by
pushing in on the reset button. Page Power Distribution Box Roadside Emergencies Power
distribution box The power distribution box is located in the engine compartment. Always
disconnect the battery before servicing high current fuses. To reduce risk of electrical shock,
always replace the cover to the Power Distribution Box before reconnecting the battery or
refilling fluid reservoirs. Page Changing Tires Roadside Emergencies Auxiliary relay box
cooling fans The relay box is located in the engine compartment by the radiator. Page Roadside
Emergencies The use of tire sealants may damage your tires. The use of tire sealants may also
damage your Tire Pressure Monitoring System and should not be used. Your vehicle is
equipped with a Tire Pressure Monitoring System. Page Ford. If the dissimilar spare tire or
wheel is damaged, it should be replaced rather than repaired. Replace the spare tire with a road
tire as soon as possible. The spare tire and tools for your vehicle are stowed in the following
locations: Item Page Roadside Emergencies 2. Turn the wrench counterclockwise until cable is
slack and tire can be slid rearward. Remove the primary retainer from the center of the tire.
Note: Do not stow the full size tire or any flat tire under the vehicle. Stowing the primary tether
Note: If no tire is to be stowed under the vehicle, raise the primary Page Roadside Emergencies
1. Park on a level surface, activate hazard flashers and set parking brake. Place gearshift lever
in P Park , turn engine off, and block the diagonally opposite wheel. Remove the spare tire, jack
and lug wrench. Page Roadside Emergencies If Ford Accessory Running Boards have been
installed, use the jack adapters supplied with the running boards as described on the inside of
the jack storage area. Locate the jack notch next to the door closest to the tire you are
changing, then place the jack on the frame rail directly behind the notch. Page Roadside
Emergencies Remove the jack and fully tighten the lug nuts in the order shown. Refer to Wheel
lug nut torque specifications later in this chapter for the proper lug nut torque specification.
Page Roadside Emergencies 3. Lay the tire flat and secure the cable with wing screw by
installing it on the wing screw retainer in the floor and turning the wing screw clockwise. You
will hear an audible click when the tire is properly secured. Use only Ford recommended
replacement fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign
materials present on the mounting surfaces of the wheel or the surface of the wheel hub, brake
drum or brake disc that contacts the wheel. Park the booster vehicle close to the hood of the
disabled vehicle making sure the two vehicles do not touch. Set the parking brake on both
vehicles and stay clear of the engine cooling fan and other moving parts. Connect the negative cable to the negative - terminal of the assisting battery. Page Roadside Emergencies 4. Do not
use fuel lines, engine rocker covers or the intake manifold as grounding points. Do not connect
the end of the second cable to the negative - terminal of the battery to be jumped. Page
Roadside Emergencies Removing the jumper cables Remove the jumper cables in the reverse
order that they were connected. Remove the jumper cable from the ground metal surface. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page Wrecker Towing It is
recommended that your vehicle be towed by wheel lift or flatbed equipment. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If your vehicle is
to be towed from the rear using wheel lift, the front wheels must be placed on a dolly to prevent
damage to the transaxle. Page If the vehicle is towed by other means or incorrectly, vehicle
damage may occur. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the authorized
dealer could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealer to help you. Page If you own a Lincoln vehicle
and are away from home when your vehicle needs service, or if you need more help than the
authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states. In

the United States, a warranty dispute must be submitted to the Page You are not bound by the
decision but may choose to accept it. If the arbitrator has decided in Your authorized dealer and
a Ford Motor Company representative will then be asked to submit statements. Page United
States and Canada, provided by a network of more than 4, participating authorized dealers. If
you did not take advantage of the Ford Extended Service Plan at the time of purchasing your
vehicle, you may still be eligible. Since this Page Items in this catalog may be purchased by
credit card, check or money order. Page Reporting Safety Defects U. These products are
available from your authorized dealer. This washer fluid contains special solution in addition to
alcohol which helps to remove the hot wax deposited on the wiper blade and windshield from
automated car wash facilities. Page Flush the complete underside of your vehicle frequently.
Keep body and door drain holes free from packed dirt. Page Cleaning quality products have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. Each product is made from high quality
materials that meet or exceed rigid specifications. If your vehicle requires professional service,
your authorized dealer can provide the necessary parts and service. Inside the vehicle, pull the
hood release handle located under the bottom left corner of the instrument panel. Go to the
front of the vehicle and release the auxiliary latch that is located under the front center of the
hood. Brake fluid reservoir 2. Air filter assembly 3. Power distribution box 4. Battery 5.
Automatic transmission fluid dipstick 6. Engine oil dipstick 7. Engine oil filler cap 8. Page In
very cold weather, do not fill the reservoir completely. Do not use any special washer fluid such
as windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Pull the wiper arm away from the windshield and lock into the service
position. Turn the blade at an angle from the wiper arm. Push the lock pin manually to release
the blade and pull the wiper blade down toward the windshield to remove it from the Page
Maintenance and Specifications 5. Locate and carefully remove the engine oil level indicator
dipstick. Wipe the indicator clean. Insert the indicator fully, then remove it again. Oil levels
above this mark may cause engine damage. If the engine is overfilled, some oil must be
removed from the engine by an authorized dealer. Put the indicator back in and ensure it is fully
seated. Adding engine oil 1. Page Battery Change your engine oil and filter according to the
appropriate schedule listed in scheduled maintenance information. Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. For longer, trouble-free operation, keep
the top of the battery clean and dry. Also, make certain the battery cables are always tightly
fastened to the battery terminals. Page Maintenance and Specifications installed, the transaxle
must relearn its adaptive strategy. Optimal shifting will resume within a few hundred kilometers
miles of operation. When the battery is disconnected or a new battery is installed, the engine
must relearn its idle and fuel trim strategy for optimum driveability and performance. Follow
your local authorized standards for disposal. Call your local authorized recycling center to find
out more about recycling automotive batteries. Page Maintenance and Specifications When the
engine is cold, check the level of the engine coolant in the reservoir. Page Maintenance and
Specifications Used engine coolant should be disposed of in an appropriate manner. Refer to
scheduled maintenance information for the appropriate intervals for changing the fuel filter.
Replace the fuel filter with an authorized Motorcraft part. The customer warranty may be void for
any damage to the fuel system if an authorized Motorcraft fuel filter is not used. Fuel such as
gasoline is highly toxic and if swallowed can cause death or permanent injury. Page
Maintenance and Specifications Refueling Fuel vapor burns violently and a fuel fire can cause
severe injuries. Page The customer warranty may be void for any damage to the fuel tank or fuel
system if the correct genuine Ford or Motorcraft fuel filler cap is not used. The fuel system may
be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until
it stops before completely removing the fuel filler cap. Page Ask your fuel supplier about
gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel
because this situation may have an adverse effect on powertrain components. Your results will
be most accurate if your filling method is consistent. Calculating fuel economy 1. Fill the fuel
tank completely and record the initial odometer reading in miles or kilometers. Page If other
than Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or for
service of components affecting emission control, such non-Ford parts should be equivalent to
genuine Ford Motor Company parts in performance and durability. Page Maintenance and
Specifications Exhaust leaks may result in entry of harmful and potentially lethal fumes into the
passenger compartment. Do not make any unauthorized changes to your vehicle or engine. By
law, vehicle owners and anyone who manufactures, repairs, services, sells, leases, trades
vehicles, or supervises a fleet of vehicles are not permitted to intentionally remove an emission

control device or prevent it from working. Page Maintenance and Specifications the description
in the Warning lights and chimes section of the Instrument Cluster chapter. Page Maintenance
and Specifications 7. Remove the dipstick and inspect the fluid level. The fluid should be in the
designated areas for normal operating temperature. Page Maintenance and Specifications Do
not use supplemental transmission fluid additives, treatments or cleaning agents. The use of
these materials may affect transmission operation and result in damage to internal transmission
components. Page Maintenance and Specifications 2. Loosen the hose clamp located closest to
the air cleaner. Remove the air cleaner assembly from the vehicle. Release the two clamps that
secure the cover to the air filter housing and place the cover aside. Install a new air filter
element. Be careful not to crimp the filter element edges between the air filter housing and
cover. Replace the air filter housing cover and secure the clamps. Be sure all the tabs on the
bottom edge are properly aligned. Page Maintenance and Specifications Ensure the pads on the
bottom of the air cleaner assembly are properly seated. Reconnect the outlet tube to the air
cleaner assembly and tighten the clamp. Reconnect the Mass Air Flow Sensor electrical
connector to the outlet tube. Replace the PCV valve with one that meets Ford material and
design specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. Refer to Lubricant Specifications in this chapter. DOT 3 fluid is recommended. Add
the coolant type originally equipped in your vehicle. Page Maintenance and Specifications
World manufacturer identifier 2. Vehicle line, series, body type 4. Engine type 5. Check digit 6.
Model year 7. Ford Motor Company will repair or Page Index Index acid, treating emergencies..
Page Cupholder s Page Index cap Page Index headlamps, flash to pass.. Page Index Safety belts
see Safety jump starting Page Index Turn signal Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Quick Links. Table of Contents. Warning And Control Lights. Entertainment
Systems. Climate Controls. Rear Window Defroster. Turn Signal Control. Bulb Replacement.
Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Message Center.
Locks And Security. Owners Guide postfmt. USA fus. Ford five hundred automobile owner's
manual pages. Ford crown victoria automobile owner's manual pages. Ford may change the
contents without notice and without incurring obligation. Page 4: Introduction State of
California to cause cancer and birth defects or other reproductive harm. Please take the time to
get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Do not add friction modifier compounds or special break-in oils during the first few
thousand miles kilometers of operation, since these additives may prevent piston ring seating.
See Engine oil in the Maintenance and Specifications chapter for more information on oil usage.
To access this information, special equipment must be directly connected to the recording
modules. Ford Motor Company and Ford of Canada do not access event data recorder
information without obtaining consent, If any light remains on after starting the vehicle, refer to
the respective system warning light for additional information. A significant decrease in braking
performance may occur. It will take you longer to stop the vehicle. Have the vehicle checked by
your authorized dealer. Never remove the coolant reservoir cap while the engine is running or
hot. Turns off when the speed control system is disengaged. If the indicators stay on or flash
faster, check for a burned out bulb. Tachometer: Indicates the engine speed in revolutions per
minute. Driving with your tachometer pointer continuously at the top of the scale may damage
the engine. Refer to Filling the tank in the Maintenance and Specifications chapter for more
information. SEEK Freestar win Owners Guide postfmt USA fus Page 20 When this audio is
used in cargo vans where no rear speakers are installed in the vehicle, fading to the rear
speakers will result in no audio output. If there are less than six strong stations, the system will
store the last one in the remaining presets. Bass: Press to adjust the bass setting. Shuffle:
Press to play tracks in random order. Repeat: Press to repeat the current CD track. CD eject:
Press to eject a CD. Shuffle: Press to play CD tracks in random order. CD: Press to enter CD
mode. If a CD is already loaded into the system, CD play will begin where it ended last. Press
again to return to the playing media. Seek: Press to access the next strong station or track.
MEM: Press consecutively to scroll through the preset stations, change tape side if equipped ,
or to change discs on multiple disc radios if equipped. Irregular shaped CDs, CDs with a scratch
protection film attached, and CDs with homemade paper adhesive labels should not be inserted
into the CD player. Page Climate Controls 5. Use with recirculated air to improve cooling
performance and efficiency. Fan speed adjustment: Controls the volume of air circulated in the
vehicle. Direct the outer instrument panel vents towards the side windows. Do not place objects
on top of the instrument panel as these objects may become projectiles in a collision or sudden
stop. REAR: Press to enable the control located in the rear seat. Press again to turn the

auxiliary system off. Press again to activate the low heat setting 1 indicator light. Press again to
deactivate the passenger heated seat. For more information regarding your filter, see your
authorized dealer. Once in the programming mode, the headlamps and parklamps will turn on to
indicate the start of the time desired. High beams Push the lever toward the instrument panel to
activate. Pull the lever towards you to deactivate. Domelamp Control The panel dimmer control
also controls the domelamp operation. The correct bulbs will not damage the lamp assembly or
void the lamp assembly warranty and will provide quality bulb burn time. Replacing headlamp
bulbs To remove the headlamp bulb: 1. Make sure headlamp switch is in the OFF position, then
open the hood. Make sure the headlamp switch is in the OFF position and open the hood.
Remove the two headlamp retaining pins to release the headlamp assembly, then pull the
headlamp assembly forward to expose the bulb socket. Pull bulb straight out of socket and
push in new bulb. Install the new bulb s in reverse order. Replacing high-mount brakelamp
bulbs For bulb replacement, see your authorized dealer. Make sure the park lamp switch is in
the OFF position and then remove the bulb socket from the supplemental parking lamp by
turning counterclockwise. Disconnect the electrical connector. Install the new bulb in reverse
order. Adjustments may need to be made to the zone and calibration of the compass. Drive the
vehicle in a tight circle in a magnetically clean area such as an open parking lot. Refer to
Remote Entry System in the Locks and security chapter. Improper use of the power outlet can
cause damage not covered by your warranty. The window will open fully. Momentarily press the
switch to any position to stop the window operation. Do not block the sensor on the backside of
the inside rear view mirror since this may impair proper mirror performance. Do not use the
speed control in heavy traffic or on roads that are winding, slippery or unpaved. This will
automatically return the vehicle to the previously set speed. It is also recommended that a new
battery be placed in the hand-held transmitter of the device being programmed to HomeLink for
quicker training and accurate transmission of the radio-frequency signal. The indicator light will
flash slowly and then rapidly after HomeLink accepts the radio frequency signal. The indicator
light will begin to flash after 20 seconds. For questions or comments, contact HomeLink at
Displayed when the liftgate is not completely closed. Displayed when the manual park brake is
set. If the warning stays on after the park brake is released, contact your authorized dealer as
soon as possible. Your oil life is now reset. If you must drive with the liftgate door open, keep
the vents open so outside air comes into the vehicle. The PLG can be fully opened by pushing it
upward to the maximum open position. Pull up on the liftgate handle to engage the power assist
feature. Release the handle as soon as the PLG begins to power open. Do not put more than 50
lbs. The cargo net is not designed to restrain objects during a collision or heavy braking.
Loosen the thumbwheel at both ends of the cross-bar both cross-bars are adjustable. Slide the
cross-bar to the desired location. Tighten the thumbwheel at both ends of the cross-bar.
De-press the metal retention clip located in the inner rail channel on both sides, and slide the
crossbar out simultaneously. The interior lamps will illuminate. Insert the new battery. Refer to
the diagram inside the remote entry transmitter for the correct orientation of the battery. Press
the battery down to ensure that the battery is fully seated in the battery housing cavity. The
doors will lock, then unlock, to confirm that this remote entry transmitter has been
programmed. The system automatically turns off after 25 seconds. The panel dimmer control
must not be set to the off position for the illuminated exit to operate. Repeat this procedure for
another remote transmitter if desired. Note: The lock motors will cycle, locked then unlocked.
Enter your personal 5-digit code. Each number must be entered within five seconds of each
other. The door locks will lock and quickly unlock to confirm programming mode has been
exited. The personal code is now erased and only the factory set 5â€”digit code will work. Turn
the ignition to the 3 OFF position. The horn will chirp once to confirm the procedure is
complete. Use of these systems may result in vehicle starting problems and a loss of security
protection. Page 2. Turn ignition from the 4 ON position back to the 3 OFF position in order to
remove the first coded key from the ignition. Adjust your head restraint so that it is located
directly or as close as possible behind your head. The head restraints can be moved up and
down. Lift handle to move seat forward or backward. Pull lever up to adjust seatback. Refer to
Front Passenger Sensing System chapter for additional details. Failure to follow these
instructions may interfere with the front passenger seat sensing system. For low heat, one light
will be lit; for high heat, both lights will be lit. The heating of the seat turns off after 10 minutes
or when the vehicle is turned off. Seat mounted cup holders if equipped Deploy by pressing the
button on top of the cupholder. Hard objects can injure you in a collision. Adjusting 2nd row
seats if equipped Lift control to adjust seat forward or backward. Lift the handle located on the
rear lower corner of the seat. The seat back will fold flat. Always latch the vehicle seat to the
floor, whether the seat is occupied or empty. If not latched, the seat may cause injury during a
sudden stop. Note: Ensure the front row seat is in a forward position to allow the seat to return.

Push on the cushion to return the seat. Place seat in tumbled position. See Accessing 3rd row
seat 4. From inside the vehicle, pull up on front floor release handle. Rotate the seat rearward at
a 30 to 45 degree angle. Position the seat in vehicle. Place first row seat in a forward position to
allow the second row seat to be installed. Rotate the seat forward until it latches onto the front
pin. Rotate seat rearward until the back of the seat latches onto the floor. Align seat front hooks
to the rear most pins of the front tub. Store the tongue of the sliding latchplate in the belt
pocket. Push the head restraint release buttons and move the head restraints fully down.
Remove all objects from the seat and stowage tub. From the rear of the vehicle, fold seat back
by pulling and releasing the number 1 strap. Release the cushion latches by pulling the number
2 strap. Lift the seat out of the tub in the floor by pulling up on the exposed strap or handle.
Once seat is at a vertical position, push the seat over, letting it fall onto the latches. When seat
is adjusted to desired location, release the strap. The number 1 strap is not used to access this
position. Do not sit on the head restraints. Refer to Safety belt section in this chapter. Unless
serviced, the system may not function properly in the event of a collision. Always transport
children 12 years old and under in the back seat and always properly use appropriate child
restraints. How to disengage the automatic locking mode Ford Motor Company recommends
that all passenger safety belt assemblies and attaching hardware should be inspected by an
authorized dealer after any collision to verify that the automatic locking retractor feature for
child seats is still working properly. Also, use the safety belt extension only if the safety belt is
too short for you when fully extended. Ford recommends that all safety belt assemblies in use
in vehicles involved in a collision be replaced. However, if the collision was Page Airbags All
occupants of the vehicle, including the driver, should always properly wear their safety belts,
even when an air bag supplemental restraint system SRS is provided. Do not modify the front
end of the vehicle. Refer to Side airbag system later in this chapter. The person in the front
passenger seat may appear heavier or lighter due to the conditions described in the list above.
The front passenger airbag is not designed to offer protection to an occupant in the center
seating position. Page Side airbags, in combination with safety belts, can help reduce the risk of
severe injuries in the event of a significant side impact collision. If the airbag is not replaced,
the unrepaired area will increase the risk of injury in a collision. To reduce risk of injury, do not
obstruct or place objects in the deployment path of the inflatable Safety Canopy. Refer to the
Airbag readiness section in the Instrument Cluster chapter. Routine maintenance of the airbag
is not required. The passenger cannot protect the child from injury in a collision. Always follow
the instructions and warnings that come with any infant or child restraint you might use.
Booster seats position a child so that safety belts fit better. They lift the child up so that the lap
belt rests low across the hips and the knees bend comfortably. Page top of ear level above the
top of the seat. If you do not install and use the safety seat properly, the child may be injured in
a sudden stop or collision. Ford recommends the use of a child safety seat having a top tether
strap. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt together.
Allow the belt to retract. The belt will click as it retracts to indicate it is in the automatic locking
mode. Front passenger seating position manual adjusting seats only 1. Position the child safety
seat on the passenger seat cushion. Grasp the tether strap and position it to the seat frame.
Rotate the tether hook, and clip the tether strap to the seat frame. Follow the instructions in this
chapter. For forward-facing child seats, the tether strap must also be attached to the proper
tether anchor. See Attaching safety seats with tether straps in this chapter. Check to see if the
anchors hold the seat in place. If the safety seat is not anchored properly, the risk of a child
being injured in a crash greatly increases. Department of Transportation-Tire quality grades:
The U. Department of Transportation requires Ford Motor Company to give you the following
information about tire grades exactly as the government has written it. Inflate all tires to the
inflation pressure recommended by Ford Motor Company. Use a tire gauge to check the tire
inflation pressure, including the spare if equipped , at least monthly and before long trips. Page
Always inflate your tires to the Ford recommended inflation pressure even if it is less than the
maximum inflation pressure information found on the tire. Page Tire Information For your
safety, tires that are damaged or show signs of excessive wear should not be used because
they are more likely to blow out or fail. Use of any tire or wheel not recommended by Ford can
affect the safety and performance of your vehicle, which could result in an increased risk of loss
of vehicle control, vehicle rollover, personal injury and death. Page Have an authorized dealer
check the wheel alignment periodically. Wheel misalignment in the front or the rear can cause
uneven and rapid treadwear of your tires and should be corrected by an authorized dealer. It is
an index that relates to how much weight a tire can carry. If not, contact a local tire dealer. The
numbers in between are identification codes used for traceability. This information is used to
contact customers if a tire defect requires a recall. The tire suppliers may have additional
markings, notes or warnings such as standard load, radial tubeless, etc. Maximum Load Single

lb. Refer to the payload description and graphic in the Vehicle loading â€” with and without a
trailer section. Failure to properly maintain your tire pressure could increase the risk of tire
failure, loss of control, vehicle rollover and personal injury. In short, once the light has turned
ON, at least one tire may be underinflated. Check your tire pressure to under-inflated ensure
tires are properly inflated; refer to Inflating your tires in this chapter. Ford Motor Company
recommends the use of a digital or dial-type tire pressure gauge rather than a stick-type tire
pressure gauge for increased accuracy. For these reasons, the low tire pressure warning light is
NOT a substitute for using an accurate tire gauge when checking and filling your tires. If you
need to use chains, it is recommended that steel wheels of the same size and specifications be
used as chains may chip aluminum wheels. Vehicle Curb Weight â€” is the weight of your new
vehicle when you picked it up from your authorized dealer plus any aftermarket equipment.
Separate functional brakes should be used for safe control of towed vehicles and for trailers
where the GCW of the towing vehicle plus the trailer exceed the GVWR of the towing vehicle. If
your vehicle will be towing a trailer, load from your trailer will be transferred to your vehicle.
Consult this manual to determine how this reduces the available cargo and luggage load
capacity of your vehicle. See the Tongue Load section in the trailer towing chart earlier in this
section for range details on a specific trailer load. Extended idling at high engine speeds can
produce very high temperatures in the engine and exhaust system, creating the risk of fire or
other damage. Make sure the headlamps and electrical accessories are off. Make sure the
gearshift is in P Park. Make sure the parking brake is set. Take precautions to avoid its
dangerous effects. If you smell exhaust fumes inside your vehicle, have your dealer inspect
your vehicle immediately. Do not drive if you smell exhaust fumes. These are normal
characteristics of the ABS and should be no reason for concern. When the system activates, the
brake pedal will travel with very little effort; this is normal. If the power steering system breaks
down or if the engine is turned off , you can steer the vehicle manually, but it takes more effort.
Refer to Fuses and relays in the Roadside Emergencies chapter. Once the system detects an
object approaching, the tone will sound again. Wet brakes do not stop the vehicle as quickly as
dry brakes. Page 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers
who require roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for
yourself, Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. If the dissimilar spare tire
or wheel is damaged, it should be replaced rather than repaired. Locate the access panel on the
interior trim. Rotate the panel retaining clip and remove the panel. Remove the jack and lug nut
wrench by turning the thumbscrew counterclockwise to relieve tension against the stowage
bracket. Stowing the primary tether Note: If no tire is to be stowed under the vehicle, raise the
primary tether by turning the wrench clockwise until the hex nut ratchets. Park on a level
surface, activate hazard flashers and set parking brake. Place gearshift lever in P Park , turn
engine off, and block the diagonally opposite wheel. Remove the spare tire, jack and lug
wrench. Loosen each wheel lug nut one-half turn counterclockwise but do not remove them
until the wheel is raised off the ground. Locate the jack notch next to the door closest to the tire
you are changing, then place the jack on the frame rail directly behind the notch. Page 1.
Remove the perforated section of the vinyl mat in the center floor area in order to install the
wing screw. Using the tether cable kit located with the jack, pass the cable retainer through
center of the wheel. Repeat this tightness check procedure when servicing the spare tire
pressure every six months, per Scheduled Maintenance Guide , or at any time that the spare tire
is disturbed through service of other components. Use only Ford recommended replacement
fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. Page Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Connect the
negative - cable to the negative - terminal of the assisting battery. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Remove the jumper cable from the
ground metal surface. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a slingbelt
towing procedure. If your vehicle is to be towed from the rear using wheel lift, the front wheels
must be placed on a dolly to prevent damage to the transaxle. Away from home If you own a
Ford or Mercury vehicle and are away from home when your vehicle needs service, or if you
need more help than the authorized dealer could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealer to help you.

Page If you own a Lincoln vehicle and are away from home when your vehicle needs service, or
if you need more help than the authorized dealer could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized dealer to
help you. Page Customer Assistance In some states in the U. Ford is also allowed a final repair
attempt in some states. Page You are not bound by the decision but may choose to accept it. If
the arbitrator has decided in Page What kinds of cases does the Board review? Your authorized
dealer and a Ford Motor Company representative will then be asked to submit statements. Page
United States and Canada, provided by a network of more than 4, participating authorized
dealers. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Since this Page The use of leaded fuel in your
vehicle without proper conversion may damage the effectiveness of your emission control
system and may cause engine knocking or serious engine damage. Page Reporting Safety
Defects U. These products may cause premature wearing of the clear, protective coating. These
quality products have been specifically engineered to fulfill your automotive needs; Block the
wheels. These locations provide two different hood opening positions. Use the location which
best suits your needs. Power distribution box 4. Battery 5. Automatic transmission fluid dipstick
6. Engine oil dipstick 7. Engine oil filler cap 8. Windshield washer fluid reservoir 9. Engine
coolant reservoir Power steering fluid reservoir Freestar win Owners Guide postfmt USA fus
Page Checking and adding washer fluid for the liftgate Washer fluid for the liftgate is supplied
by the same reservoir as the windshield. Turn the engine off and wait a few minutes for the oil to
drain into the oil pan. Set the parking brake and ensure the gearshift is securely latched in P
Park. Open the hood. Protect yourself from engine heat. Refer to Adding engine oil in this
chapter. Engine oil and filter recommendations Look for this certification trademark. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. Page Wash hands after
handling. To account for customer driving habits and conditions, your automatic transaxle
electronically controls the shift feel by using an adaptive learning strategy. This feature is
designed to optimize shift smoothness. Add the mixture to the coolant reservoir, when the
engine is cool, until the appropriate fill level is obtained. Mixing Motorcraft Specialty Orange
Engine Coolant or any orange-colored extended life product with your factory filled coolant can
result in degraded corrosion protection. Page Recycled engine coolant Ford Motor Company
does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. Gasoline may contain benzene, which is a cancer-causing agent. The flow of fuel
through a fuel pump nozzle can produce static electricity, which can cause a fire if fuel is
pumped into an ungrounded fuel container. Turn off the engine, remove the fuel filler cap, align
the cap properly and reinstall it. The fuel system may be under pressure. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. Page Ask your fuel supplier about gasolines that meet the World-wide Fuel
Charter. Running out of fuel Avoid running out of fuel because this situation may have an
adverse effect on powertrain components. If the fluid is low, add fluid in small amounts,
continuously checking the level until it reaches the correct operating range. Be sure to put the
cap back on the reservoir. Install the dipstick making sure it is fully seated in the filler tube.
Disconnect the Mass Air Flow Sensor electrical connector from the air outlet tube. Reposition
the locking clip on the connector and squeeze connector to remove. Remove the air filter
element from the air filter housing. Wipe the air filter housing and cover clean to remove any dirt
or debris and to ensure good sealing. Reinstall the air cleaner assembly into the vehicle. Ensure
the tabs on the inlet tube are secure in the sheet metal. Failure to use the correct air filter
element may result in severe engine damage. The customer warranty may b
2002 lincoln continental fuse diagram
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e voided for any damage to the engine if the correct air filter element is not used. Replace the
PCV valve with one that meets Ford material and design specifications for your vehicle, such as
a Motorcraft or equivalent replacement part. The customer warranty may be void for any
damage to the emissions system if such a PCV valve is not used. Refer to Lubricant
Specifications in this chapter. DOT 3 fluid is recommended. Add the coolant type originally
equipped in your vehicle. Page Vehicle line, series, body type 4. Engine type 5. Check digit 6.
Model year 7. Assembly plant 8. The following table tells you which transmission or transaxle
each code represents. These quality accessories have been specifically engineered to fulfill

your automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Print page 1 Print document pages. Cancel Delete. Sign In OR.
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