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of California to cause cancer and birth defects or other reproductive harm. Please take the time
to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Special instructions For your added safety, your vehicle is fitted with sophisticated electronic
controls. To access this information, special equipment must be directly connected to the
recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 7 The most important thing you can do to
prevent a crash is to avoid distractions and pay attention to the road. Wait until it is safe to
operate Mobile Communications Equipment. Do not climb behind the cab unless you have three
point contact with a step and handle system at all times. Never reach near, or permit objects to
protrude into the fan blade radius while the engine is running, as this could result in vehicle
damage, personal injury or death. Parking brake: Check that the parking brake will hold the
vehicle by gently trying to pull forward with the parking brake applied. This is particularly
important on vehicles where tow hooks are frequently used. If the hubcap does not have a
transparent window, remove the rubber fill-plug and check for proper level. Frame: Check for
cracks or bends in longitudinal frame members. Make sure there are no loose, cracked, bent,

broken or missing crossmembers or crossmember fasteners. Make sure the running lights are
also clean and unbroken. Rear running lights must be checked separately from turn signal,
flasher and brake lights. There should be no cracks radiating from the lug bolt holes or
distortion of the bolt holes. Transmission Check the transmission fluid level and shift linkage
for proper operation. Contact your dealership or authorized service center as soon as possible.
Fuel may ignite if separator is drained while engine is running or vehicle is moving. Operating
limitations may be placed on the transmission upshifting and downshifting patterns. Have the
system serviced immediately as transmission damage may occur. Release cruise buttons. Refer
to the Driving chapter for transmission function and operation. TUNE: Press to manually change
radio frequency up or down. SEEK: Press to find the next strong station up or down the
frequency band. Pull the control out fully to lock it and turn to adjust the amount of treble
output. After adjusting the treble, push the control back in. Once the time has been set, release
CLK. Press again to turn the repeat function off. Press preset 6 to randomly play tracks on the
CD. Press again to play the CD tracks in order. Irregular shaped CDs, CDs with a scratch
protection film attached, and CDs with homemade paper adhesive labels should not be inserted
into the CD player. Page Climate Controls : Distributes outside air through the windshield
defroster vents. Temperature selection: Controls the temperature of the airflow in the vehicle.
Do not place objects on top of the instrument panel as these objects may become projectiles in
a collision or sudden stop. Tire inflation pressure is at the specified value. The vehicle is in a
state ready for driving with a full tank of fuel, oil level, and coolant. The vehicle has been
bounced several times. Draw a horizontal line 3 in the illustration on the paper at the same
height from ground as the headlamp bulb center, which is marked on the headlamp lens by a 2
mm x 2 mm square. Do NOT turn the screws different amounts or in different directions. ON:
Light always on. The oil from your hand could cause the bulb to break the next time the
headlamps are operated. Detach the electrical connector from the assembly. Remove the grille
screw, then the grille. Remove the bezel from the top of the headlamp. Remove the bezel from
below the headlamp. Carefully pull the bulb out, unplug the bulb and plug in the new bulb.
Install the trim cover on the lamp assembly. To prevent power window operation, press the
control down. Press the control again to restore the window controls. Do not shift the gearshift
lever into N Neutral with the speed control on. Do not use the speed control in heavy traffic or
on roads that are winding, slippery, or unpaved. Disengaging the speed control will not erase
the previously programmed set speed or engine RPM. Turning off the ignition will erase the
previously programmed set speed or engine RPM. Do not wipe off any grease on the battery
terminals on the back surface of the circuit board. Remove the old battery. Note: Please refer to
local regulations when disposing of transmitter batteries. When pushing the seat back to its
upright position, make sure it latches securely. The passenger cannot protect the child from
injury in a collision. Make sure the tongue is securely fastened in the buckle. Shorten and fasten
the belt when not in use. Do not use extensions to change the fit of the shoulder belt across the
torso. Safety belt assemblies not in use during a collision should also be inspected and
replaced if either damage or improper operation is noted. Page Child Restraints Safety belts and
seats can become hot in a vehicle that has been closed up in sunny weather; they could burn a
small child. Check seat covers and buckles before you place a child anywhere near them.
Booster seats position a child so that safety belts fit better. They lift the child up so that the lap
belt rests low across the hips and the knees bend comfortably. Be sure the belt webbing is not
twisted. Check to make sure the child seat is properly secured before each use. To reduce the
risk of severe injury or property damage, never move your vehicle to the side or rear or change
lanes without being sure your way is clear on both sides and to your rear. Refer to the
Scheduled Maintenance Guide chapter for scheduled maintenance. This is normal and should
be no reason for concern. See your dealer or a qualified service technician. The ABS will be
activated immediately, allowing you to retain full steering control during hard braking and on
slippery surfaces. See your dealer or a qualified service technician as soon as possible. Page 87
front or rear. The total load on each axle must never exceed its GAWR. For example, if your
vehicle has a 26, lbs. If you use a rental trailer, follow the instructions that the rental agency
gives to you. This program is separate from the New Vehicle Limited Warranty and is not
applicable to vehicles sold in Canada. Page 94 Note: Remove and install the cover carefully so
that no wires or cables become disconnected or damaged. Note: Always re-install the protective
cover to avoid water or fluids from damaging the PDB or other electrical components. Always
disconnect the battery before servicing high current fuses. The instrument panel lower trim
panel must be removed to access the relays. Remove the plastic rivet from the driver side of the
trim panel. Reinstall the panel in the reverse order of the removal procedure. For tire changing
instructions refer to the Ford Work Shop Manual. Note: Remember to replace the spare tire
when you replace the road tires at the end of their useful life. Page Note: In the illustrations,

lightning bolts are used to designate the assisting boosting battery. Start the engine of the
disabled vehicle. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. When using the tow hooks, always pull
the lead or chains in a straight direction with respect to the hook; do not apply sideways force.
However, you may also take your vehicle to another Ford Motor Company or Ford of Canada
dealership authorized for warranty repairs. Page If your vehicle must be serviced while you are
traveling or living in Central or South America, the Caribbean, or the Middle East, contact the
nearest Ford dealership. Page Reporting Safety Defects U. ONLY Page Cleaning low-gloss black
colored trim, such as grained door handles, roof racks, bumpers, side moldings, mirror
housings or the windshield cowl area. Paint purchased from the Ford or Ford paint suppliers
service system using the two-digit Ford paint code may not provide an acceptable color match
for your vehicle. If it is necessary to weld close to an electrical component, it is recommended
that the electronic component be temporarily removed. Support the vehicle with floor stands
under the axle s. If the axle or the suspension are being serviced, support the vehicle with floor
stands under the frame side-members. Radial tires are more sensitive to toe-in setting than bias
ply tires. Worker clean-up: Wash your hands before eating, drinking or smoking. Vacuum your
work clothes after use and then launder them separately, without shaking them, to prevent fiber
dust getting into the air. When replacing a hose, be sure there is adequate clearance to the hose
to avoid an abrasion to the new hose. Note: Never lower handle B when cab is tilted see
illustration. Tilting Remove all loose objects from cab, close doors, and chock wheels. Push the
cab up using grip E. Pull handle G rearward while holding grip E. With handle B raised fully,
hold grip E and lower the cab until hook D is locked. Lower handle B securely to its original
position. Refer to Lubricant specifications in this chapter. State or local regulations on volatile
organic compounds may restrict the use of methanol, a common windshield washer antifreeze
additive. Page Engine Oil 4. Wipe the dipstick clean. Insert the dipstick fully, then remove it
again. Use a Ford engine oil filter, part number FL, or equivalent. This filter protects your engine
by filtering harmful, abrasive or sludge particles. The proper fill level is identified on the
reservoir; do not overfill the reservoir. Note: Add the coolant type originally equipped in your
vehicle. To reduce the risk of personal injury, make sure the engine is cool before unscrewing
the coolant pressure relief cap. Page Operating an engine with a low level of coolant can result
in engine overheating and possible engine damage. Recycled engine coolant Ford Motor
Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. If it continues to illuminate, have the fuel system checked and
repaired. Fuel filter replacement Both filters should be replaced at the same time. Using a fuel
which has more than average impurities may require the fuel filter to be replaced more
frequently than the service interval specifies. The customer warranty may be void for any
damage to the fuel tank or fuel system if a genuine Ford or Motorcraft fuel filler cap is not used.
Page Do not blend used engine oil with diesel fuel under any circumstances. Sudden stops and
fast acceleration waste fuel. Fill the fuel tank s completely and record the initial odometer
reading in miles or kilometers. Consult your dealer who is aware of the proper procedures for
filling and bleeding the system. However, if fluid is added at this time, an overfill condition could
result when the vehicle reaches normal operating temperature. Use of a non-approved
automatic transmission fluid may cause internal transmission component damage. The use of
these materials may affect transmission operation and result in damage to internal transmission
components. Shut off the engine. Unscrew filter housing. Replace filter with a new authorized
Motorcraft filter element FT Reinstall housing and check transmission fluid level using
procedure in this section. The more the air cleaner is restricted dirty, clogged , the higher the
vacuum reading. Operate only on low sulfur less than parts per million sulfur diesel fuel with a
Cetane value of 42 or higher. Use of a non-approved rear axle lubricant may cause internal axle
component damage. Check your rear axle lubricant level using the following procedure: 1. Park
the vehicle on level ground. Routine cleaning ensures that leaks can be easily observed before
damage occurs. A high spot does not necessarily mean that the lug nuts have been unevenly
tightened. This condition or misalignment could be caused by a bent wheel. Run the nuts on the
studs until they contact the wheel s. Rotate the wheel assembly a half-turn to permit the parts to
seat. Aluminum rear disc wheel with flange nuts hub-piloted 1. Flange nut 2. Wheel s 3. Brake
drum 4. Wheel stud M14 5. Wheel hub 6. The loads carried, speeds, road and weather conditions
all contribute to the frequency of lubrication periods. The VIN also serves as the warranty
number. If you ever find it necessary to communicate with Ford Motor Company about your
vehicle, always include the VIN in your communication. Page Scheduled Maintenance Guide The
maintenance or replacement of the emission control devices or systems in your new Ford Motor
Company vehicle or engine may be performed at your expense. These services may be

performed by any automotive repair establishment or individual using automotive parts
equivalent to those with which your vehicle or engine was originally equipped. Page Your
authorized dealer specializes in knowing all about Ford Motor Company vehicles rather than
knowing a little about all makes. There are Ford or Ford of Canada dealer service shops ready to
serve you wherever you drive in the U. They stock Ford and Motorcraft parts, and Ford
Chemicals and lubricants. Page Scheduled Maintenance Guide A proper repair begins with a
thorough system check. In some circumstances, the technician may need to request your
authorization to perform additional operations to determine the final diagnosis. Page 2 the use
of the vehicle after such device or element of design has been removed or rendered inoperative
by any p
2007 toyota camry repair manual pdf
freightliner cascadia wiring diagram
3000gt sl engine
erson. Removal or modification of the fan shroud. Replacing a fixed fan with a fan of increased
diameter, different number of blades or different pitch width. Also a noise emission control
service. Page Balance the wheels and the Vibration or abnormal tire wear tires indicates
imbalance. Check the front end Poor steering, wandering or excessive alignment tire wear.
Check the transmission and Excessive vibration. Adjust, repair or replace as required with the
same or equivalent parts. This schedule is presented at specific mileage kilometer intervals with
exceptions noted. Make sure that the air filter restriction gauge is in good working order. After
the first coolant change the coolant should be changed every three years or 45, miles 72, km
whichever comes first. This manual is also suitable for: low cab forward truck low cab forward
truck. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

