2008 ford expedition headlight bulb replacement

This automotive replacement bulb guide is used for general information only, we are not
responsible for any mistake that might be listed on this bulb guide. Please consult your vehicle
owner's manual or your local car dealerships for the corrected bulb type. We also carry HID
conversion kits. H1 HID kit. H3 HID kit. H4 Bi-xenon HID kit. H7 HID kit. H11 HID kit. H13 Bi-xenon
HID kit. Nokya Nokya H4. Nokya H HIR replacement headlight bulbs. H4 fit models with reflector
type head lamp housing. Ford replacement bulb guide. H1 H3. Featured products. Copyright
Lightbulbs4cars. Ford replacement bulb guide This automotive replacement bulb guide is used
for general information only, we are not responsible for any mistake that might be listed on this
bulb guide. Low beam. High beam. Crown Victoria. Econoline EE Explorer Sport Trac. F Harley
Davidson. F Heritage. F Lightning. Five Hundred. Mustang Boss Mustang GT Transit Connect.
HID replacement xenon bulbs. Crystal White replacement bulbs. Xenon Blue replacement bulbs.
Fog light bulbs. Nokya miniature bulbs. Changing a headlight on a Ford Expedition is one task
that can be done easily and without the use of any special tools. With careful attention, anyone
can change an Expedition headlight in short order. Lift the headlight retainers located on the
top of the headlight housing unit. The retainers can be lifted by pressing them toward the
windshield and upward. Twist the ring, called the headlight bulb protective, counterclockwise
and remove. Disconnect the electrical connector. Remove the entire headlight assembly. Twist
the headlight bulb retainer counterclockwise to remove. With a cloth or glove, remove the
headlight bulb and then install the new bulb. Work backward toward the assembly. Twist on the
headlight bulb retainer by pushing and turning clockwise. Reattach the electrical connector.
Twist the headlight bulb protective clockwise. Replace the headlight housing unit and lock the
retainers by pressing downward. After the new bulb is in place, turn on the headlights to ensure
that it works. Jule Pamplin has been a copywriter for more than seven years. As a financial
sales consultant, Pamplin produced sales copy for two of the largest banks in the United States.
He attended Carnegie-Mellon University, winning a meritorious scholarship for the Careers in
Applied Science and Technology program, and later served in the 1st Tank Battalion of the U.
Marine Corps. Step 1 Lift the hood and make sure it is properly secured. Step 2 Lift the
headlight retainers located on the top of the headlight housing unit. Step 3 Twist the ring, called
the headlight bulb protective, counterclockwise and remove. Step 4 With a cloth or glove,
remove the headlight bulb and then install the new bulb. Step 5 Work backward toward the
assembly. Tips The bulb is fragile, so remove it while wearing your gloves or by wrapping it in a
cloth. Even though the oil from your skin won't matter on the old bulb, getting used to the feel of
the bulb will ensure you handle the new bulb safely. Avoid touching the new bulb with your
fingers. The oil from your skin will corrode the bulb leading to a shorter life. Find the Ford
Expedition headlight bulb size you need for your low beam or high beam and save time. Also,
find your other Ford Expedition light bulb sizes including your fog light, reverse light, turn
signal, brake light and more. The best headlight bulbs help you see the road and help others
see you. Make it easy to change your headlights by knowing your Ford Expedition headlight
bulb size. Find the Ford Expedition headlight bulb you need for your low beam or high beam
below. Even if you have the brightest headlight bulbs, fog lights help you see more clearly at
night and during foggy conditions. Find your Ford Expedition fog light bulb size below and
drive more safely! Having a working Ford Expedition brake light bulb will prevent car accidents
and alert other drivers of slowing traffic. Find your Ford Expedition brake light bulb size below.
Your Ford Expedition tail lights help other drivers see you, especially at night time. Having a
bright Ford Expedition tail light bulb will help keep you safe and visible. Find your Ford
Expedition tail light bulb size below. Always replace your worn out Ford Expedition light bulb
right away. Find the Ford Expedition light bulb size you need below. Feel free to use any Ford
Expedition light bulb sizes that are listed here but keep in mind that all information here is
provided as is without any warranty of any kind. Use of this Ford Expedition light bulb size
guide is at your own risk. Always verify all light bulb sizes, bulb voltage usage and bulb wattage
before applying any information found here to your Ford Expedition. Have any questions about
your Ford Expedition light bulb sizes? Feel free to post it at the bottom of this page. We will do
our best to find you the answer you are looking for. Or hopefully someone in the Modified Life
community will respond with the information you are looking for. Want to help the Modified Life
community by contributing Ford Expedition light bulb information? Thank you in advance for
your contribution! Your email address will not be published. Skip to content. Leave a Comment
Cancel Reply Your email address will not be published. Follow Us. Copyright by ModifiedLife.
Skip to main content Menu. Close X. Call To Order: Accessory Power Relay. Accessory Power
Relay Connector. Adjustable Pedal Motor Connector. Adjustable Pedal Switch Connector. Air
Bag Impact Sensor Connector. Air Bag Sensor Connector. Ambient Air Temperature Sensor
Connector. Ambient Temp Sensor. Antenna Cable. Anti-Theft Transceiver Connector. Ash Tray
Light Connector. Audio Amplifier Relay. Audio Control Module Connector. Back Glass Washer

Nozzle. Back Up Lamp Socket. Back Up Light. Back Up Light Bulb. Battery Hold Down. Brake
Light Bulb. Bulb Socket. Cargo Area Light Connector. Cigarette Lighter Socket Connector.
Combination Switch. Combination Switch Connector. Communication Interface Module
Connector. Cornering Light. Cornering Light Bulb. Courtesy Light Bulb. Cruise Control Cutout
Switch. Cruise Control Switch. Dimmer Switch Connector. Dome Lamp Connector. Dome Light
Bulb. Door Ajar Switch Connector. Door Jamb Switch Connector. Door Lock Actuator. Door
Lock Actuator Connector. Door Lock Actuator Kit. Door Lock Actuator Motor. Door Lock
Actuator Motor Set. Door Mirror Drive Motor. Door Mirror Drive Motor Set. Door Open Warning
Switch. Door Remote Mirror Switch. Door Speaker Connector. Driver Information Display Switch
Connector. Driving Light. Fader Control Switch. Flasher Relay. Fog Light. Fog Light Bulb. Fog
Light Connector. Fog Light Set. Fuel Pump Jumper Harness Kit. Fuel Pump Relay. Fuse Kit.
Glove Box Lamp Connector. Glove Box Light Bulb. Hazard Flasher Switch. Hazard Warning
Flasher. Hazard Warning and Turn Signal Flasher. Headlamp Socket. Headlight Assembly.
Headlight Connector. Headlight Dimmer Switch. Headlight Dimmer Switch Connector. Headlight
Set. Headlight Switch. Headlight Wiring Harness. Heated Seat Module Clip. Heated Seat Module
Connector. Horn Relay Connector. Ignition Pulsator Ring. Instrument Cluster Voltage Regulator
Switch. Instrument Light Bulb. Interior Dome Light. Interior Rear View Mirror Connector.
Junction Box Relay Connector. Keyless Entry Keypad. Keyless Remote Case. License Lamp
Connector. License Light Bulb. Liftgate Glass Actuator Connector. Liftgate Lock Actuator
Connector. Liftgate Release Switch. Load Leveler Relay Connector. Luggage Compartment
Light Bulb. Map Light Bulb. Neutral Tow Switch Connector. Oil Pressure Sender. Oil Pressure
Switch Connector. Oil Sending Unit Switch Connector. Parking Aid Sensor Connector. Parking
Light Bulb. Parking Light Bulb Socket. Parking and Turn Signal Light Connector. Power Mirror
Switch Connector. Power Seat Control Module Connector. Power Seat Switch. Power Seat
Switch Connector. Power Window Motor Connector. Power Window Switch Connector. Puddle
Light. Quarter Flip Window Motor Connector. Radio Connector. Radio Module Interface. Radio
Power Connector. Radio Wire Harness. Reservoir Level Sensor. Running Board Motor. Seat
Heater Switch Connector. Seat Memory Module Connector. Seat Memory Switch Connector.
Seat Switch. Side Marker Lamp Connector. Side Marker Lamp Socket Connector. Side Marker
Light Bulb. Side Marker Light Socket. Speaker Adapter. Speaker Box. Speaker Connector.
Speedometer Transmitter. Stability Control Steering Angle Sensor. Steering Rotation Sensor
Connector. Stop Light Switch. Sun Load Temperature Sensor Connector. Sunroof Motor
Connector. Sunroof Switch Connector. Tail Light Assembly. Tail Light Assembly Set. Tail Light
Bulb. Third Brake Light. Third Brake Light Bulb. Tire Pressure Monitoring Sensor. Tire Pressure
Monitoring System Programmer. Trailer Brake Control. Trailer Brake Control Harness. Trailer
Connector Kit. Trailer Hitch Plug. Trailer Tow Side Connector. Trailer Wiring Harness. Trailer
Wiring Harness Connector. Trunk Open Warning Switch. Turn Signal Flasher. Turn Signal
Indicator Light Bulb. Turn Signal Light Bulb. Turn Signal Relay. Turn Signal Switch. Under Hood
Lamp Connector. Vanity Mirror Connector. Vehicle Speed Sensor Connector. Washer Fluid
Level Sensor Connector. Washer Pump. Window Washer Pump Motor Connector. Windshield
Washer Pump Connector. Windshield Wiper Motor. Windshield Wiper Motor Connector. Wiper
Blade. Wiper Blade Insert. Wiper Blade Set. Wiper Switch. Air Intake. Chemicals and Fluids.
Climate Control. Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel
Delivery. Fuel Injection. Tools and Hardware. Shop By Vehicle. Click to Enlarge. Position: High
Beam and Low Beam. Hella Headlight Bulb. Hella H13 2. Hella H13 Headlight Bulb. Shipping
Options: Free Ground Shipping. Heliolite W Bulb - Headlight. Product List Price:. Shipping
Options: Ground, Overnight, 2 Day. Features: Philips CrystalVision ultra headlights provide a
bright white light on the road using blue coating on the glass. The perfect choice for those who
want to drive with style, without compromising on safety. Features: Philips MasterDuty
Headlights are designed to meet the needs of medium and heavy duty vehicles. Made especially
for class truck applications, they are the toughest and longest lasting lamps, that is designed to
withstand extreme stress and vibration. Features: Philips Standard range provides the same
Original Equipment quality as the lights we provide to automakers around the world. Standard
range offers an excellent value for every application. Image is not vehicle specific. Product
Remark: Blister Pack. Detailed Notes: H13 Silverstar Bulb -- A whiter light with more clarity
compared to a stand ard halogen bulb, 1 each, sold by each. Catalog: P. Vehicle Ford
Expedition. Catalog: N. Catalog: H. Catalog: B. Catalog: F. Vehicle Sub Model Ford Expedition.
Catalog: C. Catalog: A. The only tool needed to replace any bulb in the headlight assembly of a
Ford Expedition is a 10mm socket and ratcheting wrench. Two 10mm Bolts Removed Headlight
Bolts Removed Hold Back Front Bumper The easiest way to access the light bulbs in the
headlight assembly of a Ford Expedition is to remove the two 10mm bolts that secure it to the
front of the vehicle. Once the two bolts are removed, you can gently hold back the center part of

the front bumper that obstructs the headlight assembly. Then pull the entire assembly out and
rest it on a towel or rag to prevent scratching the painted upper lip of the bumper. Front - High
Beam Bulb Pull Off Dust Cover High Beam Socket The high beam headlight bulb is located
closest to the center line of the vehicle and is protected by a smaller circular rubber dust cover.
Peel off the rubber dust boot to access the high beam bulb. Pull the old light bulb straight out
from the socket. For more of my related automotive guides or reviews, click on the following
links: Ford Expedition 5. If you found this guide to be helpful, please consider making a small
donation by clicking on the PayPal. Thank you! Note: I am not a registered charity. Donations
are not tax deductible. Ford Expedition Headlight. Removing 10mm Bolt. Two 10mm Bolts
Removed. Headlight Bolts Removed. Hold Back Front Bumper. The easiest way to access the
light bulbs in the headlight assembly of a Ford Expedition is to remove the two 10mm bolts that
secure it to the front of the vehicle. Pull Out Headlight. Low Beam Front. At the middle rear of
the headlight assembly, you'll see a large circular dust cover that protects the low beam
headlight bulb and socket. Low Beam Dust Cover. Pull Off Dust Boot. Turn Counter Clockwise.
Pull or peel off the low beam dust cover by grapping the outer lip or by using the two rubber
pull tabs. Pry Up Grey Plastic Clip. To detach the low beam headlight's base from the power
connector, pry up the light grey plastic clip with a flathead screwdriver or your fingertips and
wiggle the connector straight off the base of the bulb. Sylvania ST HB4. Insert Into Headlight.
Front - High Beam Bulb. Pull Off Dust Cover. The high beam headlight bulb is located closest to
the center line of the vehicle and is protected by a smaller circular rubber dust cover. High
Beam Removed. Pry Up Black Plastic Clip. To separate the light bulb from the power connector,
pry up the black plastic retaining clip with a flathead screwdriver or your fingertips and pull it
straight off from the light bulb's base. Turn Signal Bulb Socket. The front turn signal parking
light bulb is located at the outer edge of the headlight assembly. If it won't come out easily, try
wiggling it while pulling. Remove Power Connector. Wiggle Out Bulb. Test the new light bulbs
by turning on the headlights, activating the hazard signals and flashing the high beams. Paul's
Travel Pictures is a participant in the Amazon Services LLC Associates Program, an affiliate
advertising program designed to provide a means for sites to earn advertising fees by
advertising and linking to Amazon. Skip to main content Menu. Close X. Call To Order: Bulb Headlight. Air Intake. Body Electrical. Chemicals and Fluids. Climate Control. Cooling System.
Drive Belts. Engine Electrical. Engine Mechanical. Fuel Delivery. Fuel Injection. Tools and
Hardware. Shop By Vehicle. Click to Enlarge. Position: High Beam and Low Beam. Hella
Headlight Bulb. Hella H13 2. Hella H13 Headlight Bulb. Shipping Options: Free Ground Shipping.
Heliolite W Bulb - Headlight. Product List Price:. Shipping Options: Ground, Overnight, 2 Day.
Features: Philips CrystalVision ultra headlights provide a bright white light on the road using
blue coating on the glass. The perfect choice for those who want to drive with style, without
compromising on safety. Features: Philips MasterDuty Headlights are designed to meet the
needs of medium and heavy duty vehicles. Made especially for class truck applications, they are
the toughest and longest lasting lamps, that is designed to withstand extreme stress and
vibration. Features: Philips Standard range provides the same Original Equipment quality as the
lights we provide to automakers around the world. Standard range offers an excellent value for
every application. Image is not vehicle specific. Product Remark: Blister Pack. Detailed Notes:
H13 Silverstar Bulb -- A whiter light with more clarity compared to a stand ard halogen bulb, 1
each, sold by each. Catalog: P. Vehicle Ford Expedition. Catalog: N. Catalog: H. Catalog: B.
Catalog: F. Vehicle Sub Model Ford Expedition. Catalog: C. Catalog: A. Ford Expeditions are
equipped with halogen headlight bulb inserts, which rest inside the headlamp assemblies. While
the halogen bulbs outlast their sealed beam predecessors, the need to replace them at some
point still exists. You can purchase replacement halogen insert bulbs at most auto parts stores,
mass retailers or your local Ford dealership. Be sure the bulb you purchase is the right style for
your model year Expedition. Replacing the bulb should take no more than about 15 minutes.
Shut off the Expedition and turn the headlight switch to the "off" position. Raise the hood and
unbolt the headlamp retaining fasteners, located at the top of the headlamp assembly, using the
socket set. Loosen the vertical bolt located at the back of the headlamp assembly, but do not
remove it. Pull the headlamp assembly forward, by hand, until you can access the rear of it
easily. Pull the headlight bulb socket covers off by hand if your Expedition has socket covers.
Turn the headlight bulb socket counterclockwise and pull it out of the headlamp assembly. Pull
the old bulb out by hand and insert the replacement bulb. Do not touch the glass portion of the
replacement bulb with your bare skin. Reinsert the socket and bulb into the headlamp
assembly, align the retaining tabs with the retaining tab slots and turn the socket clockwise
until it clicks into place. Reinstall the socket covers, if so equipped. Push the headlamp
assembly back into position and reinstall the two upper retaining fasteners by hand. Tighten
those two and the vertical bolt with the socket set. Close the hood and test the headlights

before driving the Expedition. Allen Moore's career includes awards in poetry and creative
fiction, published lyrics, fiction books and nonfiction articles as well as a master certification in
automotive service from the Ford Motor Company. Moore is a contributing writer for RF Step 1
Shut off the Expedition and turn the headlight switch to the "off" position. Step 2 Raise the hood
and unbolt the headlamp retaining fasteners, located at the top of the headlamp assembly,
using the socket set. Step
carrier air conditioner thermostat wiring diagram
2001 bmw 325ci
kel tec 380 parts diagram
3 Loosen the vertical bolt located at the back of the headlamp assembly, but do not remove it.
Step 4 Pull the headlamp assembly forward, by hand, until you can access the rear of it easily.
Step 5 Pull the headlight bulb socket covers off by hand if your Expedition has socket covers.
Step 6 Turn the headlight bulb socket counterclockwise and pull it out of the headlamp
assembly. Step 7 Reinsert the socket and bulb into the headlamp assembly, align the retaining
tabs with the retaining tab slots and turn the socket clockwise until it clicks into place.
References Ford Fleet: owner's manuals with bulb replacement procedures. Oils from your skin
can stick to the glass on the bulb. These oils heat when the bulb is turned on, causing the bulb
to fracture the first time you use the headlights after the bulb is installed. If this happens, you
will need to replace the bulb again. To avoid this, either replace the bulb while wearing clean
gloves, or only grasp the plastic portion of the bulb.

