2010 jeep liberty repair manual

See also: Jeep Factory Service Manual s. Guidelines for the repair, operation and maintenance
of Jeep Liberty cars equipped with gasoline engines working volume of 2. Roads â€” these are
the lines on the map, which move cars. On any car, you can get off the road, but not at all after
that you can continue to move. High ground clearance, smooth aerodynamic lines of the body,
the ability to overcome the rises and depths, in front of which I pass others â€” Jeep Liberty is
created to be a true SUV. But, it is these cars require special attention from the owner. Proper
care and competent operation of the car â€” the key to its longevity. Here you can find detailed
instructions, tips and recommendations for conducting diagnostic operations of any probable
malfunctions or breakdowns of Jeep Liberty systems and units, equipped with gasoline engines
with a working volume of 2. This service manual provides detailed information on the diagnosis,
repair and adjustment of the engine, fuel pump, starting, charging and turbocharging systems,
instructions for using automatic transmission and ABS self-diagnostics, and recommendations
for adjusting and repairing mechanical and automatic transmissions, four-wheel drive control
systems, brake system components, steering and suspension. The publication contains a
description of the maintenance and repair of Jeep Liberty cars based on ready-made spare
parts in a garage workshop. At a time when other Jeep owners spend money and time,
spending it in car-care centers, you can easily look through this manual and understand that
now you can easily repair your car. Even a long trip, in which a car can happen a lot of trouble
will leave you only positive impressions. Separate sections of the publication include
instructions for use Jeep Liberty , recommendations for maintenance and color schemes of
electrical equipment of the car. The repair manual is designed for owners of Jeep Liberty cars,
service stations and car service specialists. The information provided in this guide will tell you
how to act in certain situations, as well as in unusual circumstances. All content on the site
Carmanualsclub. The site administration does not bear any responsibility for illegal actions, and
any damage incurred by the copyright holders. Your email address will not be published. Save
my name, email, and website in this browser for the next time I comment. This site uses Akismet
to reduce spam. Learn how your comment data is processed. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Jeep Liberty. Leave a Reply Cancel
reply Your email address will not be published. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. This manual is specific to a Jeep Liberty. RepairSurge is compatible with any
internet-enabled computer, laptop, smartphone or tablet device. It is very easy to use and
support is always free. We wish we could just show you the entire manual before you buy, but
our publishing agreement with the auto manufacturers prevents this. We know this sounds
crazy. It's a stupid rule in our opinion, but they authorize our manuals and that's what their
lawyers require. Here are some of the comments we have received from users of RepairSurge.
These customers have agreed to allow us to publicly display their testimonials. We know buying
anything online is a risk. Once again, we wish we could just show you the entire manual before
you buy, but our publishing agreement with the auto manufacturers prevents this. We'll get you
the repair information you need, every time, or your money back. Manufacturer: Jeep. Model:
Liberty. Production Year: Step by Step Instructions. Comprehensive Diagrams. Diagnostic
Procedures. Wiring Diagrams. Here is what you'll get. Step-by-step factory recommended repair
instructions. Unlimited access to personal support reps who are always available to assist you.
We can answer your questions about using the software or help you find the specific
information you need for your Jeep Liberty. Free real-time updates! Your manual is updated
with revised information as soon as it is released. Access on your terms. Unlimited access to
your Jeep Liberty manual on a yearly basis. We'll get you the repair information you need, every
time, or we'll refund your purchase in full. Can I see what the manual looks like? See our
guarantee below. You are protected in case the manual turns out to not be what you need. What
Satisfied Mechanics Are Saying. Exactly as advertised, quick and easy transaction. Get Your

Manual. Your satisfaction is guaranteed and your online transaction is protected by safe and
secure SSL encryption technology. Table of Contents. Be assured that it represents precision
nicians and genuine Mopar parts, and cares about your workmanship, distinctive styling, and
high quality - all satisfaction. Failure to operate this vehicle safely may result belts could cut the
highway death toll by 10, or more in an accident, rollover of the vehicle, and severe or fatal each
year and could reduce disabling injuries by two injury. If you do not read this entire manual, you
may miss important information. Any modifications or alterations to this vehicle could seriously
affect its roadworthiness and safety and may lead to an accident resulting in serious injury or
death. These either side up. Never leave children alone in a vehicle. Insert the first valid key into
the ignition switch. The new Sentry Key is programmed. If something triggers the Vehicle
Security Alarm, and no During this period, opening any door or the liftgate will action is taken to
disarm it, the Vehicle Security Alarm cancel the arming process. See Reinstall and tighten the
screw until snug if 1. Weak battery in RKE transmitter. The expected life of equipped. General
Information 2. Closeness to a radio transmitter such as a radio station This device complies
with Part 15 of FCC rules and with tower, airport transmitter, and some mobile or CB radios.
Exhaust gas contains Carbon Mon- oxide CO which is odorless and colorless. The doors were
not previously locked using the power 3. Press the power door LOCK switch to lock the doors.
A single chime will indicate the completion of the transmitter. The driver door is opened. The
doors were not previously unlocked. A single chime will indicate the completion of the 6. Avoid
trapping anyone in a vehicle in a collision. Remember that the rear doors can only be opened
from the outside when the child protection locks are engaged. Opening either front manual. If
this happens, pull the switch lightly to the first detent and hold to close window manually. There
is no anti-pinch protection when the window is almost closed. Continued inside of the vehicle.
People belted together can crash into one another in an accident, hurting one another badly.
You are more injury in a collision. Position the shoulder belt on your chest so that it is 6. To
release the belt, push the red button on the buckle. The retractor The belt will automatically
retract to its stowed position. Position the latch plate as close as possible to the assuring that
the belt is tight around the occupant early anchor point. Pretensioners work for all size
occupants, including those in child restraints. This feature allows the prefer a lower position,
and if you are taller than average, shoulder belt anchorage to be adjusted in the upward you will
prefer a higher position. This system is designed to help prevent or reduce the extent of injuries
the driver and front passenger in certain types of rear end impacts. Grasp the deployed AHR
from the rear seat. Pull down then rearward towards the rear of the vehicle then down to engage
the locking mechanism. The AHR front soft foam and trim half should lock into the back
decorative plastic half. With all doors closed, and the ignition switch in any 4. Turn the ignition
switch to the LOCK position. This 1. Buckle the combination lap and shoulder belt. Keep the
belt low so that it does not come across the Using a seat belt extender when not needed can
abdomen. Refer to information on Child Restraints in this section. On the other hand, depending
on the type and location of impact, Occupant Restraint Controller ORC Advanced Front Airbags
may deploy in crashes with The ORC is part of a Federally regulated safety system little vehicle
front-end damage but that produce a severe required for this vehicle. In this case, the airbag is
ready to Seat Occupant PAD Indicator be inflated if a collision requiring an airbag occurs. In this
case, because this can also affect occupant classification. The weight sensors measure you if
you are not belted and seated properly, or if applied weight and transfers that information to the
items are positioned in the area where the side curtain OCM. Correctly functioning front
passenger seat compo- Unapproved modifications or service procedures to nents are critical
for the Occupant Classification System the front passenger seat assembly or its related comOCS to properly classify the front passenger and calcu- ponents may inadvertently change the
airbag deploy If the irritation or all of the following may occur: continues, see your doctor. A
near-deployment event occurs when the airbag Chrysler Group LLC regardless of initiative , the
com- sensor detects severe vehicle deceleration usually indica- pany or its designated
representative will first obtain tive of a crash, but not severe enough to warrant airbag
permission of the appropriate custodial entity for the The force one year old and weigh at least
20 lbs 9 kg. In a sudden stop or restraint: collision, it could strike the occupants or seat backs
and cause serious personal injury. For the outboard seating connector for attachment to the
lower anchorage and a positions, route the tether underneath the head rest and means of
adjusting the tension in the strap. Route the tether strap over the seatback and attach the An
incorrectly anchored tether strap could lead to hook to the tether anchor located on the back of
the seat. This should be your vehicle. Tires Fluid Leaks Examine tires for excessive tread wear
and uneven wear Check area under vehicle after overnight parking for fuel, patterns. Adjust the
mirror to center on the view through the rear window. Headlight glare can be reduced by moving
the small control under the mirror to the night position toward the rear of vehicle. NOTE: The

passenger side convex outside mirror will give a much wider view to the rear, and especially of
the lane next to your vehicle. This feature is activated whenever you turn on the rear window
defroster. Illuminated Vanity Mirrors â€” For example, instead of saying Setup and then can be
adjusted either from the radio volume control Phone Pairing, the following compound command
knob or from the steering wheel radio control right Phonebook New Entry. These can only be
edited on the cellular phone. The changes are trans- transfers of phonebook entries to use this
feature. For example, if your cellular service Phonebook List Names. For example, if required to
enter your PIN followed with a pound, 3 7 4 6 , you can network configurations. If the selected
phone is not available, the the lowest priority. This will become helpful once you start to learn
the options. Start a dialogue by pressing the button. This procedure may be repeated with a new
user. The system will adapt to the last trained voice only. Release the bar once the seat is in the
position near the floor. Release the lever The recliner control is located on the outboard side of
the once the seatback is in the upright position. The control lever is located on the inboard side
of the seat. Turn the control lever downward to increase and upward to decrease the desired
amount of lumbar support. To tilt the head restraint closer to the back of your head, pull
outward on the bottom of the head restraint. Push rearward on the bottom of the head restraint
to move the head restraint away from your head. Operation on the Low-level heating will also To
provide additional storage area, each rear seat can be turn OFF automatically after
approximately 30 minutes. Pull the release strap while sitting in the rear seatback from fully
locking, you will have difficulty seat to recline the seatback. Do not ride with the seatback
reclined so that the shoulder belt is no longer resting against your chest. In a collision you
could slide under the seat belt and be seriously or even fatally injured. Turn the ignition ON.
Press and release the SET button on the memory switch, then press the side of the rocker
switch labeled 2 2. Adjust all memory profile settings to desired prefer- within five seconds. At
this position, there is no benefit to the driver by moving the seat for Easy Exit or Easy Entry.
Place the upper end of the prop rod in the hole on the underside of the hood. Turn the end of
the lever to according to ambient light levels. In addition, the headlights will turn off when the
wipers are turned off if they were turned on by this feature. The high beam headlights will turn
on as Daytime Running Lights DRL and operate at lower intensity If you turn the headlights, or
parking lights, or ignition whenever the ignition is ON, the engine is running, the switch ON
again, the system will cancel the delay. If an indicator fails to light when the lever is NOTE: If the
multifunction lever is held in the flash-to- moved, it would suggest that the indicator bulb is
pass position for more than 15 seconds, the high beams defective. These turn on the interior
lighting. The front wipers are low-speed wiper operation. The wipers will resume operation the
windshield wiper blades from returning to the when you turn the ignition switch back to the ON
off position. Sudden loss of visibility through the windshield could lead to an accident. You
might not see other vehicles or other obstacles. If you activate the washer while the wiper
control is in the off position, the wipers will operate for two wipe cycles and then turn off. The
tilt control handle is located approximately 10 seconds after the wipers are turned on below the
steering wheel at the end of the steering if the multifunction lever on the left side of the steering
To tilt the steering column, move the steering side of the steering wheel. Each time the button is
tapped, speed decreases. Electronic Speed Control can be dangerous where the system cannot
maintain a constant speed. As the vehicle moves closer to the object the EVIC display will show
fewer arcs and the sound tone will change from slow, to fast, to continuous. Continued
systems. System, it is strongly recommended that the ball The HomeLink buttons that are
located in the headliner mount and hitch ball assembly is disconnected or sun visor designate
the three different HomeLink Continued rity Alarm is active. Return to the vehicle and press the
programmed Similar to this Canadian law, some U. Using HomeLink Security To operate, press
and release the programmed It is advised to erase all channels before you sell or turn HomeLink
button. Occupants, particu- larly unattended children, can become entrapped by the power
sunroof while operating the power sunroof switch. The sunroof will close fully and stop
automati- Press the switch rearward and release it within one-half cally. During Express second
and the sunroof will open automatically from any Close operation, any movement of the switch
will stop position. The left motor facing forward will close the Wind Buffeting top when it is open
from the rear of the vehicle. The right Wind buffeting can be described as the perception of
motor will close the top when it is open from the front of pressure on the ears or a
helicopter-type sound in the the vehicle. This power outlet is located on the instrument NOTE:
panel, below the climate controls. Rear Cupholders Front Cupholders Front Storage
Compartment The front storage compartment located on the left side of the instrument panel
can hold cell phones, PDAs, and other small items. Cargo Load Floor The cargo load floor
system has a load capacity of lbs kg. Flip the spring-loaded latch pull-loops up. Turn over the
cover and reinstall it. NOTE: You can install the cover with either side facing upward. With the

cover seated in the floor, pull upward on loops and twist them one-quarter turn so that they are
no longer parallel to the slots in the cover. Cargo Tie-Down Loops Cargo tie-down loops are
located on the trim panels. Cargo Tie-Down Hooks In a sudden stop or collision, a change the
vehicle center of gravity and vehicle tie-down could pull loose and allow the child seat handling.
Continued flat side of the housing faces upward. Next, grab the cover handle and pull the cover
toward you. In an accident, a cargo cover loose in the vehicle could cause injury. It could fly
around in a sudden stop and strike someone in the vehicle. Do not store the cargo cover on the
cargo floor or in the passenger compartment. The washer pump will window defroster only
when the engine is operating. The load carried on the roof, when equipped with a Always
distribute heavy loads as evenly as pos- luggage rack, must not exceed lbs 68 kg , and it Cargo
must be securely tied down before driving your vehicle. Improperly secured loads can fly off the
vehicle, particularly at high speeds, resulting in per- sonal injury or property damage. Follow the
roof rack cautions when carrying cargo on your roof rack. Fuel Gauge determine the proper tire
inflation pressure for those The fuel gauge shows level of fuel in tank when ignition tires. If a an
onboard diagnostic system, called OBD, that problem is detected, the light will come on
monitors engine and automatic transmission con This indicator shows that the high beam headlights are on. Pull the multifunction control lever Prolonged driving with the MIL on could cause
on the left side of the steering column toward you to damage to the engine control system. If
either indicator flashes at a rapid rate, check for a defective outside light bulb. Driving with a hot
engine cooling system could A hot engine cooling system is dangerous. You or damage your
vehicle. Cluster, press and release it once again to display the outside temperature. On vehicles
equipped with a Mid Continuous driving with the Transmission Tempera- Line Cluster, press
and release it once again to display the ture Indicator illuminated will eventually cause seoutside temperature and compass heading in the screen vere transmission damage or
transmission failure. Turn the ignition switch to the ON position. Do not Only start the engine.
Your vehicle is equipped with an engine oil change 2. Fully depress the accelerator pedal slowly
three indicator system. If the light does not illuminate, have the light inspected by an authorized
dealer. The light also will turn on when the parking brake is applied with the ignition switch in
the ON position. This estimated distance is when the ignition switch is in the ACC position. Turn
the ignition switch ON. To make your selection, press RKE transmitter. SCROLL control knob to
the right or left to adjust the sound level from the right or left side speakers. Buttons 1 - 6 The
symbol SET 1 will now show in the display window. The radio may shut down during extremely
hot conditions. The medium formats supported by the radio are ISO Multisession discs may
contain combinations of normal Level 1 and Level 2 and includes the Joliet extension. ID3
version 2 is not frequencies in the following table are supported. Press the TIME button to
change the display from elapsed playing time to time of day. Turn on the radio. Operating
Instructions â€” Voice Recognition 2. Touch the screen where the time is displayed. System VR
â€” When selected, this feature will display the time of day on the touch screen when the radio
is turned off. Proceed Changing Daylight Savings Time as follows to change the current setting:
When selected, this feature will display the time of day in The time zone selection menu will
appear on the screen. Select a time zone by touching the screen where your selection appears.
The radio display of file file recording media and formats are limited. When names and folder
names is limited. The use of Specification Frequency kHz multisession for CD audio or MP3
playback may result in , , , longer disc loading times. Press the button to select either AM or FM
mode. The stations stored in SET 2 memory can be selected by pressing the pushbutton twice.
If the medium on the disc. Press this button to change the display to time of day. Do not use
solvents such as benzene, thinner, cleaners, Manual Heating and Air Conditioning or anti-static
sprays. Store the disc in its case after playing. Do not expose the disc to direct sunlight. These
outlets can be adjusted to direct airflow. This setting works best in cold or snowy conditions
that require extra heat to NOTE: The center instrument panel outlets can be You will experience
the greatest efficiency by simply allowing the system to function automatically. Selecting 1.
Activating recircula- Press this button to turn on the air tion will cause the LED in the control
button to illumi- conditioning during manual operation nate. If side win- Use of the air
Recirculation Mode during winter months dow fogging becomes a problem, increase blower
speed. Leaves entering the cabin. If the engine fails to start inside and outside mirrors, and
fasten your seat belts. The starter motor will disengage automatically in 10 seconds. Once this
Do not leave children or animals inside parked occurs, release the accelerator pedal, turn the
ignition vehicles in hot weather. Using a flat blade screwdriver, carefully remove the shift lock
manual override cover which is located on the PRNDL bezel. Press and maintain firm pressure
on the brake pedal. Using the screwdriver, reach into the manual override opening. Normal
operation will resume once the transmission temperature has risen to a suitable level. Use this
lever in the PARK position. Transmission Limp Home Mode Transmission function is monitored

for abnormal condi- tions. If a condition is detected that could result in transmission damage,
the Transmission Limp Home Mode will be engaged. In this mode, the transmission will remain
in second gear in any forward driving range. If this light re- and rear driveshaft from the
powertrain. To be used for mains on after engine start up, or it illuminates during flat towing
behind another vehicle. Bring the vehicle to a complete stop. If the ignition switch is not in the
ON position, 2. If the vehicle is stopped, 3. While still rolling, move the transfer case switch to
the the ignition switch must be in the ON position with the desired position. This shift cannot be
4. To retry conventional two-wheel drive vehicles any more than a shift, move the transfer case
switch back to the original low-slung sports cars are designed to perform satisfacto- position,
make certain all shift requirements have been Let the vehicle go slowly down If the engine stalls
or you lose headway or cannot the hill with all four wheels turning against engine make it to the
top of a steep hill or grade, never compression drag. Check tires, body structure, steering,
suspension, and exhaust system for damage. Abrasive material in any part of the brakes may
cause excessive wear or unpredictable braking. Under these condi- tions, you will observe a
substantial increase in steering Continued operation with reduced power steering effort,
especially at very low vehicle speeds and during assist could pose a safety risk to yourself and
others. Checking the power steering fluid level at a defined service interval is not required.
Otherwise, the load on the the parking brake is applied. You must be sure the transmission
locking mechanism may make it difficult to parking brake is fully applied before leaving the
vehicle. Significant over or under-inflation of tires or mixing sizes of tires or wheels on the
vehicle can lead to loss The parking brake should always be applied whenever of braking
effectiveness. This pedal. This could overheat the brakes and result in hydroplaning action can
cause loss of traction, braking unpredictable braking action, longer stopping dis- ability, and
control. A feature of the TCS system functions similar to benefit of the system, you must apply
continuous brak- a limited slip differential and controls the wheel spin ing pressure during the
stopping sequence, do not across a driven axle. The system There may be situations where the
Hill Start Assist will release brake pressure in proportion to amount of HSA will not activate and
slight rolling may occur, throttle applied. This feature can be turned on or turned off. Start the
engine. Rotate the steering wheel one-half turn to the left. HDC maintains vehicle speed while
descending hills in 6. When either the brake or the accelerator is released, HDC will control the
vehicle at the original set speed. This is normal; the sounds will stop specific reasons as noted.
If the TIN is not found on however, the date code may only be on one side. Overloading of your
tires is dangerous. Use tires of the cause accidents. Continued sluggish response or over
responsiveness in the steering. Keep this in mind when checking tire pressure inside a garage,
especially in After inspecting or adjusting the tire pressure, al- the winter. Where speed limits or
condi- tions are such that the vehicle can be driven at high Combining radial ply tires with other
types of tires speeds, maintaining correct tire inflation pressure is very on your vehicle will
cause your vehicle to handle Temporary use spare tires are for emergency use only. Fast
spinning tires can be dangerous. Forces gener- ated by excessive wheel speeds may cause tire
dam- age or failure. A tire could explode and injure some- one. Proper operation of four-wheel
drive vehicles de- Tires and the spare tire should be replaced after six pends on tires of equal
size, type and circumference years, regardless of the remaining tread. Failure to on each wheel.
They should be inspected regularly for wear and correct cold tire inflation pressure. The manuthat specified for your vehicle. Continued ing link and cable radial chains. Rotation will increase
tread life, help to main- shown in the following diagram. Proper operation of four-wheel drive
vehicles de- pends on tires of equal size, type and circumference Lots of snow or ice around the
wheels or wheel Vehicles with Compact Spare housings. The compact spare tire does not have
a tire pressure 4. Using tire chains on the vehicle. Therefore, the TPMS will not monitor the
pressure in the compact spare tire. The matching full size spare wheel and tire assembly tire. It
is even more important to look for gasolines without MMT in Canada, because More extensive
repairs will be required for prolonged MMT can be used at levels higher than those allowed in
exposure to E fuel. Have the exhaust system inspected Carbon monoxide CO in exhaust gases
is deadly. Have any abnor- Follow the precautions below to prevent carbon mal conditions
repaired promptly. The label also specifies maxi- mum capacities of front and rear axle systems
GAWR. Replacement tires must be equal to the load rear of your vehicle at the ground can best
be determined capacity of this tire size. The entire weight of the trailer must be The GAWR is the
maximum capacity of the front and rear supported by the scale. They are typically used for
heavier loads, to distribute trailer tongue weight to Trailer Sway Control â€” Consult with your
hitch and trailer manufacturer or a reputable Rec- reational Vehicle Trailer Hitch Industry kg
without added equipment or alterations to the Standards standard equipment. Your vehicle may
be factory Class I - Light Duty 2, lbs kg equipped for safe towing of trailers weighing over GTW
Tongue Wt. Also, additional factory-installed options, or authorized dealer-installed Improper

towing can lead to an injury accident. GAWR vehicle and trailer. Always connect the chains to 4.
Tongue weight rating for the trailer hitch utilized the frame or hook retainers of the vehicle hitch.
It can overload your brake NOTE: Do not cut or splice wiring into the vehicles system and cause
it to fail. Press the brake pedal. Attach the vehicle to a tow vehicle with a tow bar. Disconnect
the negative battery cable. Damage to the transmission may occur if the trans- 7. If these
requirements are not met prior to take place and for the position indicator lights to be to
depressing the NEUTRAL selection button or while operable. Preparations For Jacking 1. Park
the vehicle on a firm level surface as far from the edge of the roadway as possible. Turn on the
Hazard Warning flasher. Continued 6. Remove jack and tools from mounting bracket. Locate the
jack as shown. For the front tires, place it rearward of the notch on the body weld seam behind
wheel to be changed. For the rear tires, place it under the axle by the wheel to be changed.
Finish tightening the lug nuts. Alternate nuts until each nut has been tightened twice. Continued
Do not attempt to push or tow your vehicle to get it started. When boosting from a battery in
another vehicle, park 6. Connect the other cable, first to the negative terminal that vehicle within
booster cable reach, but without of the booster battery and then to the engine ground of
allowing the vehicles to touch. Page Engine Compartment - 3. This system monitors the
performance of the emissions, engine, and automatic further damage to the emission control
system. This is an indication that the gas cap is properly the engine is running, and that the
OBD II system is tightened. As soon as you turn the ignition switch to the ON you may need to
do nothing more than drive your position, you will see the MIL symbol come on as part of
vehicle as you normally would in order for your OBD II a normal bulb check. Check the oil level
at your vehicle and also allow extended maintenance regular intervals, such as every fuel stop.
For best performance and maximum protection under all types of operating conditions, the
manufacturer recom- Overfilling or underfilling the crankcase will cause mends engine oils that
are API Certified and meet the aeration or loss of oil pressure. You may use synthetic engine
oils provided the recom- mended oil quality requirements are met, and the recom- Do not use
chemical flushes in your engine oil as the mended maintenance intervals for oil and filter
changes chemicals can damage your engine. Only high quality filters should be used to assure
most efficient service. MOPAR engine air burn or even blind you. This service should battery
that the positive cable is attached to the include cleaning of the condenser fins and a
performance positive post and the negative cable is attached to How- approved by the
manufacturer for your air condi- ever, the manufacturer recommends that air conditioning
tioning system. Apply a small seat tracks, door hinge pivot points and rollers, liftgate, amount
of a high quality lubricant, such as MOPAR tailgate, sliding doors and hood hinges, should be
lubri- Lock Cylinder Lubricant or equivalent, directly into the Poor washer fluid and apply it to a
cloth or towel and wipe performance of blades may be present with chattering, clean the wiper
blades, this will help blade performance. The best protection against carbon monoxide entry
into the vehicle body is a properly maintained engine exhaust Exhaust gases can injure or kill.
They contain carbon system. Breathing it can make you unconscious and can If you notice a
change in the sound of the exhaust system eventually poison you. However, it is im- systems
can result in civil penalties being assessed portant to keep the engine properly tuned to assure
against you. Use of Propylene Glycol based engine result in engine damage and may decrease
corro- coolant antifreeze is not recommended. If engine coolant antifreeze coolant bottle. If
replacement is ever necessary, install The fluid in the master cylinder should be checked when
ONLY the correct type thermostat. The only exception to this policy is the use of special dyes to
aid in detecting fluid leaks. The use of transmission sealers should be avoided as they may
adversely affect seals. Fluid changes are not necessary unless the First remove the fill plug 1 ,
then the drain plug 2. Change the fluid Recommended tightening torque for the drain and fill
immediately if contaminated with water. Under normal operating conditions, the lubricant installed at the factory will give satisfactory lubrication for Avoid pointing a high-pressure hand
held spray the life of the vehicle. Lubricant changes are not neces- wand directly at the sides of
the top, as this can sary unless the lubricant becomes contaminated with damage the seal and
force water past the weather Avoid heavy scrubbing. Never use an abrasive type cleaner or
bleaches. A fabric protectant such as Vehicle body care requirements vary according to geoScotchguard is suggested. Use a fresh, damp towel to remove soap residue. Application of a
leather conditioner is Clean interior trim with a damp cloth and MOPAR Total not required to
maintain the original condition. Clean with a wet soft rag. A mild soap solution may be wool or
other aggressive material to clean the lenses. This center contains cartridge fuses, mini-fuses
and relays. A label that identifies each component is printed on the in
2006 honda odyssey serpentine belt
1992 mustang solenoid switch wiring diagram
73 powerstroke fuel pump upgrade

side of the cover. Continued Headlamp Turn the steering wheel all the way to the right to 4.
Remove the bulb and connector assembly from the access the left front turn signal or side
marker. Open the hood. Do not touch the new bulb with your fingers. Oil 2. Reach behind the
headlamp housing to access the contamination will severely shorten bulb life. If the bulb.
Separate the back plate from the taillamp housing. Open the liftgate. Pull the appropriate bulb s
out of the back plate and insert the replacement bulb s. Remove the screws that fasten the
taillamp housing to the vehicle. Metric Fuel Approximate Change your vehicles oil Descriptions
section of this manual. Page Warranty Information U. Vehicles Only training to assure that you
are absolutely delighted with See the Warranty Information Booklet, located on the the
ownership experience. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

