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Table of Contents. Automobile Chrysler M Service Manual pages. Page 2 With respect to any
Vehicles Sold in Canada, the name This manual illustrates and describes the operation of
Chrysler Group LLC shall be deemed to be deleted and features and equipment that are either
standard or op- the name Chrysler Canada Inc. Be assured that it represents precision nicians
and genuine MOPAR parts, and cares about workmanship, distinctive styling, and high quality all your satisfaction. If you do not read this entire manual, you may miss important information.
Any modifications or alterations to this vehicle could seriously affect its roadworthiness and
safety and may lead to a accident resulting in serious injury or death. These numbers can be
used to order duplicate keys from your authorized dealer. If this occurs, rotate the key to the
right slightly, then remove the key as described. Always outlets will remain active for up to 10
minutes after the remove key from the ignition and lock all doors ignition switch is turned to the
LOCK position. To unlock the door, turn the considered an invalid key even if it is cut to fit the
key forward. Insert the first valid key into the ignition switch. Turn The new Sentry Key is
programmed. Test the feature while outside of the vehicle by press- This feature will cause the
horn to chirp when the doors ing the LOCK button on the RKE transmitter with the are locked
with the RKE transmitter. With the RKE transmitter buttons facing down, use a 2. Remove and
replace the battery. Avoid touching the flat blade screwdriver to pry the two halves of the RKE
new battery with your fingers. Skin oils may cause transmitter apart. All of the following
conditions must be met before the engine will remote start: 1. An unlocked vehicle is an
invitation to thieves. Always remove the key from the ignition and lock all of the doors when
leaving the vehicle unattended. Power Door Locks A door lock switch is located on the driver
and passenger door panel. A single chime will indicate the completion of the programming.
Repeat these steps if you want to return this feature to its previous setting. Insert the tip of the
ignition key or similar flat-bladed object into the lock and rotate approxi- Avoid trapping anyone
in a vehicle in a collision. Never leave children in a vehicle, with the keys in the ignition switch.
Occupants, particularly unat- tended children, can become entrapped by the win- dows while
operating the power window switches. Such entrapment may result in serious injury or death.
Lift the window switch fully upward to the second detent, release, and the window will go up
automatically. When the window is almost closed, there is no anti-pinch protection. To avoid
personal injury, be sure to clear your arms, hands, fingers and all objects from the window path
before closing. This is a normal occur- To unlatch the trunk lid from outside the vehicle, press
rence and can be minimized. Do not allow children to have access to the trunk, either by
climbing into the trunk from outside, or through the inside of the vehicle. Always close the trunk
lid when your vehicle is unattended. This allows the air bag to have different positioning
booster seats. Older children who do not use rates of inflation based on the severity and type of
child restraints or belt-positioning booster seats should collision. Do not lean against the door
or window. However, in an accident the belt will lock and on short trips. Someone on the road
may be a poor driver reduce your risk of striking the inside of the vehicle or and cause an
accident that includes you. Continued seat, next to your arm. The lap portion could ride too high
on your body, possibly causing internal injuries. Always buckle your belt into the buckle
nearest you. To release the belt, push the red button on the buckle. The belt will automatically
retract to its stowed position. Position the latch plate as close as possible to the anchor point.
At about 6 to 12 in 15 to 30 cm above the latch plate, grasp and twist the belt webbing degrees
to create a fold that begins immediately above the latch plate. This system is designed to help
prevent or reduce the extent of injuries to the driver and front passenger in certain types of rear
impacts. Grasp the deployed AHR from the rear seat. Pull down then rearward towards the rear
of the vehicle then down to engage the locking mechanism. The AHR front soft foam and trim
half should lock 1 â€” This feature is active whenever the ignition is on. If the driver is unbelted,
the Seat Belt Reminder Light will turn on and remain on until the driver seat belt is fastened.
Page Beltalert Programming BeltAlert Programming least three times within 10 seconds, ending
with the seat belt buckled. This allows the air bag to have different rates of inflation that are
based on the severity and type of collision. This system provides output appropriate to the
severity and type of collision as on the instrument panel, because any such objects determined
by the Occupant Restraint Controller ORC , Each air bag enhanced protection to help protect an
occupant during a deploys independently; Each air bag features inflated chambers placed
adjacent to the head of each outboard occupant that reduce the potential for side- impact head
injuries. This does not mean something is wrong with the communication network remains
intact, and the the air bag system. These airborne particles may irritate the Maintaining Your Air
Bag System skin, eyes, nose, or throat. For nose or throat irritation, move to fresh air. The
system. In addition to the vehicle manufacturer, other parties, In a collision, an unrestrained
child, even a tiny baby, such as law enforcement, that have the special equip- can become a
projectile inside the vehicle. Page 76 Safety collision. The child could be badly injured or

Standards. Chrysler Group LLC also recommends that killed. If you install the restraint
improperly, it may again. NOTE: When using the LATCH attaching system to install a child
restraint, please ensure that all seat belts not being used for occupant restraints are stowed and
out of reach of children. Then, rotate the tether anchor- seat belt is tucked behind the child
restraint and out of age cover directly behind the seat where you are placing reach. If the
buckled seat belt interferes with the child the child restraint and attach the tether strap to the
restraint installation, instead of tucking the seat belt anchorage, being careful to route the tether
strap to Route the tether strap to provide the most direct path for the strap between the anchor
and the child seat. Rotate the cover over the anchor directly behind the your vehicle is equipped
with adjustable rear head seat where you are placing the child restraint. The chart below defines
the seating posi- tions with an Automatic Locking Retractor ALR or a An incorrectly anchored
tether strap could lead to cinching latch plate. This indicates insert the latch plate into the
buckle again. If you still the safety belt is now in the Automatic Locking mode. Never allow a
limits of local traffic laws contributes to a good break-in. Exhaust gases can injure or kill. They
contain carbon monoxide CO , which is colorless and odorless. You should be able to attached
to the floor mat fasteners. Continued and cracks. Inspect sidewalls for cuts, cracks and bulges.
Adjust the mirror to center on the view through the rear window. Headlight glare can be reduced
by moving the small control under the mirror to the night position toward the rear of the vehicle.
You can turn the feature on or off by pressing the button at the base of the mirror. A light to the
left of the button will illuminate to indicate when the dimming feature is activated. Mirror
Directions When you are finished adjusting the mirror, turn the control to the center position to
prevent accidentally moving a mirror. The hinges have Adjust the outside mirror to center on
the adjacent lane of three detent positions: full forward, full rearward and traffic, with a slight
overlap of the view obtained on the normal. The number will appear in the display then dial the
corresponding phone number, which of certain radios. This will Transfer From Mobile Phone
allow you to store multiple numbers for each phone- If equipped and specifically supported by
your phone, book entry, if desired. The number dialed may Towing Assistance not be applicable
with the available mobile service and If you need towing assistance: area. Paging works
properly except for pagers of on your mobile phone keypad, you can press the certain
companies, which time out a little too soon to button and say the sequence you wish to enter,
followed Where are you? To send 4. I need more direction. Can this wait? Bluetooth
Communication Link Mobile phones have been found to lose connection to the When this
happens, the connection Operation is subject to the the Voice Interface System to recognize
user voice com- following conditions: mands may be negatively affected by rapid speaking or a
Say a command e. Pull upward or push downward on the rear of the seat switch, the seat will
move in the direction of the switch. Release the switch when the desired position is reached. Do
not place any article under a power seat or Moving a seat while driving could result in loss of
impede its ability to move as it may cause damage to control which could cause a collision and
serious the seat controls. Press the switch a third time to shut the heating elements OFF.
Release the bar once the seat is in the position near the floor. To recline, lean forward slightly
before lifting the lever, then lean back to the desired position and release the lever. Lean
forward and lift the lever to return the seatback to its normal position. The sudden movement of
the seat could cause you to lose control. The seat belt might not be properly adjusted and you
could be injured. Adjust the seat only while the vehicle is parked. The head restraint will be split
in two halves, with the front half being soft foam and The head restraints for all occupants must
be prop- trim, the back half being decorative plastic. To lower the head restraint, press the push
forward and rearward. To tilt the head restraint closer to button, located at the base of the head
restraint, and push the back of your head, pull forward on the bottom of the downward on the
head restraint. The rear cargo area of the vehicle with the rear seatbacks in the locked-up or
folded down position should not be used as a play area by children. They could be seriously
injured in a collision. Children should be seated and using the proper restraint system. Then lift
the secondary latch located under the front To open the hood, two latches must be released.
Place the upper end of the prop rod in the hole on the left underside of the hood. To prevent
possible damage, do not slam the hood to close it. The multifunction lever is located on Turn
the end of the multifunction lever to the first detent the left side of the steering column.
Selecting high beam headlights lever. To activate the front fog lights, turn on the will turn off the
front fog lights. Rotate the center portion of the lever up to increase the brightness of the
instrument panel lights when the park- ing lights or headlights are on. To lock the steering
steering column. Do not adjust the steering column while driving. If this occurs, the Electronic
Speed Control right side of the steering wheel. Press the accelerator as you would normally.
When the pedal is released, the vehicle will return to the set speed. Electronic Speed Control
can be dangerous where the system cannot maintain a constant speed. Do not train the

transceiver if people, pets or other objects are in the path of the door or gate. If you have not
trained any of the HomeLink buttons, erase all channels before you begin training. It is rage
door opener was manufactured after , the NOT the button normally used to open and close the
garage door opener may have a rolling code. The name and color of the button may vary by
Canadian radio frequency laws require transmitter sig- manufacturer. Press and hold the
desired HomeLink button until at this time. Do not release the button. Occupants, particularly
unat- tended children, can become entrapped by the power sunroof while operating the power
sunroof switch. The sunroof will close fully and stop automati- Press the switch rearward and
release it within one-half cally. During Express second and the sunroof will open automatically
from any Close operation, any movement of the switch will stop position. Wind buffeting can be
described as the perception of pressure on the ears or a helicopter-type sound in the Venting
Sunroof â€” Express ears. Both of the power outlets are protected by will remain active for 45
seconds after the ignition switch a fuse. This power outlet is powered directly from the and
element must be used. If the Watt 13 Amp power rating is exceeded the fuse protecting the
system will need to be replaced. The optional ash receiver also comes with a cigar lighter that
can be used with the power outlets. There are built-in bottle holders located in both rear door
trim panels. If containers of hot liquid are placed in the bottle holder, they can spill when the
door is closed, burn- ing the occupants. The center console armrest slides The glovebox
storage compartment is located on the right forward from design position to provide added user
side of the instrument panel. Lifting a latch at the front of the hinged The lower bin can be
accessed directly, without first armrest provides access to these storage areas. Do not operate
this vehicle with a console compart- ment lid in the open position. The position. If the seatback
in not securely locked rear cargo space is intended for load carrying into position, the seat will
not provide the proper purposes only, not for passengers, who should sit This could impair
visibility or become a dan- gerous projectile in a sudden stop or collision. Ski Pass-Through
There is a ski pass-through door located behind the rear seat armrest that allows longer items,
such as snow skis, to be stored in the rear cargo area. Rear Window Defroster Failure to follow
these cautions can cause damage to The rear window defroster button is located on the the
heating elements: climate control Mode knob. You can also turn the Temperature control to
maximum heat, the Mode control to Floor and 1. Temperature Gauge the Fan control to High.
This allows the heater core to act The temperature gauge shows engine coolant tempera- as a
supplement to the radiator and aids in removing heat ture. If the engine is critically hot, a
warning chime will sound 10 times. Tachometer been driven. If your odometer needs to be
repaired or The silver area of the scale shows the permissible engine serviced, the repair
technician should leave the odometer revolutions-per-minute RPM x for each gear range. Trip
Odometer button on the instrument cluster. Cruise Indicator â€” If Equipped If a problem is
detected, the light will come on Vehicle Security Light â€” If Equipped This indicator will
illuminate when the park This light will flash rapidly for approximately lights or headlights are
turned on. The light will begin to flash slowly indicating that the system is armed. Always check
the The Malfunction Indicator Light MIL is part of TPMS malfunction telltale after replacing one
or more an onboard diagnostic system called OBD that tires or wheels on your vehicle, to
ensure that the monitors emissions, engine, and automatic trans If Equipped This light indicates
that the transmission fluid Prolonged driving with the MIL on could cause temperature is
running hot. This may occur damage to the engine control system. It also could with severe
usage, such as trailer towing. The Mini-Trip Computer is located in the instrument cluster and
features a driver-interactive trip information If the Transmission Temperature Warning Light is
and temperature display. This estimated distance is Elapsed time will increment when the
ignition switch is determined by a weighted average of the instantaneous in the ON or START
position. Press and release the button and one of the following will be displayed: compass
button to display one of eight compass heading and the outside tempera EVIC turns off. Turn
the ignition switch to the ON position. This feature When ON is selected, and the headlight
switch is in the may be selected with or without the Flash Lights with AUTO position, the
headlights will turn on approxi- Lock feature. To set the analog clock, located at the top center
of the instrument panel, press and hold the button in until the setting is correct. Press the right
switch position to operate the radio. Press and hold the TIME button until the hours blink. The
radio will return a Radio Text control knob to the right or left to increase or decrease the
message broadcast from an FM station FM mode only. Use the remote control to scroll Weather
Weather up and down the menu if equipped. If changes are made to these settings after
repeating the above procedure with this exception: Press a disc is loaded, changes will not be
effective. If the medium on the disc. No function. Your Vehicle Identification Number. Press the
right switch knob to save time change. The stations stored in SET 2 memory can be selected by
recordable compact discs CD-R , rewritable compact pressing the pushbutton twice. The radio

display of file multisession for CD audio or MP3 playback may result in names and folder names
is limited. If the medium , , , contains a lot of folders or files, the radio will take more MPEG-1
Audio , , , The minutes if equipped. The minutes will begin to blink. Random Play. MP3 Pro files
are not an MP3 file, the bit rate and sampling frequencies in the supported. To create a time
priority mode. Only the surface of the steering wheel, at the three and nine current song that is
playing will display info. Try a known good disc before considering disc player service. The
compartment. You can select either a primary mode as NOTE: For all settings, except full cold
or full hot, there identified by the symbols on the con- is a difference in temperature between
the upper and trol, or a blend of two of these modes. This setting works best in temporarily put
the system in recirculation cold or snowy conditions that require extra heat to mode. Operation
of the system is quite simple. Once without affecting automatic operation. The defrost mode
must be manually se- features, which consist of Blower Preferred Automatic, lected to clear the
windshield and side glass. However, must be protected with a high-quality antifreeze coolant
under certain conditions, while in Automatic Mode, to provide proper corrosion protection and
to protect the system is blowing air out the defrost vents. The Mix windshield, is free of
obstructions such as leaves. Apply the brakes present, instruct all other occupants to buckle
their seat before shifting to any driving gear. As with all vehicles, unless the shift lever is in
PARK. They also prevent you should never exit a vehicle while the engine is shifting out of
PARK unless the ignition switch is in the running. Leaving brake. Engine may be headwinds, or
while towing heavy trailers. This range eliminates shifts into fourth gear. The trans- mission will
operate normally in first and second gear. If the transmission operating temperature exceeds
Shifts into third gear may be delayed to provide second acceptable limits, the vehicle computer
may override gear operation at higher speeds. This noise should be considered normal, and it
The standard power steering system will give you good does not in any way damage the
steering system. Checking the power steering fluid level at a defined service interval is not
required. The system operates with a separate following another vehicle too closely, or hydrocomputer to modulate the hydraulic pressure to prevent planing. However, the conventional
brake properly. The Anti-Lock Brake System contains sophisticated electronic equipment that
may be susceptible to Anti-Lock Brake System ABS interference caused by improperly installed
or high This system aids the driver in maintaining vehicle control output radio transmitting
equipment. This will allow more engine desired. Once the brake pedal is released, the BAS is
torque to be applied to the wheel that is not spinning. Apply the parking brake. For example, if
the intended 4. Start the engine. This mode is intended to be used if the vehicle All ESC
equipped vehicles can choose the following ESC is in deep snow, sand, or gravel conditions
and more operating modes: wheel spin than ESC would normally allow is required to gain
traction. Be sure to adapt your speed and driving to the prevailing road conditions. The size
designation for LT-Metric design standards. If the TIN is not found on however, the date code
may only be on one side. Cold Tire Pressure Cold tire inflation pressure is defined as the tire
pressure after the vehicle has not been driven for at least 3 hours, or driven less than 1 mile 1.
The resulting figure equals the available amount of of your vehicle with varying seating
configurations cargo and luggage load capacity. Overloading of your tires is dangerous. Use
tires of the cause collisions. Continued Proper tire inflation contributes to a comfortable ride.
Keep this in mind when checking tire pressure inside a garage, especially in After inspecting or
adjusting the tire pressure, al- the winter. This tire may look like the original equipped tire on the
front or rear axle of your vehicle, but it is not. This rotation pattern checked before using these
tire types. Once you repair or replace the original road tire, and 1. The compact spare tire if
equipped does not have a reinstall it on the vehicle in place of the compact spare, tire pressure
monitoring sensor. Once you repair or replace the original road tire, and sound, and the EVIC
will still display a flashing pressure reinstall it on the vehicle in place of the compact spare,
value in the graphic display. If you experi- following licenses: ence these symptoms, try another
brand of gasoline before considering service for the vehicle. United States The manufacturer
recommends that gasoline E perform the following: without MMT be used in your vehicle. Have
the exhaust system inspected Carbon monoxide CO in exhaust gases is deadly. Have any
abnor- Follow the precautions below to prevent carbon mal conditions repaired promptly. Only
vehicles with the E fuel filler door label can operate on E The manufacturer re- during warm up.
You can expect your miles per gallon equivalent oil meeting the specification MS It will cause
difficulty in cold starting and may affect driveability. The GVWR is the total allowable weight of
your vehicle. Distribute the load over the front and rear axles hitch ball by the trailer. Trailer
Hitch Industry weight, just as if it were luggage located at a hitch ball or Standards some other
connecting point of the truck. These kinds of Class I - Light Duty 2, lbs kg hitches are the most
popular on the market today and Maximum Trailer Weight Ratings Max. GTW Max. Trailer
Tongue Wt. Frontal Area Gross Trailer Wt. See Note 1 2. Towing a trailer with a larger than

recommended frontal area could cause the engine to overheat or cause severe engine damage
under extreme condi- tions. Also, additional To promote proper break-in of your new vehicle
drive- factory-installed options, or authorized dealer-installed train components the following
guidelines are recom- options, must be considered as part of the total load on mended: your
vehicle. Follow these vehicle and trailer. Always connect the chains to guidelines to make your
trailer towing as safe as the frame or hook retainers of the vehicle hitch. Continued before
towing a trailer. Trailer tongue weight rating for the trailer hitch tion on tread wear indicators
and for proper inspection utilized This requirement may limit the ability to procedure. When
towing a trailer equipped with a hydraulic surge actuated brake system, an electronic hydraulic
brake lines. Page Engine Oil Overheating 2. Do not attempt to change a tire on the side of the
vehicle close to moving traffic, pull far enough off the road to avoid the danger of being hit
when operating the jack or changing the wheel. For example, if changing the the edge of the
roadway as possible before raising right front tire, block the left rear the vehicle. Loosen, but do
not remove, the wheel nuts by turning with two attachment points. When the jack is partially
them to the left one turn while the wheel is still on the expanded, the tension between the two
attachment ground. There is a front and rear jacking location on each side of the vehicle. Rear
Jacking Location 4. Turn the jack screw to the left until the jack can be placed under the jacking
location. Once the jack is Front Jacking Location positioned, turn the jack screw to the right
until the jack head is properly engaged with the lift area closest to the Raising the vehicle higher
than necessary can make Be sure to mount the spare tire with the valve stem the vehicle less
stable. It could slip off the jack and facing outward. The vehicle could be damaged if the hurt
someone near it. If you doubt that you have tightened the nuts correctly, have them checked
with a A loose tire thrown forward in a collision or hard torque wrench by your authorized dealer
or at a service stop could injure the occupants in the vehicle. Do not use a portable battery
booster pack or any other booster source with a system voltage greater than 12 Volts or
damage to the battery, starter motor, alternator or electrical system may occur. Do not attempt
jump-starting if the battery is frozen. Do not allow vehicles to touch each other as this 2. Start
the engine in the vehicle that has the booster If a malfunction occurs and the shift lever cannot
be moved out of the PARK position, you can use the Fast spinning tires can be dangerous.
Forces gener- following procedure to temporarily move the shift lever: ated by excessive wheel
speeds may cause damage, or even failure, of the axle and tires. If flatbed equipment is not
available, and the transmis- Damage to the fascia will occur. Page Engine Compartment - 2.
Page Engine Compartment - 3. This system monitors the performance of the emissions, engine,
and automatic further damage to the emission control system. This might indicate a damaged
cap. Page Dealer Service Only do service work for which you mance. Immediately have potential
malfunctions have the knowledge and the proper equipment. If examined by an authorized
Chrysler Group LLC you have any doubt about your ability to perform a dealership or qualified
repair center. Continued before starting the engine after it has sat overnight. This could damage
your engine. Do not use chemical flushes in your engine oil as the chemicals can damage your
engine. Only high quality filters should be used to assure most efficient service. Do not allow
battery fluid battery that the positive cable is attached to the to contact your eyes, skin, or
clothing. This service should approved by the manufacturer for your air condi- include cleaning
of the condenser fins and a performance tioning system. Perform the following procedure to recarbon HFC that is endorsed by the Environmental place the filter: Protection Agency and is an
ozone-saving product. Failure to install the filter properly will result in the need to replace it
more often. Reinstall the glove box door dampener and glove box. Body Lubrication Locks and
all body pivot points, including such items as seat tracks, door hinge pivot points and rollers,
liftgate, Operation of the wipers on dry glass for long periods When performing other
underhood services, the hood may cause deterioration of the wiper blades. Always use latch,
release mechanism and safety catch should be washer fluid when using the wipers to remove
salt or dirt cleaned and lubricated. Be sure to check the fluid the vehicle body is a properly
maintained engine exhaust level in the reservoir at regular intervals. Leaded gasoline will
destroy the odorless. Breathing it can make you unconscious effectiveness of the catalyst as an
emissions con- and can eventually poison you. When adding engine coolant antifreeze : cording
to the temperatures occurring in the area where the vehicle is operated. If your vehicle is
possibly a collision. Brake seal components could has been in a tightly closed container.
Remove the dipstick and determine if the fluid is hot Use the following procedure to check the
automatic or cold. Always wash your ve- body protection. To chrome-plated wheels, should be
cleaned regularly with remove road dirt, wash with a mild soap solution fol- a mild soap and
water to prevent corrosion. Do not use harsh cleaners or Cleaner or equivalent to a clean, damp
cloth and Armor All. Use a fresh, damp towel to remove clean vinyl upholstery. The lenses in
front of the instruments in this vehicle are molded in clear plastic. When cleaning the lenses,

care Do not use volatile solvents for cleaning purposes. Many are potentially flammable, and if
used in closed areas they may cause respiratory harm. Align the liner in the cupholder and
press down firmly. Module cover, it is important to ensure the cover is properly positioned and
fully latched. All the inside bulbs are brass or glass wedge base. Bi-Halogen Headlamp If a
headlamp bulb fails, take your vehicle to 1. Raise and prop open the hood. Open the trunk and
gently pull back the trunk liner ing. Remove the bulb from the connector socket and install 2.
Grasp the tail lamp and pull firmly outward pushing 4. Twist and remove socket from lamp.
Remove bulb from socket and replace. NOTE: Placing a small flat head screwdriver or similar
License Plate Lamp tool between the lamp outboard ball stud and plastic grommet from inside
the trunk can assist in lamp re Refer to your engine oil filler cap for correct SAE grade.
Odometer Reading Date Repair Order Do only service work for which you have the knowledge
and the right equipment. Most matters can be re- P. Box 21â€” solved with this process. Auburn
Hills, MI â€” Phone: â€” Page Warranty Information See the Warranty Information Booklet,
located on the has also made a major investment in facilities, tools, and DVD, for the terms and
provisions of Chrysler Group training to assure that you are absolutely delighted with LLC
warranties applicable to this vehicle and market. Included are starting, operating, emergency
LLC vehicles. A complete working knowledge of the Use frequency signals. Mobile two-way
radios and telephone only fully shielded coaxial cable. Fifth Edition Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. The dynamic, sophisticated Chrysler brought American-made style
to the streets from to Its available luxury features made it a standout choice among midsize
sedans and its legion of fans attests to the impact it had. The Chrysler is no longer in
production, but you may be able to purchase a pre-owned vehicle through your local dealer.
Contact your dealer to learn more. Your vehicle was built to run. Get to know the full capabilities
of your vehicle and how to help keep it running strong with your owners manual. Learn more
about the capability and performance of current Chrysler Brand vehicles. Learn more about the
lineup of current Chrysler Brand vehicles. Compare features across models and use our build
and price tool to find your perfect adventure companion. The Chrysler is a sleek, luxurious
sedan that delivers the comfort and style embodied by the You may be able to purchase a used
Chrysler through your local dealer. Please note that stock is limited and your local dealer may
be unable to source a Chrysler for you. Skip to main content. Menu Main Menu. Main Menu. Skip
to main navigation. Owners Portal. Chrysler Unfortunately, the Chrysler has been discontinued
and is no longer in production. The Chrysler was discontinued in Find Your Country. Site Map.
Contact Us. Search Search. All Rights Reserved. Starting at price refers to the base model,
optional equipment not included. A more expensive model may be shown. Pricing and offers
may change at any time without notification. To get full pricing details, see your dealer. Should
you encounter an issue accessing any content on Access to Access all the resources you need
on the go. Learn More. Join the Dodge Brand in celebrating freedom a few days early with the
reveal of more heart-pounding power and excitement than ever before. Get to know the full
capabilities of your vehicle and how to keep it running strong with your online vehicle resource
center. Don't have your vehicle added? Add it now to start exploring. Look up everything you
need to know about your vehicle, all in one place. Browsing for information is a breeze with
easy-to-follow categories that show you how to make the most of your driving experience.
Discover the capabilities, safety and security features and technologies your vehicle has to
offer, presented in video format. Learn the basics of caring for your vehicle or explore more
advanced options anytime, with videos on demand. Who better to protect your vehicle than the
company who built your vehicle? Have peace of mind knowing your vehicle is being serviced by
factory-trained technicians using certified Mopar parts. Tech Authority has all the resources you
need, from service bulletins to wiring schematics, parts identification and more. Select a vehicle
to explore. Sign in or create an account to receive access to even more exciting content. July 2
Let Freedom Rev Join the Dodge Brand in celebrating freedom a few days early with the reveal
of more heart-pounding power and excitement than ever before. Enter the search text. Your
Vehicle Resources. Vehicle Information at Your Fingertips Get to know the full capabilities of
your vehicle and how to keep it running strong with your online vehicle resource center. Select
a Vehicle. Manuals and Guides. Educational Videos. Maintenance Made Easy. Pause Autoplay.
We Built it. We Back It. Visit Tech Authority. Do-It-Yourself Resources. View all fca brands
chrysler. Your preferred dealer has been successfully updated. Continue Cancel. This manual is
specific to a Chrysler RepairSurge is compatible with any internet-enabled computer, laptop,
smartphone or tablet device. It is very easy to use and support is always free. We wish we could
just show you the entire manual before you buy, but our publishing agreement with the auto
manufacturers prevents this. We know this sounds crazy. It's a stupid rule in our opinion, but
they authorize our manuals and that's what their lawyers require. Here are some of the

comments we have received from users of RepairSurge. These customers have agreed to allow
us to publicly display their testimonials. We know buying anything online is a risk. Once again,
we wish we could just show you the entire manual before you buy, but our publishing
agreement with the auto manufacturers prevents this. We'll get you the repair information you
need, every time, or your money back. Manufacturer: Chrysler. Model: Production Year: Step by
Step Instructions. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams. Here is
what you'll get. Step-by-step factory recommended repair instructions. Unlimited access to
personal support reps who are always available to assist you. We can answer your questions
about using the software or help you find the specific information you need for your Chrysler
Free real-time updates! Your manual is updated with revised information as soon as it is
released. Access on your terms. Unlimited access to your Chrysler manual on a yearly basis.
We'll get you the repair information you need, every time, or we'll refund your purchase in full.
Can I see what the manual looks like? See our guarantee below. You are protected in case the
manual turns out to not be what you need. What Satisfied Mechanics Are Saying. Exactly as
advertised, quick and easy transaction. Get Your Manual. Your satisfaction is guaranteed and
your online transaction is protected by safe and secure SSL encryption technology. JavaScript
seems to be disabled in your browser. For the best experience on our site, be sure to turn on
Javascript in your browser. The Chrysler is known for being a reliable five-passenger mid-size
sedan. Originally made to help Chrysler distance itself from the Sebring, which had developed a
reputation for a plethora of issues. The Chrysler was a reliable replacement for the Sebring.
However, if your does end up having a problem, having a Chrysler repair manual may help the
repair process go more smoothly. It was broadly praised for its clean lines and simplified
interior interface. When Chrysler decided to start putting the into production, they merely took
the Chrysler Sebring and updated the styling and engineering to create the Chrysler From to ,
Chrysler would continue to revise and update the approximately every five years. The LX was
the base model of the It included inch steel wheels with full plastic wheel covers, the Uconnect
3. The ZF 9-speed automatic rotary-shifted transmission was paired with a 2. The Limited model
was the premium model of the first generation. It featured a power front driver seat, Stereo
Bluetooth, Uconnect 5. What powered the Chrysler Limited, was the 3. For the model year, the
Limited was replaced with the Limited Platinum, which was essentially an identical vehicle as
the Limited, but with higher-end features. The Touring model was the model that replaced the
Limited. The foundation of the Touring model was Chrysler's LX platform and was only available
in Along with having the amenities from the Limited, the cosmetic improvements were
upgrading the UConnect 5. The S model was the sport-tuned model of the lineup. It featured its
own unique suspension. Featuring ""blacked-out"" exterior accents, brushed metallic blue
interior trim, optional dark-finished alloy wheels, upgraded interior trim, less chrome exterior
accents than the previous models, standard fog lights, SiriusXM Satellite Radio standard,
Uconnect 5. The 3. All S models also includes sport mode. While standard on all second
generation 's with a V6, the Sport mode was also available on 2. Sport mode re-tuned 11
different systems in the car for more dynamic driving. Sport mode replaced low-gear mode on
the dial shift and automatically disabled traction control - though one could re-enable traction
control by pressing the traction button, after shifting into sport mode. The C model was
considered to be the luxury model. It had chrome exterior accents, polished alloy wheels, the
Uconnect 8. For , the C was renamed C Platinum and was essentially the same vehicle merely
rebranded as the C Platinum. Although the exterior design wasn't a head turner, under the
hood, the wasn't necessarily too shabby. Possessing a 4-speed 2. There was also an optional
6-speed 3. The 's body mounts were improved by making them stiffer, a rear sway bar was
added, and the ride was improved through a suspension revision. Other amenities included
thicker seat cushioning made with higher quality materials, along with better cabin insulation to
decrease vibration and road noise. Eventually, Chrysler made a convertible option as well. In ,
the Chrysler convertible got a suspension upgrade. Originally having the same suspension as
the Sebring, Chrysler reworked the suspension making the ride smoother. The S trim was
removed in the second generation and was made into a styling option. The improvements that
were made to the third generation were mainly styling and performance focused. Ameliorating
the chin spoilers, the grilles were finished in gloss black and satin chrome options. Side sills
and gray or black inch wheels gave a sportier feel to the vehicle. The rear was improved with,
satin chrome finishes to the light bar, and a new spoiler and matte black diffuser with an
integrated exhaust. On the mechanical side, the got a cold air intake that was fitted under the
hood while a cat-back exhaust replaced the stock setup. Lastly, the ride height was lowered
with a coil-over suspension implemented at the corners, which resulted in a lower center of
gravity. The Chrysler had the best horsepower and the lowest drag coefficient out of the lineup
to that point. It was also the first to have a dial-based gear shift. This model remained in

production until At which point, FCA decided to discontinue the s based on the market
continually shifting towards hybrids and crossovers. More, F
5 pole ignition switch wiring diagram
chevy 3400 firing order
universal o2 sensor wiring diagram
CA's interest to focus more of their time and resources on their pickup and SUV lines, which
had steadily stronger sales than the s. Moreover, with that, the Chrysler line was discontinued.
Although the Chrysler s are no longer in production, their pervasiveness and their relatively
recent discontinuation means that many can still be found on the road and for sale second
hand. So, remember if you ever need help servicing your , having a Chrysler service manual can
make the job go smoother. So, go pick up yours today! Toggle Nav. Your credit card details are
proccessed using the latest encryption software. Do not miss out on your download. Check
your email address is correct. Helena St. Lucia St. Martin St. Outlying Islands U. Please select a
region, state or province. Show less. Home Cars Chrysler Show 50 Touring The Touring model
was the model that replaced the Limited. Generation One Although the exterior design wasn't a
head turner, under the hood, the wasn't necessarily too shabby.

