87 jeep comanche fuse box

Anyone here, ever replace their entire fuse panel? If so, please explain in full detail. Is this a
good alternative? Part Number: Why does the fuse panel need to be replaced? In my experience
if the fuse panel needs to be replaced I find another Renix era dash harness, I have no proof but
I think maybe are the same bulk head plug. Sent from my iPhone using Tapatalk Pro. You will
find your fuse block at Painless, the fuse block in the vid above is your block, so, I know that
Painless has it, call them. Find a cardboard box, a five gallon recliner, and tell the rest of the
world to go pound for 2 hours Clips can be found at Dell City. I ordered 20 singles and 10 of the
4 clip strips, the 4s can be cut down to 2s and 3s. Corrosion, sometime during its lifetime, either
the windshield leaked or the clutch master cylinder leaked. You can post now and register later.
If you have an account, sign in now to post with your account. Paste as plain text instead. Only
75 emoji are allowed. Display as a link instead. Clear editor. Upload or insert images from URL.
Reply to this topic Start new topic. Recommended Posts. RestoringNV Posted July 8, Posted
July 8, Link to post Share on other sites. Eagle Posted July 8, And who swapped in the AX? Is
the transmission change related to the fuse panel issue? Jeep Driver Posted July 8,
RestoringNV Posted July 11, Posted July 11, Great post Jeep Driver! Join the conversation You
can post now and register later. Reply to this topic Insert image from URL. Followers 1. Go to
topic listing. Sign In Sign Up. The Jeep Comanche designated MJ is a pickup truck variant of the
Cherokee compact SUV â€” [3] manufactured and marketed by Jeep for model years in rear
wheel RWD and four-wheel drive 4WD models as well as two cargo bed lengths: six-foot 1.
During the mids, according to AMC chairman W. Paul Tippett Jr. The goal was to produce and
sell Comanches in China through this joint venture. The new trucks were unveiled by Jose
Dedeurwaerder , an engineer and international business executive with 23 years of experience
with Renault , who had just been appointed as AMC's new president. American Motors' Jeep
designers based the Comanche MJ body, styling, engineering, and drivetrain on the XJ
Cherokee , which had been introduced for the model year. In the United States where the
Comanche and Dodge Rampage were sold they are both considered pickup trucks. By contrast,
in other markets the Volkswagen Rabbit Pickup was called the Volkswagen Caddy and
considered a coupe utility , not a truck because the cargo bed is an integral part of the body
structure and not removable. However this is not the legal definition of truck in the United
States where the Comanche, Rampage and Rabbit were all sold. Two cargo bed lengths were
used; one for the seven-foot long-bed model, which appeared first in , and a second, shorter
version for the six-foot cargo bed, which debuted for the model year. Unlike other pickups of the
time that used C-channel frames, the Comanche's frame design called a "Uniframe" by Jeep
under the cargo bed was fully boxed, with a large X structure centered over the rear axle. For
strength, the rails were over eight inches deep top to bottom , much deeper than conventional
midsize truck frames Jeep J full-size truck frame is 6. This structure was pioneered by AMC for
the " Cowboy " compact pickup prototype. From to , the Jeep Comanche grille had ten slots in a
similar configuration to the Cherokee XJ, while from to , this configuration changed to eight
slots to match with the SUV. These were primarily to improve reliability and parts
interchangeability with other Chrysler-built vehicles. It was argued that the coil springs allowed
for greater ride comfort and axle articulation during off-road excursions. A track bar Panhard
rod is used to keep the axle centered under the truck. Modified versions of this same basic
suspension system were later used on the Grand Cherokee , and newer TJ Wranglers and and
newer Dodge Rams. For the rear suspension, the truck used leaf springs that are considerably
longer than the Cherokee's, which give Comanches good load-carrying capacity without
creating a hard ride. The standard rear axle was the same Dana 35 used in the Cherokee, except
that the Comanche mounted the leaf springs underneath the axle, as do most other trucks, and
the Cherokee mounted them on top of the axle. There was also a heavy duty Metric Ton package
for the long-bed models. The Metric Ton Comanche's payload rating was higher than that of
many full-size pickups. The inaugural model year Comanches could be equipped with one of
three engines: AMC's 2. The V6 engine was available with either the five-speed manual or the
automatic, while the turbodiesel was only available with the five-speed. The V6 was the same
engine used in the competing Chevrolet S , and equipped with a two-barrel Rochester
carburetor instead of the four-cylinder's electronic throttle-body fuel injection system the
optional six-cylinder was slightly less powerful than the standard four. The V6 thus offered little
performance advantage over the base engine while penalizing the owner with poorer fuel
economy. In the truck's second year on the market the V6 was replaced by AMC's new
fuel-injected 4. The performance of the base 2. The slow-selling turbodiesel option was dropped
during the model year. Concurrent with introduction of the new straight-six a new four-speed
automatic built by Aisin-Warner replaced the former Chrysler three-speed. The LE featured
electronic controls with a switch on the dashboard allowing the driver to choose between two
performance modes: "Power", in which the transmission downshifts more quickly and upshifts

at higher rpm during hard acceleration, and "Comfort", in which the upshifts are made at lower
engine speeds to conserve fuel and reduce engine noise and vibration. Chrysler purchased
AMC in , and by the model year adapted their own engine control electronics to replace the
original Renix systems used with the 2. The 4. As a result of the power improvements the
Aisin-Warner automatic transmission's output shaft was changed from 21 splines to 23, and the
"Power-Comfort" switch was deleted. The four-cylinder was no longer available with the
automatic in and During the production life of the Comanche six different transmissions were
offered, manufactured by Aisin , Chrysler , and Peugeot. Chrysler provided the aforementioned
TorqueFlite three-speed automatic in models. Comanches were available in either two or
four-wheel-drive, with solid axles front and rear two-wheel-drive Comanches used a simple
beam axle with otherwise the same front suspension as four-wheel-drive models. These
remained the same through the rest of the Comanche's production. The decision to phase out
the Jeep Comanche "came from a combination of two factorsâ€” low sales and Chrysler's
attempts to make the Jeep brand fit into the Chrysler hierarchy of Plymouth , Dodge , and
Chrysler models" with Jeep housing SUVs and Dodge making trucks. As sales dropped, the
Comanche was planned for discontinuation. In , the National Council of Jeep-Eagle dealers
asked Chrysler to discontinue the Comanche, and allow them to sell a version of the Dodge
Dakota pickup. The company decided to cease production of the Comanche on June 12, , after
only a few thousand more trucks rolled off the Toledo, Ohio , assembly line. Following the
discontinuation of the Comanche, the Dodge Ramcharger would be dropped outside of Mexico
shortly afterwards as part of Chrysler's plans to have Dodge sell pickup trucks and Jeep sell
SUVs. Dodge itself would stop offering pickup trucks in when the Ram Trucks brand was
spun-off from Dodge, taking the Dodge Ram and Dakota with it. Jeep re-entered the pickup
truck market in early with the Wrangler -based Jeep Gladiator. Jeep actually considered reviving
the Comanche name alongside Gladiator and most commonly Scrambler , as well as simply
using a new name, before deciding on Gladiator, feeling it fits that truck the best; sensitivity to
the Native Americans specifically the Comanche tribe and much less brand recognition
compared to Jeep's decades-long use of " Cherokee " for the Jeep Cherokee and Grand
Cherokee also likely played factors. From Wikipedia, the free encyclopedia. Motor vehicle.
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Commons. Jeep Comanche Pioneer. Jeep American Motors Chrysler Corporation Front engine ,
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TJ. Wrangler JK. Wrangler JL. Wrangler Unlimited LJ. Wrangler Unlimited JKU. Wrangler
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Vehicle availablity limited to China. Concept Cars. This pictorial diagram shows us a physical
connection that is much easier to understand in an electrical circuit or system. An electrical
diagram can indicate all the interconnections, indicating their relative positions. The use of this
Array can be positively recognized in a production project or in solving electrical problems.
This can prevent a lot of damage that even derail electrical plans. The layout facilitates
communication between electrical engineers designing electrical circuits and implementing
them. The pictures are also helpful in making repairs. It shows whether the installation has been
appropriately designed and implemented while confirming the safety regulators. A usually gives
information about the relative position and arrangement of devices and terminals on the
devices, to help in building or servicing the device. This is unlike a schematic diagram, where
the arrangement of the components interconnections on the diagram usually does not

correspond to the components physical locations in the finished device. A pictorial would show
more detail of the physical appearance, whereas a wiring diagram uses a more symbolic
notation to emphasize interconnections over physical appearance. They only provide general
information and cannot be used to repair or examine a circuit. The functions of different
equipment used within the circuit get presented with the help of a schematic diagram whose
symbols generally include vertical and horizontal lines. However, these lines are known to show
the flow of the system rather than its wires. A represents the original and physical layout of
electrical interconnections. Wiring on the picture with different symbols shows the exact
location of equipment in the whole circuit. Its components are shown by the pictorial to be
easily identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. FRokcwebdesigner kinggo fr. Related 87 Jeep Comanche Fuse Box. The
safe way to add electrical accessories to any vehicle is with a CirKit Boss. The first circuit
isolator system available with both constant and ignition hot circuit kits. Protects your OEM
warranty and is easy to install. Rating Required Select Rating 1 star worst 2 stars 3 stars
average 4 stars 5 stars best. Ema
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il Required. Review Subject Required. Comments Required. Current Stock:. Quantity: Decrease
Quantity: Increase Quantity:. Add to Cart. Quick view. The Warrior Steering Box Brace provides
extra rigidity by anchoring the bottom of the steering box to the opposing frame rail. Built of
high quality steel, it's powder coated black for good looks and Works for all years of Jeeps. This
decal is mounted on the inside of the glove box lid. The Rampage Trail Can Utility Tool Box
looks like a standard 5-gallon Gerry Can, but is made to store tools and accessories while
you're out on the trail. It comes equipped with a locking lid, a The Rampage trail storage box is
constructed to look like a traditional 5 gallon jerry fuel can. It features one large reach-down
storage area to stow off-road hardware like yank straps and D rings, Customers Also Viewed.
Composed of three super-strong stainless steel wires braided to form one wire. Anodized to a
smooth finish and a distinctive gold color. Diameter is

