Geo tracker wiring diagram

Automotive wiring in a Geo Tracker vehicles are becoming increasing more difficult to identify
due to the installation of more advanced factory oem electronics. One of the most time
consuming tasks with installing an after market car stereo, car radio, satellite radio, xm radio,
car speakers, tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp,
car amplifier, mp3 player, ipod or any car audio electronics is identifying the correct color car
audio wires for your Geo Tracker headlight bulb size you need for your low beam or high beam
and save time. Also, find your other car light bulb sizes including your fog light, reverse light,
turn signal, brake light and more. The Modified Life staff has taken all its Geo Tracker car radio
wiring diagrams, Geo Tracker car audio wiring diagrams, Geo Tracker car stereo wiring
diagrams, Geo Tracker car radio wiring schematics, Geo Tracker car wiring diagrams and
cataloged them online for use by our visitors for free. Our automotive wiring diagrams allow you
to enjoy your new mobile electronics rather than spend countless hours trying to figure out
which wires goes to which Geo Tracker part or component. Use of the Geo Tracker wiring
information is at your own risk. Always verify all wires, wire colors and diagrams before
applying any information found here to your Geo Tracker. If you would like to help the Modified
Life community by adding any missing information or adding a new car audio wire diagram to
our resource, please feel free to post it at the bottom of this page. Your email address will not
be published. Skip to content. Adding More Information If you would like to help the Modified
Life community by adding any missing information or adding a new car audio wire diagram to
our resource, please feel free to post it at the bottom of this page. Leave a Comment Cancel
Reply Your email address will not be published. Follow Us. Copyright by ModifiedLife. Avoid
shortages and malfunctions when wiring your car's electronics. They might include a
multimeter, a non-contact voltage metal detector tests the warmth of wire without touching it
and a mixture sheath and wire ma? Being equipped with the right tools will help you be
prepared for anything throughout the electrical switch wiring process. The black line, on the
other hand, is the hot wire and goes into the hot terminal, the one opposite the neutral terminal.
Knowing the difference between the wires will allow you to wire your home appropriately and
prevent the high volts of swapping the neutral and hot. You will find wire extensions available if
you ending up cutting them short, but the wiring will work better if it is intact. Luckily, there are
extra-large plates available at hardware stores that you can use to cover your switches. They
tend to be only slightly more expensive, but additionally last extended. A good way to tell a
quality switch or outlet is by the existence of a back-wire feature. Make sure you test the voltage
of wires and brake lines before touching them. Testing electric components with tools such as a
line sniffer or a multimeter will tell you if they are safe to touch or if an electrical current is
flowing through them. Electrical work can be a dangerous job, particularly if youre unsure by
what you are doing. Always test before touching. Searching for tutorials about how to wire a
light-weight change is a great way to learn more regarding how to accomplish. Studying how to
do electrical work in an educational setting is the best way to ensure you understand what
youre doing in home DIY electrical wiring. You must be logged in to post a comment. Facebook
Tweet Pin. Test the voltage Make sure you test the voltage of wires and brake lines before
touching them. Leave a Comment Cancel reply You must be logged in to post a comment.
Arrangement of elements of the electrical part of the control system Escudo, Grand Escudo
since Quick links to the pages of the book Identification Abbreviations and conventions Basic
parameters of the car Precautions for maintenance Safety measures when working with
different systems Self-diagnosis Typical malfunctions of cars Maintenance and general
inspection and adjustment procedures Engine G16A. Mechanical part The engine is J20A.
Mechanical part Engine H25A. Mechanical part Engine H27A. Automatic transmission. Chevrolet
Tracker Automatic transmission. Chevrolet Tracker Brake system. The engine stalls A very
unpleasant problem, which is often enough meets on models with engine J20A 2,0 l in the
summer period - the engine periodically stalls during traffic in road congestion at high
temperatures outdoor air. If the engine stalls, then start it succeeds only after minutes, while the
work The included engine does not cause any complaints, the readings of the measuring
devices are normal, as well as the levels of technical fluids. The problem is aggravated also the
fact that this malfunction - "floating" and when diagnosing a car on SRT, as rule, to identify its
cause is not possible. Often, coming to the solution of the problem "stereotypically", the
representatives of SRT offer to repair the fuel system replacement of fuel pump , replace filters,
spark plugs, clean the throttle, etc. However, the most common cause of this malfunction incorrect operation of the distribution sensor motor shaft caused by overheating sensor.
Because of the incorrect or temporarily absent signal from the distributor shaft failure of the
ignition and injection systems fuel. In this case, the engine will only start, when the sensor
cools down and starts to function. Remedy is only possible by replacing sensor to a new one.
Note: since, most likely, overheating the camshaft position sensor due to poor heat transfer in

the rear of the motor compartment, some car owners manage to get rid of from this problem by
removing the metal black plug fixed by two bolts located in the central part of the motor under
the windshield, thereby improving heat transfer. Automotive wiring in a Geo Tracker vehicles
are becoming increasing more difficult to identify due to the installation of more advanced
factory oem electronics. One of the most time consuming tasks with installing an after market
car stereo, car radio, satellite radio, xm radio, car speakers, tweeters, car subwoofer,
crossovers, audio equalizer, car amplifier, mobile amp, car amplifier, mp3 player, ipod or any
car audio electronics is identifying the correct color car audio wires for your Geo Tracker
headlight bulb size you need for your low beam or high beam and save time. Also, find your
other car light bulb sizes including your fog light, reverse light, turn signal, brake light and
more. The Modified Life staff has taken all its Geo Tracker car radio wiring diagrams, Geo
Tracker car audio wiring diagrams, Geo Tracker car stereo wiring diagrams, Geo Tracker car
radio wiring schematics, Geo Tracker car wiring diagrams and cataloged them online for use by
our visitors for free. Our automotive wiring diagrams allow you to enjoy your new mobile
electronics rather than spend countless hours trying to figure out which wires goes to which
Geo Tracker part or component. Use of the Geo Tracker wiring information is at your own risk.
Always verify all wires, wire colors and diagrams before applying any information found here to
your Geo Tracker. If you would like to help the Modified Life community by adding any missing
information or adding a new car audio wire diagram to our resource, please feel free to post it at
the bottom of this page. Your email address will not be published. Skip to content. Adding More
Information If you would like to help the Modified Life community by adding any missing
information or adding a new car audio wire diagram to our resource, please feel free to post it at
the bottom of this page. Leave a Comment Cancel Reply Your email address will not be
published. Follow Us. Copyright by ModifiedLife. Checking your Geo Tracker's ignition system
for problems is relatively simple. It mainly involves testing each of the spark plugs and wires to
make sure a good spark comes from them. The process differs, however, depending on whether
the system has a distributor or not. Label and disconnect the fuel injectors, Idle Air Control
valve wiring harness and Throttle Position sensor from the connectors. Remove the number 1
cylinder's spark plug wire, but leave the spark plug in place. Install a spark tester into the wire
and ground the tester against a metal part of the engine. Have another person crank the engine
for a couple of seconds while you watch the tester. Look for a visible blue-white spark. Check
for damage to the ignition coil, distributor spark plug wire or plug itself if no spark or one of a
different color appeared. Replace the spark plug wire in its cylinder. Repeat all of the above for
each wire. Reattach all components you removed after all testing is finished. Remove the
ignition coil and spark plug, then attach the ignition coil connector to the coil. Insert the end of
the spark plug into ignition coil and ground its electrode to a metal part of the engine. Watch
over the spark plug electrodes while someone else cranks the engine for 3 to 5 seconds. Look
for a strong blue-white spark. Check the spark plug, ignition coil and igniter for malfunctions if a
yellow spark or no spark appears. This article was written by a professional writer, copy edited
and fact checked through a multi-point auditing system, in efforts to ensure our readers only
receive the best information. To submit your questions or ideas, or to simply learn more, see
our about us page: link below. Items you will need Insulated pliers Spark tester. Tips Wear
rubber gloves and hold the wires with insulated pliers. Writer Bio This article was written by a
professional writer, copy edited and fact checked through a multi-point auditing system, in
efforts to ensure our readers only receive the best information. Automobile Geo Prizm Owner's
Manual pages. For example. Seats and Seat Controls. Page 11 Seats and Restraint Systems
Seats and Seat Controls This section tells you about the seats how to adjust them, and also
about reclining front seatbacks, head restraints, seatback latches, easy entry seats and the
folding rear seatback. Head Restraints Head restraints are fixed on some vehicles and
adjustable on others. Slide an adjustable head restraint up or down so that the top of the
restraint is closest to the top of your ears. This position reduces the chance o f a neck injury in
a crash. Page 13 Seats and Restraint Systems raise or lower the restraint, push in the Easy
Entry Seats release while you pull up or push down The front seats of your vehicle make it on
the restraint. When you pull up on the recliner release lever, the seatback will tilt forward and
the whole seat will slide Page 14 Fold the seatback down. Pull the knobs on both sides o f the
Folding Rear Seat seatback. I f you have a split rear seat, you can f o l d half of the seat by
pulling The rear seat in your Geo folds to provide only the knob on the side you want to more
cargo space. Unlock the bottom part of the seat. Find the support bar the bottom Push the
support bar into the floor the seat. This bar keeps the rear seat sure the support bar is bracket.
It also tells you some things you should not do with safety belts. If luckle up. Page 17 Seats and
Restraint Systems When the bike hits the block, it stops. But Fdke the simplest vehicle.
Suppose it's Why Safety Belts Work the child keeps going! When you ride in or on anything,

you go as fast as it goes. Page 18 The person keeps going until stopped by Get it up to speed.
Then stop the vehicle. Put someone on it. I'he rider doesn't stop. In a real vehicle, it could be
the. But you or the instrument panel the safety belts! Page 20 How to Wear Safety has air bags,
you still have to buckle up to get the most protection. The driver has a lap-shouldcr bclt. Page
23 Seats and Restraint Systems : What's wrong with this? Q: What's wrong with this? What's
wrong with this? Page 25 Seats and Restraint Systems Pull up on the latch plate to make sure is
secure. When the shoulder belt is pulled out all the way, it will lock. If it does, let back all the
way and start again. Page 26 To make the lap part tight, pull down The lap part of the belt
should be worn on the buckle end of the belt as you low and snug on the hips, just touching the
thighs. In a crash, this applies force pull up on the shoulder part. Everyone in a vehicle needs
protection! That includes infants and all children smaller than adult size. In fact, the law in every
state in the United States and in every Canadian province says children up to some age must be
restrained while in a Page 28 Child Restraints Be sure to follow the instructions for the restraint.
You may find these instructions on the restraint itself or booklet, or both. These restraints belt
system in your vehicle, but the child also has to be secured within the restraint to help reduce
the chance personal injury. Page 29 Seats and Restraint Systems 4. Buckle the belt. Make sure
the release Securing a Child Restraint in the Rear Top Strap button is positioned so you would
be Seat able to unbuckle the safety belt If your child restraint has a top strap, quickly if you ever
had to. Page 30 6. To tighten the belt, feed the shoulder Pull the rest of the shoulder belt all the
Push and pull the child restraint way out of the retractor to set the lock. Page 31 Seats and
Restraint Systems The child restraint instructions will show you how. If the shoulder belt goes
in front of the child's face or neck, put it behind the child restraint. Page 32 7. To Pull the rest of
the shoulder belt all the tighten the belt, feed the shoulder 8. Push and pull the child restraint in
way out of the retractor to set the lock. Accident statistics show that children are safer if they
are restrained in the rear seat. But they need to use the safety belts properly. After a very minor
collision, nothing may be necessary. But if the belts were stretched, as they would be if worn
during a more severe crash, then you need new belts. But you can have a lot of trouble getting
into your vehicle if you ever lock your keys inside. So be sure you have an extra key. Page 38
Door Locks There are several ways to lock and unlock To lock the door from the inside, push
your vehicle: down the button on the door. To unlock pull up on the button. From the outside,
use your key. To lock the door, turn the key toward the front of Leaving Your Vehicle the
vehicle. Page 39 Features and Controls If you have a convertible, be sure to unzil Tailgate the
rear plastic window completely befort Use your key to lock or unlock your opening the tailgate.
See "Opening and tailgate. Page 41 Features and Controls C : Starting Your Engine Position to
which the switch returns after start your engine and Automatic transmission: Move your release
the switch. If you longer than 15 seconds at a time will colder, the engine coolant heater can
help. How long should you keep the coolant heater plugged in? The answer depends on the
weather, the kind of oil you have, and some other things. This position is for normal driving.
Page 47 Features and Controls Four-wheel Drive If your vehicle has four-wheel drive, you can
send your engine's driving power to all four wheels for extra traction. To shift out of two-wheel
drive and into four-wheel drive, lock the freewheeling hubs and move the transfer case shift
lever to "4H" Pull the parking brake lever up until you can push in the release Parking Brake as
you button. Hold the release button in move the lever all the way down. But if you ever have to,
here exhaust can kill. Engine It contains some things to know. Use the window crank to open
and close each door window. Page 54 Adjustable Steering steering column Adjusting the be
dangerous. Move the ndicafor ControllHeadlight column to a comfortable level, then raise the
lever to its highest position to lock the Beam Lever 'he turn signal has two upward for column in
place. Turn the knob The lever on the right side of the steering The dome light has a three
position he right to brighten the lights or to the :olumn controls the windshield wipers switch.
The wipers will stop When using concentrated washer after one cycle. Page 60 Convex Outside
Mirror convex. The mirrors should be adjusted by hand that you can just see the side of your
when you are sitting in Iehicle, Glove Box :omfortable position. That can make it overheat,
damaging the lighter and the heating element. Page 65 Features and Controls. Page 66
Instrument Panel 1. Air Vent 9. Audio System Ashtray Lighter Side Defroster Vent Rear Window
Washer Switch 3. Assist Grip Ignition Switch Beam Lever Glove Box Horn 4. Instrument Cluster
Your speedometer lets you see your speed Clusters Optional Cluster in both miles per hour
mph and kilometers per hour kmh. I same reading the old one had. Page 69 Features and
Controls problem, check the section that tells what to do about it. Waiting to do repairs can be
costly and even dangerous. So This section describes the warning lights please get to know
your warning lights and gages that may be on your vehicle. Page 70 gage moves a little when
you turn, stop speed up. Page 71 Features and Controls the light comes on while you are
driving, pull off the road and stop carefully. You may notice that the pedal is harder push. Or,

the pedal may go closer to the floor. It may take longer to stop. This could lead to costly repairs
not covered by your warranty. Page 73 Features and Controls a problem with the fuse or bulb.
Your convertible top features a sunroof, a Sometimes when the engine is idling removable rear
window and a removable at a stop, the light may blink on and canvas top. Page 74 NOTICE:
Never raise or lower the top while the vehicle is moving, or drive with any part of the top
unfastened or partially removed. The wind could get under it and cause damage. Do not take
your vehicle through an automatic car wash. It could damage your convertible top. Page 75
Features and Controls 4. Swing Unhook the latch from the front top the front top bow up and
back Opening and Closing Your Sunroof bow. Unfasten the holding strap near the Unzip the
rear window. If the zipper is Opening Closing Your Rear dome light and pull through the slot
hard to move, you can lubricate it with Window in the front top bow. Page 77 Features and
Controls I. Lay the rear window inside-up on a Removing and Installing Your Rear clean, dry, flat
surface and roll the rear Window window from the bottom to the top. Unfasten the lower corner
flaps on teverse the steps to install the rear both sides. Page 78 7. Squeeze the front top bow
latch Unfaten the rear side windows from Unsnap the upper and lower straps buttons and pull
the latch back. Hook the frames back to the body of 1. Page 79 Features and Controls 8. Unhook
the latch from the front top Swing the front top bow back Unsnap the tension straps at the roof
bow. Page 80 Unsnap the flaps near the dome Slide out the rear corner pieces. Unsnap the
canvas from the rear top light that hold the canvas top to the bow. Remove the canvas top from
the vehicle and lay inside-up on a clean, dry, flat surface. Page 81 Features and Controls Pull up
and back on the rear top bow Swing down the rear top bow and 'reparing Your Canvas Top for
secure it with the strap at the inside struts and swing each strut forward. Page 82 2. Fold the
side windows onto the top. Fold the front part of the canvas top Roll the canvas top around the
rear over the windows. Comfort Controls. Page 85 Comfort Controls and Audio Systems Intake
Lever Choose this position recirculate the inside air through the comfort control system.
Choose this position to circulate outside air through the comfort control system. Heating 1. For
the quickest results, move the air intake lever to Move the airflow lever to Comfort Controls This
position directs air toward the Page 86 Ventilation Cooling For mild outside temperatures, when
little The air conditioner works best if you keep heating or cooling is needed, you can still your
windows closed. I f you do, you could cut or damage the warming grid. But you will get the to
your vehicle like a tape player, most enjoyment out of it if you acquaint CB radio, mobile
telephone or yourself with it first. Page 90 Pushbuttons: The six pushbuttons let you return to
your favorite stations. Press and hold one of the pushbuttons for at least two seconds. The
sound will go away for a second and will return when the station is stored. Pushbuttons: The six
pushbuttons let you return to your favorite stations. Page 98 you wrote down. Page 99 Comfort
Controls and Audio Systems Clean your tape player with a wiping-action, non-abrasive cleaning
cassette, and follow the directions provided with it. Cassettes are subject wear and the sound
quality may degrade over time. Always make sure that the cassette tape is in good condition
before you have your tape player serviced. Research shows that the driving skills of many
people are impaired at a BAC approaching 0. Page This is a mistake. Your brakes may not have
time to cool between hard stops. Your brakes will wear out much faster if you do a lot of heavy
braking. If you keep pace with the traffic and allow realistic following distances, you will
eliminate a lot of unnecessary braking. Power Steering so that you can steer. Page the curve,
while your front wheels are straight ahead. Maintain a reasonable, steady speed. Wait to
accelerate until you are out of the curve, and then accelerate gently into the straightaway. Page
loss of Control I f your vehicle starts slide, ease your rolling , release enough pressure o n foot '
the accelerator pedal and quickly brakes get the front wheels rolling Let's review what driving
experts say again. This restores steering control. Push steer the way you want the vehicle to go.
Page Your Driving and the Road As with other vehicles of this type, failure Before You
Off-Roading to operate this vehicle correctly may There are some things to do before you result
in loss of control or vehicle go out. For example, be sure have a l l rollover. You need to be
especially when going to a remote area. Page Your Driving and the Road Does the travel take
you uphill or very time you need special alertness and Approaching a Hill downhill? Page Your
Driving and the Road you'll be able tell if your wheels are Suppose, after stalling, I try t o back
stl-aisht and maneuver as you back down the hill and decide just can't down. It's best c'lown the
I do? Is A: Yes! Page Your Driving and the Road likelihood the vehicle will tumble end Stalling
on an Incline over end. When you drive on sand, you'll sense a change in wheel traction. Page
Your Driving and the Road Also, long exhaust system for damage. When leakage. Page Slow
down, especially on higher vehicle with Inisaimed headlights , slow. Your headlights can light
down a little. Avoid staring directly into up only so much road ahead. In remote areas. Keep
your windshield and a l l the glass your vehicle clean inside and out. So much washer tank
filled. Replace your water can build up under your tires that windshield wiper inserts when they

show they can actually ride on the water. Page clear room ahead, and be prepared to Treat a
green light as a warning signal. Page Your Driving and the Road 3egin to check traffic. The exit
speed is usually where you expect to blend with the flow. Page Wiper Blades: Are they in good
sleepy. If it shape? Have you checked all levels? What can you do about highway Lights: Are
they all working? Are the hypnosis? First, be aware that it can Page Your Driving and the Road
Know how to go uphill. You may Know how to go down hills. The mosl important thing to know
is this: want to shift down to a lower gear. The lower gears help cool your engine your engine
do some of the slowing down. Page Whatever the condition smooth ice. Accelerate gently. Try
not to break the fragile traction. If y o u accelerate too fast, the drive wheels will spin and polish
the surface under the tires even more. Your anti-lock brakes improve your ability make a hard
stop on a slippery Page Your Driving and the Road Run your engine only as long as must. This
saves fuel. When run the engine, make it go a little faster than just idle. That is, push the
accelerator slightly. This uses less fuel for the heat that you get and it keeps the battery
charged. Page Your vehicle can tow a trailer. Page Customer Assistance Department people
who will be riding in the vehicle. Crosswinds, large trucks P. Page distance is less than 12
inches, take own brakes -and they must be adequate. Be sure read and follow the instructions a
good deal longer and not nearly so for the trailer brakes so you'll be able to responsive as your
vehicle is by itself. Page Your Driving and the Road When towing a trailer, the green arrows
start move. People can be injured, and passed vehicle before vou can return to both your
vehicle and the trailer can be on your instrument panel will flash for your lane. Page Let up on
the brake pedal. Drive slowly until the trailer is clear of the chocks. Stop and have someone pick
up and store the chocks. Maintenance When Trailer Towing Your vehicle will need service more
often when you're pulling a trailer. See the Maintenance Schedule for more on this. Page Part
Problems on the Road Flashers Hazard Warning H e r e you'll find what to do. Page Problems on
the Road Press the button in to make your front and turn off the flashers, push the switch
Hazard Warning rear turn signal lights flash on and off. Flashers Your hazard warning flashers
work no When the hazard warning flashers are on, matter what position your key is in, and your
turn signals won't work. Page Problems on the Road Open the hoods and locate the batteries.
Find the positive negative terminals on each. Positive goes to positive negative goes to
negative or a metal engine part. Page 8. Now connect the black negative Don't let the other end
touch metal. It goes of the good battery. Page Problems on the Road That your vehicle has
rear-wheel drive, or that is has the four-wheel-drive option. The make, model, and year of your
vehicle. Whether you still move the shift levers for the transmission and transfer case, if you
have one. If there was an accident, what was damaged. Page When your vehicle is being towed,
have the ignition key off. The steering wheel should be clamped in a straight-ahead position,
with a clamping device designed for towing service. The transmi. Position the lower :onlrol
arms inboard of springs. Page Rear Towing Hook-Ups Position the sling crossbar under and
Attach a separate safety chain around forward of the rear bumper. The costly repairs would not
be cov- ered by your warranty. Page If you no longer have the overheat warning, you can drive.
Just to be safe, drive slower for about ten minutes. If the warning continues, pull over, stop, and
park your vehicle right away. You can add the proper coolant m i x directly to the Steam and
scalding liquids from a radiator, but be sure the coolink y. Page Problems on the Road Fill the
radiator with the proper mix, Then keep turning the pressure cap, How to Add Coolant to the
Radiator up to the base of the filler neck. Page 4. Then fill the coolant recovery tank to Put the
cap back on the coolant Start the engine and let run until the "FULL" murk. Page The following
steps will tell you how to. The vehicle can slip off jack and roll ront seats. Page Problems on the
Road Turn Attach the jack handle the jack. Page The spare tire is mounted on your tailgate.
Remove the spare tire from the mounting bracket and place it near your flat tire. Be sure fit the
jack lift head inlo the proper location before raising your vehicle. Page Raise the vehicle by
turning the jack Remove all the wheel nuts and take off handle clockwise. Raise the vehicle far
the flat tire. Remove any rust or dirt from the wheel bolts, mounting surfaces and spare wheel.
Page Problems on the Road 3ghten the wheel nuts firmly in a Lower the vehicle by turning the
jack :riss-cross sequence as shown. Lower the jack zompletel Replace the wheel nuts with the
rounded end of the nuts toward the wheel. Tighten each nut by hand until the wheel is held
against the hub. Page 1. If you spin the wheels too fast while shifting your transmission back
and forth, you can destroy your trans- mission. Rocking your vehicle to get it out: First, turn
your steering wheel left and right. If get the wrong type, it not fit have proper venting, and your
fuel tank and emissions system might be damaged. Page rhen go to the front of the vehicle,
push. These include parts and start a liquids like gasoline, oil, coolant, brake fluid, windshield
washer and rubber. Be careful not to drop or spill things that will burn onto a hot engine. These
include liquids like gasoline, oil, coolant, brake fluid, windshield washer and other fluids, and
plastic or rubber. Be others careful not drop or spill things that will bum onto a hot engine.

These numbers on an Grade Engine Oils oil container show its viscosity, or For best fuel
economy and cold starting, lowest Your Geo An engine coolant heater can be a big dealer is
ready to advise if you think help if you have to park outside in very something should be added.
Remove the screws. Page A utomatic Transmission FIuid Wait at least 30 minutes before
checking Should the fluid level be low during a the transmission fluid level if you have cold
check, you must perform a hot check When to Check and Change been driving: before adding
fluid. Page Service and Appearance Care much take fluid, generally less than a pint.
Maintenance Schedule to determine what Refer the Maintenance Schedule to kind o f tluid Refer
to the Maintenance Schedule to However, they have two additional low. Page and refill. If you
use this mixture. Water can cause the solution to freeze and damage your washer fluid tank and
other parts of the washer system. Page correct a leak. You should add or remove brake fluid, as
necessary, only when work is done on the brake hydraulic system. Page Service and
Appearance Care front brakes replaced, have the rear replace parts of your braking system
brakes inspected, too. Page will help keep your battery from running Bulb Replacement down.
Halogen Bulbs Headlights Contact your dealer to learn how to To replace the headlight bulb:
prepare your vehicle for longer storage 1. Page Service and Appearance Care 4. Pull the lock
ring and the headlight Turn the lock ring to the left to release Front Parking and Turn Signal
Lights bulb straight out. Save the lock ring the bulb. Page 2. Turn the socket toward the rear of
the Push the bulb in, turn it to the left and Sidemarker Lights pull out. Reverse the steps with a
new bulb. Page Service and Appearance Care 1. Turn the socket to the right and pull it 2. Pull
the combination light out Rear Combination Lights out. Pull the bulb out 1. Your new vehicle
comes with high quality tires made by a leading tire manufacturer. These tires are warranted by
the tire manufacturers and their warranties are delivered with every new Geo. If your spare tire
is a different brand than your road tires, you will have a tire warranty folder from each of these
manufacturers. The wheel could come off and cause an accident. When you change a wheel,
remove any rust or dirt from places where wheel attaches to the vehicle. Buying New Tires To
find out what kind and size of tires you need, look at the Certificationnire label. Page upon the
actual conditions of their use, corresponds to a level of performance give you the longest tire
life and best however, and may depart significantly which all passenger car tires must meet
overall performance. This way, you will be sure to have problems with bearing life, brake the
right wheel, wheel bolts, and wheel Use tire chains only where legal and In many uses, these
will damage your vehicle: Alcohol Laundry Soap Bleach Reducing Agents Cleaning the lnside of
Your Use a vacuum cleaner often to get rid of dust and loose dirt. Wipe vinyl or Never use these
to clean your vehicle: Appearance Care leather with a clean, damp cloth. A soft damp paper
towel or cloth. Page Cleaning Vinyl Shoe polish, wax crayon, tar and ueaning the Top of the
Instrument asphalt will stain if left on a vehicle Panel Use warm water and a clean cloth. They
should be removed Use only mild soap and water to clean Rub with a clean, damp cloth to as
soon as possible. You can use a stiff brush After you wash the vehicle, make sure such items
are removed. Page Service and Appearance Care Underbody Maintenance Chemical Paint
Spotting Foreign Material used for Chemicals ice and snow removal Some weather and
atmospheric conditions Calcium chloride and other salts, ice can create a chemical fallout.
Airborne tree and dust control can collect on the melting agents, road oil and tar, sap,
underbody; See your General Motors Dealer for these products. Page For access to the main
fuses, pull off the bother fuse box is under the left side of Look at the silver-colored band inside
the cover. A spare fuse is also inside the fuse he instrument panel. The fuses here fuse. Page
Replacement Bulbs Back-up Center High-Mounted Stop Dome Headlight Halogen Type
Compression Ratio Page Capacities Approximate in U. The following approximate capacities are
given and metric conversions Automatic Transmission Drain and Refill 3. Introduction: A Word
about Maintenance. Page The services shown on this chart up to 60, miles km should be
performed after 60, miles km at the same intervals. MILES Page The services shown on this
chart up to 60, miles should be performed after 60, miles km same intervals. The U S. Page The
services shown on this chart up to 60, miles km should performed after 60, miles ktn at the
same intervals. Relubricate the Schedule conditions and proper type. Replace the cap and mile
km intervals. Page Maintenance Schedule iection B: Owner Checks and Services Listed below
are owner checks and services which should be performed at the intervals specified to help
ensure the safety, dependability and emission control performance of your vehicle. Be sure any
necessary repairs are completed at once. Whenever any fluids or lubricants are added to your
vehicle, make sure they are the proper ones, as shown in Section At Each Fuel Fill is important
for Key Lock Cylinders Also Lubricate all body door hinges. Before you start, be sure you have
enough room around the vehicle. It should be parked on a level surface. Keeping your foot on
the regular brake, set the parking brake. Page Maintenance Schedule Section C: Periodic
Maintenance Inspections Listed below are inspections and services which should be performed

at least twice year for instance, each spring and fall. Make sure any necessary repairs are
completed at once. A fluid loss may indicate a problem. Check the system s , and repair the
system s if needed. Chassis lubricant GM Part No. Page Maintenance Schedule Section E:
Maintenance Record After the scheduled services are performed, record the date, odometer
reading and who performed the service in the columns indicated. When completing the
Maintenance Performed column, insert the numbers from the Schedule I or Schedule I1
maintenance charts which correspond to the maintenance performed. Page Chevrolet by
dialing: your inquiry prompt attention. In Canada, contact GM I Page Canada, in addition to
notifying General :all us at , or write: immediately inform the National Motors of Canada Limited.
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