Hitachi ec12 wiring diagram
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available. In Stock, 9 available. This video explains how to properly winterize power tools and
machines for winter storage, increasing the life and performance of seasonal tools. This article
suggests guidelines for power tool care and maintenance. It also describes information tools
available at eReplacementParts. This article offers detailed information about air compressors,
instructions for compressor care and maintenance, and advice for purchasing air compressors.
Shopping Cart. Submit Search. Sign in Sign in with Password. Cart Shopping Cart 0 item s in
your cart. Restore a saved shopping cart. Preferred Partners of. Hitachi Compressor Parts.
Continue Shopping Proceed to Checkout. Search within model. Page A. Screw 10 Pcs. Add to
Cart. Nut 10 Pcs. Washer 10 Pcs. Stud Bolt 3 Pcs. Ferrule, 5Pcs. Washer, 1 ea. Rubber, 5Pcs.
Washer 1 ea. Miscellaneous Parts. Popular Parts. Pressure Reducer. Oil Dipstick. Pressure
Switch New Style. Filtering Element. Tube D6 Precut. Compressor Parts. Repair Guides. How to
Winterize Power Tools and Machines This video explains how to properly winterize power tools
and machines for winter storage, increasing the life and performance of seasonal tools. Power
Tool Care and Maintenance This article suggests guidelines for power tool care and
maintenance. How to Maintain an Air Compressor This video will show you the steps to service
and maintain your air compressor at home. Air Compressors This article offers detailed
information about air compressors, instructions for compressor care and maintenance, and
advice for purchasing air compressors. Accessories for the Hitachi EC How many ounces of oil
do I put in 4 gallon twin tank? I am not sure what is full on the dipstick. No marks. Steve asked
on Hi Steve, Thank you for your question. You should use SAE 30 weight non-detergent air
compressor oil. Please consult your owner's manual for more information. I hope this helps.
Thank you and have a great day! Did this question help you? Yes No. My question is about how
my air compressor. It starts up and runs building pressure. When it reaches proper pressure
and the pump kicks off, all the air leak out. Then when the pressure switch calls to turn motor
back on it will not start. What is the part or parts I may need to fix this issue? Jim for model
number EC 12 asked on Hello Jim, Thanks for your question. We are showing the top
replacement part for the symptom of "leaking air" is the Pressure Reducer Part We hope this
helps! Runs, builds pressure, as I use air the pressure drops. Eventually, compressor kicks
back on after several minutes. Is there regulator problem that can be fixed? Ken for model
number EC 12 asked on Hello, Thank you for your question. I apologize for the inconvenience,
but this model is coming up as a coffee maker. What is the type of unit, and can you please
check the model again. We hope this helps. Ask a question. Ask our experts a question about
this part and we will respond as soon as we can. Join our VIP email list to receive
money-saving-advice and special discounts. Model Number Recommended. Submit your
question. Thank you for your question! Our experts will get back to you as soon as they can.
Ask Another Question. Continue Shopping. Discussion is closed. I have an Hitachi model EC 12
with at least 1 bad capacitor. Unfortunately a worker removed both caps and I don't know which
is which. How do I tell which goes to which pair of wires? What is the capacity in mfd for each
so I can test? The capacitors are both the same. As you said , it is part number Question: Oil
dixie Hi dixie, If your working in a cold climates below 40 degrees I would suggest Synthetic
Compressor Oil 8oz Bottle 12 Pack Part Number: B as the synthetic oil address some of the
issues with starting in cold weather. On the other hand if your using the compressor in a mild
climate above 40 degrees you can get regular compressor oil at any of the auto parts stores. I
believe its old in a one quart bottle. Hope this helps. Good luck. Sign up. Thank you! Your email,
, has been added to our mailing list. We were unable to add your email to our mailing list.
Millions of Parts From Top Brands. Need Help? Customer Service. Wiring Diagram Sample.
Hitachi Alternator Wiring Diagram â€” Database. Electrical electrical wiring is a potentially
dangerous task if completed improperly. Hitachi Alternator Wiring Diagram from datsun Print
the cabling diagram off in addition to use highlighters to trace the circuit. When you use your
finger or the actual circuit with your eyes, it may be easy to mistrace the circuit. A single trick
that I use is to print out a similar wiring diagram off twice. Read cabling diagrams from negative
to positive in addition to redraw the signal like a straight range. Electricity is very dangerous
and may easily lead to electrocution, so you need to call an emergency electrical contractor for
sensitive cabling cases. However, you may work on minor electrical wiring in your house
provided you follow safety measures. To make you better at wiring, here are some reliable tips
and techniques you need to understand. Likely to be in a lot better position to safeguard
yourself and work more effectively. An RCD residual current device is one of the most important
things to have in your circuits. RCDs are devices that are widely-used to monitor the flow of
current through a particular circuit, and they cut off the current whenever it moves through an
unintentional path. So if you accidentally touch a live line, the RCD would identify the unusual

flow of the existing and immediately shut off the circuit. This particular keeps both you and your
family safe. Having the right tools at hand can be another important aspect of power work. For
occasion, avoid using knives as opposed to stripdance when stripping your wires. Knives may
weaken the wire by notching the copper inside. Go for linesman pliers rather than the ordinary
slip-joint huge pliers when intending to twist wires. The particular ordinary pliers would give
you a loose connection that may cause trouble in future. Furthermore, ensure you've got a
tester to test the voltage of the cables before and after working on them. Terminal cable
connections would be the end details of wires, where a connection with an external circuit
occurs. These are some of the most typical connections, particularly if you're working together
with receptacles and switches. Terminal connections experience a lot of stress, and poor joints
easily relax. So here's the key. When wrapping a wire around the terminal screw, do it in a
clockwise direction. That way, the screw tightens the connection as it moves in. Also ensure
that all the wire that's wrapped around the mess is stripped. Inside case there are a fatal slot,
you should be extra careful. Strip the wire ideal such that no insulating material goes
underneath the slot, and no bare wire is left. Any problems here might lead to the wire to the
touch the ground wire or box. Save my name, email, and website in this browser for the next
time I comment. Electric Motor Switch Radio Latest. Facebook Tweet Pin. Quick Links Download
this manual. Hitachi air compressor instruction manual ec 79 28 pages. Page 3: Table Of
Contents Contents 1. Page 4: Safety Precautions 1. These warnings and instructions are
attached to the air compressor as shown in the figure below. Page 5 1. This will prevent anyone
from turning on the power and causing an elec- tric shock that could lead to severe injury or
death. Page 6 1. Page 7 1. Page 8: General Description 2. Be familiar with the name, location and
function of each component before using the DSP air compressor. Page Components 2. Page 11
2. Page 13 2. Page Operating Procedure 3. Page 15 3. Used for basic settings as well Stops for
emergency. After 5 seconds, monitoring display appears; Page 18 3. Page 19 3. Page 20 3. After
the air compressor restarts, monitoring display appears again. Page 21 3. Page 22 3. Must be
distinguished by number is using communication function. Page 24 3. Page 25 3. The 13th
recorded data is automatically deleted displays the following information as such: type of and
the 1st recorded data is added. Page 26 3. To reset the calendar and clock, contact Japanese,
English or Chinese by the dip switch on the local Hitachi distributor. All of the following display
contents can be confirmed by the LCD monitor. Page 28 3. Page 29 3. Switches the display from
monitor mode to setting mode F mode. Page 30 3. Page 31 3. Page 33 2 is activated. Page 35 3.
Page Adjusting Procedure 3. Page 39 4. Page Troubleshooting Of Air Compressor 4. Power
supply switch - OFF. Check the power supply switch. The control air is not supplied. Reset the
regulator to a proper pressure. Page Installing The Air Compressor 5. Keep flammable solvents
or any other hazardous chemicals away from the air compressor. Such chemicals may be
ingested into the air compressor and could cause an explosion during the compression
process. Page 45 5. Page 46 5. Page 48 5. Page 50 6. Page 51 6. Page Wiring 7. Always use a
licensed electrician. Do not allow an unlicensed person to wire the air compressor. An
unlicensed person may wire the air compressor wrongly, and a wrong wiring may cause an
electric shock. Do not remove any protective relays on the air compressor. Also, do not make a
modification of the control circuit that may result in impairing the protective relay's function.
Page 55 1 A thermal relay is not provided on the main circuit Hitachi has finished adjusting the
digital operator to of the inver ter-controlled DSP. Instead, the the appropriate settings, before
shipping the DSP electronics-type thermal relay is built into the from the factory. Page Wiring
Diagram 7. Page 57 7. Refer to the wiring diagram drawing in the control panel for the detail. The
rotors. This non-contacting, high speed rotation of intake air is compressed up to 29 psi 0. Page
64 8. Page 65 8. Page 66 8. Page 67 8. Page Cooling Water 8. Cooling Water Quality b The airend
case can be overcooled and develop If a cooling tower open-type circulatory cooling water
moisture internally; Page Capacity Control System 8. Page 70 8. Page 71 8. Page 72 8. Page 73
8. Page 74 8. Page Oil Mist Remover System 8. Drain the condensate on a daily basis and Page
Standard Maintenance Schedule 9. Page 78 9. Page 79 9. Page 80 9. The maintenance intervals
shown refer to the standard Maintenance Schedule A. Page 83 9. Page 84 9. Page 86 9. Remove
the front door [Ref. Page 87 9. Page 88 9. Right intake Maintenance cover Page 90 Wire-Brush
cooler tube nest. Page 91 9. NOTES 1. Page 94 Feed the main motor with grease in accordance
with the Grease filling amount Grease Filling Amount table. Page 95 9. Replacement of remover
element 3. Page Parts List Page 98 Page Description Aftercooler Intercooler Support Support 1 ,
base frame Support 2 , base frame Support 3 , base frame Support 4 , base frame Support 5 ,
base frame Oil cooler Duct Panel 2 Duct Panel 3 Page Description Water-Cooled Shell,
aftercooler Tube Nest, aftercooler Gasket, aftercooler tube nest Aftercooler Assembly Oil cooler
Assembly Tube Nest, oil cooler Cover, oil cooler water chamber Gasket, oil cooler water
chamber cover Cover, oil cooler Gasket, oil cooler cover Description Air Piping 6 Air Piping 7

Air Piping 8 Gasket, 1st-stage air end discharge flange Gasket, 1st-stage Gasket, 2nd-stage 1
Gasket, 2nd-stage suction Gasket, 1st-stage 2 Gasket, 2nd-stage air end discharge flange
Gasket, 2nd-stage 2 Flexible Piping, 2nd-stage discharge Description O-Ring, 2nd-stage
discharge Gasket, 1st-stage air end discharge flange Gasket, 1st-stage Gasket, 2nd-stage
suction Gasket, 1st-stage 2 Gasket, 2nd-stage air end discharge flange Gasket, 2nd-stage
Intercooler Header 2 Bolt Cover, check valve Page Relocation And Disposal To dispose of the
air compressor after long use, be sure to drain lubricating oil. It is dangerous if lubricating oil
leaks to the outside for some reasons from a disposed air compressor. Page Operation Record
Logbook Page Standard Specifications 5 Install the air compressor indoors and avoid
flammable and corrosive environment, moisture and dust. Page 5 Install the air compressor
indoors and avoid flammable and corrosive environment, moisture and dust. DSAE Show all
Dspvw6n Dspva6n. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Learn which plants
thrive in your Hardiness Zone with our new interactive map! Hitachi designed the EC12 air
compressor as a portable electric appliance for those who need easy access to a compressor to
run various tools like nailers. Even the best air compressor can occasionally malfunction or not
work as expected. Troubleshoot your EC12 air compressor to help identify any potential
problems and fix them. Plug the EC12 directly into a grounded electrical outlet or a three-wire
extension cable with an American wire gauge AWG size of 12 to 18, depending on the length of
the cord as listed in the EC12's user's manual see References. Using the improper type of
extension cord for this power-hungry tool can cause the compressor to overheat or shut down
unexpectedly. Check the EC12's engine oil levels if the appliance won't start or turns off
randomly. Unscrew the plastic cap on the top of the tool's cylinder. Wipe the dipstick attached
to the cap on a rag and reinsert it into the oil well. Remove the dipstick and check where the oil
reaches on the dipstick's measurement marks. Add oil if needed. Verify that the power switch
on the EC12, located on pressure switch control on the top of the compressor, is pushed toward
"ON" if the device won't turn on. Adjust the EC12's pressure if the device isn't emitting
sufficient pressure for any attached accessories, like staplers or nailers. Turn the pressure
knob, located on the EC12's cylinder, toward the right to increase pressure or toward the left to
decrease pressure. Consult the user's manual for any attached accessories to determine how
much pressure you need. Contact Hitachi's support service line toll-free at if you still cannot get
the air compressor to function properly. Joshua Duvauchelle is a certified personal trainer and
health journalist, relationships expert and gardening specialist. His articles and advice have
appeared in dozens of magazines, including exercise workouts in Shape, relationship guides for
Alive and lifestyle tips for Lifehacker. In his spare time, he enjoys yoga and urban patio
gardening. Share this article. Official Hitachi Website. Customer reviews. Write a review. How
are ratings calculated? Instead, our system considers things like how recent a review is and if
the reviewer bought the item on Amazon. It also analyzes reviews to verify trustworthiness. See
All Buying Options. Add to Wish List. This page works best with JavaScript. Disabling it will
result in some disabled or missing features. You can still see all customer reviews for the
product. Top positive review. Reviewed in the United States on July 16, It's not hard to figure
out where the terminals go. It's laid out just like the other one. Mine has g screws. This was the
best deal I could find. And there's no way I would buy the 10 dollar China POS that would make
this really well made and very well maintained compressor equal to a Chinese Harbor Freight
compressor. Top critical review. Reviewed in the United States on August 13, Sort by. Top
reviews Most recent Top reviews. Filter by. All reviewers Verified purchase only All reviewers.
All stars 5 star only 4 star only 3 star only 2 star only 1 star only All positive All critical All stars.
Text, image, video Image and video reviews only Text, image, video. There was a problem
filtering reviews right now. Please try again later. From the United States. Verified Purchase.
Images in this review. Showing 0 comments. There was a problem loading comments right now.
Good quality switch, but should come with a wiring diagram. Five stars if it included a wiring
schematic. One person found this helpful. It was a perfect fit! This product fixed my compressor
and prevented me from having to by a new one. Have been using it six months and still works
great. This pressure switch arrived with the adapters necessary to install in place of the original
unit. It did not work. Just like an original. Works fine, no problems! Get fast answers from
reviewers. Please make sure that you are posting in the form of a question. Please enter a
question. Need customer service? Click here. There's a problem loading this menu right now.
Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to
Know Us. Amazon Payment Products. English Choose a language for shopping. Amazon Music
Stream millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon
Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon
Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories
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Shenanigans. Ring Smart Home Security Systems. Amazon Subscription Boxes Top
subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon Renewed
Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it a second
life. Here are the diagrams and repair parts for Sharp ECSX2 vacuum cleaner, as well as links to
manuals and error code tables, if available. For DIY troubleshooting advice and repair guides,
visit our repair help section. Showing 10 of parts. Upright vac Diagram. The manufacturer no lo
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2012 f650
2005 chevy cobalt oil filter
nger makes this part, and there's no substitute part. Learn how to use a multimeter to check for
wiring problems in an appliance that's not working. There are a couple of ways to find the part
or diagram you need: Click a diagram to see the parts shown on that diagram. Symptoms
common to all vacuum cleaners. Choose a symptom to see related vacuum cleaner repairs.
View all. Shuts off during use. Read more. Won't turn on. Not suctioning well. Brush roll not
spinning. Articles and videos common to all vacuum cleaners. Use the advice and tips in these
articles and videos to get the most out of your vacuum. January 18, How to use a multimeter to
test electrical parts video. Deciding between a canister or upright vacuum. Chest Freezer.
Electric Range. Kenmore electric range parts , Kenmore electric range parts. Gas Grill. Kenmore
gas grill parts. Gas Walk-Behind Mower. Craftsman gas walk-behind mower parts. Gas
Snowblower Needs tune-up. Side-By-Side Refrigerator. Need help? Close Start Chat.

