Jazzmaster wiring harness

You bring the talent. Hoagland Custom has specialized in custom guitar wiring and building
pickups for over 25 years and we love what we do! Our Jazzmaster wiring solution is
handcrafted here in our shop in Fernandina Beach, Florida. When possible, we use all US-made
parts. Assembled with care and crafted by hand. We do not make this harness until you place
your order. It drops right in and is very easy to install. This harness is complete and ready for
installation into your Jazzmaster. This Jazzmaster wiring solution does not include the
pickguard but we do carry a very good selection of Jazzmaster pickguards in-stock in our shop.
There is one master volume knob and one master tone knob, both located on the lower
pickguard. The pickup selector switch gives three options: Neck pickup, bridge pickup, or both
pickups together. The wheel nearest the slider switch will set your volume. An important note:
When in the rhythm setting, only your neck pickup will be operationalâ€”your bridge pickup will
be deactivated. More than one unaware player has mistaken a Jazzmaster in rhythm mode for
one with a faulty bridge pickup. Also, while in rhythm mode, the pickup selector switch and
master volume and tone controls become non-functional. While all of our wiring solutions are
built to be installed rather easily, every guitar is different. We always recommend that you have
a professional guitar technician at your local guitar shop install it for you. They are experienced
troubleshooters and are equipped to get the best from your setup! Contact Hoagland Custom
with any questions regarding this wiring solution, our custom, handcrafted Hoagland Custom
pickups, or any other guitar wiring solution that you might need. Description Additional
information Description Hoagland Custom has specialized in custom guitar wiring and building
pickups for over 25 years and we love what we do! We like to call them musical capacitors
because of their great tone and transparency. Additional information Weight. We tackle the
installation of a Mastery unit and show you how to wire up your controls to keep hum to a
minimum. Jazzmasters are nothing if not eccentric beasts, and that presents certain unique
challenges if you want to mod, repair or restore one of your own. Mastering The Bridge. In ,
Fender began using threaded saddles on some of their guitars â€” Telecasters got them, along
with the new Jazzmaster model. The idea behind this was that the multi-grooved design would
allow players to set their own string spacing â€” and with a nice steep break angle over the
saddle they work well enough. However, it never really caught on with jazzers, and the surfers,
garage-rockers and noiseniks who took the instrument to heart have generally had to retro-fit a
Mustang bridge as a drop-in replacement. Another well-documented issue involves the action
height adjustment screws. Jazzmaster bridges are attached to posts with grub screws at the
bottom. For shielding Allparts UK supplied a Fender aluminium plate and adhesive backed
copper foil. In practice the grub screws can be too loose and prolonged vibration and whammy
bar action can cause them to retract within the posts. As a consequence, the action becomes
lower and strings will begin choking out and even stop ringing altogether. A popular modern
solution is the Mastery Bridge. Designed by luthier John Woodland, this high-end unit is made
in Minneapolis and has garnered a stellar reputation with such Jazzmaster heavyweights as
Nels Cline, Thurston Moore and Elvis Costello. Curiously, J Mascis prefers a tune-o-matic.
Transfer the cavity shape onto the foil by pressing the edges with your finger then cut them out
with scissors. The Mastery unit looks more like a piece of contemporary sculpture than a
regular bridge, and it purports to solve every Jazzmaster problem. The bridge features two
saddles, each with two pivot points allowing both trios of strings to be intonated accurately. In
addition, saddle heights can be set at each end to conform to various fingerboard radiuses.
After cutting out the foil to line the bases of all the cavities, we set them to one side. The
Mastery posts and thimbles are made to such fine tolerances that when you press a post into a
thimble, it forms a vacuum. Unlike a regular Jazzmaster bridge, which is designed to rock back
and forth with the vibrato, Mastery bridges are fixed in place. Foil is applied to the sides then
lipped over the top and bottom edges. If this is the case with your guitar, you may decide to
change the thimbles as well as the bridge. Check the thimbles on the instrument you are
upgrading to see what fits best. After the sides are done you can lay in the base and the second
circuit rout is now completed. The Mastery thimbles also differ in size from Japanese thimbles.
The Mastery dimensions are 9. So if you do decide to swap out the thimbles on a
Japanese-made Jazzmaster, some re-drilling may be required. I covered the process of
installing bridge thimbles in our November Telecaster revamp feature. Once I have the thimbles
installed, I adjust the post grub screws to extend beyond the posts to ensure they contact the
base of the thimbles. The grub screws are also fairly tight, although they do move freely enough
for adjustments. Before dropping the bridge in, I very slightly slacken the screws connecting
the posts to the bridge base because the Mastery allows you some leeway to compensate for
thimble spacing discrepancies. The posts went straight into the thimbles, so I re-tightened the
base screws and then retracted the post grub screws to lower the bridge height. It was
immediately apparent that the neck would need a shim, but the factory saddle settings provided

a good starting point for intonation and the acoustic tone displayed superb clarity and sustain.
Protect the paintwork from stray blobs of solder with kitchen paper. Gibson and Gretsch
introduced humbucking pickups in , so Fender must have been considering how to reduce
noise without deviating from single-coil pickups. He went down the shielding route and lined
the control cavities with form fitting brass. The first Jazzmaster pickguard was aluminium,
which also provided shielding, so when Fender changed to a celluloid nitrate guard, he placed a
thinner aluminium shield under the pickguard. Fortunately, you can buy a Fender-branded repro
of the aluminium shield, but full cavity shields are impossible to come by. Instead I decide to
use sticky backed copper foil to line the body cavities and found the foil and a shield at allparts.
Solder joints ensure electrical continuity across the screening. The process of lining the
cavities begins with laying the foil over the cavities â€” with the backing still on the foil â€” and
pressing around the edges of the routs to transfer the shapes onto the foil. This provides a
crisp outline and you can cut out the shapes with a sharp scissors. With foil cutouts made for
the bases of the control cavity routs and both pickups, I set them aside while applying foil to the
sides of the routs. I try to leave a slight overlap at the top and bottom so the foil will contact the
aluminium shield and make up for any inaccuracies in the base cut outs. Some of the shapes
were tricky and I found it easiest to work with shorter strips of foil rather than attempt to
complete each area with a single strip. Once the sides are done I lay in the bases and patch up a
couple of areas where I can see green paint. The shield is aligned with the scratchplate and held
in position with the switch and jack socket. Wherever I had used multiple strip or added
patches, I applied blobs of solder to the joins between the various pieces. I also applied solder
to the joins between the foil on the sides and bottoms of the cavities. I perform a test fit with the
shield and the pickguard to establish that everything lines up really well. However there are
some oversized holes around the tone circuit switch and controls, so I add some copper foil
patches and cut out the holes using a craft knife. Load hardware with pots facing down to
ensure it all fits in the cavities. I loosely fit the circuit switch and the output jack, line up all the
screw holes then tighten up the screws and nut to hold the shield in place before loading up the
pots and pickup selector switch. The Allparts Jazzmaster wiring kit provides everything you
need for this fairly complex wiring job. You also have to mount the pots onto the bracket and
loosely fit the rollers before screwing the bracket onto the pickguard. I ploughed through a
bunch of different Jazzmaster wiring diagrams online until I found one I trusted at Rothstein
Guitars Most of those I found seemed to show alternative wiring schemes, so be careful. To wire
a Jazzmaster, you need to assemble quite a collection of parts. Allparts UK sells a complete
Jazzmaster wiring kit, which comes with helpful diagrams. Hooking up begins with grounding
the volume pot tag and splaying the solder tags on the pickup selector. While referring to a
schematic and photos of Jazzmaster wiring, I connect up the main control pots and the
three-way switch. The fiddliest part is connecting up the pots and switch on the second circuit
then running all the longer wires between the two circuits. I use strips of masking tape to hold
all the wires neatly in place as I work my way through the installation. With the wiring finally
completed, the wires are held in place using nylon cable ties. Unlike Stratocasters, where the
pickups are suspended from a pickguard assembly, which can be lifted out in its entirety,
Jazzmaster pickups are screwed directly onto the body. To position the pickups properly, I first
fit the loaded pickguard onto the body and screw it down. The pickup covers are then placed
into the cutouts with spacers underneath so the sides line up properly with the closely cut
pickguard openings, and I drill pilot holes for the cover screws using the screw holes in the
covers to guide the drill bit. The solder tags connect the bridge ground wire to the shield and
the shield to the negative terminal of the output jack. Applying masking tape to the top of the
covers, I position them inside the pickup openings with the tape holding them in place. The
pickguard is then flipped and the pickups dropped into their covers then soldered into the
circuit. The shielding has to be grounded, so I attach a couple of solder tags to the side of the
control cavity with a self-tapping screw. The tags are used for the ground wires connected to
the bridge and the output jack. First impressions of the Mojo pickups I used are also highly
encouraging â€” visit We check out this golden wonder from in the latest instalment of The
Money Shot. Nestled amid the beautiful Green Mountains of Vermont, Froggy Bottom Guitars
crafts fine acoustic instruments using centuries-old woodworking techniques. For those that
are searching for a band with influences steeped in the golden era but confidently driving it into
the 21st century, look no further. Electric Guitars. Yet, 25 years ago, it became a million-selling
commercial success thanks in part to an appearance from the princess of pop. Essential
Guides. Quite probably. Rory Gallagher was a pioneer with a sound and style as unique as his
battered Fender Strat. Buyer's Guides. Metal machine music: The history of guitars made from
metal Tony Bacon - 18th February From National to Travis Bean, James Trussart and beyond,
the bodies and necks of guitars have been made out of metal for almost a century. Join us as

we chart their history. All Advanced Beginner Intermediate. In the first of a new series, we
examine how this simple and common system for learning the guitar contains hidden depths
that could be the key to unlocking your potential as a musician. Continuing our look at the
chord shapes and sequences used by The Beatles, we get inside the head of Paul McCartney
and find a songwriting genius with an enthusiasm for minor chords and chords from outside the
key. We head into psychedelic territory in our second part of our John Lennon lesson, as we
explore the chords and sequences used by a man spreading his creative wings. Guides DIY
Workshop. By Huw Price. Mastering The Bridge Advertisement. The March issue of Guitar
Magazine is out now! Read More. The February issue of Guitar Magazine is out now! The
January issue of Guitar Magazine is out now! The December issue of Guitar Magazine is out
now! The November issue of Guitar Magazine is out now! Supporting Membership. Forums New
posts Trending Search forums. Media New media New comments Search media. Resources
Latest reviews Search resources. Members Current visitors. Log in Register. Search titles only.
Search Advanced searchâ€¦. New posts. Search forums. Log in. Change style. Contact us. Close
Menu. JavaScript is disabled. For a better experience, please enable JavaScript in your browser
before proceeding. Grounding a Jazzmaster. Thread starter Brian Start date Feb 8, Brian
Member. Messages You can purchase solder lugs to connect the ground wires to and then
attach them to the the cavity with a 6 screw. This will giving you adequate contact with the
shielding paint. No problem, what else do you need to end your whoas? Hi anybody else want to
pipe in I,m hoping for lots of helpful tips!! SamBooka Member. Messages 2, Maybe not what you
want to hear but I actually used my jazz master as an over-the-top shielding experiment.
Replace the pick up leads with shielded Gibson style leads, Copper foil on the pick guard, and
kept the shielding paint in the body. Even shielded to pick up covers. Not surprisingly, the thing
sounded like crap! I lost a lot of high-end and it just sounded weird. Good shielding is important
but there's a limit to how far overboard you should go since the big single coil jazz master pick
ups are incredibly noisy anyway and no amount of shielding is going to help that. My acid test
for shielding is this: touch the strings and take your hands off the strings and if the amount to
home doesn't change then your guitars as well she'll do that at the scrimmage up. If you live
someplace close to lots of strong radio interference like taxis or radioTowers you might need
more shielding but that's a little out of my wheelhouse. Thanks for your input Sam I,ve done
,well a lot of pickup swaps on Telecasters,Stratocasters and other hum bucker style guitars but
the Jazzmaster has been my Achilles heel I,ve just never had so many problems if anyone has a
better method,wiring diagram, idea, drawing please share your secrets,haven,t heard from any
of the experts who can do Jazzmaster wiring with their eyes closed and one hand tied behind
their backs so come on please,pretty please with sugar on top. UsableThought Member.
Messages 1, Brian said:. Jazzmaster has been my Achilles heel I,ve just never had so many
problems if anyone has a better method,wiring diagram, idea, drawing, please share your
secrets. Last edited: Feb 12, Well U. Take your time, I did a lot of work on my jazz master over
years. If you're not experienced with these guitars it's easy to get in over your head, especially
with the complex wiring scheme. I admit that I disconnected most of the circuits features and
went with three-way switch master volume and master tone. The switches at the top of the pick
guard were there for decoration only. If you're using anything later than 11 strings do you have
other video secrecies to deal with as well. I have to admit that I never bonded with my Japanese
a jazz master but the neck and body were the most comfortable designs of ever played. I easily
understand people or madly in love with them. You must log in or register to reply here.
Trending Topics. Poll: Are you buying the Quad Cortex? Will Kemper be dethroned? Will Quad
Cortex sell? Will Fractal sound good? Will the Helix be "easy to use"? Will the GT remain
neglected by the general modeling population? Which pedals were instant keepers for you, no
drama, no doubts? Started by skiltrip Wednesday at AM Replies: Post a Comment. I'll finish my
Japan trip report up shortly; I just want to write this up while I'm thinking about it. Labels:
jazzmaster. No comments:. Newer Post Older Post Home. Subscribe to: Post Comments Atom.
Okinawa Churaumi Aquarium - Japan trip report Top Posts of the Past 30 Days. Doc Martens:
England vs. Thailand vs. Malls of the 's - the future of retail! Japan is really good at plastic
surgery. Labels s 7 advertising 8 beer 8 cars 3 food 39 geekery 47 guitars 16 japan japan trip 23
japan trip 15 japan trip 9 japan trip 5 japan trip 10 japan trip 17 japan trip 24 japan trip 5 japan
trip 8 japan trip reports jazzmaster 19 Modern Classic 7 movies 13 music 50 new york city 40
photography 2 ramen 9 robots 1 roller coasters 6 scandal 20 scandal live reports 5 st maarten 6
tech 39 travel twin peaks 9 videos 8. Email Email Me! Why don't I change the name if I'm writing
about Japan and video games and guitars? Because New Yorkers are well-rounded people with
varied interests, and mine have gone increasingly off the rails over the years. And I don't feel
like changing the name. I do still write about New York City sometimes. About Me Jeff View my
complete profile. Supporting Membership. Forums New posts Trending Search forums. Media

New media New comments Search media. Resources Latest reviews Search resources.
Members Current visitors. Log in Register. Search titles only. Search Advanced searchâ€¦. New
posts. Search forums. Log in. Change style. Contact us. Close Menu. Home Forums Instruments
Guitars in General. JavaScript is disabled. For a better experience, please enable JavaScript in
your browser before proceeding. Replacing pots on Jazzmaster. Thread starter Meriphew Start
date Dec 26, Meriphew Member. Messages 7, The guitar sounds pretty dang good as it is, not
overly bright at all, but I was looking at the Emerson 1 meg prewired assembly. I never use the
controls on the upper bout of the guitar, so I'm not concerned about losing those. I watched a
Puisheen Youtube video that got me thinking about doing this. Who's here has done this? Do
you like it? Messages Meriphew said:. Messages 28, Does tone bleed out due to the existence of
the rhythm circuit? I just assumed that since there's a switch to connect it or not, that it's like
not having it in your signal chain at all when the rhythm selector switches that circuit out. I'd
say if you already have a 1 Meg setup, you might as well keep it. You probably aren't going to
hear much difference at all switching pots of identical values. If you do the swap with the intent
to swap the caps, that will affect the overall "throw" range of your vol and tone, but it won't
really make the max point of your vol or tone change at all. I just got a jazzmaster that has k
pots for the lead circuit vol and tone. I remember having 1meg pots for a '62 RI before and man
was that bright. I never used those tones, and always rolled back the knobs to get in my sweet
spot. Well with these k pots my Jazzmaster is already in the sweet spot, and I'm not missing
those higher frequencies. If you're looking for a pot value swap, that may be worth looking into.
You could simply rewore it with the stock pots and switch, but disconnect the rhythm circuit.
Timtam Member. Messages 2, The lead and rhythm circuits in jazzmasters and jaguars are
essentially independent circuits. The switch brings one circuit in and disconnects the other. So
cutting out the rhythm circuit altogether won't achieve anything more than never switching to it
but you still might wish to be rid of it if you never use it; or you could 're-purpose' it. Ron Kirn
Member. The guitar sounds pretty dang good as it is,. Ron Kirn said:. Marris Otter Member. I've
rewired plenty of Squier JMs and I think the work makes sense with those guitars those
switches are terrible. In your case, I'm having problems seeing the value. Your proposed
harness seems to be well made and comprised of nice components, but so is the stock AVRI
harness. If you're not using the rhythm circuit, perhaps look into some of the many interesting
mods that will repurpose that circuit? Here's an article from Rothstein Guitars. The second half
of that article digs into some of the fun stuff you can do with the rhythm circuit. I'm sorry about
raining on your parade, but it just doesn't strike me as good value for the dollar. Along with that,
I just ordered a Vintage Inspired Pickups k pot. I tend to keep my volume on about 8 with the
stock 1megs and stock AV65 pickups, and roll up to 10 when I need a good dose of twang. You
must log in or register to reply here. Trending Topics. Poll: Are you buying the Quad Cortex?
Will Kemper be dethroned? Will Quad Cortex sell? Will Fractal sound good? Will the Helix be
"easy to use"? Will the GT remain neglected by the general modeling population? Which pedals
were instant keepers for you, no drama, no doubts? Started by skiltrip Wednesday at AM
Replies: SwitchCraft on-on Switch with Mounting Screws. Alpha Mini 1 Meg Linear
Potentiometer. Alpha Mini 50k Linear Potentiometer. Fender Pickguard's sold separately. Fast
worldwide delivery. Skip to main content. Email to friends Share on Facebook - opens in a new
window or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a
new window or tab. Add to Watchlist. People who viewed this item also viewed. Showing Slide 1
of 1 - Carousel. Picture Information. Mouse over to Zoom - Click to enlarge. Get the item you
ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in new
window or tab. Seller information blackstar-guitars Contact seller. See other items More See all.
Item Information Condition:. GBP Sign in to check out Check out as guest. Add to Watchlist
Remove from watch list. Watch list is full. Same day Shipping. Longtime Member. Shipping help
- opens a layer International Shipping - items may be subject to customs processing depending
on the item's customs value. Your country's customs office can offer more details, or visit
eBay's page on international trade. Item location:. Ships to:. This amount is subject to change
until you make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Estimated between Fri. Estimated delivery
dates - opens in a new window or tab include seller's handling time, origin ZIP Code, destination
ZIP Code and time of acceptance and will depend on shipping service selected and receipt of
cleared payment - opens in a new window or tab. Delivery times may vary, especially during
peak periods. Ships today if paid within 8 hrs 13 mins Details. Any international shipping and
import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab
International shipping and import charges paid to Pitney Bowes Inc. Learn More - opens in a

new window or tab Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab. Related sponsored items.
Showing Slide 1 of 2 - Carousel. Report item - opens in a new window or tab. This translation
tool is for your convenience only. The accuracy and accessibility of the resulting translation is
not guaranteed. Note: The accuracy and accessibility of the resulting translation is not
guaranteed. Seller assumes all responsibility for this listing. Item specifics Condition: New: A
brand-new, unused, unopened, undamaged item in its original packaging where packaging is
applicable. Packaging should be the same as what is found in a retail store, unless the item is
handmade or was packaged by the manufacturer in non-retail packaging, such as an unprinted
box or plastic bag. See the seller's listing for full details. See all condition definitions - opens in
a new window or tab Read more about the condition. Business seller information. Contact
details. Mark Griffiths. Return policy. Shipping and handling. This item will ship to Ukraine , but
the seller has not specified shipping options. Contact the seller - opens in a new window or tab
and request a shipping method to your location. Shipping cost cannot be calculated. Please
enter a valid ZIP Code. Shipping to: Worldwide. No additional import charges at delivery! This
item will be shipped through the Global Shipping Program and includes international tracking.
Learn more - opens in a new window or tab. There are 2 items available. Please enter a number
less than or equal to 2. Select a valid country. Please enter 5 or 9 numbers for the ZIP Code.
Domestic handling time. Will usually ship within same business day if paid before PST excludes
weekends and holidays. Expected ship time may vary and is based on seller's order cut-off
time. Taxes may be applicable at checkout. Learn more. Payment details. Payment methods.
Back to home page Return to top. Back to home page. Listed in category:. Email to friends
Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new window or
tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not available
Photos not available for this variation. New: A brand-new, unused, unopened, undamaged item
in its original packaging where packaging is applicable. Expedited Shipping Express Int'l
Postage. Wire Wiring Harness. This harness is the solution for the player that wants to preserve
the vintage look of the Jazzmaster but to have a more usable setup. Just like our highly
regarded Strat, Tele and LP harnesses these Jazzmasterpre-wired harnesses use only the finest
electronic components, and vintage style cloth wire. Sigler Music Center has been in business
for over 50 years. Accessories, software and manuals MUST be included. Pack your return
securely and insure it. We do our very best to help customers when they request to return an
item. Customer service is our first and foremost concern. However, there are a few items that
are non-returnable. Although unlikely, on occasion an item gets damaged while in transit.
Usually when a box shows some wear and tear, the product inside is in perfect condition.
Please be sure to inspect the contents. If you receive a product that you believe is defective,
message Sigler Music immediately to speak with a product specialist. If necessary, a return
authorization will be provided. Please Note: Oversize items need to be repaired locally whenever
possible. A Sigler Music team member can help you find a nearby service center. If your item
arrives damaged or does not work, please contact our office immediately. Recent Search Terms
audi q7 adapter facelift replacing wiring harness in nova buick enclave blueprint blinker wiring
harness. Tag Cloud american auto autowire chevrolet chevy circuit classic complete dash
dodge engine fits ford fuse genuine harley harness headlight hitch honda impala install
installation jeep light loom main mopar mustang painless pickup radio rear standalone stereo
switch toyota trailer truck universal update upgrade wire wires wiring. You bring the talent.
Hoagland Custom has specialized in custom guitar wiring and building pickups for over 25
years and we love what we do! Our Jazzmaster wiring solution is handcrafted here in our shop
in Fernandina Beach, Florida. When possible, we use all US-made parts. Assembled with care
and crafted by hand. We do not make this harness until you place your order. It drops right in
and is very easy to install. This harness is complete and ready for installation into your
Jazzmaster. This Jazzmaster wiring solution does not include the pickguard but we do carry a
very good selection of Jazzmaster pickguards in-stock in our shop. There is one master volume
knob and one master tone knob, both located on the lower pickguard. The pickup selector
switch gives three options: Neck pickup, bridge pickup, or both pickups together. The wheel
nearest the slider switch will set your volume. An important note: When in the rhythm setting,
only your neck pickup will be operationalâ€”your bridge pickup will be
renault clio owners manual
farmall 460 parts diagram
2004 ford mustang fuel pump driver module location
deactivated. More than one unaware player has mistaken a Jazzmaster in rhythm mode for one

with a faulty bridge pickup. Also, while in rhythm mode, the pickup selector switch and master
volume and tone controls become non-functional. While all of our wiring solutions are built to
be installed rather easily, every guitar is different. We always recommend that you have a
professional guitar technician at your local guitar shop install it for you. They are experienced
troubleshooters and are equipped to get the best from your setup! Contact Hoagland Custom
with any questions regarding this wiring solution, our custom, handcrafted Hoagland Custom
pickups, or any other guitar wiring solution that you might need. Description Additional
information Description Hoagland Custom has specialized in custom guitar wiring and building
pickups for over 25 years and we love what we do! We like to call them musical capacitors
because of their great tone and transparency. Additional information Weight.

