Jeep patriot engine diagram of 2012

Free Wiring Diagram. Variety of jeep patriot wiring diagram. A wiring diagram is a simplified
conventional photographic representation of an electric circuit. It shows the parts of the circuit
as simplified shapes, and the power as well as signal connections between the devices. A
wiring diagram usually gives information about the family member position and setup of tools
and terminals on the devices, to assist in building or servicing the tool. A pictorial
representation would certainly show much more detail of the physical appearance, whereas a
wiring diagram utilizes a more symbolic notation to highlight interconnections over physical
appearance. A wiring diagram is frequently used to repair issues as well as to earn certain that
the links have been made which whatever exists. Collection of jeep patriot wiring diagram. Click
on the image to enlarge, and then save it to your computer by right clicking on the image. An
initial take a look at a circuit layout may be confusing, however if you could read a subway map,
you could review schematics. The function coincides: getting from factor A to direct B. Literally,
a circuit is the course that permits electrical power to flow. If you understand just what to
search for, it ll come to be acquired behavior. While in the beginning you ll simply be reviewing
them, ultimately you will begin producing your own. This guide will show you a few of the
common icons that you make sure to see in your future electric design job. Voltage: Gauged in
volts V , voltage is the pressure or pressure of electricity. This is typically supplied by a battery
such as a 9V battery or mains power, the electrical outlets in your house operate at V. Electrical
outlets in various other countries run at a different voltage, which is why you require a
converter when traveling. Present: Existing is the circulation of electrical energy, or more
especially, the circulation of electrons. It is determined in Amperes Amps , and also could only
flow when a voltage supply is connected. Resistance: Determined in Ohms R or O , resistance
defines how conveniently electrons can stream with a material. Products such as gold or
copper, are called conductors, as they quickly allow flow of movement low resistance. Plastic,
timber, and also air are instances of insulators, hindering the motion of electrons high
resistance. DC Straight Present. DC is a continuous circulation of existing in one direction. DC
can move not simply through conductors, but semi-conductors, insulators, or even a vacuum.
Air Conditioning Rotating Existing. The regularity of Air Conditioning is measured in Hertz Hz ,
as well as is typically 60 Hz for power in residential and also service objectives. Completing an
electrical design degree as well as after that obtaining a job in the area implies you will see a lot
a great deal a lot of these schematics. It s essential to recognize exactly just what is going on
with these. Whenever you establish your details area of electrical engineering, you could see a
lot more intricate layouts and also icons. You ll discover also that various nations make use of
various icons. We have 74 Jeep Patriot manuals covering a total of 34 years of production. Our
most popular manual is the Jeep - Patriot - Wiring Diagram - - This like all of our manuals is
available to download for free in PDF format. How to download a Jeep Patriot Repair Manual for
any year. In total, that's over pages of content dedicated to your Jeep Patriot. We get a lot of
people coming to the site looking to get themselves a free Jeep Patriot Haynes manual. We'll
send you a quick email a new Jeep Patriot document is added. Spam free: Maximum of 1 email
per month. Get your hands on the complete Jeep factory workshop software. Jeep - Patriot Wiring Diagram - - 2. Other Manuals Pages. Jeep Patriot 4wd Workshop Manual L Jeep - Auto jeep-patriot Jeep - Patriot - Owners Manual - - Jeep Patriot 2wd Workshop Manual L Other
Manuals 2 Pages. Patriot 2WD L Jeep - Patriot - Wiring Diagram - - Jeep - Auto jeep-patriothandleiding Brochure 21 Pages. Patriot 4WD L Other Manuals 81 Pages. Other
Manuals 65 Pages. Brochure 9 Pages. Brochure 25 Pages. Jeep - Patriot - Sales Brochure - Brochure 12 Pages. Jeep - Auto - jeep-patriotguide-d-utilisateur Other Manuals 80 Pages.
Brochure 22 Pages. Jeep - Patriot - Sales Brochure - - 3. Brochure 72 Pages. Brochure 26 Pages.
Jeep - Patriot - Workshop Manual - - Brochure 31 Pages. Jeep - Patriot - Sales Brochure - - 2.
Jeep - Patriot - Miscellaneous Documents - - Other Manuals 4 Pages. Jeep - Auto jeep-patriotmanual-del-propietario Jeep - Patriot - Owners Manual - - 2. Brochure 19 Pages.
Brochure 14 Pages. Brochure Pages. Brochure 11 Pages. Jeep - Patriot - Owners Manual Brochure 23 Pages. Jeep - Patriot - Sales Brochure - - 4. Get notified when we add a new Jeep
Patriot Manual Notify me. Get notified when we add a new JeepPatriot Manual. Notify me. We
cover 60 Jeep vehicles, were you looking for one of these? Table of Contents. Be assured that it
represents precision nicians and genuine MOPAR parts, and cares about workmanship,
distinctive styling, and high quality - all your satisfaction. Failure to operate this vehicle safely
may result seat belts could cut the highway death toll by 10, or in a collision, rollover of the
vehicle, and severe or fatal more each year and could reduce disabling injuries by injury. If you
do not read this entire manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to a
accident resulting in serious injury or death. Place the shift lever in PARK if equipped with an
the key code numbers for your vehicle locks. These automatic transmission. If this occurs,

place the shift lever in PARK, rotate the key to the right slightly, then remove the key as
described. Always dangerous for a number of reasons. A child or remove the key from the
ignition and lock all the others could be seriously or fatally injured. If the light remains on after
the The Sentry Key Immobilizer System prevents unauthor- bulb check, it indicates that there is
a problem with the ized vehicle operation by disabling the engine. Du- been programmed to the
vehicle electronics. Insert the first valid key into the ignition switch. Turn The new Sentry Key is
programmed. Remove the key from the ignition switch and get out sired operation. The turn
signal lights 1. Weak battery in the RKE transmitter. The expected life of a battery is five years.
Please see your authorized dealer for service. Repeat steps 1 and 2 for the opposite rear door.
Avoid trapping anyone in a vehicle in a collision. Remember that the rear doors can only be
opened from the outside when the Child-Protection locks are engaged. Never leave children in a
vehicle with the key in the ignition switch. Occupants, particularly unattended children, can
become entrapped by the windows while operating the power window switches. Such
entrapment may result in serious injury or death. To used to lock or unlock the doors and open
the liftgate. To open the liftgate, squeeze the liftgate release and pull the liftgate open with one
fluid transmitter is inoperative, insert the key into the motion. Never allow 4. Do not lean against
the door or window. If your children to slide the shoulder belt behind them or under vehicle has
side air bags, and deployment occurs, the their arm. Continued on short trips. Continued very
sudden stops or accidents. Seat shoulder part of the belt to move freely with you under belts
are designed to go around the large bones of normal conditions. Enter the vehicle and close the
door. Sit back and adjust the seat. The seat belt latch plate is along side the pillar near the back
of your seat. Grasp the latch plate and pull out the belt. Continued abdomen. To release the belt,
push the red button on the buckle. The belt will automatically retract to its stowed position.
Push the anchorage button to release the anchorage, and move it up or down to the position
that fits you best. Route the shoulder belt to the inside of the right head 5. Sit back in the seat.
Slide the regular latch plate up the restraint. Position the lap belt across your thighs, below your
8. Position the shoulder belt on your chest so that it is abdomen. To remove slack in the lap belt
portion, pull up comfortable and not resting on your neck. To disengage the mini-latch from the
mini-buckle for 3. Slide the latch plate upward over the folded webbing. Buckle the combination
lap and shoulder belt. Grasp the shoulder portion and pull downward until if the seat belt
assembly Automatic Locking Re- the entire belt is extracted. This system is designed to help
prevent or reduce the extent of injuries to the driver and front passenger in certain types of rear
impacts. Grasp the deployed AHR from the rear seat. Pull down then rearward towards the rear
of the vehicle then down to engage the locking mechanism. BeltAlert BeltAlert is a feature
intended to remind the driver and front passenger if equipped with front passenger BeltAlert to
fasten their seat belts. Keeping the mother safe is the best way to keep the baby safe. Pregnant
women should wear the lap part of the belt across the thighs and as snug across the hips as
possible. This allows the air bag to have different rates of Mounted Side Air Bags SAB to
provide enhanced inflation that are based on the severity and type of protection for an occupant
during a side impact. Each air bag deploys independently; a left side impact deploys the left air
bag only and a right-side impact deploys the right air bag only. If the irritation or all of the
following may occur: continues, see your doctor. The Controller ORC may also be disabled. It is
recommended for children from birth until they reach the weight or height limit of the infant
carrier. In a collision, an unrestrained child, even a tiny baby, Convertible child seats can be
used either rearward- can become a projectile inside the vehicle. Rearward-facing child seats
must never be used in the front seat of a vehicle with the front passenger air All children whose
weight or height is above the bag unless the air bag is turned off. For additional information on
ALR, refer to retracts, you will hear a ratcheting sound. The chart below defines the the safety
belt is now in the Automatic Locking mode. Child seats with fixed lower attachments must be
installed in the out- board positions only. Regardless of the specific type of lower attachment,
never install LATCH-compatible child seats such that two seats share a common lower anchorage. Tether anchorage kits are also available for behind the child restraint, route the seat belt
through the most older vehicles. Oil An unrestrained pet will be thrown about and possibly
changes should be consistent with anticipated climate injured, or injure a passenger during
panic braking or in conditions under which vehicle operations will occur. Exhaust gases can
injure or kill. They contain carbon monoxide CO , which is colorless and odorless. You should
be able to attached to the floor mat fasteners. Continued and cracks. Inspect sidewalls for cuts,
cracks and bulges. Adjust the mirror to center on the view through the rear window. Headlight
glare can be reduced by moving the small control under the mirror to the night position toward
the rear of vehicle. This mirror automatically adjusts for headlight glare from vehicles behind
you. You can turn the feature on or To avoid damage to the mirror during cleaning, never off by
pressing the button at the base of the mirror. Tilt the control wand door trim panel. Vehicles and

other objects seen in the passenger side convex mirror will look smaller and farther away than
they really are. Relying too much on your passenger side mirror could cause you to collide with
another vehicle or other object. Only one linked or paired mobile phone can be used with the
system at a time. The number will appear in the display then dial the corresponding phone
number, which of certain radios. This will Transfer From Mobile Phone allow you to store
multiple numbers for each phone- If equipped and specifically supported by your phone, book
entry, if desired. The number dialed may Towing Assistance not be applicable with the available
mobile service and If you need towing assistance: area. Paging works properly except for
pagers of on your mobile phone keypad, you can press the certain companies, which time out a
little too soon to button and say the sequence you wish to enter, followed Where are you? To
send 4. I need more direction. Can this wait? Bluetooth Communication Link Mobile phones
have been found to lose connection to the When this happens, the connection Operation is
subject to the the Voice Interface System to recognize user voice com- following conditions:
mands may be negatively affected by rapid speaking or a In system is speaking. The power seat
switch is located on the outboard side of the seat near the floor. On some models, the front
driver and passenger seats Push the seat switch forward or rearward, the seat will may be
equipped with heaters in both the seat cushions move in the direction of the switch. To adjust
the seatback, lift the lever located on the outboard side of the seat, lean back to the desired
angle Do not ride with the seatback reclined so that the and release the lever. To lower the head
restraint, press the push forward and backward. To tilt the head restraint closer to button,
located at the base of the head restraint, and push the back of your head, pull forward on the
bottom of the downward on the head restraint. Pull the strap forward to move the are struck by
an object such as a hand, foot or loose seat forward and flat. Be certain that the seatback is
securely locked into position. An improperly latched seat could cause serious injury. Do not
ride with the seatback reclined so that the shoulder belt is no longer resting against your chest.
In a collision you could slide under the seat belt and be seriously or even fatally injured. Use the
recliner only with the vehicle is parked. Move the safety catch located under the front edge of
Lift the hood prop rod, clipped to the right side left side the hood, near the center and raise the
hood. Multifunction Lever To prevent possible damage, do not slam the hood to The
multifunction lever controls the operation of the close it. Lower the hood until it is open approxiheadlights, parking lights, turn signals, headlight beam mately 8 in 20 cm and then drop it. If an
indicator fails to light when the lever is NOTE: If the multifunction lever is held in the flash-tomoved, it would suggest that the indicator bulb is pass position for more than 20 seconds, the
high beams defective. The front wipers are operated by rotating a through an automatic car
wash. Rotate the end of the lever upward to the third detent past the intermittent settings for
high-speed wiper opera- tion. The delay can be regulated from a maximum of approxi- mately 18
seconds between cycles, to a cycle every Sudden loss of visibility through the windshield
second. With one hand firmly on the steering wheel, move the steering column up or down, as
desired. Push the lever up to lock the steering column firmly in place. Do not adjust the steering
column while driving. Adjusting the steering column while driving or driv- ing with the steering
column unlocked, could cause the driver to lose control of the vehicle. Be sure the steering
column is locked before driving your ve- hicle. When the vehicle vehicle set speed. For more
efficient programming and accurate transmis- sion of the radio-frequency signal it is
recommended that a new battery be placed in the hand-held transmitter of the device that is
being programmed to the HomeLink system. Do not erase channels when programming
additional buttons. Simultaneously press and hold both the Homelink NOTE: You have 30
seconds in which to initiate the next button you want to program and the hand-held transmitstep after the LEARN button has been pressed. Press and hold the desired HomeLink button
until 4. Continue to hold both buttons and observe the indi- the indicator light begins to flash
after 20 seconds. Do not cator light. The Homelink indicator will flash slowly release the button.
Similar to this To reprogram a channel that has been previously trained, Canadian law, some U.
When it changes, it is programmed. It may take up To reprogram a channel that has been
previously trained, to 30 seconds or longer in rare cases. Operation is subject to the following
two conditions: while you are programming the universal trans- ceiver. The power sunroof
switch is located in the reading light. Occupants, particularly unat- tended children, can become
entrapped by the power sunroof while operating the power sunroof switch. If an ob- Wind
Buffeting struction in the path of the sunroof is detected, the Wind buffeting can be described
as the perception of If the Watt 13 Amp power rating is exceeded the fuse protecting the system
will need to be replaced. This outlet can power cellular phones, electronics and other low power
devices requiring power up to Watts. There are passengers. Rear Cupholders Illuminated Front
Cupholders Glove Compartment And Storage Bin Located on the passenger side of the
instrument panel are an upper storage bin and a lower glove compartment. Glove Compartment

1 â€” To open the upper storage compartment, push inward on the upper handle to unlatch the
upper lid and lift the lid open. Do not operate this vehicle with a console compart- ment lid in the
open position. Cellular phones, music players, and other handheld electronic devices should be
stowed while driving. With one of the cover ends installed, push inward on the opposite end and
install it into the same notch location of the rear trim panel. In a collision a cargo cover loose in
the vehicle could cause injury. Cargo Load Floor D-Rings Too much weight or improperly
placed child seat tether strap. In a sudden stop or collision weight over or behind the rear axle
can cause the a loop could pull loose and allow the child seat to rear of the vehicle to sway. The
rear window defroster button is located on the bottom right-side of the blower control knob.
NOTE: The rear wiper operates in an intermittent mode Press this button to turn on the rear
window defroster only. Improperly secured loads can fly off the large frontal area should be
secured to both the vehicle, particularly at high speeds, resulting in per- front and rear of the
vehicle. Electronic Throttle Control ETC Light position, the pointer will show the level of fuel
This light informs you of a problem with the remaining in the fuel tank. If the light does not
come on 6. Speedometer during starting, have the system checked by an autho- Indicates
vehicle speed. Air Bag Warning Light 4. Oil Pressure Warning Light This light will turn on for
four to eight seconds This light indicates low engine oil pressure. Tachometer service. Driving a
vehicle with the red brake light on is The dual brake system provides a reserve braking capacdangerous. If the Transmission Temperature Warning Light is illuminated and you continue
operating the vehicle, NOTE: This light shows only that the parking brake is in some
circumstances you could cause the fluid to applied. It should not be allowed to A hot engine
cooling system is dangerous. You or exceed the upper limits of the normal operating range.
Shift Lever Indicator It displays the gear position of the should be checked monthly when cold
and automatic transmission. TPMS from functioning properly. Federal regulations require that
upon trans- door. To turn area. Hill Descent Indicator â€” If Equipped Reset ALL will reset. The
compass will now function displays in the EVIC. Turn the ignition switch ON. This is where 2.
Press and hold the TIME button until the hours blink. The radio will return a Radio Text 2. If
changes are made to these settings after dynamic range. If the medium , , , contains a lot of
folders or files, the radio will take more MPEG-1 Audio , , , Use of this copyright protection
Sirius Satellite Radio service is pre-activated, and you technology must be authorized by
Macrovision, and is may begin listening immediately to the one year of audio Your Vehicle
Identification Number. When you are receiving a channel that you wish to commit to pushbutton
memory, press the SET button. Press the right switch position to operate the radio. This feature
plays the selections on the Level 1 and Level 2 and includes the Joliet extension. MP3 Pro files
are not To increase the speed of disc loading, it is recommended supported. The time of day will
display for five seconds when ignition is OFF. SCROLL control knob to the right or left to adjust
the sound level from the right or left side speakers. Sirius will supply a wel- Press this button to
change the display to time of day. The come kit that contains general information, including
time of day will display for five seconds when the how to setup your on-line listening account.
The Sirius ID number following reasons: display will time out in two minutes. Press the right
switch to seek to normal display. In Play mode, the following buttons on the radio buttons to
Play, Browse, and List the iPod contents. So if the track is at the below, will bring up List mode.
List mode enables bottom of the list, just turn the wheel backward scrolling through the list of
menus and tracks on the counterclockwise to get to the track faster. After the Ready prompt
and the following beep, say Music can be streamed from your cellular phone to the Setup , then
Select Audio Devices. Reach behind the wheel to mode of the sound system. The compartment.
You lower outlets. Use this mode with maxi- put the system in recirculation mode. This can
mum blower and temperature settings for best wind- be used when outside conditions such as
shield and side window defrosting. The Automatic Temperature Control system automati- 1.
However, must be protected with a high-quality antifreeze coolant under certain conditions,
while in Automatic Mode, to provide proper corrosion protection and to protect the system is
blowing air out the defrost vents. The windshield, is free of obstructions such as leaves. A
inside and outside mirrors, and fasten your seat belts. If the engine fails to position before you
can start the engine. Apply the brakes start within 15 seconds, turn the ignition switch to the
before shifting to any driving gear. To ensure reliable starting at these temperatures, use of an
externally powered electric engine block heater avail- Never pour fuel or other flammable liquid
into the able from your authorized dealer is recommended. For steady highway driving with light
accelerations, fifth gear is recommended. Never drive with your foot resting on the clutch pedal,
and never try to hold the vehicle on a hill with the clutch pedal partially engaged. Accel- Engine
1 to 2 2 to 3 3 to 4 4 to 5 eration This range supplements the parking brake by locking the
transmission. The engine can be started in this range. Always apply the parking idle speed. As
with all vehicles, dangerous for a number of reasons. A child or you should never exit a vehicle

while the engine is others could be seriously or fatally injured. Continued This range is for
moving the vehicle backward. Towing the vehicle, coasting, or driving for any other reason with
the transmission in NEUTRAL can result During sustained high speed driving or trailer towing
up in severe transmission damage. This locks the center conventional two-wheel drive vehicles
any more than coupling allowing more torque to be sent to the rear low-slung sports cars are
designed to perform satisfacto- wheels. When on a trail, you should always Lock Lever Engaged
be looking ahead for surface obstacles and changes in When driving off-road, shift into low L
Off-Road and terrain. There is a drastic reduction in traction when driving in snow, mud or sand.
The vehicle will be less responsive to On icy or slippery roads, do not downshift at high
steering, acceleration and braking inputs. Soft sand is very difficult to travel through with full
tire pressure. The total loss of air pressure. Is the trail straight up and down? Are there ruts,
rocks, and maintain headway by turning the steering wheel no branches or other obstacles on
the path? Are there obstacles? Is it a straight which increases the possibilities of a down-hill
slide or descent? Is there plenty of distance at the base of the hill rollover. Make sure the
surface has good traction with to regain control if the vehicle descends to fast? If you feel firm
and stable soils. You should never stop or shut a vehicle off when crossing deep water unless
you ingested If the engine stalls or you lose headway or cannot water into the engine air intake.
Be sure to consider this when determining the depth and the ability to safely cross. Water
ingestion into the transaxle, transfer case, engine or vehicle interior can occur if you drive too
Crossing Puddles, Pools, Flooded Areas Or Other fast or through too deep of water. These After
Driving Off-Road Off-road operation puts more stress on your vehicle than things could be a fire
hazard. They might hide damage does most on-road driving. After going off-road, it is to fuel
lines, brake hoses, axle pinion seals, and always a good idea to check for damage. Impacted
material can cause a travel are considered normal and do not indicate that wheel imbalance and
freeing the wheels of it will there is a problem with the power steering system. Prolonged
operation of the steering system at the end Do not use chemical flushes in your power steering
of the steering wheel travel will increase the steering system as the chemicals can damage your
power fluid temperature and it should be avoided when steering components. With a clean
cloth, wipe any spilled fluid from all surfaces. If vehicle speed is detected, a chime fob from the
ignition and lock your vehicle. Continued with the engine off , the brakes will still function.
Pumping makes the stopping distance longer. Applying the brakes very systems work together
to enhance vehicle stability and quickly results in the best BAS assistance. To receive the
control in various driving conditions and are commonly benefit of the system, you must apply
continuous brak- referred to as ESC. HDC is only intended to assist the driver in control- HDC
operation can be overridden with brake application ling vehicle speed when descending hills.
Release the clutch pedal. Rotate the steering wheel one-half turn to the left. This system
enhances directional control and stability of the vehicle under various driving conditions. ESC
cor- 7. This will occur even if instrument cluster to clear this message. Tire Markings design
standards. If the TIN is not found on however, the date code may only be on one side. Cold Tire
Inflation Pressure Cold tire inflation pressure is defined as the tire pressure after the vehicle has
not been driven for at least 3 hours, or driven less than 1 mile 1. The resulting figure equals the
available amount of of your vehicle with varying seating configurations cargo and luggage load
capacity. Overloading of your tires is dangerous. Use tires of the cause collisions. Keep this in
mind when checking tire pressure inside a garage, especially in After inspecting or adjusting
the tire pressure, al- the Winter. Where speed limits or condi- tions are such that the vehicle can
be driven at high Combining radial ply tires with other types of tires speeds, maintaining correct
tire inflation pressure is very on your vehicle will cause your vehicle to handle If your vehicle
has this option refer to an Compact Spare Tire â€” If Equipped authorized tire dealer for the
recommended tire rotation The compact spare is for temporary emergency use only. You can
identify if your vehicle is equipped with a compact spare by looking at the spare tire description
on If your vehicle is not equipped with an original equip- the Tire and Loading Information
Placard located on the Compact spares are for temporary emergency use only. With these
spares, do not drive more than Limited-Use Spare â€” Limited-use spares are for emergency
use only. With this tire, do not drive more than the Fast spinning tires can be dangerous. Tires
and the spare tire should be replaced after six years, regardless of the remaining tread. They
should be inspected regularly for have on tire specifications or capability. This is defined as the
tire pressure after the vehicle has not been driven for at least three hours, or driven less than 1
mile 1. For each subsequent ignition key cycle, a chime will Premium System â€” If Equipped
sound and the Tire Pressure Monitoring Telltale Light The TPMS uses wireless technology with
wheel rim will flash on and off for 75 seconds and then remain on mounted electronic sensors
to monitor tire pressure lev- solid. A system fault can pressure values still shown. This
indicates that the pres- occur with any of the following scenarios: sure values are still being

received from the TPM sensors but they may not be located in the correct vehicle 1. However,
after driving the vehicle for up to 20 min- limit in any of the four active road tires. Gasoline with
higher ethanol may be used in your vehicle. Use of additional exposure to E fuel. If you notice a
pungent burning odor or Follow the precautions below to prevent carbon some light smoke,
your engine may be out of tune monoxide poisoning Continued over a hook on the inside of the
fuel door. The curb weight of a vehicle is defined as the total weight This includes driver,
passengers, and cargo. The total of the vehicle with all fluids, including vehicle fuel, at full load
must be limited so that you do not exceed the capacity conditions, and with no occupants or
cargo Distribute the load over the front and rear axles evenly. See your authorized dealer for
Class I - Light Duty 2, lbs kg package content. Tongue Wt. See Note 2. Continued trailer adds to
the load on your vehicle. When trailering grade. When parking, apply the parking brake on cargo
that is not fully secured, dynamic load shifts the tow vehicle. Towing Requirements â€” When
towing you should allow for addi- loaded, it should have its own brakes and they tional space
between your vehicle and the vehicle should be of adequate capacity. Refer to the following
illustrations. Driving with a hot cooling system could damage You or others can be badly
burned by hot engine your vehicle. If the pointer rises to the H red mark, coolant antifreeze or
steam from your radiator. If the instrument cluster will sound a chime. Preparations For Jacking
1. Park the vehicle on a firm level surface, avoiding ice or slippery areas. Turn OFF the ignition.
Continued 6. Remove the scissors jack and lug wrench from the spare wheel as an assembly.
Turn the jack screw to the left to loosen the lug wrench and remove the wrench from the jack
assembly. Turn the jack screw to the left until the jack can be placed under the jacking location.
Once the jack is positioned, turn the jack screw to the right until the jack head is properly
engaged with the lift area closest to the wheel to be changed. Remove the wheel nuts and pull
the wheel and wheel covers, where applicable, off the hub. Install the spare wheel and wheel
nuts with the cone shaped end of the nuts toward the wheel. Lightly tighten the nuts. To avoid
the risk of forcing the vehicle off the jack, do not tighten the wheel nuts fully until the vehicle
When reinstalling the original wheel, prop- erly align the wheel cover to the valve stem, place
the A loose tire or jack thrown forward in a collision or wheel cover onto the wheel, then install
the wheel nuts. Mount the road tire on the axle. To ease the installation process for steel wheels
with wheel covers, install two lug nuts on the mounting studs which are on each side of the
valve stem. Align the valve notch in the wheel cover with the 6. Finish tightening the lug nuts.
Push down on the valve stem on the wheel. Install the cover by hand, wrench while at the end of
the handle for increased snapping the cover over the two lug nuts. Do not use a portable battery
booster pack or any other booster source with a system voltage greater than 12 Volts or
damage to the battery, starter motor, alternator or electrical system may occur. Do not attempt
jump-starting if the battery is frozen. It can start anytime the ignition switch is on. You can be
injured by moving fan blades. Allow the en- even when not in use i. Press and maintain firm
pressure on the brake pedal. Using a small screwdriver or similar tool, push and hold the
override release lever forward. Page Engine Compartment - 2. This system monitors the
performance of the emissions, engine, and automatic further damage to the emission control
system. This might indicate a damaged cap. If system may not be ready if your vehicle was
recently the problem is detected twice in a row, the system will serviced, recently had a dead
battery or a battery replace- turn on the MIL. Continued before starting the engine after it has sat
overnight. For best performance and maximum protection for all engines under all types of
operating conditions, the Do not overfill the engine. Overfilling the engine manufacturer
recommends engine oils that are API Cer- will cause oil aeration, which can lead to loss of oil
tified and meet the requirements of Chrysler Material pressure and an increase in oil
temperature. You may use synthetic engine oils provided the recom- mended oil quality
requirements are met, and the recom- Do not use chemical flushes in your engine oil as the
mended maintenance intervals for oil and filter changes chemicals can damage your engine.
The engine oil filter should be replaced with a new filter at every engine oil change. The air
cleaner can provide a measure of protection in the case of engine backfire. Continued Your
vehicle is equipped with a maintenance-free battery. Keep You will never have to add water, nor
is periodic main- flame or sparks away from the battery. Do not use tenance required. This
service should battery that the positive cable is attached to the include cleaning of the
condenser fins and a performance positive post and the negative cable is attached to Avoid
using the wiper blades to When performing other underhood services, the hood remove frost or
ice from the windshield. Make sure that latch, release mechanism and safety catch should be
they are not frozen to the glass before turning them on to cleaned and lubricated. Leaded
gasoline will destroy the odorless. Breathing it can make you unconscious effectiveness of the
catalyst as an emissions con- and can eventually poison you. If engine coolant anti- freeze
needs to be added, the contents of the coolant When additional engine coolant antifreeze is

needed to recovery bottle must also be protected against freez Riding the brakes can lead to
brake failure and possibly a collision. Brake seal components could has been in a tightly closed
container. Operation with incorrect Frequency Of Fluid Change fluid level can cause severe
transmission damage. Under normal operating conditions, the fluid installed at the factory will
give satisfactory lubrication for the life of Fluid And Filter Changes the vehicle. The fluid level
should be maintained between the fill plug. Always wash your ve- body protection. Do not use
volatile solvents for cleaning purposes. Never use an abrasive type When installing hanging air
fresheners in your ve- cleaner. This will weaken the fabric. Sun damage can also weaken the
fabric. If the seat belts need cleaning, use a mild soap solution or lukewarm water. Failure to do
so may allow water to get Module into the IPM, and possibly result in an electrical 30 Amp Do
not touch the new bulb with your fingers. Oil 2. Pull the bulb from the socket. Use a screw driv
duraspark ii wiring diagram
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er to gently pry against the side of the Center High-Mounted Stoplamp snap tab to remove the
lamp from the liftgate. This light is an LED assembly. See your authorized dealer for
replacement. Odometer Reading Date Repair Order Do only service work for which you have the
knowledge and the right equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent mechanic. Most matters can be re- P. Box 21â€”
solved with this process. An authorized dealer See the Warranty Information Booklet, located on
the has also made a major investment in facilities, tools, and DVD, for the terms and provisions
of Chrysler Group training to assure that you are absolutely delighted with LLC warranties
applicable to this vehicle and market. Use only frequency signals. This manual is also suitable
for: patriot series. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

