Kawasaki 1100 stx

The STX D. Precise throttle response and control make the STX D. A deeper, royal red color and
silver highlights give the STX D. For stowage, the primary compartment in the STX D. Back
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Kawasaki STX D. Make Kawasaki. Model STX Fast 3-seat Kawasaki STX. Barely used, has less
than 60 hrs. Recently tuned up- new plugs, new battery, rebuilt and tuned all 3 carburetors and
new trailer tires. As shown below very clean inside and out, difficult to find a cleaner motor than
this one. Great condition as it has primarily been stored in the garage. Easily pulls water skiers,
wakeboarders or other. Large front storage compartment can also be used as a cooler, has a 3.
Open rear deck has sufficient space for carrying skis and can be used as a diving platform.
Retracting step located in the rear hull. Clean motor. This unit runs very strong. Note: Fuel
gauge may be inaccurate. Local pickup Presently in Lake City, Fl. Cash only. I am only the 2nd
owner and purchased this ski in It has been winterized and garage kept for the past 12 years. I
have replaced the spark plugs and fuel filter every spring. The battery is only years old. The
starter and starter switch have both been replaced. The engine heat sensor and valve have been
replaced. The fuel tank was recently drained and cleaned out and the carbs were cleaned. The
rubber exhaust hose leading to the muffler is brand new. I also have the owners manual, repair
manual, and water flush hose adapter. Comes with rear seat net and 2 barely used storage
saddle bags. Comes with Load-rite trailer. Brand new hubs and bearings. Replaced rotted wood
bunkers with new pressure treated lumber, new carpeting, and wet slides. Trailer has a storage
box and 2 gas cans. Comes with 2 spare wheels and tires. I need to sell this ski because my wife
is pregnant and she does not want me spending money on it to get it fixed. Currently it starts
fine and runs on a hose perfectly. However, when I launch it at the river, water is not flowing
through the cooling system and only steam comes out the pisser side valve and then the temp
sensor kicks on and the safety switch cuts the engine back to rpm. I cannot figure out what is
wrong and do not have the extra money right now to get it fixed. It could be something is just
clogged like a fitting or hose or it could be more complicated than that I have no idea. Barely
used, has less than Trailer is included. Note: Fuel gauge inaccurate. Another nifty feature at the
watercraft's helm is its magnetic keyed ignition switch hidden in the glove box. The switch
might help stop thieves or even children with big plans but no permission from riding off with
your watercraft. The result is a luxury watercraft at the forefront of performance and
environmental awareness. The new STX D. An all-new deep-V hull design ensures excellent
cornering, increased top speed, greater stability at high speed and a smoother ride in rough
water. And for added family fun, this fully-equipped watercraft can easily pull a water skier,
wakeboarder or other towable. Model STX. Is believed to run, we know it needs a battery
however it had NOT been evaluated by our service department and is being sold wholesale
as-is. Priced to move quickly very clean for its age. The STX combines Kawasaki's proven,
reliable three-cylinder cc powerplant with the smooth riding, easy handling characteristics of
the STX D. This combination creates a stylish watercraft with plenty of performance and
opportunities for family fun. The three-passenger STX also boasts a wide range of power, with
more than enough to tow skiers, tubers or wakeboarders with ease. Stock Number: Lake Mead
legal. I will not sell them separately. Call Dave Rarely used and garage kept. We are selling
because kids are in college and we have another jetski. Do not need 2 If you are looking for a
great jetski, that will provide you with years of lake fun and pleasure, contact me to schedule a
showing. Oak Hill, FL. Edgewater, FL. Shalimar, FL. Harwood, MD. Lusby, MD. Reno, NV. Lorton,
VA. Alert Successfully Created. Save search. Boats for Sale Kawasaki Stx Year - Make - Model -.
Category - Length - Posted Over 1 Month. Prev 1 2 3 Next. Category Beta Personal Water Craft 9.
ZIP Code. Year minYear Apply Filters Clear Search. Daily Weekly No Emails. Submit Cancel.
Service Manual. Quick Links Download this manual. Table of Contents. Page 1 STX D. Page 2
Kawasaki Heavy Industries, Ltd. No liability can be accepted for any inaccuracies or omissions
in this publication, although every possible care has been taken to make it as complete and
accurate as possible. Page 6: Maintenance And Adjustments A minimum of 87 octane of the
antifknock index is recommended. The antiknock index is posted on service station pumps.
Emission Control Information To protect the environment in which we all live, Kawasaki has

incorporated an exhaust emission control system in compliance with applicable regulations of
the United States Environmental Protection Agency. Exhaust Emission Control System This
system reduces the amount of pollutants discharged into the atmosphere by the exhaust of this
engine. Photographs, diagrams, notes, cautions, warnings, and detailed descriptions have been
included wherever necessary. Nevertheless, even a detailed account has limitations, a certain
amount of basic knowledge is also required for successful work. Any sand entering the engine,
injector, or other parts will work as an abrasive and shorten the life of the watercraft. Bore and
stroke 71 mm 3. Compression ratio 6. These are only a few of Kawasaki DFI system features.
The pages that follow will cover all in more detail. System Operation 2. Fuel Tank 8. Fuel Pump
9. Fuel Filter Above rpm, the engine will surge. It is located on the end of the throttle shaft. The
sensor receives a voltage signal from the EMM. As the throttle lever is rotated , the EMM
receives a return voltage signal through a second wire. Fuel System Components 4. The
armature is hollow which allows the armature to move easily through the fuel until it contacts
the ball valve. This results in greatly reduced exhaust emissions and increased fuel economy.
Electrical system component 6. The ribs are unevenly spaced, and the EMM determines
crankshaft position and engine rpm by the rib spacing. To recover from S. Page Technical
Information - Kawasaki Smart Steering System The system does not work when the engine is off
or the boat speed is low. SS: Apply silicone sealant to the threads. All of the values are for use
with dry solvent-cleaned threads. And make sure the hoses are not kinked or pinched. With the
throttle lever released, the stop screw on the throttle pivot arm [A] should rest against the
stopper [B] on the throttle body, and there should be slight slack in the throttle body cable. Hold
the throttle lever fully applied pulled. Turn the oil pump pulley till the stop on the pulley contacts
to the stopper pin on the oil pump body. At this time, the oil pump pulley is fully open. If the
springs are damaged or weak, replace the throttle assy. If it is grooved or misshapen, replaced
it with a new damper. If there is any doubt as to coupler condition, replace it. If the insulator
appears glazed or very white, or if there are gray metal- lic deposits on the electrodes,
combustion chamber temperatures are too high. Also, check to see that each cotter pin is in
place and in good condition. NOTE For the engine fasteners, check the tightness of them when
the engine is cold at room temperature. Ignition Ground 1. Ignition Ground Ignition 1 2. Ignition
2 Empty 3. Throttle Position Sensor IN Overheat Warning 4. Air Temperature Sensor IN Do not
use any other battery except for a 12 V MF battery as a power source. Bend and twist the fuel
hose while examining it. Page 60 Tape the wires to prevent short circuit of the wires. The
throttle cable runs from the throttle lever to the cable assembly junction where it connects to
both the throttle body cable which leads to the throttle body, and the oil pump cable which
leads to the oil pump. Apply a non-permanent locking agent to the oil pump cable mounting bolt
and torque it. Such a shock to the pump can damage it. Pull the lanyard key off the stop button.
Install the fuel hoses to the fuel pump and torque the clamp screws. Torque - Fuel Hose Clamp
Screws: 0. Do not smoke. Torque - Clamps Screw on Filler Tube: 2. Be prepared for fuel
spillage; any spilled fuel must be com- pletely wiped up immediately. Engine Activates S. Such
a shock to the EMM can damage it. If the connector is clogged with mud or dust, blow it off with
compressed air. Replace the main harness if the terminals of the main harness connectors are
cracked, bent, or otherwise damaged. This will take a few seconds. Note the following. It is
therefore impossible to check the internal sensor or circuit for defect corresponding to the fault
code 23 and To avoid extremely high voltage shocks, do not touch the spark plugs or tester
connections. If the wiring and power supply are good, check the sensor resistance. Silicone
Sealant - Kawasaki Bond: â€” It is therefore impossible to check the internal sensor or circuit
for defect corresponding to the service code 44, 45 and Install it to the cylinder head following
the procedure described below. Apply a non-permanent locking agent to the injector mounting
bolt before tightening temporarily by hand. If no injector clicks, inspect the injector supply
voltage. If all injectors react correctly, perform the Injector Dynamic Test. If some injectors do
not operate, monitor EMM signal lead at injector using an inductive timing light. L: Apply a
non-permanent locking agent. SS: Apply silicone sealant. Cylinder, Piston: Cylinder inside
diameter Use a piston pin puller assembly, if the pin is tight. Do not run the engine in a closed
area. Exhaust gases contain carbon monoxide, a colorless, odorless, poisonous gas which can
be lethal. If warp exceeds the service limit, repair the mating surface. If the rings are worn
unevenly or damaged, they must be replaced. Torque - Engine Mount Bolts: 44 N m 4. TIR
Connecting rod side clearance 0. Connecting rod radial clearance: 0. Connecting rod bend
Torque - Coupling: N m Remove the oil pump. Apply liquid gasket to the mating surface [A] of
the crankcase as shown. Be sure the clamps [B] are in position. Apply a non-permanent locking
agent to the magneto cover mounting bolts and torque them. Apply water resistant grease [A] to
the grommet [B] and put it as shown [C]. Install the grommet plate [D] so as not to bite the
stator lead [E] between the plate and cover. Press the check valve until it is bottomed. At this

time, do not plug up the hole of the check valve with a locking agent. Crankshaft trouble, such
as excessive play or runout, will multiply the stress caused by the intermittent force on the
piston and will result in not only rapid crankshaft bearing wear, but also noise, power loss,
vibration, and shortened engine life. Insert feeler gauges between the big end and either crank
half to determine clearance. If the measured value exceeds the service limit, the crankshaft
should be replaced. Loosen the clamps and pull the hoses off. G: Apply grease. Apply a thin
coat to the coupling threads and tighten it. Pump Case Inside Diameter Impeller Clearance 0.
Apply a non-permanent locking agent to the pump mounting bolts and torque them. Remove the
impeller from the pump shaft and then pull out the pump shaft. Special Tool - Bearing Driver
Set: â€” Press each seal [A] into the pump case so that the side with the spring faces outward.
You could damage the grease seal. If there is pitting, deep scratches, nicks or other damage,
replace the impeller. Center the handlebar in the straight-ahead position. Loosen the locknut [A]
on the steering cable. Unscrew the mounting bolts [A] [B] and lift up the steering cover. Sealant
- Kawasaki Bond silicone sealant : â€” Torque - Steering Shaft Locknut: 49 59 N m 5. Pull the
holder [A] off the cable bracket. Remove the cable bracket out of the cable front end. Unscrew
the large nut in the hull with a wrench. If the cable or cable housing is kinked or frayed, replace
the cable. If the seal [A] at either end of the cable is damaged in any way, replace the cable. To
replace a rubber part, use a cement in the following table, or an equivalent. Read all warnings
and cautions on any solvents and adhesives used. Commutator diameter 28 mm 1. Charging
System Never remove sealing caps [B] even at charging. Determine the condition of the battery
30 minutes after completion of the charge by measuring the terminal voltage according to the
table below. Criteria Judgement If not, reinstall or replace the spring. Do not touch the spark
plugs, ignition coils, or spark plug leads while the engine is running, or you could receive a
severe electrical shock. However, a hand tester can not detect layer shorts and shorts resulting
from insulation breakdown under high voltage. CAUTION Do not disconnect the battery leads or
any other electrical connections when the ignition switch is on, or while the engine is running.
This is to prevent igniter in the EMM damage. Connect the battery positive terminal to the
terminal [1]. Connect the battery negative terminal to the terminal [5]. Install the meter unit. Turn
on the ignition switch. Rotate the waterwheel by hand. Check that the speedometer shows the
speed. If the speedometer does not work, check the speed sensor electric source voltage and
speed sensor. If the switch has an open or short, repair it or replace it with new one. If it is
blown out, replace the fuse. Before replacing a blown fuse, always check the amperage in the
affected circuit. If the amperage is equal to or greater than the fuse rating, check the wiring and
related components for a short circuit. Steering Position Sensor Clearance Standard: 0. If
necessary, adjust the steering shaft nut see JTâ€”C1 Steering chapter. If the Kawasaki Smart
Steering system does not operate normally, check the steering position sensor clearance. If the
reading is out of the standard, suspect the following. It consists of checking and replacing
missing or worn parts; lubricating parts to ensure that they do not become rusted; Wipe up any
water left in the compartment. Harsh solvents may attack the surface
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or smear the colors. The throttle lever must return fully when released. Clamp 3. Bypass Outlet
5. Detent 6. Bypass Hose 7. Exhaust Pipe 8. Exhaust Pipe 2. Exhaust Chamber 3. Clamp 5.
Connecting Tube 6. Resonator 8. Align the arrow mark on the resonator with the clamp screws.
Position the clamp screw as shown. Fuel Pump 2. Ear Type Clamp 3. Main Fuel Hose to Fuel
Filter 5. Return Fuel Hose to Fuel Pump 6. Capacitor 7. EMM 8. Fuel Filter 9. Supply Fuel Hose to
Injectors Oil Hose to Nozzle for 1 Bearing 2. Oil Hose to 1 Nozzle on Intake Manifold 3. Oil Hose
to 2 Nozzle on Intake Manifold 4. Oil Hose to 3 Nozzle on Intake Manifold 5. Spark Plug Cap
O-ring 2. Apply water resistance grease. Fuse Assembly 3. Bracket for ignition coils Starter
Relay 4. Ignition Coil To Starter Motor 5. Clamp Part No. This manual is also suitable for: Jet ski
stx d. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

