P0441 code hyundai

When your car's 'Hyundai Accent P Check Engine' light comes on, it's usually accompanied by
a sinking feeling in the pit of your stomach. The light could mean a costly problem, like a bad
catalytic converter, or it could be something minor, like a loose gas cap. But in many cases, it
means at minimum that you'll be visiting the car dealer to locate the malfunction and get the
light turned off. So you should chech it on our car models. The crankshaft sensor signals the
fuel injection computer or the ignition control when the cylinders are firing. This causes the
ignition coil to provide a spark and the injector to inject fuel into each cylinder at the right time.
If either sensor isn't working correctly, the car will run rough and the engine will be less
efficient. In later car models, the car's computer can usually keep the vehicle running, but the
engine warning light on the dashboard goes on to warn the driver. Parts or components should
not be replaced with reference to only a P DTC. The vehicle service manual should be consulted
for more information on possible causes of the fault, along with required testing. Code Search
Please fill the "Code Box" to find engine fault code. Ways to read engine trouble codes. Ways to
clear check engine light on car panel. Check Engine Light Dictionary Ways to clear check
engine light on car panel. Main engine trouble code archive on Web. Copyright
EngineTroubleCode. Check engine light comes on Engine stalling or misfiring Engine
performance issues Car not starting. If one of these reasons for P code is occuring now you
should check P repair processes. Now don't ask yourself; What should you do with P code? The
solution is here :. When the check engine light comes Hyundai Santa Fe Ii P code on the first
you should check is the gas cap. Pull over, retighten it, and take a look at the cap to see if it has
any cracks in it. Continue driving and see if the check engine light turns off. All you need to do
is take the old one off and screw on the new one. If you've already made it to the store, you
might as well just replace it. While not car-threatening, it's good to take care of this right away
to improve gas mileage. So you should chech it on our car models. The crankshaft sensor
signals the fuel injection computer or the ignition control when the cylinders are firing. This
causes the ignition coil to provide a spark and the injector to inject fuel into each cylinder at the
right time. If either sensor isn't working correctly, the car will run rough and the engine will be
less efficient. In later car models, the car's computer can usually keep the vehicle running, but
the engine warning light on the dashboard goes on to warn the driver. Parts or components
should not be replaced with reference to only a P DTC. The vehicle service manual should be
consulted for more information on possible causes of the fault, along with required testing.
Code Search Please fill the "Code Box" to find engine fault code. Ways to read engine trouble
codes. Ways to clear check engine light on car panel. Check Engine Light Dictionary Ways to
clear check engine light on car panel. Main engine trouble code archive on Web. Copyright
EngineTroubleCode. Check engine light comes on Engine stalling or misfiring Engine
performance issues Car not starting. If one of these reasons for P code is occuring now you
should check P repair processes. Now don't ask yourself; What should you do with P code? The
solution is here :. Play Now. What does this mean? Check the "Possible Causes" listed above.
Visually inspect the related wiring harness and connectors. Check for damaged components
and look for broken, bent, pushed out, or corroded connector's pins. How much do you know
about cars? Take the AutoCodes. Tech Notes What does this mean? The auto repair labor rates
vary by location, your vehicle's make and model, and even your engine type. When is the code
detected? Pressure in charcoal canister and fuel tank does not drop during purge control 2 trip
detection logic. This test verifies if a vacuum can be achieved in the EVAP system. Failure to
develop a vacuum may be caused by a large leak or a restriction. Get Access to Factory Service
Manuals. Need more help? Get the P Hyundai code diagnosed by a professional: Find a repair
shop in your area. Why is the Engine Light ON? Comments Help us improve AutoCodes. Leave
a comment below or tell us if the information above help you fix the code. What are the
symptoms on your vehicle for the P Hyundai code? Have you replaced any parts? Any
information is appreciated. Repair Importance Level: 1. Home - About AutoCodes. Posted and
Edit by AutoCodes. Last week I received a P code. I changed my gas cap OEM because my old
gas cap was visible loose. It was very noticeable. I drove it around for a day or two, CEL came
back on, re-tight the gas cap. Checked under the hood for loose wires. My fuel trim readings
show no sign of leaks. So far so good. I know that the gas cap is in fault because my gas gauge
on my dashboard isn't losing to much fuel with the new one on as oppose to what I was loosing
with the old gas cap. Also, where is the fuel tank vacuum relief valve located in my car? Just in
case I didn't solve the problem. The code condition you have is for the purge flow, what
happens is that the PCSV get stuck in the open position allowing vacuum to enter into the fuel
tank when it is not suppose to. Play Now. Questions Hot! Unanswered Tags Users Ask a
Question. Ask a Question. P Hyundai -. Just in case I didn't solve the problem Any help much
appreciated!! Vehicle: , Hyundai Accent GL, 1. Please log in or register to add a comment.
Please log in or register to answer this question. P EVAP emission control system incorrect

purge flow The code condition you have is for the purge flow, what happens is that the PCSV
get stuck in the open position allowing vacuum to enter into the fuel tank when it is not suppose
to. Related questions. P Hyundai accent-. Engine light still on! Need A Repair Shop? How much
do you know about cars? Take the AutoCodes. Send feedback Jobs. Powered by
Question2Answer. P indicates that there is an issue with the Evaporative Emissions System. P
can cause the vehicle to fail an emissions test. Often, the only symptom of P will be the service
engine soon light itself. In a few cases there may be other symptoms. Here they are:. Here are
some of the most common causes of the P code. They are presented somewhat in order from
most to least likely to be at fault. We still recommend dealing with it as soon as possible,
though. Good luck with fixing the issue. If you feel there is anything that you would like to add
to this article, please feel free to leave a comment below. Good luck! Hyundai Veloster P
Symptoms Often, the only symptom of P will be the service engine soon light itself. Here they
are: Check Engine Light â€” Often, this is the only indication of a problem. Often when there is a
problem with it there will be a gas odor, since the fuel vapor has somewhere to go other than
the intake manifold. Drivability Issues â€” In only the rarest of occasions, a Veloster may stall or
have an issue with the idle speed. Veloster P Causes Here are some of the most common
causes of the P code. This is especially true right after you fuel up. There are a few clips that
you need to find and remove. This is often the problem. They are really cheap on Amazon too.
Always make sure to verify the fit for your vehicle. When it fails, the purge valve will no longer
be able to operate properly. When this happens P will almost always throw. This is worth taking
a look at especially if you live in a drier climate. Vacuum leaks are pretty easy to detect as well.
Gas Cap â€” The gas cap going bad can cause P This is due to the fuel tank not having the right
amount of pressure with a bad cap. If you are getting a message to tighten your fuel cap when it
is tightened already, you should replace the fuel cap before doing anything. They are
afHyundaiable, and easy to replace. Wiring Issue to the Purge Solenoid â€” Due to the location
of the purge solenoid, it is not uncommon for the wiring going to it to fail. P indicates that there
is an issue with the Evaporative Emissions System. P can cause the vehicle to fail an emissions
test. Often, the only symptom of P will be the service engine soon light itself. In a few cases
there may be other symptoms. Here they are:. Here are some of the most common causes of the
P code. They are presented somewhat in order from most to least likely to be at fault. We still
recommend dealing with it as soon as possible, though. Good luck with fixing the issue. If you
feel there is anything that you would like to add to this article, please feel free to leave a
comment below. Good luck! Hyundai Tucson P Symptoms Often, the only symptom of P will be
the service engine soon light itself. Here they are: Check Engine Light â€” Often, this is the only
indication of a problem. Often when there is a problem with it there will be a gas odor, since the
fuel vapor has somewhere to go other than the intake manifold. Drivability Issues â€” In only the
rarest of occasions, a Tucson may stall or have an issue with the idle speed. Tucson P Causes
Here are some of the most common causes of the P code. This is especially true right after you
fuel up. There are a few clips that you need to find and remove. This is often the problem. They
are really cheap on Amazon too. Always make sure to verify the fit for your vehicle. When it
fails, the purge valve will no longer be able to operate properly. When this happens P will almost
always throw. This is worth taking a look at especially if you live in a drier climate. Vacuum
leaks are pretty easy to detect as well. Gas Cap â€” The gas cap going bad can cause P This is
due to the fuel tank not having the right amount of pressure with a bad cap. If you are getting a
message to tighten your fuel cap when it is tightened already, you should replace the fuel cap
before doing anything. They are afHyundaiable, and easy to replace. Wiring Issue to the Purge
Solenoid â€” Due to the location of the purge solenoid, it is not uncommon for the wiring going
to it to fail. P indicates that there is an issue with the Evaporative Emissions System. P can
cause the vehicle to fail an emissions test. Often, the only symptom of P will be the service
engine soon light itself. In a few cases there may be other symptoms. Here they are:. Here are
some of the most common causes of the P code. They are presented somewhat in order from
most to least likely to be at fault. We still recommend dealing with it as soon as possible,
though. Good luck with fixing the issue. If you feel there is anything that you would like to add
to this article, please feel free to leave a comment below. Good luck! Hyundai Accent P
Symptoms Often, the only symptom of P will be the service engine soon light itself. Here they
are: Check Engine Light â€” Often, this is the only indication of a problem. Often when there is a
problem with it there will be a gas odor, since the fuel vapor has somewhere to go other than
the intake manifold. Drivability Issues â€” In only the rarest of occasions, a Accent may stall or
have an issue with the idle speed. Accent P Causes Here are some of the most common causes
of the P code. This is especially true right after you fuel up. There are a few clips that you need
to find and remove. This is often the problem. They are really cheap on Amazon too. Always
make sure to verify the fit for your vehicle. When it fails, the purge valve will no longer be able

to operate properly. When this happens P will almost always throw. This is worth taking a look
at especially if you live in a drier climate. Vacuum leaks are pretty easy to detect as well. Gas
Cap â€” The gas cap going bad can cause P This is due to the fuel tank not having the right
amount of pressure with a bad cap. If you are getting a message to tighten your fuel cap when it
is tightened already, you should replace the fuel cap before doing anything. They are
afHyundaiable, and easy to replace. Wiring Issue to the Purge Solenoid â€” Due to the location
of the purge solenoid, it is not uncommon for the wiring going to it to fail. I'm trying to
troubleshooting a P on my daughter's vehicle and all my internet searching leads to changing
the purge valve. I replaced it the first time when replacing the fuel pump as they are know to
have issues with filling the tank. I started getting the code afterwards, changed fuel pump and
purge valve at same time , so I checked the hoses coming and going to the purge valve. I put
new clamps on thinking maybe they've lost their ability to compress the hose. Code still
returned, so I then inspected the wiring and lines to the fuel tank and no leaks, cracks or issues
were found. Before I drop the tank to inspect the lines further, I'm hoping for some ideas of
easier places to check or troubleshoot this code. Do you. Good afternoon, Did you verify
voltage to the solenoid? Without voltage it will not work. Below is a picture of the purge. Is that
what you replaced? Gasoline vapors are collected in the charcoal canister. This valve is
actuated by the purge control signal from the PCM and controls fuel vapor flow from the
canister to the intake manifold. System test, if fuel tank's vacuum is higher than prescribed
threshold, PCM sets P Image Click to enlarge. Was this answer. Yes, the purge valve is what I
replaced. I have Are you sure your battery is good? It should be battery voltage and that should
be Roy Was this answer. Battery is a month old, Okay, but Check the harness as there may be
corrosion causing low voltage. Please login or register to post a reply. Repaired Broken Valve 2
Cylinder. Sponsored links. Ask a Car Question. It's Free! The EVAP system consists of many
parts, including but not limited to the gas cap, fuel lines, carbon canister, purge valve, and other
hoses. Fuel vapors are routed by hoses to a charcoal canister for storage. Later, when the
engine is running a purge control valve opens allowing intake vacuum to siphon the fuel vapors
into the engine. EVAP emission canister purge is contolled
2002 kia spectra repair manual free
sony wiring harness diagram
1997 ford f150 starter wiring diagram
by a valve which allows engine vacuum to pull stored fuel vapors from fuel tank into the engine
to be burned, rather than be vented to atmosphere. A vacuum switch is used to detect when
flow exists. If the PCM commands purge and sees that the switch is closed indicating no
detected purge flow P Hyundai is set. The list of automotive Makes at the right edge of the
screen. The currently selected ODB-ii codes is for the Hyundai makes. Enter the 5 character
trouble codes in the search box and submit the search. If your OBD-II trouble codes are for a
different car, select that vehicle series before searching for the diagnostic codes because not all
OBD2 codes used by one manufacture are used by the other makes. The information contained
on this site is presented for informational purposes only. We are not responsible for any actions
you take on your vehicle. If you have any doubt as to repairs on your vehicle, please contact
your technician. Search for: Search. What does this mean? Note: 1.

